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	1)    In section 5.3.7.2, upon initiation of the RRC re-establishment procedure, the UE shall apply the default physical channel configuration as specified in 9.2.4. In 9.2.4, the default values for physical channle configuration for Rel-8 included in protocol version v8.5.0 are listed. For all the physical channle configuration introduced in the later version, the default value is“released”. It means the csi-SubframePatternConfig which is a field in the PhysicalConfigDedicated and introduced in Rel-10 shall be released when the UE applies the default physical channel configuration. So it is no need to explicitly specify the UE shall release csi-SubframePatternConfig if configured upon initiation of the RRC re-establishment procedure.
2)    In section 5.3.13, upon receiving a PUCCH/ SRS release request from lower layers, the UE shall apply the default physical channel configuration for CQI-ReportConfig and cqi-Mask if configured as specified in 9.2.4. However, in 9.2.4, it is specified that for all fields introduced in a later protocol version than v8.5.0, the default value is “release”. It means the cqi-Mask which is a field in the CQI-ReportConfig-v920 and introduced in Rel-9 shall be released when the UE applies the default physical channel configuration for CQI-ReportConfig. So it is no need to explicitly specify the UE shall release cqi-Mask if configured upon receiving a PUCCH/ SRS release request.  
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	1)    Remove the sentence “release csi-SubframePatternConfig, if configured” from  the section 5.3.7.2.
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1st Change

5.3.7.2
Initiation

The UE shall only initiate the procedure when AS security has been activated. The UE initiates the procedure when one of the following conditions is met:

1>
upon detecting radio link failure, in accordance with 5.3.11; or

1>
upon handover failure, in accordance with 5.3.5.6; or

1>
upon mobility from E-UTRA failure, in accordance with 5.4.3.5; or

1>
upon integrity check failure indication from lower layers; or

1>
upon an RRC connection reconfiguration failure, in accordance with 5.3.5.5;

Upon initiation of the procedure, the UE shall:

1>
stop timer T310, if running;

1>
start timer T311;

1> suspend all RBs except SRB0;

1>
reset MAC;

1>
release the SCell(s), if configured, in accordance with 5.3.10.3a;

1>
apply the default physical channel configuration as specified in 9.2.4;

1>
apply the default semi-persistent scheduling configuration as specified in 9.2.3;

1>
apply the default MAC main configuration as specified in 9.2.2;

1>
release reportProximityConfig and clear any associated proximity status reporting timer;

1>
release measSubframePatternPCell, if configured;


1>
if connected as an RN and configured with an RN subframe configuration:

2>
release the RN subframe configuration;

1>
perform cell selection in accordance with the cell selection process as specified in TS 36.304 [4];

2nd Change

5.3.13
UE actions upon PUCCH/ SRS release request

Upon receiving a PUCCH/ SRS release request from lower layers, the UE shall:

1>
apply the default physical channel configuration for CQI-ReportConfig as specified in 9.2.4;

1>
apply the default physical channel configuration for soundingRS-UL-ConfigDedicated as specified in 9.2.4;

1>
apply the default physical channel configuration for schedulingRequestConfig as specified in 9.2.4;

NOTE:
Upon PUCCH/ SRS release request, the UE does not modify the soundingRS-UL-ConfigDedicatedAperiodic i.e. it does not apply the default for this field (release).
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