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1. Overall Description:

RAN2 would like to thank GERAN2 for the LS on Provisioning of E-UTRA Radio Capabilities in GERAN.

Based on GERAN LS, RAN2 further discussed whether GERAN solution “incomplete UE E-UTRA capability” can be accepted or not. RAN2 agreed that RAN2 can provide solution to ensure that the UE E-UTRA capability does not exceed the limitation of GERAN, e.g. in GERAN, LTE Rel-10 and onwards UEs always provide Rel-9 UE E-UTRA capability. 
During the discussion, some concerns were raised:
· In case UE E-UTRA capability is sent during the CS call setup procedure, this procedure may introduce the additional delay during call setup in GERAN．
· In case UE E-UTRA capability is sent while the CS call is ongoing, this procedure may introduce interruption on voice call in GERAN
Regarding to the above concerns, RAN2 respectfully asks the following questions:
Q1: Does GERAN see the above listed concerns acceptable?

Q2: If not, can GERAN provide some solutions to mitigate above issues?
2. Actions:

To GERAN2 group.

ACTION: 
RAN2 respectfully asks GERAN2 to take the above feedback into account.
3. Date of Next TSG-RAN2 Meetings:

TSG-RAN2 Meeting #82 
20 – 24 May 2013
Fukuoka, Japan.
TSG-RAN2 Meeting #83
19 – 23 Aug 2013              
Barcelona, Spain
4. Annex:

Based on assumption that UE supports:

 -          RAT: 5 ; 
-          Total bands of inter RAT: 10; 
-          Total bands of LTE: N; 
The size of UE E-UTRA capability is listed in Table 1:

Table 1: Size evaluation for Rel-9 UEs
	Number of LTE bands, N
	Size(bytes)

	6
	92

	12
	131

	18
	175

	24
	229

	27
	259


NOTE:
The features we listed below are all optional features or the feature which size can be different based on the setting. Extended band/EARFCN and FDD/TDD difference are not counted.
· Table2: Features we used to evaluate the size
	Features
	value

	Rel-8&9 features
	

	SupportedBandListEUTRA
	maxBands=N

	MeasParameters: BandListEUTRA: BandListEUTRA
	maxBands=N

	MeasParameters: BandListEUTRA: InterFreqBandList
	maxBands=N



	MeasParameters: BandListEUTRA: InterRAT-BandList
	maxBands=10



	IRAT-ParametersUTRA-FDD: SupportedBandListUTRA-FDD
	maxBands=2

	IRAT-ParametersUTRA-TDD128: SupportedBandListUTRA-TDD128
	maxBands=2

	IRAT-ParametersGERAN: SupportedBandListGERAN
	maxBands=2

	IRAT-ParametersCDMA2000-HRPD: SupportedBandListHRPD
	maxCDMA-BandClass =2

	IRAT-ParametersCDMA2000-1XRTT: SupportedBandList1XRTT
	maxCDMA-BandClass =2

	featureGroupIndicators
	

	PhyLayerParameters-v920
	

	IRAT-ParametersGERAN-v920
	

	IRAT-ParametersUTRA-v920
	

	IRAT-ParametersCDMA2000-1XRTT-v920
	

	deviceType-r9
	

	CSG-ProximityIndicationParameters-r9
	

	NeighCellSI-AcquisitionParameters-r9
	

	SON-Parameters-r9
	

	UE-EUTRA-Capability-v9a0-IEs :featureGroupIndRel9Add-r9
	

	UE-EUTRA-Capability-v9c0-IEs
	all

	UE-EUTRA-Capability-v9d0-IEs
	all


