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6.3.2
Radio resource control information elements

-- Unaffected parts are removed --

–
PUCCH-Config
The IE PUCCH-ConfigCommon and IE PUCCH-ConfigDedicated are used to specify the common and the UE specific PUCCH configuration respectively.

PUCCH-Config information elements
-- ASN1START

PUCCH-ConfigCommon ::=



SEQUENCE {


deltaPUCCH-Shift




ENUMERATED {ds1, ds2, ds3},


nRB-CQI







INTEGER (0..98),


nCS-AN







INTEGER (0..7),


n1PUCCH-AN






INTEGER (0..2047)

}

PUCCH-ConfigDedicated ::=


SEQUENCE {


ackNackRepetition




CHOICE{



release







NULL,



setup







SEQUENCE {




repetitionFactor




ENUMERATED {n2, n4, n6, spare1},




n1PUCCH-AN-Rep





INTEGER (0..2047)



}


},


tdd-AckNackFeedbackMode



ENUMERATED {bundling, multiplexing}
OPTIONAL
-- Cond TDD

}

PUCCH-ConfigDedicated-v1020 ::=

SEQUENCE {


pucch-Format-r10




CHOICE {



format3-r10







SEQUENCE {




n3PUCCH-AN-List-r10
SEQUENCE (SIZE (1..4)) OF INTEGER (0..549)
OPTIONAL,
-- Need ON




twoAntennaPortActivatedPUCCH-Format3-r10

CHOICE {






release










NULL,





setup










SEQUENCE {






n3PUCCH-AN-ListP1-r10
SEQUENCE (SIZE (1..4)) OF INTEGER (0..549)





}




}















OPTIONAL
-- Need ON



},



channelSelection-r10



SEQUENCE {




n1PUCCH-AN-CS-r10




CHOICE {





release







NULL,





setup







SEQUENCE {






n1PUCCH-AN-CS-List-r10



SEQUENCE (SIZE (1..2)) OF N1PUCCH-AN-CS-r10





}




}















OPTIONAL
-- Need ON



}


}

















OPTIONAL,
-- Need OR


twoAntennaPortActivatedPUCCH-Format1a1b-r10

ENUMERATED {true}

OPTIONAL,
-- Need OR


simultaneousPUCCH-PUSCH-r10





ENUMERATED {true}

OPTIONAL,
-- Need OR


n1PUCCH-AN-RepP1-r10






INTEGER (0..2047)

OPTIONAL
-- Need OR

}

PUCCH-ConfigDedicated-v1130 ::=

SEQUENCE {


n1PUCCH-AN-CS-v1130




CHOICE {



release







NULL,



setup







SEQUENCE {




n1PUCCH-AN-CS-ListP1-r11


SEQUENCE (SIZE (2..4)) OF INTEGER (0..2047)



}


}

















OPTIONAL,
-- Need ON


nPUCCH-Param-r11




CHOICE {



release







NULL,



setup







SEQUENCE {




nPUCCH-Identity-r11




INTEGER (0..503),




n1PUCCH-AN-r11





INTEGER (0..2047)



}


}

















OPTIONAL
-- Need ON

}

N1PUCCH-AN-CS-r10
::= SEQUENCE (SIZE (1..4)) OF INTEGER (0..2047)

-- ASN1STOP

	PUCCH-Config field descriptions

	ackNackRepetition

Parameter indicates whether ACK/NACK repetition is configured, see TS 36.213 [23, 10.1].

	deltaPUCCH-Shift

Parameter: 
[image: image1.wmf]PUCCH

shift
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, see 36.211 [21, 5.4.1], where ds1 corresponds to value 1 ds2 to 2 etc.

	n1PUCCH-AN

Parameter: 
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, see TS 36.213 [23, 10.1].

n1PUCCH-AN-r11 indicates UE-specific PUCCH AN resource offset, see TS 36.213 [23, 10.1].

	n1PUCCH-AN-CS-List

Parameter: 
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 for PUCCH format 1b with channel selection, see TS 36.213 [23, 10.1.2.2.1, 10.1.3.2.1].

	n1PUCCH-AN-CS-ListP1
Parameter: 
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 for PUCCH format 1b with channel selection, see TS 36.213 [23, 10.1]. E-UTRAN configures this field only when pucch-Format is set to channelSelection.

	n1PUCCH-AN-Rep, n1PUCCH-AN-RepP1

Parameter: 
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for antenna port P0 and for antenna port P1 respectively, see TS 36.213 [23, 10.1].

	n3PUCCH-AN-List, n3PUCCH-AN-ListP1

Parameter: 
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for antenna port P0 and for antenna port P1 respectively, see TS 36.213 [23, 10.1]. 

	nCS-An

Parameter: 
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see TS 36.211 [21, 5.4].

	nPUCCH-Identity
Parameter: 
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, see TS 36.211 [21, 5.5.1.5].

	nRB-CQI

Parameter: 
[image: image11.wmf](2)
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, see TS 36.211 [21, 5.4].

	pucch-Format

Parameter indicates one of the PUCCH formats for transmission of HARQ-ACK, see TS 36.213 [23, 10.1]. For TDD, if the UE is configured with PCell only, the channelSelection indicates the transmission of HARQ-ACK multiplexing as defined in Tables 10.1.3-5, 10.1.3-6, and 10.1.3-7 in TS 36.213 [23].

	repetitionFactor

Parameter 
[image: image12.wmf]ANRep
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 see TS 36.213 [23, 10.1] where n2 corresponds to repetition factor 2, n4 to 4.

	simultaneousPUCCH-PUSCH

Parameter indicates whether simultaneous PUCCH and PUSCH transmissions is configured, see TS 36.213 [23, 10.1 and 5.1.1]. E-UTRAN configures this field, only when the nonContiguousUL-RA-WithinCC-Info is set to supported in the band on which PCell is configured.

	tdd-AckNackFeedbackMode

Parameter indicates one of the TDD ACK/NACK feedback modes used, see TS 36.213 [23, 7.3 and 10.1.3]. The value bundling corresponds to use of ACK/NACK bundling whereas, the value multiplexing corresponds to ACK/NACK multiplexing as defined in Tables 10.1.3-2, 10.1.3-3, and 10.1.3-4 in TS 36.213 [23]. The same value applies to both ACK/NACK feedback modes on PUCCH as well as on PUSCH.

	twoAntennaPortActivatedPUCCH-Format1a1b

Indicates whether two antenna ports are configured for PUCCH format 1a/1b for HARQ-ACK, see TS 36.213 [23, 10.1]. The field also applies for PUCCH format 1a/1b transmission when format3 is configured, see TS 36.213 [23, 10.1.2.2.2, 10.1.3.2.2].

	twoAntennaPortActivatedPUCCH-Format3

Indicates whether two antenna ports are configured for PUCCH format 3 for HARQ-ACK, see TS 36.213 [23, 10.1].


	Conditional presence
	Explanation

	TDD
	The field is mandatory present for TDD if the pucch-Format is not present. If the pucch-Format is present, the field is not present and the UE shall delete any existing value for this field. It is not present for FDD and the UE shall delete any existing value for this field.


-- Unaffected parts are removed --

6.3.5
Measurement information elements

-- Unaffected parts are removed --

–
MeasObjectToAddModList
The IE MeasObjectToAddModList concerns a list of measurement objects to add or modify

MeasObjectToAddModList information element
-- ASN1START

MeasObjectToAddModList ::=


SEQUENCE (SIZE (1..maxObjectId)) OF MeasObjectToAddMod

MeasObjectToAddModList-v9e0 ::=

SEQUENCE (SIZE (1..maxObjectId)) OF MeasObjectToAddMod-v9e0

MeasObjectToAddMod ::=
SEQUENCE {


measObjectId





MeasObjectId,


measObject






CHOICE {



measObjectEUTRA





MeasObjectEUTRA,



measObjectUTRA





MeasObjectUTRA,



measObjectGERAN





MeasObjectGERAN,



measObjectCDMA2000




MeasObjectCDMA2000,



...


}

}

MeasObjectToAddMod-v9e0 ::=
SEQUENCE {


measObjectEUTRA-v9e0



MeasObjectEUTRA-v9e0

OPTIONAL
-- Cond eutra

}

-- ASN1STOP

	Conditional presence
	Explanation

	eutra
	The field is optional present, need OR, if for the corresponding entry in MeasObjectToAddModList field measObject is set to measObjectEUTRA and its sub-field carrierFreq is set to maxEARFCN. Otherwise the field is not present and the UE shall delete any existing value for this field, if configured.


-- Unaffected parts are removed --

–
ReportConfigEUTRA
The IE ReportConfigEUTRA specifies criteria for triggering of an E‑UTRA measurement reporting event. The E‑UTRA measurement reporting events are labelled AN with N equal to 1, 2 and so on.

Event A1:
Serving becomes better than absolute threshold;

Event A2:
Serving becomes worse than absolute threshold;

Event A3:
Neighbour becomes amount of offset better than PCell;

Event A4:
Neighbour becomes better than absolute threshold;

Event A5:
PCell becomes worse than absolute threshold1 AND Neighbour becomes better than another absolute threshold2.

Event A6:
Neighbour becomes amount of offset better than SCell.

ReportConfigEUTRA information element
-- ASN1START

ReportConfigEUTRA ::=



SEQUENCE {


triggerType






CHOICE {



event







SEQUENCE {




eventId







CHOICE {





eventA1







SEQUENCE {






a1-Threshold





ThresholdEUTRA





},





eventA2







SEQUENCE {






a2-Threshold





ThresholdEUTRA





},





eventA3







SEQUENCE {






a3-Offset






INTEGER (-30..30),






reportOnLeave





BOOLEAN





},





eventA4







SEQUENCE {






a4-Threshold





ThresholdEUTRA





},





eventA5







SEQUENCE {






a5-Threshold1





ThresholdEUTRA,






a5-Threshold2





ThresholdEUTRA





},





...,





eventA6-r10






SEQUENCE {






a6-Offset-r10





INTEGER (-30..30),






a6-ReportOnLeave-r10



BOOLEAN





}




},




hysteresis






Hysteresis,




timeToTrigger





TimeToTrigger



},



periodical







SEQUENCE {




purpose








ENUMERATED {















reportStrongestCells, reportCGI}



}


},


triggerQuantity





ENUMERATED {rsrp, rsrq},


reportQuantity





ENUMERATED {sameAsTriggerQuantity, both},


maxReportCells





INTEGER (1..maxCellReport),


reportInterval





ReportInterval,


reportAmount





ENUMERATED {r1, r2, r4, r8, r16, r32, r64, infinity},


...,


[[
si-RequestForHO-r9




ENUMERATED {setup}

OPTIONAL,
-- Cond reportCGI



ue-RxTxTimeDiffPeriodical-r9

ENUMERATED {setup}

OPTIONAL
-- Need OR

]],

[[
includeLocationInfo-r10

 

ENUMERATED {true}

OPTIONAL,
-- Need OR



reportAddNeighMeas-r10



ENUMERATED {setup}

OPTIONAL
-- Need OR

]]

}

ThresholdEUTRA ::=




CHOICE{


threshold-RSRP





RSRP-Range,


threshold-RSRQ





RSRQ-Range

}

-- ASN1STOP

	ReportConfigEUTRA field descriptions

	a3-Offset/ a6-Offset

Offset value to be used in EUTRA measurement report triggering condition for event a3/ a6. The actual value is IE value * 0.5 dB.

	aN-ThresholdM

Threshold to be used in EUTRA measurement report triggering condition for event number aN. If multiple thresholds are defined for event number aN, the thresholds are differentiated by M.

	eventId

Choice of E‑UTRA event triggered reporting criteria.

	maxReportCells

Max number of cells, excluding the serving cell, to include in the measurement report.

	reportAmount

Number of measurement reports applicable for triggerType event as well as for triggerType periodical. In case purpose is set to reportCGI only value 1 applies.

	reportOnLeave/ a6-ReportOnLeave

Indicates whether or not the UE shall initiate the measurement reporting procedure when the leaving condition is met for a cell in cellsTriggeredList, as specified in 5.5.4.1.

	reportQuantity 
The quantities to be included in the measurement report. The value both means that both the rsrp and rsrq quantities are to be included in the measurement report.

	si-RequestForHO

The field applies to the reportCGI functionality, and when the field is included, the UE is allowed to use autonomous gaps in acquiring system information from the neighbour cell, applies a different value for T321, and includes different fields in the measurement report.

	ThresholdEUTRA

For RSRP: RSRP based threshold for event evaluation. The actual value is IE value – 140 dBm.

For RSRQ: RSRQ based threshold for event evaluation. The actual value is (IE value – 40)/2 dB.

EUTRAN configures the same threshold quantity for all the thresholds of an event.

	timeToTrigger

Time during which specific criteria for the event needs to be met in order to trigger a measurement report.

	triggerQuantity 
The quantity used to evaluate the triggering condition for the event. EUTRAN sets the value according to the quantity of the ThresholdEUTRA for this event. The values rsrp and rsrq correspond to Reference Signal Received Power (RSRP) and Reference Signal Received Quality (RSRQ), see TS 36.214 [48].

	ue-RxTxTimeDiffPeriodical
If this field is present, the UE shall perform UE Rx-Tx time difference measurement reporting and ignore the fields triggerQuantity, reportQuantity and maxReportCells. If the field is present, the only applicable values for the corresponding triggerType and purpose are periodical and reportStrongestCells respectively.


	Conditional presence
	Explanation

	reportCGI
	The field is optional, need OR, in case purpose is included and set to reportCGI; otherwise the field is not present and the UE shall delete any existing value for this field.


-- Unaffected parts are removed --

–
ReportConfigInterRAT
The IE ReportConfigInterRAT specifies criteria for triggering of an inter-RAT measurement reporting event. The inter-RAT measurement reporting events are labelled BN with N equal to 1, 2 and so on.

Event B1:
Neighbour becomes better than absolute threshold;

Event B2:
PCell becomes worse than absolute threshold1 AND Neighbour becomes better than another absolute threshold2.

The b1 and b2 event thresholds for CDMA2000 are the CDMA2000 pilot detection thresholds are expressed as an unsigned binary number equal to [-2 x 10 log 10 Ec/Io] in units of 0.5dB, see C.S0005-A [25] for details.

ReportConfigInterRAT information element
-- ASN1START

ReportConfigInterRAT ::=


SEQUENCE {


triggerType






CHOICE {



event







SEQUENCE {




eventId







CHOICE {





eventB1







SEQUENCE {






b1-Threshold





CHOICE {







b1-ThresholdUTRA




ThresholdUTRA,







b1-ThresholdGERAN




ThresholdGERAN,







b1-ThresholdCDMA2000



ThresholdCDMA2000






}





},





eventB2







SEQUENCE {






b2-Threshold1





ThresholdEUTRA,






b2-Threshold2





CHOICE {







b2-Threshold2UTRA




ThresholdUTRA,







b2-Threshold2GERAN




ThresholdGERAN,







b2-Threshold2CDMA2000



ThresholdCDMA2000






}





},





...




},




hysteresis





Hysteresis,




timeToTrigger




TimeToTrigger



},



periodical







SEQUENCE {




purpose








ENUMERATED {















reportStrongestCells,















reportStrongestCellsForSON,















reportCGI}



}


},


maxReportCells





INTEGER (1..maxCellReport),


reportInterval





ReportInterval,



reportAmount





ENUMERATED {r1, r2, r4, r8, r16, r32, r64, infinity},


...,


[[
si-RequestForHO-r9




ENUMERATED {setup}

OPTIONAL
-- Cond reportCGI


]],


[[
reportQuantityUTRA-FDD-r10


ENUMERATED {both}

OPTIONAL
-- Need OR


]],


[[
includeLocationInfo-r11

 

BOOLEAN




OPTIONAL
-- Need ON


]]

}

ThresholdUTRA ::=




CHOICE{


utra-RSCP






INTEGER (-5..91),


utra-EcN0






INTEGER (0..49)

}

ThresholdGERAN ::= 



INTEGER (0..63)

ThresholdCDMA2000 ::= 


INTEGER (0..63)

-- ASN1STOP

	ReportConfigInterRAT field descriptions

	bN-ThresholdM

Threshold to be used in inter RAT measurement report triggering condition for event number bN. If multiple thresholds are defined for event number bN, the thresholds are differentiated by M.

	eventId

Choice of inter-RAT event triggered reporting criteria.

	maxReportCells

Max number of cells, excluding the serving cell, to include in the measurement report. In case purpose is set to reportStrongestCellsForSON only value 1 applies.

	Purpose

reportStrongestCellsForSON applies only in case reportConfig is linked to a measObject set to measObjectUTRA or measObjectCDMA2000.

	reportAmount

Number of measurement reports applicable for triggerType event as well as for triggerType periodical. In case purpose is set to reportCGI or reportStrongestCellsForSON only value 1 applies.

	reportQuantityUTRA-FDD
The quantities to be included in the UTRA measurement report. The value both means that both the cpich RSCP and cpich EcN0 quantities are to be included in the measurement report.

	si-RequestForHO

The field applies to the reportCGI functionality, and when the field is included, the UE is allowed to use autonomous gaps in acquiring system information from the neighbour cell, applies a different value for T321, and includes different fields in the measurement report.

	ThresholdGERAN

The actual value is IE value – 110 dBm.

	ThresholdUTRA

utra-RSCP corresponds to CPICH_RSCP in TS 25.133 [29] for FDD and P-CCPCH_RSCP in TS 25.123 [30] for TDD. utra-EcN0 corresponds to CPICH_Ec/No in TS 25.133 [29] for FDD, and is not applicable for TDD.

For utra-RSCP: The actual value is IE value – 115 dBm.

For utra-EcN0: The actual value is (IE value – 49)/2 dB.

	timeToTrigger

Time during which specific criteria for the event needs to be met in order to trigger a measurement report.


	Conditional presence
	Explanation

	reportCGI
	The field is optional, need OR, in case purpose is included and set to reportCGI; otherwise the field is not present and the UE shall delete any existing value for this field.


-- Unaffected parts are removed --
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