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1. Overall Description:

RAN2 has discussed support of CSG RAN sharing for Pre-Rel-12 UEs. The following observations were confirmed (based on document R2-132607):
Observation 1: for membership checking, UE checks the stored rPLMN and ePLMN against the PLMN list in the target cell, and then tries to match the checking result with the stored whitelist. If any PLMN ID broadcasted by the target cell satisfies the conditions, the target CSG cell will be the CSG member cell.

Observation 2: the membership checking behaviour for pre-R12 UEs and R12 UEs are the same.

Observation 3: the difference between pre-R12 UEs and R12 UEs is that R12 UEs will report a PLMN list passing membership check, in addition to the membership indicator.
RAN2 also agreed the network based solution to support the inbound mobility of pre-R12 UEs to a shared CSG cell. The network solution means that the subscription of the CSG should be coordinated by the operator, the source RAN should be configured with a list of broadcasted PLMN identities of the CSG cells and hybrid cells, it determines the list of PLMN identities of target cell and filters out a PLMN identity, considering serving PLMN, shared network areas or local configuration. Then the pre-R12 UE can handover to the shared H(e)NB cell.
2. Actions:

To RAN3 and SA2 groups.

ACTION: 
RAN2 respectfully asks RAN3 and SA2 to take the information above into account.
3. Date of Next RAN2 Meetings:

RAN2-84
11 – 15 Nov
San Francisco,
USA
RAN2-85
10 – 14 Feb
Prague, Czech Republic
