Page 1



3GPP TSG-RAN2 Meeting #85 
R2-140948
Prague, Czech Republic, 10 to 14 February 2014
	CR-Form-v11

	CHANGE REQUEST

	

	
	36.331
	CR
	1457
	rev
	-
	Current version:
	12.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	x
	Core Network
	


	

	Title:

	Clarification for the SIB occurrence in a single SI message

	
	

	Source to WG:
	Huawei, HiSilicon

	Source to TSG:
	R2

	
	

	Work item code:
	TEI11
	
	Date:
	2014-02-10

	
	
	
	
	

	Category:
	A
	
	Release:
	Rel-12

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)

	
	

	Reason for change:
	The specification 36.331 clearly describes that the same SIB cannot be in different SI messages, but this does not mean that the same type of SIB cannot appear more than once in the single SI message and it could be used to transmit the same type of SIBs with different contents in a single SI message. This depends on the implementation and could be based on different understandings of the specification. Considering the compatibility with the legacy UEs, we propose that the same SIB cannot appear more than once in a single SI message.

	
	

	Summary of change:
	The sentence “and at most once in that message” is added.
Impact analysis
Impacted functionality:

SIB;

Inter-operability:

If the network is implemented according to this CR while the UE is not, there is no inter operability issue.

If the UE is implemented according to this CR while the network is not, the UE behavior is unpredictable in case the network configures the SIBs in a way that the same SIB can appear more than once in a single SI message..

	
	

	Consequences if not approved:
	The issue remains in the specification. The UE behavior is unpredictable in case the network configures the SIBs in a way that the same SIB can appear more than once in a single SI message .
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5.2.1.1
General

System information is divided into the MasterInformationBlock (MIB) and a number of SystemInformationBlocks (SIBs). The MIB includes a limited number of most essential and most frequently transmitted parameters that are needed to acquire other information from the cell, and is transmitted on BCH. SIBs other than SystemInformationBlockType1 are carried in SystemInformation (SI) messages and mapping of SIBs to SI messages is flexibly configurable by schedulingInfoList included in SystemInformationBlockType1, with restrictions that: each SIB is contained only in a single SI message, and at most once in that message; only SIBs having the same scheduling requirement (periodicity) can be mapped to the same SI message; SystemInformationBlockType2 is always mapped to the SI message that corresponds to the first entry in the list of SI messages in schedulingInfoList. There may be multiple SI messages transmitted with the same periodicity. SystemInformationBlockType1 and all SI messages are transmitted on DL-SCH.

