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	*** First change ***


6.3.4
Mobility control information elements

–
RSRP-Range
The IE RSRP-Range specifies the value range used in RSRP measurements and thresholds. Integer value for RSRP measurements according to mapping table in TS 36.133 [16].

RSRP-Range information element
-- ASN1START

RSRP-Range ::=





INTEGER(0..97)

RSRP-RangeProse-r12 ::=



INTEGER(0..13)
RSRP-RangeProse2-r12 ::=



INTEGER(0..7)
RSRP-RangeProse3-r12 ::=



INTEGER(0..11)
-- ASN1STOP

	RSRP-Range field descriptions

	RSRP-RangeProse
Value 0 corresponds to -infinity, value 1 to -115dBm, value 2 to -110dB, and so on (i.e. in steps of 5dB) until value 12, which corresponds to -60dBm, while value 13 corresponds to +infinity.

	RSRP-RangeProse2
Value 0 corresponds to -infinity, value 1 to -110dBm, value 2 to -100dB, and so on (i.e. in steps of 10dB) until value 6, which corresponds to -60dBm, while value 7 corresponds to +infinity.

	RSRP-RangeProse3
Value 0 corresponds to -110dBm, value 1 to -105dBm, value 2 to -100dB, and so on (i.e. in steps of 5dB) until value 10, which corresponds to -60dBm, while value 11 corresponds to +infinity.


	*** next change ***


9.x
ProSe pre-configured parameters
9.x.1
Specified parameters
This section only list parameters which value is specified in the standard.
Parameters

	Name
	Value
	Semantics description
	Ver

	proseConfigSync

>syncTxParameters
>>alpha
	
	0
	

	proseConfigComm

>sc-TxParameters
>>alpha

>dataTxParameters
>>alpha
	
	0
0
	


9.x.2
Pre-configurable parameters
This ASN.1 segment is the start of the E‑UTRA definitions of ProSe pre-configured parameters.

-- ASN1START

EUTRA-ProSe-Preconf DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


AdditionalSpectrumEmission,


ARFCN-ValueEUTRA-r9,


FilterCoefficient,


maxProseTxPool-r12,


P-Max,


ProSe-CP-Len-r12,


ProSe-HoppingConfigComm-r12,

ProSe-OffsetIndicatorSync-r12,


ProSe-PeriodComm-r12,

RSRP-RangeProse3-r12,


ProSe-TF-ResourceConfig-r12,

Prose-TRPT-Subset-r12,

P0-ProSe-r12,


TDD-ConfigSL-r12

FROM EUTRA-RRC-Definitions;

-- ASN1STOP

–
ProsePreconfiguration
The IE ProsePreconfiguration includes the ProSe pre-configured parameters.

ProsePreconfiguration information elements
-- ASN1START

ProsePreconfiguration-r12 ::=

SEQUENCE {


proseConfigGeneral-r12



ProsePreconfigGeneral-r12,


proseConfigSync-r12




ProsePreconfigSync-r12,


proseConfigComm-r12


ProsePreconfigCommPoolList4-r12,


...

}

ProsePreconfigGeneral-r12 ::=

SEQUENCE {


-- PDCP configuration


rohc-Profiles-r12




SEQUENCE {



profile0x0001





BOOLEAN,



profile0x0002





BOOLEAN,



profile0x0004





BOOLEAN,



profile0x0006





BOOLEAN,



profile0x0101





BOOLEAN,



profile0x0102





BOOLEAN,



profile0x0104





BOOLEAN


},


-- Physical configuration


carrierFreq-r12





ARFCN-ValueEUTRA-r9,


maxTxPower-r12





P-Max,


additionalSpectrumEmission-r12

AdditionalSpectrumEmission,


sl-bandwidth-r12




ENUMERATED {n6, n15, n25, n50, n75, n100},


tdd-ConfigSL-r12




TDD-ConfigSL-r12,


reserved-r12





BIT STRING (SIZE (27)),


...

}

ProsePreconfigSyncConfig-r12 ::=
SEQUENCE {


syncCP-Len-r12





ProSe-CP-Len-r12,


syncOffsetIndicator1-r12


ProSe-OffsetIndicatorSync-r12,


syncOffsetIndicator2-r12


ProSe-OffsetIndicatorSync-r12,


syncTxParameters-r12



P0-ProSe-r12,


syncTxThreshOoC-r12




RSRP-RangeProse3-r12,


filterCoefficient-r12



FilterCoefficient,


...

}

ProsePreconfigCommPoolList4-r12 ::=
SEQUENCE (SIZE (1..maxProseTxPool-r12)) OF ProsePreconfigCommPool-r12

ProsePreconfigCommPool-r12 ::=

SEQUENCE {

-- This IE is same as ProseCommResourcePool with rxParametersNCell absent


sc-CP-Len-r12





ProSe-CP-Len-r12,


sc-Period-r12





ProSe-PeriodComm-r12,


sc-TF-ResourceConfig-r12


ProSe-TF-ResourceConfig-r12,


sc-TxParameters-r12




P0-ProSe-r12,


data-CP-Len-r12





ProSe-CP-Len-r12,


data-TF-ResourceConfig-r12


ProSe-TF-ResourceConfig-r12,


dataHoppingConfig-r12



ProSe-HoppingConfigComm-r12,


dataTxParameters-r12



P0-ProSe-r12,


trpt-Subset-r12





Prose-TRPT-Subset-r12,


...

}

END

-- ASN1STOP

	ProsePreconfiguration field descriptions

	proseConfigComm

Indicates a list of a number of individual resource configuration pools. The same set of pools is used for for reception and transmission of Prose Direct Communication.


