
	No
	IEs
	Notes e.g. associated messages
	Procedures
	Companies

	1
	6.2.1
	EUTRA-RRC-Definitions /Exports 
All relevant IEs that are imported into NBIOT-RRC-Definitions Needs to be exported from EUTRA-RRC-Definitions. 
	 
	All

	2
	6.7.1
	Imports 
All relevant IEs that are used from EUTRA-RRC-Definitions are imported to NBIOT-RRC-Definitions 
	 
	All

	3
	6.7.1, 6.7.2, 6.7.3.2, 6.7.3.4, 6.7.4 
 
	System Information (minus SIB2 and Access Control) 
  
BCCH-BCH-Message-NB,  MasterInformationBlock-NB, BCCH-DL-SCH-Message-NB, SystemInformation-NB, SystemInformationBlockType16 (Import), SystemInformationBlockType1-NB, P-Max-NB, FreqBandIndicator-NB, MultiBandInfoList-NB (Only: MultiBandInfoList-SIB1-NB-r13, MultiBandInfo-SIB1-NB-r13), Multiplicity and type constraint definitions (Only: maxSIB-NB-r13) 
	 
	 Huawei

	4
	6.7.3.1, 6.7.3.2, 6.7.3.6, 6.7.4
	Common Radio Resource Configuration 
  
SystemInformationBlockType2-NB, RadioResourceConfigCommon-NB, RACH-ConfigCommon-NB, PRACH-Config-NB (Only: PRACH-ConfigSIB-NB-r13), PDSCH-Config-NB (Only: PDSCH-ConfigCommon-NB-r13), PUSCH-Config-NB (Only: PUSCH-ConfigCommon-NB-r13), UplinkPowerControl-NB (Only: UplinkPowerControlCommon-NB-r13), UE-TimersAndConstants-NB, Multiplicity and type constraint definitions (Only: maxCE-Level-NB-r13) 
	 
	 Ericsson

	5
	6.7.2, 6.7.3.4, 6.7.4
	System Information - Cell reselection, neighbour cell and inter-frequency cell information 
  
SystemInformationBlockType3-NB, SystemInformationBlockType4-NB, SystemInformationBlockType5-NB, NS-PmaxList-NB, T-Reselection-NB, MultiBandInfoList-NB (Only: MultiBandInfoList-SIB35-NB-r13, MultiBandInfo-SIB35-NB-r13), Multiplicity and type constraint definitions (Only: maxNS-Pmax-NB-r13) 
	 
	 Huawei

	6
	6.7.3.1, 6.7.1, 6.7.2, 6.7.4
	Access Control and Paging 
  
SystemInformationBlockType14-NB, PCCH-Message-NB, Paging-NB, Multiplicity and type constraint definitions (Only: maxSIB-NB-r13-1, maxSI-Message-NB-r13) 
	 
	 Intel, CATT, Huawei, Nokia, Ericsson

	7
	6.7.1
	Message Overview, including unmodified legacy 
  
DL-CCCH-Message-NB, RRC-TransactionIdentifier (Import), DL-DCCH-Message-NB, UL-CCCH-Message-NB, UL-DCCH-Message-NB, SecurityModeCommand (Import), SecurityModeComplete (Import), SecurityModeFailure (Import), UEAssistanceInformation (Import) 
	 
	 ZTE, Ericsson

	8
	6.7.2, 6.7.3.6, 6.7.4, 7.1a
	Existing Procedures 
  
RRCConnectionReestablishment-NB, RRCConnectionReestablishmentReject (Import), DLInformationTransfer-NB, RRCConnectionReconfiguration-NB, UECapabilityEnquiry-NB, RRCConnectionReestablishmentRequest-NB, RRCConnectionReconfigurationComplete-NB, RRCConnectionReestablishmentComplete-NB, UECapabilityInformation-NB, ULInformationTransfer-NB, UE-NBIOT-Capability-NB, OtherConfig, VarShortMAC-Input-NB, Multiplicity and type constraint definitions (Only: maxDRB-NB-r13) 
	 
	 Qualcomm,ZTE

	9
	6.7.2
	Connection Establishment/Release Procedures 
  
RRCConnectionReject-NB, RRCConnectionSetup-NB, RRCConnectionResume-NB, RRCConnectionRequest-NB, RRCConnectionResumeRequest-NB, RRCConnectionSetupComplete-NB, RRCConnectionResumeComplete-NB, RRCConnectionSetup-NB, RRCConnectionRelease-NB 
	 
	 Intel,CATT, Qualcomm

	10
	6.7.3.2
	Dedicated Resource Configuration 
  
RadioResourceConfigDedicated-NB, RLC-Config-NB, LogicalChannelConfig-NB, PDCP-Config-NB, MAC-MainConfig-NB, PhysicalConfigDedicated-NB, Carrier-ConfigDedicated-NB, RLF-TimersAndConstants-NB, PDSCH-Config-NB (Only: PDSCH-ConfigDedicated-NB-r13), PUSCH-Config-NB (Only: PUSCH-ConfigDedicated-NB-r13), UplinkPowerControl-NB (Only: UplinkPowerControlDedicated-NB-r13) 
	 
	[bookmark: _GoBack] Ericsson

	11
	7.2
	NBIOT-UE-Variables 
 
	 
	 ZTE




