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1. Introduction
RAN2 discussed some user plane aspects for eLAA, and made some agreements [2] e.g.:

	=>
SPS/TTI bundling is not configured for LAA SCell.


Still other aspects (e.g. handling of MAC CE, SR) should be discussed further. The contribution discusses the remaining user-plane issues on LAA SCells.

2. Discussion

2.1 Handling of MAC CE
RAN2 discussed whether to allow sending MAC CE over licensed carriers only during the Rel-13 study item phase, but no conclusion was made [1]:
	=>
The mapping of MAC CEs and bearers to carriers should be discussed in the WI phase. This will also depend on whether or not LBT for the UL is performed in the UE or not. 


Also RAN had some discussion in the last meeting, but it was not conclusive [2].
The Buffer Status Reporting (BSR) is essential for UL scheduling, and can contain the buffer status for the critical signalling messages e.g. measurement report (which is related to the handover). The BSR over LAA cell may increase the UL grant delay, so the loss of the BSR would impact UE performance seriously.
Also, the Power Headroom Reporting provides the serving eNB with information about the difference between the nominal UE maximum transmit power and the estimated power for UL-SCH transmission per activated Serving Cell, which is also essential for UL scheduling.
Hence, we think that the MAC CEs (e.g. BSR, PHR) should be sent over licensed carriers only.
Proposal 1:  The MAC CEs (e.g. BSR and PHR) are sent over licensed carriers only
2.2 Scheduling Request (SR)

The Scheduling Request (SR) is used for requesting UL-SCH resources for new transmission, and RAN2 still does not know whether RAN1 would allow SR transmission over unlicensed carriers. So, it is suggested to wait RAN1 for further inputs to avoid unnecessary discussion.

Proposal 2: RAN2 should wait RAN1 for further inputs on SR handling.
3. Conclusion
Proposal 1:  The MAC CEs (e.g. BSR and PHR) are sent over licensed carriers only
Proposal 2: RAN2 should wait RAN1 for further inputs on SR handling.
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