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	Reason for change:
	The specification should clarify the UE behaviour when both the absolute priority and the redistribution parameter are provided in SIB. 


	
	

	Summary of change:
	The reselection priorities handling in section 5.2.4.1 is modified to ignore the broadcasted absolute priority when the redistribution parameter is provided, as follows; 
· Added “or the redistribution parameter is provided” within section 5.2.4.1.
Additionally, three editorial corrections are also provided within section 5.2.4.10. 

· Impact analysis
· Impacted functionality:
· Reselection priorities handling 
· E-UTRAN Inter-frequency Redistribution procedure 
· Inter-operability:
· No inter-operability problem is foreseen.
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	The UE behaviour agreed in RAN2#93bis that “RAN2 understanding that in the scenario described the UE should not move to F1 on T360 expiry before redistribution is complete” is left up to UE implementation and may lead to improper UE behaviour when the absolute priority and the redistribution parameter are provided in SIB simulteneously. 
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5.2.4.1
Reselection priorities handling

Absolute priorities of different E-UTRAN frequencies or inter-RAT frequencies may be provided to the UE in the system information, in the RRCConnectionRelease message, or by inheriting from another RAT at inter-RAT cell (re)selection. In the case of system information, an E-UTRAN frequency or inter-RAT frequency may be listed without providing a priority (i.e. the field cellReselectionPriority is absent for that frequency). If priorities are provided in dedicated signalling or the redistribution parameter is provided, the UE shall ignore all the priorities provided in system information. If UE is in camped on any cell state, UE shall only apply the priorities provided by system information from current cell, and the UE preserves priorities provided by dedicated signalling and deprioritisationReq received in RRCConnectionReject unless specified otherwise. When the UE in camped normally state, has only dedicated priorities other than for the current frequency, the UE shall consider the current frequency to be the lowest priority frequency (i.e. lower than any of the network configured values). While the UE is camped on a suitable CSG cell, the UE shall always consider the current frequency to be the highest priority frequency (i.e. higher than any of the network configured values), irrespective of any other priority value allocated to this frequency if that cell can be accessed in normal coverage. If the UE capable of sidelink communication is configured to perform sidelink communication and can only perform the sidelink communication while camping on a frequency, the UE may consider that frequency to be the highest priority.

NOTE:
The prioritization among the frequencies which UE considers to be the highest priority frequency is left to UE implementation.
	*********Skip to next change**********


5.2.4.10
E-UTRAN Inter-frequency Redistribution procedure
If a UE is redistribution capable and redistributionServingInfo is included in SystemInformationBlockType3 and redistributionInterFreqInfo is included in SystemInformationBlockType5 and the UE is not configured with dedicated priorities and

-
if T360 is not running and if redistrOnPagingOnly is not present in SystemInformationBlockType3; or

-
if T360 expires and if redistrOnPagingOnly is not present in SystemInformationBlockType3; or

-
if Paging message is received and redistributionIndication is included:

-
Perform inter-frequency measurement as specified in 5.2.4.2;
-
Once measurement results are available perform redistribution target selection as specified in 5.2.4.10.1;
-
Start T360.

The UE shall stop T360 and cease to consider a frequency or cell to be redistribution target when:

-
the UE enters RRC_CONNECTED state; or

-
T360 expires; or

-
if Paging message is received and redistributionIndication is included while T360 is running; or

-
the UE reselects a cell not belonging to redistribution target.
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