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3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

Anchor carrier: In NB-IoT, a carrier where the UE assumes that NPSS/NSSS/NPBCH/SIB-NB are transmitted.
Bandwidth Reduced: Refers to operation in downlink and uplink with a limited channel bandwidth of 6 PRBs.

Cellular IoT EPS Optimisation: Provides improved support of small data transfer, as defined in TS 24.301 [35].
Commercial Mobile Alert System: Public Warning System that delivers Warning Notifications provided by Warning Notification Providers to CMAS capable UEs.
Common access barring parameters: The common access barring parameters refer to the access class barring parameters that are broadcast in SystemInformationBlockType2 outside the list of PLMN specific parameters (i.e. in ac-BarringPerPLMN-List).
Control plane CIoT EPS optimisation: Enables support of efficient transport of user data (IP, non-IP or SMS) over control plane via the MME without triggering data radio bearer establishment, as defined in TS 24.301 [35].
CSG member cell: A cell broadcasting the identity of the selected PLMN, registered PLMN or equivalent PLMN and for which the CSG whitelist of the UE includes an entry comprising cell's CSG ID and the respective PLMN identity.

Dual Connectivity: A UE in RRC_CONNECTED is configured with Dual Connectivity when configured with a Master and a Secondary Cell Group.

EU-Alert: Public Warning System that delivers Warning Notifications provided by Warning Notification Providers using the same AS mechanisms as defined for CMAS.

Field: The individual contents of an information element are referred as fields.

Floor: Mathematical function used to 'round down' i.e. to the nearest integer having a lower or equal value.

Information element: A structural element containing a single or multiple fields is referred as information element.

Korean Public Alert System (KPAS): Public Warning System that delivers Warning Notifications provided by Warning Notification Providers using the same AS mechanisms as defined for CMAS.

Master Cell Group: For a UE not configured with DC, the MCG comprises all serving cells. For a UE configured with DC, the MCG concerns a subset of the serving cells comprising of the PCell and zero or more secondary cells.
MBMS service: MBMS bearer service as defined in TS 23.246 [56] (i.e. provided via an MRB or an SC-MRB).
MBMS-dedicated cell: cell dedicated to MBMS transmission. 

NB-IoT: NB-IoT allows access to network services via E-UTRA with a channel bandwidth limited to 180 kHz.

NB-IoT UE: A UE that uses NB-IoT.
Non-anchor carrier: In NB-IoT, a carrier where the UE does not assume that NPSS/NSSS/NPBCH/SIB-NB are transmitted.
Primary Cell: The cell, operating on the primary frequency, in which the UE either performs the initial connection establishment procedure or initiates the connection re-establishment procedure, or the cell indicated as the primary cell in the handover procedure.

Primary Secondary Cell: The SCG cell in which the UE is instructed to perform random access when performing the SCG change procedure.
Primary Timing Advance Group: Timing Advance Group containing the PCell or the PSCell.
PUCCH SCell: An SCell configured with PUCCH.

Secondary Cell: A cell, operating on a secondary frequency, which may be configured once an RRC connection is established and which may be used to provide additional radio resources.

Secondary Cell Group: For a UE configured with DC, the subset of serving cells not part of the MCG, i.e. comprising of the PSCell and zero or more other secondary cells.
Secondary Timing Advance Group: Timing Advance Group neither containing the PCell nor the PSCell. A secondary timing advance group contains at least one cell with configured uplink.

Serving Cell: For a UE in RRC_CONNECTED not configured with CA/ DC there is only one serving cell comprising of the primary cell. For a UE in RRC_CONNECTED configured with CA/ DC the term 'serving cells' is used to denote the set of one or more cells comprising of the primary cell and all secondary cells.
Sidelink: UE to UE interface for sidelink communication and sidelink discovery. The sidelink corresponds to the PC5 interface as defined in TS 23.303 [68].

Sidelink communication: AS functionality enabling ProSe Direct Communication as defined in TS 23.303 [68], between two or more nearby UEs, using E-UTRA technology but not traversing any network node. In this version, the terminology “sidelink communication” without “V2X” prefix only concerns PS unless specifically stated otherwise.
Sidelink discovery: AS functionality enabling ProSe Direct Discovery as defined in TS 23.303 [68], using E-UTRA technology but not traversing any network node.
User plane CIoT EPS optimisation: Enables support for change from EMM-IDLE mode to EMM-CONNECTED mode without the need for using the Service Request procedure, as defined in TS 24.301 [35].

Timing Advance Group: A group of serving cells that is configured by RRC and that, for the cells with an UL configured, use the same timing reference cell and the same Timing Advance value. A Timing Advance Group only includes cells of the same cell group i.e. it either includes MCG cells or SCG cells.

V2X Sidelink communication: AS functionality enabling V2X Communication as defined in TS 23.285 [78], between nearby UEs, using E-UTRA technology but not traversing any network node.
	*********Next change**********


5.2
System information

5.2.1
Introduction

5.2.1.1
General

System information is divided into the MasterInformationBlock (MIB) and a number of SystemInformationBlocks (SIBs). The MIB includes a limited number of most essential and most frequently transmitted parameters that are needed to acquire other information from the cell, and is transmitted on BCH. SIBs other than SystemInformationBlockType1 are carried in SystemInformation (SI) messages and mapping of SIBs to SI messages is flexibly configurable by schedulingInfoList included in SystemInformationBlockType1, with restrictions that: each SIB is contained only in a single SI message, and at most once in that message; only SIBs having the same scheduling requirement (periodicity) can be mapped to the same SI message; SystemInformationBlockType2 is always mapped to the SI message that corresponds to the first entry in the list of SI messages in schedulingInfoList. There may be multiple SI messages transmitted with the same periodicity. SystemInformationBlockType1 and all SI messages are transmitted on DL-SCH.

The Bandwidth reduced Low Complexity (BL) UEs and UEs in Coverage Enhancement (CE) apply Bandwidth Reduced (BR) version of the SIB or SI messages. A UE considers itself in enhanced coverage as specified in TS 36.304 [4]. In this and subsequent clauses, anything applicable for a particular SIB or SI message equally applies to the corresponding BR version unless explicitly stated otherwise.
For NB-IoT, a reduced set of system information block with similar functionality but different content is defined; the UE applies the NB-IoT (NB) version of the MIB and the SIBs. These are denoted MasterInformationBlock-NB and SystemInformationBlockTypeX-NB in this specification. All other system information blocks (without NB suffix) are not applicable to NB-IoT; this is not further stated in the corresponding text.
NOTE 1: 
The physical layer imposes a limit to the maximum size a SIB can take. When DCI format 1C is used the maximum allowed by the physical layer is 1736 bits (217 bytes) while for format 1A the limit is 2216 bits (277 bytes), see TS 36.212 [22] and TS 36.213 [23]. For BL UEs and UEs in CE, the maximum SIB and SI message size is 936 bits, see TS 36.213 [23]. For NB-IoT, the maximum SIB and SI message size is 680 bits, see TS 36.213 [23].
In addition to broadcasting, E-UTRAN may provide SystemInformationBlockType1, including the same parameter values, via dedicated signalling i.e., within an RRCConnectionReconfiguration message.

The UE applies the system information acquisition and change monitoring procedures for the PCell, except when being a BL UE or a UE in CE or a NB-IoT UE in RRC_CONNECTED mode while T311 is not running. For an SCell, E-UTRAN provides, via dedicated signalling, all system information relevant for operation in RRC_CONNECTED when adding the SCell. However, a UE that is configured with DC shall aquire the MasterInformationBlock of the PSCell but use it only to determine the SFN timing of the SCG, which may be different from the MCG. Upon change of the relevant system information of a configured SCell, E-UTRAN releases and subsequently adds the concerned SCell, which may be done with a single RRCConnectionReconfiguration message. If the UE is receiving or interested to receive an MBMS service in a cell, the UE shall apply the system information acquisition and change monitoring procedure to acquire parameters relevant for MBMS operation and apply the parameters acquired from system information only for MBMS operation for this cell.

NOTE 2:
E-UTRAN may configure via dedicated signalling different parameter values than the ones broadcast in the concerned SCell.

In MBMS-dedicated cell, non-MBSFN subframes are used for providing MasterInformationBlock-MBMS (MIB-MBMS) and SystemInformationBlockType1-MBMS. SIBs other than SystemInformationBlockType1-MBMS are carried in SystemInformation-MBMS message which is also provided on non-MBSFN subframes.
An RN configured with an RN subframe configuration does not need to apply the system information acquisition and change monitoring procedures. Upon change of any system information relevant to an RN, E-UTRAN provides the system information blocks containing the relevant system information to an RN configured with an RN subframe configuration via dedicated signalling using the RNReconfiguration message. For RNs configured with an RN subframe configuration, the system information contained in this dedicated signalling replaces any corresponding stored system information and takes precedence over any corresponding system information acquired through the system information acquisition procedure. The dedicated system information remains valid until overridden.

NOTE 3:
E-UTRAN may configure an RN, via dedicated signalling, with different parameter values than the ones broadcast in the concerned cell.

5.2.1.2
Scheduling

The MIB uses a fixed schedule with a periodicity of 40 ms and repetitions made within 40 ms. The first transmission of the MIB is scheduled in subframe #0 of radio frames for which the SFN mod 4 = 0, and repetitions are scheduled in subframe #0 of all other radio frames. For TDD/FDD system with a bandwidth larger than 1.4 MHz that supports BL UEs or UEs in CE, MIB transmission may be repeated in subframe#9 of the previous radio frame for FDD and subframe #5 of the same radio frame for TDD.
The MIB-MBMS uses a fixed schedule with a periodicity of 160 ms and repetitions made within 160 ms. The first transmission of the MIB-MBMS is scheduled in subframe #0 of radio frames for which the SFN mod 16 = 0, and repetitions are scheduled in subframe #0 of all other radio frames for which the SFN mod 4 = 0.
The SystemInformationBlockType1 uses a fixed schedule with a periodicity of 80 ms and repetitions made within 80 ms. The first transmission of SystemInformationBlockType1 is scheduled in subframe #5 of radio frames for which the SFN mod 8 = 0, and repetitions are scheduled in subframe #5 of all other radio frames for which SFN mod 2 = 0.

For BL UEs or UEs in CE, MIB is applied which may be provided with additional repetitions, while for SIB1 and further SI messages, separate messages are used which are scheduled independently and with content that may differ. The separate instance of SIB1 is named as SystemInformationBlockType1-BR. The SystemInformationBlockType1-BR uses a schedule with a periodicity of 80ms. TBS for SystemInformationBlockType1-BR and the repetitions made within 80ms are indicated via schedulingInfoSIB1-BR in MIB.
The SystemInformationBlockType1-MBMS uses fixed schedule with a periodicity of 160 ms. The first transmission of SystemInformationBlockType1-MBMS is scheduled in subframe #0 of radio frames for which the SFN mod 16 = 0, and repetitions are scheduled in subframe #0 of all other radio frames for which SFN mod 8 = 0. Additionally, the SystemInformationBlockType1-MBMS may be scheduled in additional non-MBSFN subframes indicated in MasterInformationBlock-MBMS.
The SI messages are transmitted within periodically occurring time domain windows (referred to as SI-windows) using dynamic scheduling. Each SI message is associated with a SI-window and the SI-windows of different SI messages do not overlap. That is, within one SI-window only the corresponding SI is transmitted. The length of the SI-window is common for all SI messages, and is configurable. Within the SI-window, the corresponding SI message can be transmitted a number of times in any subframe other than MBSFN subframes, uplink subframes in TDD, and subframe #5 of radio frames for which SFN mod 2 = 0. The UE acquires the detailed time-domain scheduling (and other information, e.g. frequency-domain scheduling, used transport format) from decoding SI-RNTI on PDCCH (see TS 36.321 [6]). For a BL UE or a UE in CE, the detailed time/frequency domain scheduling information for the SI messages is provided in SystemInformationBlockType1-BR.
For UEs other than BL UE or UEs in CE SI-RNTI is used to address SystemInformationBlockType1 as well as all SI messages.

SystemInformationBlockType1 configures the SI-window length and the transmission periodicity for the SI messages.

	*********Next change**********


5.2.3x
Acquisition of an SI message from MBMS dedicated cell

When acquiring an SI message, the UE shall:

1>
determine the start of the SI-window for the concerned SI message as follows:

2>
for the concerned SI message, determine the number n which corresponds to the order of entry in the list of SI messages configured by schedulingInfoList in SystemInformationBlockType1-MBMS;

2>
determine the integer value x = (n – 1)*w, where w is the si-WindowLength;

[2>
the SI-window starts always at the subframe #0 ]
1>
receive DL-SCH using the SI-RNTI or SI2-RNTI from the start of the SI-window and continue until the end of the SI-window whose absolute length in time is given by si-WindowLength, or until the SI message was received, excluding the following subframes:

2>
any MBSFN subframes;

2>
any uplink subframes in TDD;

1>
if the SI message was not received by the end of the SI-window, repeat reception at the next SI-window occasion for the concerned SI message;
	*********Next change**********


6.2.1
General message structure
< Unchanged parts are omitted >
–
BCCH-BCH-Message
The BCCH-BCH-Message class is the set of RRC messages that may be sent from the E‑UTRAN to the UE via BCH on the BCCH logical channel.

-- ASN1START

BCCH-BCH-Message ::= SEQUENCE {


message




BCCH-BCH-MessageType

}

BCCH-BCH-MessageType ::=





MasterInformationBlock

-- ASN1STOP

–
BCCH-BCH-Message-MBMS
The BCCH-BCH-Message-MBMS class is the set of RRC messages that may be sent from the E‑UTRAN to the UE via BCH on the BCCH logical channel in an MBMS-dedicated cell.

-- ASN1START

BCCH-BCH-Message-MBMS::= SEQUENCE {


message




BCCH-BCH-MessageType-MBMS-r14
}

BCCH-BCH-MessageType-MBMS-r14 ::=




MasterInformationBlock-MBMS-r14
-- ASN1STOP

–
BCCH-DL-SCH-Message
The BCCH-DL-SCH-Message class is the set of RRC messages that may be sent from the E‑UTRAN to the UE via DL‑SCH on the BCCH logical channel.

-- ASN1START

BCCH-DL-SCH-Message ::= SEQUENCE {


message




BCCH-DL-SCH-MessageType

}

BCCH-DL-SCH-MessageType ::= CHOICE {


c1





CHOICE {



systemInformation





SystemInformation,



systemInformationBlockType1



SystemInformationBlockType1


},


messageClassExtension
SEQUENCE {}

}

-- ASN1STOP

–
BCCH-DL-SCH-Message-BR
The BCCH-DL-SCH-Message-BR class is the set of RRC messages that may be sent from the E‑UTRAN to the UE via DL-SCH on the BR-BCCH logical channel.
-- ASN1START

BCCH-DL-SCH-Message-BR ::= SEQUENCE {


message




BCCH-DL-SCH-MessageType-BR-r13

}

BCCH-DL-SCH-MessageType-BR-r13 ::= CHOICE {


c1





CHOICE {



systemInformation-BR-r13



SystemInformation-BR-r13,



systemInformationBlockType1-BR-r13

SystemInformationBlockType1-BR-r13


},


messageClassExtension
SEQUENCE {}

}
-- ASN1STOP

–
BCCH-DL-SCH-Message-MBMS
The BCCH-DL-SCH-Message-MBMS class is the set of RRC messages that may be sent from the E‑UTRAN to the UE via DL‑SCH on the BCCH logical channel in an MBMS-dedicated cell.

-- ASN1START

BCCH-DL-SCH-Message-MBMS ::= SEQUENCE {


message





BCCH-DL-SCH-MessageType-MBMS-r14
}

BCCH-DL-SCH-MessageType-MBMS-r14 ::= CHOICE {


c1





CHOICE {



systemInformation-MBMS-r14





SystemInformation-MBMS-r14,



systemInformationBlockType1-MBMS-r14



SystemInformationBlockType1-MBMS-r14

},


messageClassExtension
SEQUENCE {}

}

-- ASN1STOP
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6.2.2
Message definitions

< Unchanged parts are omitted> 
–
MasterInformationBlock-MBMS
The MasterInformationBlock-MBMS includes the system information transmitted on BCH.
Signalling radio bearer: N/A

RLC-SAP: TM

Logical channel: BCCH

Direction: E‑UTRAN to UE

MasterInformationBlock-MBMS
-- ASN1START

MasterInformationBlock-MBMS ::=


SEQUENCE {


dl-Bandwidth





ENUMERATED {












n6, n15, n25, n50, n75, n100},


systemFrameNumber




BIT STRING (SIZE (6)),

[additionalNonMBSFNSubframes      
INTEGER (0..3),   ]            

spare







BIT STRING (SIZE (13))

}

-- ASN1STOP

	MasterInformationBlock-MBMS  field descriptions

	additionalNonMBSFNSubframes
Configures additional non-MBSFN subframes where SystemInformationBlockType1-MBMS and SystemInformation-MBMS  may be transmitted. Value 1, 2, 3 mean one, two, three additional non-MBSFN subframes are configured after each subframe which has PBCH.      

	dl-Bandwidth

Parameter: transmission bandwidth configuration, NRB in downlink, see TS 36.101 [42, table 5.6-1]. n6 corresponds to 6 resource blocks, n15 to 15 resource blocks and so on.

	 

	systemFrameNumber

Defines the 6 most significant bits of the SFN. As indicated in TS 36.211 [21, 6.6.1], the 2 least significant bits of the SFN are acquired implicitly in the P-BCH decoding, i.e. timing of 160ms P-BCH TTI indicates 2 least significant bits (within 40ms P-BCH TTI, the first radio frame: 00, the fourth radio frame: 01, the eigth radio frame: 10, the last radio frame: 11). 


< Unchanged parts are omitted >
–
SystemInformation
The SystemInformation message is used to convey one or more System Information Blocks. All the SIBs included are transmitted with the same periodicity. SystemInformation-BR uses the same structure as SystemInformation. SystemInformation-MBMS uses the same structure as SystemInformation.
Signalling radio bearer: N/A

RLC-SAP: TM

Logical channels: BCCH and BR-BCCH

Direction: E‑UTRAN to UE

SystemInformation message
-- ASN1START

SystemInformation-BR-r13 ::=
SystemInformation

SystemInformation-MBMS-r14 ::=
SystemInformation
SystemInformation ::=



SEQUENCE {


criticalExtensions




CHOICE {



systemInformation-r8



SystemInformation-r8-IEs,



criticalExtensionsFuture


SEQUENCE {}


}

}

SystemInformation-r8-IEs ::=

SEQUENCE {


sib-TypeAndInfo





SEQUENCE (SIZE (1..maxSIB)) OF CHOICE {



sib2







SystemInformationBlockType2,



sib3







SystemInformationBlockType3,



sib4







SystemInformationBlockType4,



sib5







SystemInformationBlockType5,



sib6







SystemInformationBlockType6,



sib7







SystemInformationBlockType7,



sib8







SystemInformationBlockType8,



sib9







SystemInformationBlockType9,



sib10







SystemInformationBlockType10,



sib11







SystemInformationBlockType11,



...,



sib12-v920






SystemInformationBlockType12-r9,



sib13-v920






SystemInformationBlockType13-r9,


sib14-v1130






SystemInformationBlockType14-r11,



sib15-v1130






SystemInformationBlockType15-r11,



sib16-v1130






SystemInformationBlockType16-r11,


sib17-v1250






SystemInformationBlockType17-r12,



sib18-v1250






SystemInformationBlockType18-r12,



sib19-v1250






SystemInformationBlockType19-r12,



sib20-v1310






SystemInformationBlockType20-r13,


sib21-v14x0






SystemInformationBlockType21-r14

},


nonCriticalExtension



SystemInformation-v8a0-IEs


OPTIONAL

}

SystemInformation-v8a0-IEs ::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING





OPTIONAL,


nonCriticalExtension



SEQUENCE {}






OPTIONAL

}

-- ASN1STOP

< Unchanged parts are omitted >
–
SystemInformationBlockType1-MBMS
SystemInformationBlockType1-MBMS contains information relevant for receiving service from MBMS-dedicated cell and defines the scheduling of other system information. 
Signalling radio bearer: N/A

RLC-SAP: TM

Logical channels: BCCH 

Direction: E‑UTRAN to UE

SystemInformationBlockType1-MBMS message
-- ASN1START

SystemInformationBlockType1-MBMS-r14 ::=
SEQUENCE {


cellAccessRelatedInfo-r14



SEQUENCE {



plmn-IdentityList-r14



PLMN-IdentityList,



trackingAreaCode-r14




TrackingAreaCode,



cellIdentity-r14





CellIdentity,


},


freqBandIndicator-r11




FreqBandIndicator,


multiBandInfoList-r11




MultiBandInfoList





OPTIONAL,-- Need OR


schedulingInfoList-r14




SchedulingInfoList-MBMS,


tdd-Config-r14






TDD-Config







OPTIONAL,-- Cond TDD


[si-WindowLength-14





ENUMERATED {












ms1, ms2, ms5, ms10, ms15, ms20,












ms40, ms80},]

systemInfoValueTag-r14




INTEGER (0..31),


[nonMBSFN-SubframeConfigList-r14


NonMBSFN-SubframeConfigList



OPTIONAL, --
Need OR]

pdsch-ConfigCommon-r14




PDSCH-ConfigCommon,

    mbsfn-AreaInfoList-r14




MBSFN-AreaInfoList-r9




OPTIONAL,
    [mbms-NotificationConfig-r9              MBMS-NotificationConfig-r9                          OPTIONAL, ]   

nonCriticalExtension




SEQUENCE {}







OPTIONAL

}

PLMN-IdentityList ::=




SEQUENCE (SIZE (1..maxPLMN-r11)) OF PLMN-IdentityInfo

PLMN-IdentityInfo ::=




SEQUENCE {


plmn-Identity






PLMN-Identity,

}

SchedulingInfoList-MBMS ::= SEQUENCE (SIZE (1..maxSI-Message)) OF SchedulingInfo-MBMS
SchedulingInfo-MBMS ::=
SEQUENCE {


[si-Periodicity-r14





ENUMERATED {













rf16, rf32, rf64, rf128, rf256, rf512},]

sib-MappingInfo-r14





SIB-MappingInfo-MBMS
}

SIB-MappingInfo-MBMS ::= SEQUENCE (SIZE (0..maxSIB-1)) OF SIB-Type-MBMS
SIB-Type-MBMS ::=





ENUMERATED {












sibType10,sibType11, sibType12-v920, sibType13-v920,











sibType15-v1130, sibType16-v1130,











spare1}

[NonMBSFN-SubframeConfigList ::= 

SEQUENCE (SIZE (1..maxMBSFN-Allocations)) OF NonMBSFN-SubframeConfig
NonMBSFN-SubframeConfig ::=


SEQUENCE {


radioFrameAllocationPeriod-r14

ENUMERATED {rf4, rf8, rf16, rf32, rf64, rf128, rf512},


radioFrameAllocationOffset-r14


INTEGER (0..7),


subframeAllocation-r14



BIT STRING (SIZE(9))
}]
	SystemInformationBlockType1-MBMS field descriptions

	cellIdentity

Indicates the cell identity. NOTE 2.

	freqBandIndicator
A list of as defined in TS 36.101 [42, table 6.2.4-1] for the frequency band in freqBandIndicator.

	multiBandInfoList

A list of additional frequency band indicators, as defined in TS 36.101 [42, table 5.5-1] that the cell belongs to. If the UE supports the frequency band in the freqBandIndicator field it shall apply that frequency band. Otherwise, the UE shall apply the first listed band which it supports in the multiBandInfoList field.

	nonmbsfn-SubframeConfigList
Defines the non-MBSFN subframes within the radio frame allocation period defined by the radioFrameAllocationPeriod and the radioFrameAllocationOffset.

	plmn-IdentityList

List of PLMN identities. The first listed PLMN-Identity is the primary PLMN. NOTE 2.

	radioFrameAllocationPeriod, radioFrameAllocationOffset
Radio-frames that contain non-MBSFN subframes occur when equation SFN mod radioFrameAllocationPeriod = radioFrameAllocationOffset is satisfied. Value rf4 for radioframeAllocationPeriod denotes 4 radio frames, rf8 detones 8 radion frames, and so on. 

	subframeAllocation
“1” denotes that the corresponding subframe is non-MBSFN subframe. “1” denotes that the corresponding subframe is non-MBSFN subframe. If EUTRAN configures value ”true” for additionalNonMBSFNSubframes, and radioFrameAllocationOffset is 0, the first bit is always set to “1”.

	sib-MappingInfo

List of the SIBs mapped to this SystemInformation message.

	si-Periodicity
Periodicity of the SI-message in radio frames, such that rf16 denotes 16 radio frames, rf32 denotes 32 radio frames, and so on.

	si-WindowLength 
Common SI scheduling window for all SIs. Unit in milliseconds, where ms1 denotes 1 millisecond, ms2 denotes 2 milliseconds and so on. 

	systemInfoValueTag
Common for all SIBs other than MIB, SIB1, SIB10, SIB11, SIB12 and SIB14. Change of MIB and SIB1 is detected by acquisition of the corresponding message.

	tdd-Config

Specifies the TDD specific physical channel configurations. NOTE 2.

	trackingAreaCode

A trackingAreaCode that is common for all the PLMNs listed. NOTE2.


NOTE 2:
E-UTRAN sets this field to the same value for all instances of SIB1-MBMS message that are broadcasted within the same cell.

	Conditional presence
	Explanation

	TDD
	This field is mandatory present for TDD; it is not present for FDD and the UE shall delete any existing value for this field.


	*********Next change**********


–
SystemInformationBlockType2

The IE SystemInformationBlockType2 contains radio resource configuration information that is common for all UEs.

NOTE:
UE timers and constants related to functionality for which parameters are provided in another SIB are included in the corresponding SIB.

SystemInformationBlockType2 information element
-- ASN1START

SystemInformationBlockType2 ::=

SEQUENCE {


ac-BarringInfo





SEQUENCE {



ac-BarringForEmergency



BOOLEAN,



ac-BarringForMO-Signalling


AC-BarringConfig



OPTIONAL,
-- Need OP



ac-BarringForMO-Data



AC-BarringConfig



OPTIONAL
-- Need OP


}

















OPTIONAL,
-- Need OP


radioResourceConfigCommon


RadioResourceConfigCommonSIB,


ue-TimersAndConstants



UE-TimersAndConstants,


freqInfo






SEQUENCE {



ul-CarrierFreq





ARFCN-ValueEUTRA



OPTIONAL,
-- Need OP



ul-Bandwidth





ENUMERATED {n6, n15, n25, n50, n75, n100}




















OPTIONAL,
-- Need OP



additionalSpectrumEmission


AdditionalSpectrumEmission


},


mbsfn-SubframeConfigList


MBSFN-SubframeConfigList


OPTIONAL, 
-- Need OR


timeAlignmentTimerCommon


TimeAlignmentTimer,


...,


lateNonCriticalExtension

OCTET STRING (CONTAINING SystemInformationBlockType2-v8h0-IEs)





OPTIONAL,


[[
ssac-BarringForMMTEL-Voice-r9

AC-BarringConfig



OPTIONAL,
-- Need OP



ssac-BarringForMMTEL-Video-r9

AC-BarringConfig



OPTIONAL
-- Need OP


]],


[[
ac-BarringForCSFB-r10



AC-BarringConfig


OPTIONAL
-- Need OP


]],


[[
ac-BarringSkipForMMTELVoice-r12

ENUMERATED {true}


OPTIONAL,
 -- Need OP



ac-BarringSkipForMMTELVideo-r12

ENUMERATED {true}


OPTIONAL,
 -- Need OP



ac-BarringSkipForSMS-r12


ENUMERATED {true}


OPTIONAL,
 -- Need OP


ac-BarringPerPLMN-List-r12


AC-BarringPerPLMN-List-r12
OPTIONAL
-- Need OP

]],


[[
voiceServiceCauseIndication-r12

ENUMERATED {true}


OPTIONAL
-- Need OP


]],


[[
acdc-BarringForCommon-r13


ACDC-BarringForCommon-r13

OPTIONAL,
-- Need OP



acdc-BarringPerPLMN-List-r13

ACDC-BarringPerPLMN-List-r13
OPTIONAL
-- Need OP


]],


[[



udt-RestrictingForCommon-r13


UDT-Restricting-r13



OPTIONAL,
-- Need OR



udt-RestrictingPerPLMN-List-r13

UDT-RestrictingPerPLMN-List-r13
OPTIONAL,
-- Need OR


cIoT-EPS-OptimisationInfo-r13

CIOT-EPS-OptimisationInfo-r13 
OPTIONAL,
-- Need OP



useFullResumeID-r13




ENUMERATED {true}



OPTIONAL
-- Need OP


]],


[[



mbsfn-SubframeConfigList-r14

MBSFN-SubframeConfigList-r14


OPTIONAL


]]
}

SystemInformationBlockType2-v8h0-IEs ::=
SEQUENCE {


multiBandInfoList



SEQUENCE (SIZE (1..maxMultiBands)) OF AdditionalSpectrumEmission
OPTIONAL,
-- Need OR


nonCriticalExtension


SystemInformationBlockType2-v9e0-IEs
OPTIONAL

}

SystemInformationBlockType2-v9e0-IEs ::= SEQUENCE {


ul-CarrierFreq-v9e0




ARFCN-ValueEUTRA-v9e0

OPTIONAL,
-- Cond ul-FreqMax


nonCriticalExtension



SEQUENCE {}




OPTIONAL

}

AC-BarringConfig ::=



SEQUENCE {


ac-BarringFactor




ENUMERATED {












p00, p05, p10, p15, p20, p25, p30, p40,












p50, p60, p70, p75, p80, p85, p90, p95},


ac-BarringTime





ENUMERATED {s4, s8, s16, s32, s64, s128, s256, s512},


ac-BarringForSpecialAC



BIT STRING (SIZE(5))

}

MBSFN-SubframeConfigList ::= 

SEQUENCE (SIZE (1..maxMBSFN-Allocations)) OF MBSFN-SubframeConfig

MBSFN-SubframeConfigList-r14 ::= 

SEQUENCE (SIZE (1..maxMBSFN-Allocations)) OF MBSFN-SubframeConfig-r14
AC-BarringPerPLMN-List-r12 ::= 

SEQUENCE (SIZE (1.. maxPLMN-r11)) OF AC-BarringPerPLMN-r12
AC-BarringPerPLMN-r12 ::=


SEQUENCE {


plmn-IdentityIndex-r12




INTEGER (1..maxPLMN-r11),

ac-BarringInfo-r12





SEQUENCE {


ac-BarringForEmergency-r12


BOOLEAN,



ac-BarringForMO-Signalling-r12

AC-BarringConfig
OPTIONAL,
-- Need OP



ac-BarringForMO-Data-r12


AC-BarringConfig
OPTIONAL
-- Need OP

}














OPTIONAL,
-- Need OP

ac-BarringSkipForMMTELVoice-r12

ENUMERATED {true}

OPTIONAL,
-- Need OP


ac-BarringSkipForMMTELVideo-r12

ENUMERATED {true}

OPTIONAL,
-- Need OP


ac-BarringSkipForSMS-r12


ENUMERATED {true}

OPTIONAL,
-- Need OP

ac-BarringForCSFB-r12



AC-BarringConfig

OPTIONAL,
-- Need OP

ssac-BarringForMMTEL-Voice-r12

AC-BarringConfig

OPTIONAL,
-- Need OP

ssac-BarringForMMTEL-Video-r12

AC-BarringConfig

OPTIONAL
-- Need OP
}

ACDC-BarringForCommon-r13 ::=


SEQUENCE {


acdc-HPLMNonly-r13




BOOLEAN,


barringPerACDC-CategoryList-r13



BarringPerACDC-CategoryList-r13

}

ACDC-BarringPerPLMN-List-r13 ::= 

SEQUENCE (SIZE (1.. maxPLMN-r11)) OF ACDC-BarringPerPLMN-r13

ACDC-BarringPerPLMN-r13 ::=


SEQUENCE {


plmn-IdentityIndex-r13



INTEGER (1..maxPLMN-r11),


acdc-OnlyForHPLMN-r13




BOOLEAN,


barringPerACDC-CategoryList-r13



BarringPerACDC-CategoryList-r13

}

BarringPerACDC-CategoryList-r13 ::= SEQUENCE (SIZE (1..maxACDC-Cat-r13)) OF BarringPerACDC-Category-r13

BarringPerACDC-Category-r13 ::= SEQUENCE {


acdc-Category-r13



INTEGER (1..maxACDC-Cat-r13),


acdc-BarringConfig-r13


SEQUENCE {



ac-BarringFactor-r13


ENUMERATED {












p00, p05, p10, p15, p20, p25, p30, p40,












p50, p60, p70, p75, p80, p85, p90, p95},



ac-BarringTime-r13



ENUMERATED {s4, s8, s16, s32, s64, s128, s256, s512}


}









OPTIONAL
-- Need OP

}

UDT-Restricting-r13
::= SEQUENCE { 

udt-Restricting-r13




ENUMERATED {true}


OPTIONAL, --Need OR


udt-RestrictingTime-r13



ENUMERATED {s4, s8, s16, s32, s64, s128, s256, s512} OPTIONAL --Need OR

} 

UDT-RestrictingPerPLMN-List-r13 ::= 
SEQUENCE (SIZE (1..maxPLMN-r11)) OF UDT-RestrictingPerPLMN-r13
UDT-RestrictingPerPLMN-r13 ::= SEQUENCE {


plmn-IdentityIndex-r13




INTEGER (1..maxPLMN-r11),

udt-Restricting-r13





UDT-Restricting-r13

OPTIONAL
--Need OR

}

CIOT-EPS-OptimisationInfo-r13 ::=
SEQUENCE (SIZE (1.. maxPLMN-r11)) OF CIOT-OptimisationPLMN-r13

CIOT-OptimisationPLMN-r13::= SEQUENCE {



up-CIoT-EPS-Optimisation-r13

ENUMERATED {true}


OPTIONAL,
-- Need OP


cp-CIoT-EPS-Optimisation-r13

ENUMERATED {true}


OPTIONAL,
-- Need OP



attachWithoutPDN-Connectivity-r13
ENUMERATED {true}


OPTIONAL
-- Need OP 

}

-- ASN1STOP

	SystemInformationBlockType2 field descriptions

	ac-BarringFactor

If the random number drawn by the UE is lower than this value, access is allowed. Otherwise the access is barred. The values are interpreted in the range [0,1): p00 = 0, p05 = 0.05, p10 = 0.10,…, p95 = 0.95. Values other than p00 can only be set if all bits of the corresponding ac-BarringForSpecialAC are set to 0.

	ac-BarringForCSFB

Access class barring for mobile originating CS fallback.

	ac-BarringForEmergency

Access class barring for AC 10.

	ac-BarringForMO-Data

Access class barring for mobile originating calls.

	ac-BarringForMO-Signalling

Access class barring for mobile originating signalling.

	ac-BarringForSpecialAC

Access class barring for AC 11-15. The first/ leftmost bit is for AC 11, the second bit is for AC 12, and so on.

	ac-BarringTime

Mean access barring time value in seconds.

	acdc-BarringConfig

Barring configuration for an ACDC category. If the field is absent, access to the cell is considered as not barred for the ACDC category in accordance with subclause 5.3.3.13.

	acdc-Category
Indicates the ACDC category as defined in TS 24.105 [72].

	acdc-OnlyForHPLMN
Indicates whether ACDC is applicable for UEs not in their HPLMN for the corresponding PLMN. TRUE indicates that ACDC is applicable only for UEs in their HPLMN for the corresponding PLMN. FALSE indicates that ACDC is applicable for both UEs in their HPLMN and UEs not in their HPLMN for the corresponding PLMN.

	additionalSpectrumEmission

The UE requirements related to IE AdditionalSpectrumEmission are defined in TS 36.101 [42, table 6.2.4-1]. NOTE 1.

	attachWithoutPDN-Connectivity
If present, the field indicates that attach without PDN connectivity as specified in TS 24.301 [35] is supported for this PLMN.

	barringPerACDC-CategoryList
A list of barring information per ACDC category according to the order defined in TS 22.011 [10]. The first entry in the list corresponds to the highest ACDC category of which applications are the least restricted in access attempts at a cell, the second entry in the list corresponds to the ACDC category of which applications are restricted more than applications of the highest ACDC category in access attempts at a cell, and so on. The last entry in the list corresponds to the lowest ACDC category of which applications are the most restricted in access attempts at a cell.

	cp-CIoT-EPS-Optimisation
This field indicates if the UE is allowed to establish the connection with Control plane CIoT EPS Optimisation, see TS 24.301 [35].

	mbsfn-SubframeConfigList

Defines the subframes that are reserved for MBSFN in downlink. NOTE 1.

	multiBandInfoList

A list of AdditionalSpectrumEmission i.e. one for each additional frequency band included in multiBandInfoList in SystemInformationBlockType1, listed in the same order.

	plmn-IdentityIndex
Index of the PLMN in plmn-IdentityList included in SIB1. Value 1 indicates the PLMN listed 1st in plmn-IdentityList included in SIB1. Value 2 indicates the PLMN listed 2nd in plmn-IdentityList included in SIB1 and so on. NOTE 1.

	ssac-BarringForMMTEL-Video

Service specific access class barring for MMTEL video originating calls.

	ssac-BarringForMMTEL-Voice

Service specific access class barring for MMTEL voice originating calls.

	udt-Restricting
Value TRUE indicates that the UE should indicate to the higher layers to restrict unattended data traffic TS 22.101 [77] irrespective of the UE being in RRC_IDLE or RRC_CONNECTED. The UE shall not indicate to the higher layers if the UE has one or more Access Classes, as stored on the USIM, with a value in the range 11..15, which is valid for the UE to use according to TS 22.011 [10] and TS 23.122 [11]. 

	udt-RestrictingTime

If present and when the udt-Restricting changes from TRUE, the UE runs a timer for a period equal to rand * udt-RestrictingTime, where rand is a random number drawn that is uniformly distributed in the range 0 ≤ rand < 1 value in seconds. The timer stops if udt-Restricting changes to TRUE. Upon timer expiry, the UE indicates to the higher layers that the restriction is alleviated. 

	ul-Bandwidth

Parameter: transmission bandwidth configuration, NRB, in uplink, see TS 36.101 [42, table 5.6-1]. Value n6 corresponds to 6 resource blocks, n15 to 15 resource blocks and so on. If for FDD this parameter is absent, the uplink bandwidth is equal to the downlink bandwidth. For TDD this parameter is absent and it is equal to the downlink bandwidth. NOTE 1.

	ul-CarrierFreq

For FDD: If absent, the (default) value determined from the default TX-RX frequency separation defined in TS 36.101 [42, table 5.7.3-1] applies.

For TDD: This parameter is absent and it is equal to the downlink frequency. NOTE 1.

	up-CIoT-EPS-Optimisation
This field indicates if the UE is allowed to resume the connection with User plane CIoT EPS Optimisation, see TS 24.301 [35].

	useFullResumeID

This field indicates if the UE indicates full resume ID of 40 bits in RRCConnectionResumeRequest.

	voiceServiceCauseIndication
Indicates whether UE is requested to use the establishment cause mo-VoiceCall for mobile originating MMTEL voice calls.


	Conditional presence
	Explanation

	ul-FreqMax
	The field is mandatory present if ul-CarrierFreq (i.e. without suffix) is present and set to maxEARFCN. Otherwise the field is not present.


NOTE 1:
E-UTRAN sets this field to the same value for all instances of SI message that are broadcasted within the same cell.

	*********Next change**********


–
SystemInformationBlockType15

The IE SystemInformationBlockType15 contains the MBMS Service Area Identities (SAI) of the current and/ or neighbouring carrier frequencies.

SystemInformationBlockType15 information element
-- ASN1START

SystemInformationBlockType15-r11 ::=
SEQUENCE {


mbms-SAI-IntraFreq-r11




MBMS-SAI-List-r11



OPTIONAL,
-- Need OR


mbms-SAI-InterFreqList-r11



MBMS-SAI-InterFreqList-r11

OPTIONAL,
-- Need OR


lateNonCriticalExtension



OCTET STRING




OPTIONAL,


...,


[[
mbms-SAI-InterFreqList-v1140

MBMS-SAI-InterFreqList-v1140
OPTIONAL
-- Cond InterFreq

]],

[[


mbms-IntraFreqCarrierType-r14

MBMS-CarrierType-r14



OPTIONAL,


mbms-InterFreqCarrierTypeList-r14
MBMS-InterFreqCarrierTypeList-r14
OPTIONAL


]]
}

MBMS-SAI-List-r11 ::=




SEQUENCE (SIZE (1..maxSAI-MBMS-r11)) OF MBMS-SAI-r11

MBMS-SAI-r11 ::=





INTEGER (0..65535)

MBMS-SAI-InterFreqList-r11 ::=


SEQUENCE (SIZE (1..maxFreq)) OF MBMS-SAI-InterFreq-r11

MBMS-SAI-InterFreqList-v1140 ::=

SEQUENCE (SIZE (1..maxFreq)) OF MBMS-SAI-InterFreq-v1140
MBMS-SAI-InterFreq-r11 ::=



SEQUENCE {


dl-CarrierFreq-r11





ARFCN-ValueEUTRA-r9,


mbms-SAI-List-r11





MBMS-SAI-List-r11

}

MBMS-SAI-InterFreq-v1140 ::=


SEQUENCE {



multiBandInfoList-r11



MultiBandInfoList-r11


OPTIONAL
-- Need OR
}

MBMS-InterFreqCarrierTypeList-r14 ::=
SEQUENCE (SIZE (1..maxFreq)) OF MBMS-CarrierType-r14

[
MBMS-CarrierType-r14 ::=



CHOICE {


mbms-CarrierFreq-r14




NULL,


fembms-CarrierFreq-r14



FEMBMS-CarrierFreq-r14
}
[FEMBMS-CarrierFreq-r14 ::=



SEQUENCE {


frameOffset-r14






INTEGER (0..3),

framePeriod-r14





    ENUMERATED {n1, n4}              OPTIONAL    -- Need OR
}
]
-- ASN1STOP

	SystemInformationBlockType15 field descriptions

	fembs-CarrierFreq
If only frameOffset is present it should be set to value 0 and only indicates the carrier is feMBMS carrier. If both values are present, the frameOffset gives the radio frame which contains PBCH by SFN mod framePeriod = frameOffset. Value n1 for framePeriod denotes value 1, n4 denotes value 4. 

	mbms-CarrierType

Contains indication whether the carrier is pre-Rel-14 MBMS carrier or feMBMS carrier.  

	mbms-InterFreqCarrierTypeList

Contains a list of indications whether a neighboring frequency is pre Rel-14 MBMS carrier or feMBMS carrier

	mbms-IntraFreqCarrierType
Contains indication whether the carrier is pre Rel-14 MBMS carrier or feMBMS carrier. 

	mbms-SAI-InterFreqList

Contains a list of neighboring frequencies including additional bands, if any, that provide MBMS services and the corresponding MBMS SAIs.

	mbms-SAI-IntraFreq

Contains the list of MBMS SAIs for the current frequency. A duplicate MBMS SAI indicates that this and all following SAIs are not offered by this cell but only by neighbour cells on the current frequency. For MBMS service continuity, the UE shall use all MBMS SAIs listed in mbms-SAI-IntraFreq to derive the MBMS frequencies of interest.

	mbms-SAI-List

Contains a list of MBMS SAIs for a specific frequency.

	multiBandInfoList

A list of additional frequency bands applicable for the cells participating in the MBSFN transmission.


	Conditional presence
	Explanation

	InterFreq
	The field is optionally present, need OR, if the mbms-SAI-InterFreqList-r11 is present. Otherwise it is not present.


	*********Next change**********


–
MBSFN-SubframeConfig

The IE MBSFN-SubframeConfig defines subframes that are reserved for MBSFN in downlink.

MBSFN-SubframeConfig information element

-- ASN1START

MBSFN-SubframeConfig ::=


SEQUENCE {


radioframeAllocationPeriod


ENUMERATED {n1, n2, n4, n8, n16, n32},


radioframeAllocationOffset


INTEGER (0..7),


subframeAllocation




CHOICE {



oneFrame






BIT STRING (SIZE(6)),



fourFrames






BIT STRING (SIZE(24))


}
}
MBSFN-SubframeConfig-r14 ::=

SEQUENCE {


subframeAllocation-r14



CHOICE {



oneFrame-r14





BIT STRING (SIZE(2)),



fourFrames-r14




BIT STRING (SIZE(8))


}
}
-- ASN1STOP

  

	MBSFN-SubframeConfig field descriptions

	fourFrames

A bit-map indicating MBSFN subframe allocation in four consecutive radio frames, “1” denotes that the corresponding subframe is allocated for MBSFN. The bitmap is interpreted as follows:

FDD: Starting from the first radioframe and from the first/leftmost bit in the bitmap, the allocation applies to subframes #1, #2, #3, #6, #7, and #8 in the sequence of the four radio-frames.

TDD: Starting from the first radioframe and from the first/leftmost bit in the bitmap, the allocation applies to subframes #3, #4, #7, #8, and #9 in the sequence of the four radio-frames. The last four bits are not used. E-UTRAN allocates uplink subframes only if eimta-MainConfig is configured.

	fourFrames-r14

A bit-map indicating MBSFN subframe allocation in four consecutive radio frames, “1” denotes that the corresponding subframe is allocated for MBSFN. The bitmap is interpreted as follows:

FDD: Starting from the first radioframe and from the first/leftmost bit in the bitmap, the allocation applies to subframes #4 and #9 in the sequence of the four radio-frames.

	oneFrame

“1” denotes that the corresponding subframe is allocated for MBSFN. The following mapping applies:

FDD: The first/leftmost bit defines the MBSFN allocation for subframe #1, the second bit for #2, third bit for #3, fourth bit for #6, fifth bit for #7, sixth bit for #8.

TDD: The first/leftmost bit defines the allocation for subframe #3, the second bit for #4, third bit for #7, fourth bit for #8, fifth bit for #9. E-UTRAN allocates uplink subframes only if eimta-MainConfig is configured. The last bit is not used.

	oneFrame-r14
“1” denotes that the corresponding subframe is allocated for MBSFN. The following mapping applies:

FDD: The first/leftmost bit defines the MBSFN allocation for subframe #4 and the second bit for #9.

	radioFrameAllocationPeriod, radioFrameAllocationOffset

Radio-frames that contain MBSFN subframes occur when equation SFN mod radioFrameAllocationPeriod = radioFrameAllocationOffset is satisfied. Value n1 for radioframeAllocationPeriod denotes value 1, n2 denotes value 2, and so on. When fourFrames is used for subframeAllocation, the equation defines the first radio frame referred to in the description below. Values n1 and n2 are not applicable when fourFrames is used.

	subframeAllocation

Defines the subframes that are allocated for MBSFN within the radio frame allocation period defined by the radioFrameAllocationPeriod and the radioFrameAllocationOffset.


	*********Next change**********


MBSFN-AreaInfoList information element

-- ASN1START

MBSFN-AreaInfoList-r9 ::=


SEQUENCE (SIZE(1..maxMBSFN-Area)) OF MBSFN-AreaInfo-r9

MBSFN-AreaInfo-r9 ::=



SEQUENCE {


mbsfn-AreaId-r9





MBSFN-AreaId-r12,


non-MBSFNregionLength



ENUMERATED {s1, s2},


notificationIndicator-r9


INTEGER (0..7),


mcch-Config-r9





SEQUENCE {



mcch-RepetitionPeriod-r9

ENUMERATED {rf32, rf64, rf128, rf256},



mcch-Offset-r9




INTEGER (0..10),



mcch-ModificationPeriod-r9

ENUMERATED {rf512, rf1024},



sf-AllocInfo-r9




BIT STRING (SIZE(6)),



signallingMCS-r9



ENUMERATED {n2, n7, n13, n19}


},


...,

[[


subcarrierSpacingMBMS-r14      ENUMERATED {khz-7dot5, khz-1dot25} OPTIONAL

]]
}

-- ASN1STOP

	MBSFN-AreaInfoList field descriptions

	mcch-ModificationPeriod

Defines periodically appearing boundaries, i.e. radio frames for which SFN mod mcch-ModificationPeriod = 0. The contents of different transmissions of MCCH information can only be different if there is at least one such boundary in-between them.

	mcch-Offset

Indicates, together with the mcch-RepetitionPeriod, the radio frames in which MCCH is scheduled i.e. MCCH is scheduled in radio frames for which: SFN mod mcch-RepetitionPeriod = mcch-Offset.

	mcch-RepetitionPeriod

Defines the interval between transmissions of MCCH information, in radio frames, Value rf32 corresponds to 32 radio frames, rf64 corresponds to 64 radio frames and so on.

	non-MBSFNregionLength

Indicates how many symbols from the beginning of the subframe constitute the non-MBSFN region. This value applies in all subframes of the MBSFN area used for PMCH transmissions as indicated in the MSI. The values s1 and s2 correspond with 1 and 2 symbols, respectively: see TS 36.211 [21, Table 6.7-1].

	notificationIndicator

Indicates which PDCCH bit is used to notify the UE about change of the MCCH applicable for this MBSFN area. Value 0 corresponds with the least significant bit as defined in TS 36.212 [22, 5.3.3.1] and so on.

	sf-AllocInfo

Indicates the subframes of the radio frames indicated by the mcch-RepetitionPeriod and the mcch-Offset, that may carry MCCH. Value “1” indicates that the corresponding subframe is allocated. The following mapping applies:

FDD: The first/ leftmost bit defines the allocation for subframe #1 of the radio frame indicated by mcch-RepetitionPeriod and mcch-Offset, the second bit for #2, the third bit for #3, the fourth bit for #6, the fifth bit for #7 and the sixth bit for #8.

TDD: The first/leftmost bit defines the allocation for subframe #3 of the radio frame indicated by mcch-RepetitionPeriod and mcch-Offset, the second bit for #4, third bit for #7, fourth bit for #8, fifth bit for #9. Uplink subframes are not allocated. The last bit is not used.

	signallingMCS

Indicates the MCS applicable for the subframes indicated by the field sf-AllocInfo and for each (P)MCH that is configured for this MBSFN area, for the first subframe allocated to the (P)MCH within each MCH scheduling period (which may contain the MCH scheduling information provided by MAC). Value n2 corresponds with the value 2 for parameter 
[image: image1.wmf]MCS
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in TS 36.213 [23, Table 7.1.7.1-1], and so on.

	subcarrierSpacingMBMS
The value indicates subcarrier spacing for MBSFN subframes and khz-7dot5 refers to 7.5kHz subcarrier spacing and khz-1dot25 refers to value 1.25 kHz spacing as defined in TS36.211 [21, Section 6.12]. These subframes do not have non-MBSFN region. If subcarrierSpacingMBMS is present, then non-MBSFNregionLength shall be ignored. EUTRAN configures parameter subcarrierSpacingMBMS only when the MBSFN subframes have subcarrier spacing other than 15kHz
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