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1. Overall Description:

RAN2 thanks CT1 for their LS and provides their inputs on each conclusion and recommendation:  
UE NAS/AS interaction when in light RRC connection

"Conclusion #1: The UE is in EMM-CONNECTED mode when the UE is in light RRC connection."

"Conclusion #3: The NAS at the UE needs to be informed by RRC when the UE goes into light RRC connection and when the UE goes out of light RRC connection."
=> RAN2 confirms that the UE AS indicates UE NAS when getting into light RRC connection and when getting out of light RRC connection.
Resume causes applicable when in light RRC connection

"Recommendation #1: RAN2 should add support for emergency and highPriorityAccess cause values as additional resume cause values when resuming a light RRC connection. NAS would indicate to RRC when these cause values shall be used."
=>RAN2 confirms that the resume cause values of emergency and highPriorityAccess are allowed when resuming a light RRC connection.
Inter-RAT cell (re)selection 

"Conclusion #2: If the UE selects/reselects a GERAN or UTRAN cell while in light RRC connection, the UE shall move to STANDBY/PMM-IDLE and follow legacy inter-RAT idle mode mobility procedures i.e. perform a Routing Area Update."
=> RAN2 confirms that a UE in light RRC connection supports legacy inter-RAT cell (re)selection like a UE in RRC_IDLE.

PLMN selection

"Recommendation #4: For Rel-14, light RRC connection is disabled for roaming UEs, and UEs in their HPLMN do not perform PLMN selection while in light RRC connection"
=> RAN2 assumes that MME informs eNB when light RRC connection cannot be used via S1 signaling; this information is also forward between eNB(s) when transmitting/fetching the UE AS Context via X2 or S1 signaling.
Reject when resuming a light RRC connection

" Recommendation #2: The UE should leave RRC_CONNECTED in case of RRCConnectionReject during light RRC connection resumption procedure."

"Conclusion #4: The NAS at the UE needs to be informed of a failure to resume the light RRC connection due to RRCConnectionReject by the network."
=> RAN2 confirms that the expected behaviours when a UE in light RRC connection receives RRCConnectionReject in response to an RRCConnectionResumeRequest is:

· If RRCConnectionReject indicates to stay in light RRC connection (i.e. the message includes a new rrc-LightConnectionIndication indication), UE continues in light RRC connection.

· If RRCConnectionReject does not indicate to stay in light RRC connection (i.e. the message does not include a new rrc-LightConnectionIndication indication), UE enters to RRC_IDLE and informs the upper layer of a failure of the RRC connection when resuming a light RRC connection due to access barring reasons.
Fallback to establish a new RRC connection when resuming a light RRC connection

"Conclusion #5: The NAS at the UE does not need to be informed of fallback to RRC connection establishment during light RRC connection resumption "
=> RAN2 confirms that when a UE in light RRC connection receives the RRCConnectionSetup message in response to RRCConnectionResumeRequest, the UE AS behaves as legacy Rel-13 (i.e. UE AS informs UE NAS that the RRC connection resume has been fallbacked, and UE AS discards UE AS context and resumeIdentity). 

Periodic update mechanism when in light RRC connection

"Recommendation #3: CT1 expects that RAN2 will specify a periodic update mechanism at the RRC level for the UE in light RRC connection."
=> RAN2 confirms that a new RRC mechanism for a UE in light RRC connection is enabled to trigger periodic location updates, which is referred as RAN paging area update procedure.

2. Actions:
To CT1 group

ACTION: 
RAN2 kindly asks CT1 to take the information above into consideration in their work.
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