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1. Overall Description:

RAN2 thanks RAN1 for the LS R2-1700648 on NR Mobility. RAN2 discussed the LS and would like to update RAN1. 

Under the understanding that there will be an additional RS for L3 mobility (if RAN1 designs it or extends the functionality of the RS used for beam management) RAN2 has agreed the following:

Agreements

1
An RRC_CONNECTED UE should be able to perform RRM measurements on always on IDLE RS (e.g. synchronization signal). 

2
An RRC_CONNECTED UEs should be able to perform RRM measurements on additional RS (e.g. CSI-RS, MRS, etc.).

3
Network should be able to configure RRM measurements via dedicated signalling to be performed on additional RS and/or IDLE RS 

Furthermore, RAN2 has previously agreed on the following:

3: 
For typical NR inter-eNB network controlled mobility, minimise the required measurement configuration to be provided to the UE to configure measurements (e.g. avoid the need to provide detailed 'cell' level information). More detailed information may be provided to address some cases.

From a RAN2 perspective, for L3 mobility, minimizing the configuration information for the additional RS is preferred. RAN2 would like to express the preference to at least minimize the number of RRC re-configurations and inter-gNB coordination updates. For example, the frequent update of RS configuration associated to neighbour cells should be avoided if the UE is in the same cell. 

2. Actions:

To: RAN1 group.

ACTION: 
RAN2 kindly asks RAN1 to take the above input into consideration. 
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