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<Start of modified section>
8.4.1.4a
Configuration Incomplete
If the variable CONFIGURATION_INCOMPLETE is set to TRUE, the UE shall:

1>
retain the measurement configuration that was valid before the MEASUREMENT CONTROL message was received;

1>
if the UE supports inclusion of measurement identity, set the IE "Measurement Identity" in the MEASUREMENT CONTROL FAILURE message to the value of "Measurement identity" in the entry for the MEASUREMENT CONTROL message in the table "Accepted transactions" in the variable TRANSACTIONS;

1>
set the IE "RRC transaction identifier" in the MEASUREMENT CONTROL FAILURE message to the value of "RRC transaction identifier" in the entry for the MEASUREMENT CONTROL message in the table "Accepted transactions" in the variable TRANSACTIONS; and

1>
clear that entry;

1>
clear the variable CONFIGURATION_INCOMPLETE;

1>
set the cause value in IE "failure cause" to "Configuration incomplete";

1>
submit the MEASUREMENT CONTROL FAILURE message to lower layers for transmission on the DCCH using AM RLC;

1>
continue with any ongoing processes and procedures as if the invalid MEASUREMENT CONTROL message has not been received;

1>
and the procedure ends.

8.4.1.4x
Invalid Application layer measurement container
If Upper layers indicate that the "Container for application layer measurement configuration" is invalid, the UE shall:

1>
retain the measurement configuration that was valid before the MEASUREMENT CONTROL message was received;

1>
if the UE supports inclusion of measurement identity, set the IE "Measurement Identity" in the MEASUREMENT CONTROL FAILURE message to the value of "Measurement identity" in the entry for the MEASUREMENT CONTROL message in the table "Accepted transactions" in the variable TRANSACTIONS;
1>
set the IE "RRC transaction identifier" in the MEASUREMENT CONTROL FAILURE message to the value of "RRC transaction identifier" in the entry for the MEASUREMENT CONTROL message in the table "Accepted transactions" in the variable TRANSACTIONS; and

1>
clear that entry;
1>
set the cause value in IE "Failure cause" to "invalid application layer measurement container";

1>
submit the MEASUREMENT CONTROL FAILURE message to lower layers for transmission on the DCCH using AM RLC;

1>
continue with any ongoing processes and procedures as if the invalid MEASUREMENT CONTROL message has not been received;

1>
and the procedure ends.

<End of modified section>
<Start of modified section>
10.3.3.13
Failure cause
Cause for failure to perform the requested procedure.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Failure cause
	MP
	
	Enumerated (configuration unsupported, physical channel failure, incompatible simultaneous reconfiguration, protocol error, compressed mode runtime error, cell update occurred, invalid configuration, configuration incomplete, unsupported measurement, MBMS session already received correctly, lower priority MBMS service, invalid application layer measurement container)
	Four spare values are needed.


<End of modified section>
<Start of modified section>
11.3
Information element definitions

InformationElements DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

<-------------------------Unmodified parts omitted------------------------------------------>
FailureCauseWithProtErr ::=

CHOICE {


configurationUnsupported


NULL,


physicalChannelFailure


NULL,


incompatibleSimultaneousReconfiguration











NULL,


compressedModeRuntimeError

TGPSI,


protocolError





ProtocolErrorInformation,


cellUpdateOccurred




NULL,


invalidConfiguration



NULL,


configurationIncomplete


NULL,


unsupportedMeasurement


NULL,


mbmsSessionAlreadyReceivedCorrectly
NULL,


lowerPriorityMBMSService


NULL,


invalidApplicationLayerContainer
NULL,


spare4







NULL,


spare3







NULL,


spare2







NULL,


spare1







NULL

}
<-------------------------Unmodified parts omitted------------------------------------------>
<End of modified section>
