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1. Overall Description:
RAN2 has discussed LTE connectivity to 5G-CN and in particular the CN combinations supported by the E-UTRA cell. In RAN2 understanding, if an E-UTRA cell belongs to multiple PLMNs then for each PLMN the E-UTRA cell may be connected to: 
1. EPC only

2. EPC and 5G-CN

3. 5G-CN only

The last scenario would require a mechanism to be defined to prevent legacy UEs (i.e. UEs only supporting EPC-NAS) from accessing the E-UTRA cell, which would require RAN2 to define a mechanism for that. Therefore, RAN2 would like to understand if SA2 considered such a scenario where the E-UTRA cell is connected to 5G-CN only. 
Further, RAN2 also would like to understand if it can be assumed that 5G-CN connectivity is available within the whole PLMN, within the whole TA, or only within the cell?
2. Actions:

To SA2 group
ACTION:
RAN2 kindly asks SA2 to provide feedback on the following questions:

1. Is it possible that an E-UTRA cell is connected only to 5G-CN (and cannot serve legacy UEs only supporting EPC-NAS)?
2. Can it be assumed that 5G-CN connectivity is available within the whole PLMN, within the whole TA, or only within the cell?
3. Date of Next TSG-RAN2 Meetings:
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