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1. Overall Description:

RAN2 thanks SA2 for their LS on Dual Connectivity with 5GC.

With regard to SA2 question, 

“SA2 would like to request RAN3 to confirm if support of simultaneous MCG and SCG flows with traffic from core network sent to both the Master node and the Secondary node simultaneously for a single PDU session is required to be supported for dual connectivity in 5GS."

the following is the agreement achieved in RAN2#97bis:

	Agreements

1. NR/NR DC should support that different QoS flows of the same PDU session can be mapped to MgNB and SgNB. 
2. In the case of NR/NR DC where different QoS flows of the same PDU session are mapped to MgNB and SgNB then there is one SDAP entity in the MgNB and one in SgNB for that PDU session.

RAN2 understand that support of this behaviour is still under discussion on SA2.


Note that SDAP is a new protocol layer defined above PDCP whose main functionality is to perform the adaptation of QoS flow parameter to DRB.

Based on RAN2 agreement, the answer to SA2 question is yes; from RAN2 point of view, for a single PDU session of a UE, different QoS flow may be sent to different RAN entities simultaneously. 

RAN2 would like to let SA2 and RAN3 to consider whether the above behaviour can be supported from network perspective. 
2. Actions:
To RAN3, SA2 group.

ACTION: 

RAN2 asks RAN3 and SA2 to take the above RAN2 agreement into account and consider the impact to support such behaviour.
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