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1. [bookmark: OLE_LINK13][bookmark: OLE_LINK14]Introduction
At the RAN2#98 meeting, the on-demand other SI request was discussed and the following agreements have been made [1]:
	Agreements
1 For MSG1 based SI request, the minimum granularity of requested SI is one SI message (a set of SIBs as in LTE).
2 For MSG1 based SI request, one RACH preamble can be used to request for multiple SI messages.

Agreements for On demand request for broadcast delivery
1 On demand SI request will maximise commonality with the RACH procedure
[bookmark: OLE_LINK27][bookmark: OLE_LINK32]2 Network sends an acknowledgement in MSG2 to the UE’s SI request sent in Msg1 
FFS Network sends an acknowledgement in MSG4 to the UE’s SI request sent in Msg3




According to the above agreement, it is unclear how to handle the case when UE wanted other SI have both requested by MSG1 and MSG3. Therefore, in this contribution, we further discuss the other SI request issues and provide some suggestions.
2. [bookmark: OLE_LINK21][bookmark: OLE_LINK22]Discussion
[bookmark: OLE_LINK59][bookmark: OLE_LINK58][bookmark: OLE_LINK57][bookmark: OLE_LINK56][bookmark: OLE_LINK28][bookmark: OLE_LINK29][bookmark: OLE_LINK34][bookmark: OLE_LINK35][bookmark: OLE_LINK23][bookmark: OLE_LINK24]The UE can use MSG1 or MSG3 to request the other SI according to network configuration. However, it is unclear how to handle the case if the UE requires other SIs requested by both MSG1 and MSG3.  For instance, according to network configuration, the other SI block one (OSIB1) should be requested by MSG1 and other SI block two (OSIB2) should be requested by MSG3. The UE requires both OSIB1 and OSIB2.  In the following, the procedure for some solutions is provided to handle this case. 
Solution 1:  UE requests other SI by MSG1 and MSG3 respectively
UE requests other SI via MSG1 and receives the other SI sent by gNB and then requests other SI via MSG3 or UE firstly requests the other SI via MSG3 and then requests other SI via MSG1. The procedure that UE firstly requests the other SI via MSG1 and then requests the other SI via MSG3 is shown in Figure 1.


[bookmark: _Ref481592349]Figure 1 UE request other SI using MSG1 and MSG3 respectively

Solution 2: UE request all other SI by MSG3
UE requests all other SI by MSG3 at one time. The procedure can found in Figure 2.


[bookmark: _Ref481592361]Figure 2 UE request all other SI using MSG3
[bookmark: OLE_LINK36][bookmark: OLE_LINK37]Solution 3: UE request other SI by MSG1 and MSG3 in the same procedure
UE requests all other SI by MSG3. The procedure is shown in Figure 3.



[bookmark: _Ref481592403]Figure 3 UE request other SI using MSG1 and MSG3 in the same procedure
The above solutions are compared in the Table 1.
[bookmark: _Ref481592627]Table 1: The comparison of above solutions
	Solutions
	Pros.
	Cons.

	Solution 1
	Obey the minimum configuration strictly
	[bookmark: OLE_LINK17][bookmark: OLE_LINK18]Increase other SI acquisition delay

	Solution 2
	[bookmark: OLE_LINK19][bookmark: OLE_LINK20]UE can request the other SI at one time and other SI acquisition delay is low
	UE need to ignore the minimum configuration for other SI request

	Solution 3
	[bookmark: OLE_LINK7][bookmark: OLE_LINK8]Obey the minimum configuration and other SI acquisition delay is low
Saving preamble resource.
	



According to the above discussion, we have the following proposal:
[bookmark: _Ref481596933][bookmark: OLE_LINK46][bookmark: OLE_LINK47][bookmark: OLE_LINK48][bookmark: OLE_LINK49][bookmark: OLE_LINK53]Proposal 1: When UE requests multiple other SIs which need to be requested in MSG1 and MSG3, the UE can request all SIs in one-time request procedure via MSG3.

3. Conclusion
In this contribution, we mainly discussed the issues for other SI request. Base on the discussion, we have the following proposal:
Proposal 1: When UE requests multiple other SIs which need to be requested in MSG1 and MSG3, the UE can request all SIs in one-time request procedure via MSG3.
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