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<Start of modification 1>
5.14
Handling of measurement gaps

During a measurement gap, the MAC entity shall:

1>
not perform the transmission of HARQ feedback and CQI/PMI/RI/CRI;

1>
not report SRS;
1> not transmit on UL-SCH except for Msg3 as specified in subclause 5.4.2.2
1>
if the bfr-ResponseWindow or ra-ResponseWindow or the ra-ContentionResolutionTimer is running:

2>
monitor the PDCCH as specified in subclauses 5.1.4 and 5.1.5;

1>
else:

2>
not monitor the PDCCH.
<End of modification 1>
<Start of modification 2>
5.1.2
Random Access Resource selection
< The MAC entity shall:
1>
if the Random Access procedure was initiated by a beam failure indication from lower layer; and
1>
if the contention free PRACH resources for beam failure recovery request associated with any of the SS blocks and/or CSI-RSs have been explicitly provided by RRC; and
1>
if at least one of the SS blocks with SS-RSRP above rsrp-ThresholdSSB amongst the associated SS blocks or the CSI-RSs with CSI-RSRP above csirs-dedicatedRACH-Threshold amongst the associated CSI-RSs is available:
2>
select an SS block with SS-RSRP above rsrp-ThresholdSSB amongst the associated SS blocks or a CSI-RS with CSI-RSRP above csirs-dedicatedRACH-Threshold amongst the associated CSI-RSs;

2>
set the PREAMBLE_INDEX to a ra-PreambleIndex corresponding to the selected SS block or CSI-RS from the set of Random Access Preambles for beam failure recovery request;
1>
else if the ra-PreambleIndex has been explicitly provided by either PDCCH or RRC; and
1>
if the ra-PreambleIndex is not 0b000000; and

1>
if contention free PRACH resource associated with SS blocks or CSI-RS have not been explicitly provided by RRC:
2>
set the PREAMBLE_INDEX to the signalled ra-PreambleIndex;

1>
else if the contention free PRACH resources associated with SS blocks have been explicitly provided by RRC and at least one SS block with SS-RSRP above rsrp-ThresholdSSB amongst the associated SS blocks is available:
2>
select an SS block with SS-RSRP above rsrp-ThresholdSSB amongst the associated SS blocks;

2>
set the PREAMBLE_INDEX to a ra-PreambleIndex corresponding to the selected SS block;
1>
else if the contention free PRACH resources associated with CSI-RSs have been explicitly provided by RRC and at least one CSI-RS with CSI-RSRP above csirs-dedicatedRACH-Threshold amongst the associated CSI-RSs is available:
2>
select a CSI-RS with CSI-RSRP above csirs-dedicatedRACH-Threshold amongst the associated CSI-RSs;

2>
set the PREAMBLE_INDEX to a ra-PreambleIndex corresponding to the selected CSI-RS;
1>
else:

2>
select a SS block with SS-RSRP above rsrp-ThresholdSSB;
2>
if Msg3 has not yet been transmitted:

3>
if Random Access Preambles group B exists; and
3>
if the potential Msg3 size (UL data available for transmission plus MAC header and, where required, MAC CEs) is greater than ra-Msg3SizeGroupA and the pathloss is less than PCMAX (of the Serving Cell performing the Random Access Procedure) – ra-PreambleInitialReceivedTargetPower:

4>
select the Random Access Preambles group B;
3>
else:

4>
select the Random Access Preambles group A.
2>
else (i.e. Msg3 is being retransmitted):

3>
select the same group of Random Access Preambles as was used for the preamble transmission attempt corresponding to the first transmission of Msg3.
2>
if the association between Random Access Preambles and SS blocks is configured:

3>
select a ra-PreambleIndex randomly with equal probability from the random access preambles associated with the selected SS block and the selected group;

2>
else:

3>
select a ra-PreambleIndex randomly with equal probability from the random access preambles within the selected group;

2>
set the PREAMBLE_INDEX to the selected ra-PreambleIndex;

1>
if an SS block is selected above and an association between PRACH occasions and SS blocks is configured:

2>
determine the next available PRACH occasion from the PRACH occasions corresponding to the selected SS block (a MAC entity may take into account the possible occurrence of measurement gaps when determining the next available PRACH occassion corresponding to the selected SS block);

1>
else if a CSI-RS is selected above and an association between PRACH occasions and CSI-RSs is configured:
2>
determine the next available PRACH occasion from the PRACH occasions corresponding to the selected CSI-RS (a MAC entity may take into account the possible occurrence of measurement gaps when determining the next available PRACH occasion corresponding to the selected CSI-RS);

1>
else:

2>
determine the next available PRACH occasion (a MAC entity may take into account the possible occurrence of measurement gaps when determining the next available PRACH occassion);

1>
perform the Random Access Preamble transmission procedure (see subclause 5.1.3).

<End of modification 2>
