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1. Overall Description:
RAN2 thanks RAN1 for their liaison statements on “LS to RAN2 on Beam Failure Recovery” (R2-1800003/ R1-1721346).

RAN2 would like to provide the following information regarding RAN1 consideration:

· Beam failure detection including counting the number of consecutive detected beam failure instances, and consequent trigger mechanism for beam failure recovery request transmission
It’s RAN2 understanding that beam failure detection is performed by L1 and MAC receives the beam failure recovery indication from RAN1 instead of “beam-failure” instance in order to minimize the cross-layer interaction and specification impacts on both RAN1 and RAN2.

· Mechanism for supervising beam failure recovery procedure based on Beam-failure-recovery-Timer and based on PreambleTransMax-BFR
It’s RAN2 understanding that UE should consider beam failure recovery as failed when any of the two conditions is met: the ra-PreambleTx-Max is reached or the beamFailureRecoveryTimer expires.

Additionally, RAN2 find some parameter inconsistency  agreed in RAN1 and RAN2:
The parameter ra-PreambleTx-Max could be used in beam failure recovery procedure and there is no need to introduce a new parameter PreambleTransMax-BFR.


2. Actions:
To RAN1
ACTION: 	RAN2 kindly asks RAN1 to consider the information provided in this LS in their work.

3. Date of Next TSG-RAN2 Meetings:
TSG-RAN WG2 meeting #101		26 Feb - 02 Mar 2018		Athens, Greece
TSG-RAN WG2 meeting #101bis		16 Apr - 20 Mar 2018		Sanya, China

