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	Reason for change:
	SA2 has progressed Emergency Services in 3GPP TS 23.501 and, among other things, described that, “… For emergency services, other than eCall over IMS, the UEs in limited service state determine that the cell supports emergency services over NG-RAN from a broadcast indicator in AS. Emergency calls for eCall Over IMS are only performed if the UE has a UICC.” and “…A serving network shall provide an Access Stratum broadcast indication to UEs as to whether eCall Over IMS is supported. A UE that is not in limited service state determines that the cell supports eCall Over IMS using the broadcast indicator for eCall over IMS”. This CR introduce these broadcast indicators in 38.300. 

	
	

	Summary of change:
	Introduction of IMS Emergency and eCall over IMS broadcast indicator descriptions in 38.300

	
	

	Consequences if not approved:
	Stage 2 RAN IMS emergency description missing/not alinged with SA
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Beginning of changes
[bookmark: _Toc502484430]16.x	IMS Emergency
[bookmark: _Toc502484431]16.x.1	IMS Emergency call
IMS emergency calls are supported in this release of the specification and UE may initiate an IMS emergency call if the network supports it. An IMS Emergency call support indication is provided to inform the UE that emergency bearer services are supported. In normal service state the UE is informed if the PLMN supports emergency services through an Emergency Service Support indicator in the Attach and TAU procedures [ref. to 23.501]. In limited service state and for emergency services other than eCall over IMS, a UE is informed about if a cell supports emergency services over NG-RAN from a broadcast indication (ims-Emergency). The broadcast indicator is set to “support” if any AMF in a non-shared environment or at least one of the PLMN’s in a shared environment supports IMS emergency bearer services.
16.x.2	eCall over IMS
NG-RAN broadcast an indication to indicate support of eCall over IMS (eCallOverIMS). UE’s that are in limited service state need to consider both eCallOverIMS and ims-Emergency to determine if eCall over IMS is possible.


End of changes
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