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Introduction
In this paper, we discuss the cell selection and cell reselection for RRC_IDLE and RRC_INACTIVE UEs in NR.
This paper is a revision of R2-1712343 with the change of the measurement configuration proposal being included in a separate paper. 
[bookmark: _Ref178064866]Discussion
Cell selection criterion
In LTE, after a UE has selected a PLMN it performs cell selection. Cell selection procedures consists of the UE searching for the best cell on all supported carrier frequencies (of each supported RAT) until it finds a suitable cell which requires that the cell selection criterion known as the S-criterion is fulfilled. Besides, a UE shall perform ranking of all cells that fulfil the S-criterion during the cell reselection procedure. The S-criterion in LTE is fulfilled when the following conditions are met:Srxlev > 0 AND Squal >0

Where: 
  Srxlev = Qrxlevmeas – (Qrxlevmin + Qrxlevminoffset) – Pcompensation - Qoffsettemp
  Squal = Qqualmeas – (Qqualmin + Qqualminoffset) - Qoffsettemp


In the abovementioned criteria, Qrxlevmeas is the measured cell RSRP and Qrxlevmin is the minimum required RSRP in the cell (while Qqualmeas and Qqualmin are the corresponding parameters for the RSRQ). The other parameters for the cell selection criterion are described in Table 1. In LTE, these parameters are broadcast within SIB1.
In NR, it is still an open issue how the UE will compute cell quality based on multiple beams in RRC_IDLE mode. However, regardless how that is computed, cell selection can be based on cell quality, as in LTE. Similarly, assuming the UE computes cell quality when performing initial access before selecting a suitable cell, one can assume the LTE baseline design for the cell selection criterion.
[bookmark: _Toc502759315][bookmark: _Toc502759363][bookmark: _Toc502759366][bookmark: _Toc502759369]As in LTE, NR will define the cell selection criterion, S, in which Qrxlevmeas and Qqualmeas are derived based on cell-level RSRP and RSRQ measurements.

	Srxlev
	Cell selection RX level value (dB)

	Squal
	Cell selection quality value (dB)

	Qoffsettemp
	Offset temporarily applied to a cell as specified in TS 36.331 (dB). 

	Qrxlevmeas
	Measured cell RX level value (RSRP)

	Qqualmeas
	Measured cell quality value (RSRQ)

	Qrxlevmin
	Minimum required RX level in the cell (dBm)

	Qqualmin
	Minimum required quality level in the cell (dB)

	Pcompensation 
	If the UE supports the additionalPmax in the NS-PmaxList-NB, if present, in SIB1-NB, SIB3-NB and SIB5-NB:
max(PEMAX1 –PPowerClass, 0) – (min(PEMAX2, PPowerClass) – min(PEMAX1, PPowerClass)) (dB);
else:
max(PEMAX1 –PPowerClass, 0) (dB)

	PEMAX1, PEMAX2
	Maximum TX power level an UE may use when transmitting on the uplink in the cell (dBm) defined as PEMAX in TS 36.101. PEMAX1 and PEMAX2 are obtained from the p-Max and the NS-PmaxList-NB respectively in SIB1-NB, SIB3-NB and SIB5-NB as specified in TS 36.331.

	PPowerClass
	Maximum RF output power of the UE (dBm) according to the UE power class as defined in TS 36.101


[bookmark: _Ref493577416] Table 1	Parameters for the cell selection criterion in LTE
 Cell reselection and ranking criterion
In LTE, the cell reselection procedure allows a camped UE to select a more suitable cell and camp on it. In that process, cell reselection between frequencies and RATs is mainly based on absolute priorities. The UE initially evaluates the frequencies of all RATs based on their priorities and then compares the cells on the relevant frequencies based on radio conditions, using a ranking criterion before reselecting to the target cell (also depending on its accessibility).
The UE ranks the intra-frequency cells and the cells on other frequencies having equal priority which fulfil the S-criterion, as discussed in the previous section, using the so-called R-criterion, defined as follows:
	[bookmark: _Hlk493832698]For the serving cell Rs  = Qmeas,s + QHyst - Qoffsettemp,s
For neighbour cells Rn = Qmeas,n - Qoffset - Qoffsettemp,n


where Qmeas is the RSRP measurement quantity used in cell reselections, Qhyst controls the degree of hysteresis for the ranking, and Qoffset is an offset applicable between serving and neighbouring cells on frequencies of equal priority (the sum of the cell-specific and frequency-specific offsets). Meanwhile, Qoffsettemp is an offset temporarily applied to a cell as specified in TS 36.331.
In our view, such a ranking criterion is also required for UEs performing cell reselection in NR. Hence the following is proposed:
[bookmark: _Toc502759316][bookmark: _Toc502759364][bookmark: _Toc502759367][bookmark: _Toc502759370]As in LTE, NR will define the cell-ranking criterion Rs for serving cell and Rn for neighbouring cells, in which Qmeas,s and Qmeas,n are derived based on the cell-level  RSRP measurement. However, this should not preclude any improvements on the cell-ranking criterion for multi-beam operations in NR.
In LTE, a UE shall filter the cell level RSRP and RSRQ measurements of the serving cell, the intra-frequency neighbour cells and inter-frequency neighbour cells using at least 2 measurements. Whether 1, 2 or more samples should be required for the cell-level RSRP and RSRQ measurements needed by Proposal 1 and Proposal 2 is for RAN4 to decide.
[bookmark: _Toc502759314][bookmark: _Toc502759353][bookmark: _Toc502759358][bookmark: _Toc502759360]Whether 1, 2, or more samples should be required for the cell-level RSRP and RSRQ measurements needed by Proposal 1 and Proposal 2 needs RAN4 to check and decide. 
[bookmark: _Toc502759317][bookmark: _Toc502759365][bookmark: _Toc502759368][bookmark: _Toc502759371]Send LS to RAN4 asking for the requirement for RRC_IDLE and RRC_INACTIVE mode cell-level RSRP and RSRQ measurements used for S-measure and R-measure calculations.
Conclusion
In this paper, we discuss the cell selection and cell reselection for RRC_IDLE and RRC_INACTIVE UEs in NR. 
In section 2 we made the following observation:
Observation 1	Whether 1, 2, or more samples should be required for the cell-level RSRP and RSRQ measurements needed by Proposal 1 and Proposal 2 needs RAN4 to check and decide.

[bookmark: _GoBack]Based on the discussion in section 2 we propose the following:
Proposal 1	As in LTE, NR will define the cell selection criterion, S, in which Qrxlevmeas and Qqualmeas are derived based on cell-level RSRP and RSRQ measurements.
Proposal 2	As in LTE, NR will define the cell-ranking criterion Rs for serving cell and Rn for neighbouring cells, in which Qmeas,s and Qmeas,n are derived based on the cell-level  RSRP measurement. However, this should not preclude any improvements on the cell-ranking criterion for multi-beam operations in NR.
Proposal 3	Send LS to RAN4 asking for the requirement for RRC_IDLE and RRC_INACTIVE mode cell-level RSRP and RSRQ measurements used for S-measure and R-measure calculations.
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