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	Reason for change:
	In RAN2#99 meeting, RAN2 reached the following agreements:
In MR-DC, both MN and SN can configure independent s-Measures towards UE, with s-Measure configured by MN referring to PCell, and the s-Measure configured by SN referring to PSCell.

In RAN2#100 meeting, RAN2 reached the following agreements:
Agreements 

Proposal 3: The UE is not required to perform measurement configured by MN when s-Measure configured by MN satisfied, except for NR (i.e. NR measurements are not controlled by s-Measure). Similarly, the UE is not required to perform measurements configured by SN when s-Measure configured by SN is satisfied.

However, the description of section 7.2 which indicates that the measurement configuration should be consistent for the same frequency layer seem to indicate that the same threshold for serving cell quality should be used, which contradicts with the above agreements.

	
	

	Summary of change:
	Clarify that each node, MN and SN, can independently configure a threshold for the SpCell quality which determines whether the UE is required to perform the measurements configured by this node.


	
	

	Consequences if not approved:
	Different UE/network implementations may understand differently how the s-Measure thresholds specified in 36.331 and 38.331 apply for the UE in MR-DC, resulting either in mobility issues due to lack of measurement reporting or in unncessary signalling and waste of UE power. 
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7.2
Measurements

If the measurement is configured to the UE in preparation for the Secondary Node Addition procedure described in sub-clause 10.2, the Master node should configure the measurement to the UE. 

In case of the intra-secondary node mobility described in sub-clause 10.3, the SN should configure the measurement to the UE in coordination with the MN, if required. 

The Secondary Node Change procedure described in sub-clause 10.5 can be triggered by both the MN (only for inter-frequency secondary node change) and the SN. For secondary node changes triggered by the SN, the RRM measurement configuration is maintained by the SN which also processes the measurement reporting, without providing the measurement results to the MN.

Measurements can be configured independently by the MN (for inter-RAT measurement) and by the SN (intra-RAT measurements on serving and non-serving frequencies). The MN indicates the number of frequency layers that can be used in the SN to ensure that UE capabilities are not exceeded. If MN and SN both configure measurements on the same carrier frequency then the configurations need to be consistent (to ensure these are considered as a single measurement layer). Each node (MN and SN) can configure independently a threshold for the SpCell quality: the UE is not required to perform intra-RAT measurements configured by the MN when the PCell quality is above the threshold configured by the MN, the UE is not required to perform measurements configured by the SN when the PSCell quality is above the threshold configured by the SN.
NOTE:
The SN cannot renegotiate the number of frequency layers allocated by the MN in this version of the protocol.

When SRB3 is not configured, reports for measurements configured by the SN are sent on SRB1. When SRB3 is configured, reports for measurements configured by the SN are sent on SRB3.
Measurement results related to the target SN can be provided by MN to target SN at MN initiated SN change procedure. Measurement results of target SN can be forwarded from source SN to target SN via MN at SN initiated SN change procedure.

In EN-DC, measurement results according to measurement configuration from the MN are encoded according to NR RRC when they are provided by MN to SN in SgNB Addition Request message. During SN initiated SN change procedure, measurement results according to measurement configuration from SN are encoded according to NR RRC when they are provided by MN to SN in SgNB Addition Request message.

