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	Reason for change:
	[bookmark: _GoBack]This issue is identified during ASN.1 review, O15 from OPPO.
For EN-DC operation, in TS 36.331, DRB-ID range is specified as 1-32 but DRB ID range in TS 38.331 is specified as 4-32.
This is incorrect because for split bearer case, common DRB ID is needed for MN leg and SN leg.
Meanwhile, we think SRB ID and DRB ID space should be independent for NR as LTE.

	
	

	Summary of change:
	Change DRB ID value range from 4-32 to 1-32.

	
	

	Consequences if not approved:
	If DRB ID range in TS 36.331 and TS 38.331 are not aligned, DRB ID 1 to 3 can be configued for split bearer.

	
	

	Clauses affected:
	4.3.1

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


Page 1


	[bookmark: _Toc437334462]CHANGE START


[bookmark: _Toc478015285]	DRB-Identity
The IE DRB-Identity is used to identify a DRB used by a UE.
DRB-Identity information elements
-- ASN1START
-- TAG-DRB-IDENTITY-START

DRB-Identity ::=					INTEGER (41..32)

-- TAG-DRB-IDENTITY-STOP
-- ASN1STOP

	CHANGE END



