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1st change
[bookmark: _Toc502572159][bookmark: _Hlk498937343]5.3.5.4	Secondary cell group release
The UE shall:
1>	for each CellGroupId in the SecondaryCellGroupToReleaseList or as a result of SCG release triggered by E-UTRA:
2>	reset SCG MAC, if configured;
2>	for each RLC bearer that is part of the SCG configuration:
3>	perform RLC bearer release procedure as specified in 5.3.5.5.3;
2>	release the entire SCG configuration;
2>	stop timer T313, if running;
2>	stop timer T304 for the secondary cell group, if running;
NOTE:	Release of cell group means only release of the lower layer configuration of the cell group but the RadioBearerConfig may not be released.

2nd Change
[bookmark: _Toc502572187]5.3.11.1	Detection of physical layer problems in RRC_CONNECTED
The UE shall:
1>	upon receiving N310 consecutive "out-of-sync" indications for the SpPCell from lower layers while T311 is not running:
2>	start timer T310;
Editor’s Note: FFS: The following is wrong since according to other agreed TPs there is no T307 and no N313/T313. Rewrite the previous statement so that it applies to the PCell of any cell group. Remove the following. Update also PCell/PScell to SpCell 
1>	upon receiving N313 consecutive "out-of-sync" indications for the PSCell from lower layers while T304 for the secondary cell group is not running:
2>	start T313;
Editor’s Note: FFS: Under which condition physical layer problems detection is performed, e.g. neither T300, T301, T304 nor T311 is running. It’s subject to the harmonization of the RRC procedures for RRC Connection establishment/resume/ re-establishment and RRC connection reconfiguration. 
Editor’s Note: FFS: The naming of the timers. 

3rd Change
[bookmark: _Toc502572228]5.7.3.2	Initiation
A UE initiates the procedure to report SCG failures when SCG transmission is not suspended and when one of the following conditions is met:
1>	upon detecting radio link failure for the SCG, in accordance with subclause 5.3.11.3,
1>	upon reconfiguration with sync failure of the SCG, in accordance with subclause 5.3.5.9.3,
1>	upon stopping uplink transmission towards the SCG’s SpCell due to exceeding the maximum uplink transmission timing difference, in accordance with subclause x.x.x of TS 38.133 [xx]FFS_Ref.
Editor’s Note: FFS on RAN1 decision on powerControlMode;
1>	upon SCG configuration failure, in accordance with subclause 5.3.5.8.2;
1>	upon integrity check failure indication from SCG lower layers, in accordance with subclause 5.3.5.9.3;
Upon initiating the procedure, the UE shall:
1>	suspend SCG transmission for all SRBs and DRBs; 
1>	reset SCG-MAC;
1>	stop T304 for the secondary cell group, if running;
1>	if the UE is operating in EN-DC:
2>	determine the failure type in accordance with subclause 5.7.3.3;
2>	indicate the failure type information to the MCG RRC entity;
2> set the contents of FailureReportSCG-ToOtherRAT in accordance with subclause 5.7.3.4;
2> indicate the FailureReportSCG-ToOtherRAT to the MCG RRC entity;
2>	initiate transmission of the SCGFailureInformation message as specified in TS 36.331 [10, 5.6.13.3];
Editor’s Note: for EN-DC, transmission of SCGFailureInformation message is transmitted through LTE RRC entity. FFS how to capture.
The section for transmission of SCGFailureInformation in NR RRC entity for SA is FFS_Standalone. 

4th Change
[bookmark: _Toc502572309]7.1.1	Timers (Informative)
	Timer
	Start
	Stop
	At expiry

	T304 
	Reception of RRCConnectionReconfiguration message including reconfigurationWithSyncMobilityControlInfoSCG
	Successful completion of random access on the SpCellPSCell, upon initiating re-establishment and upon SCG release
	Inform E-UTRAN/NR about the SCG change failure by initiating the SCG failure information procedure as specified in 5.7.3.

	T310

	Upon detecting physical layer problems for the PCell i.e. upon receiving N310 consecutive out-of-sync indications from lower layers
	Upon receiving N311 consecutive in-sync indications from lower layers for the PCell, upon triggering the handover procedure and upon initiating the connection re-establishment procedure
	If security is not activated: go to RRC_IDLE else: initiate the connection re-establishment procedure 

	T311

	[bookmark: OLE_LINK35][bookmark: OLE_LINK37]Upon initiating the RRC connection re-establishment procedure
	Selection of a suitable NR cell or a cell using another RAT.
	Enter RRC_IDLE

	T313

	Upon detecting physical layer problems for the PSCell i.e. upon receiving N313 consecutive out-of-sync indications from lower layers
	Upon receiving N314 consecutive in-sync indications from lower layers for the PSCell, upon initiating the connection re-establishment procedure, upon SCG release and upon receiving RRCConnectionReconfiguration including MobilityControlInfoSCG
	Inform E-UTRAN/NR about the SCG radio link failure by initiating the SCG failure information procedure as specified in 5.7.3.



