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1 Introduction

The values for ra-ResponseWindow size is FFS. In this contribution we discuss the possible values for ra-ResponseWindow sizes.
2 Discussion
RAN1/RAN2 has discussed the RAR Window Size and following agreements are made:

Observation 1: Maximum RAR window size is 10ms.


Observation 2: RAR window size is specified in terms of slot length with respect to Msg2 SCS.

According to RAN1 L1 Parameter list [3], Msg2 SCS can be one of 15 KHz, 30 KHz, 60 KHz and 120 KHz. The number of slots for each of these SCS values in a radio frame and maximum RAR window size in slots is given in table 1 below.
Table 1
	Msg2 SCS
	# of slots in a radio frame
	Maximum RAR Window Size in slots

	15 KHz
	10
	10

	30 KHz
	20
	20

	60 KHz
	40
	40

	120 KHz
	80
	80


It should be possible to configure any value between one and maximum RAR window size. So we propose:
Proposal: RAR Response Window is configured as follows:

ra-ResponseWindow               CHOICE {
        rar-SCS15                                   INTEGER (1..10),

        rar-SCS30                                   INTEGER (1..20),

        rar-SCS60                                   INTEGER (1..40),

        rar-SCS120                                  INTEGER (1..80)

}

3 Conclusion

Based on the above, RAN2 is requested to discuss and agree on the following proposals:
Proposal: RAR Response Window is configured as follows:

ra-ResponseWindow               CHOICE {
        rar-SCS15                                   INTEGER (1..10),

        rar-SCS30                                   INTEGER (1..20),

        rar-SCS60                                   INTEGER (1..40),

        rar-SCS120                                  INTEGER (1..80)

}
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RAN2 #100 Agreement [1]


RAR window size is up to 10ms. 





RAN1 #91 Agreement [2]


RAR window is defined in terms of slot length with respect to Msg2 SCS.


Note: Exact duration of RAR window is decided in RAN2	. 








