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* * * Start of First Change * * * *
[bookmark: _Toc500942710][bookmark: _Toc501138278][bookmark: _Toc493510605][bookmark: _Toc491180905]6.3	RRC information elements
- RSRP-Range
The IE RSRP-Range specifies the value range used in RSRP measurements and thresholds. Integer value for RSRP measurements according to mapping table in TS 38.133 [xx].
RSRP-Range information element
-- ASN1START

RSRP-Range ::=						INTEGER(0..124)


-- ASN1STOP

	RSRP-Range field descriptions

	RSRP-Range
[bookmark: _Toc502929931]RSRP-Range is an integer (0..123), corresponding to the mappings between -156 dBm to -34 dBm with 1 dB resolution.



- RSRQ-Range
The IE RSRQ-Range specifies the value range used in RSRQ measurements and thresholds. Integer value for RSRQ measurements is according to mapping table in TS 38.133 [xx].
RSRQ-Range information element
-- ASN1START

RSRQ-Range ::=						INTEGER(0..127)


-- ASN1STOP

	RSRQ-Range field descriptions

	RSRQ-Range
RSRQ-Range is an integer (0...127), corresponding to the mappings between -34 dB to +29 dB with 0.5 dB resolution.



- SINR-Range
The IE RSRQ-Range specifies the value range used in SINR measurements and thresholds. Integer value for SINR measurements is according to mapping table in TS 38.133 [xx].
SINR-Range information element
-- ASN1START

SINR-Range ::=						INTEGER(0..127)


-- ASN1STOP

	SINR-Range field descriptions

	SINR-Range
SINR-Range is an integer (0...127), corresponding to the mappings between -23 dB to +40 dBm with 0.5 dB resolution.




* * * End of First Change * * * *

