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9
Specified and default radio configurations

Specified and default configurations are configurations of which the details are specified in the standard. Specified configurations are fixed while default configurations can be modified using dedicated signalling.

Editor’s Note: FFS / FIXME: Default configurations

9.1
Specified configurations
9.1.1
Logical channel configurations

9.1.2
SRB configurations
FFS

9.1.2.1
SRB1/SRB1S
Parameters

	Name
	Value
	Semantics description
	Ver

	RLC configuration
	
	
	

	logicalChannelIdentity
	1
	
	


9.1..2.2
SRB2/SRB2S

Parameters

	Name
	Value
	Semantics description
	Ver

	RLC configuration
	
	
	

	logicalChannelIdentity
	2
	
	


9.1.2.3
SRB3
Parameters

	Name
	Value
	Semantics description
	Ver

	RLC configuration
	
	
	

	logicalChannelIdentity
	3
	
	


9.2
Default radio configurations
9.2.1
SRB configurations

9.2.1.1
SRB1/SRB1S

Parameters (FFS)
	Name
	Value
	Semantics description
	Ver

	RLC configuration CHOICE
	am
	
	

	ul-RLC-Config

>t-PollRetransmit

>pollPDU

>pollByte

>maxRetxThreshold
	ms45

infinity

infinity

t4
	
	

	dl-RLC-Config

>t-Reassembly


>t-StatusProhibit

>enableStatusReportSN-Gap
	[ms35]
ms0

N/A
	
	

	Logical channel configuration
	
	
	

	priority
	1
	Highest priority
	

	prioritisedBitRate
	infinity
	
	

	bucketSizeDuration
	N/A
	
	

	logicalChannelGroup
	0
	
	

	
logicalChannelSR-Delay
	 infinity
	
	


9.2.1.2
SRB2/SRB2S

Parameters (FFS)
	Name
	Value
	Semantics description
	Ver

	RLC configuration CHOICE
	am
	
	

	ul-RLC-Config

>t-PollRetransmit

>pollPDU

>pollByte

>maxRetxThreshold
	ms45

infinity

infinity

t4
	
	

	dl-RLC-Config

>t-Reassembly
>t-StatusProhibit
	[ms35]
ms0
	
	

	Logical channel configuration
	
	
	

	priority
	3
	
	

	prioritisedBitRate
	infinity
	
	

	bucketSizeDuration
	N/A
	
	

	logicalChannelGroup
	0
	
	


9.2.1.3
SRB3

Parameters (FFS)
	Name
	Value
	Semantics description
	Ver

	RLC configuration CHOICE
	am
	
	

	ul-RLC-Config

>t-PollRetransmit

>pollPDU

>pollByte

>maxRetxThreshold
	ms45

infinity

infinity

t4
	
	

	dl-RLC-Config

>t-Reassembly

>t-StatusProhibit

>enableStatusReportSN-Gap
	[ms35]
ms0

N/A
	
	

	Logical channel configuration
	
	
	

	priority
	1
	Highest priority
	

	prioritisedBitRate
	infinity
	
	

	bucketSizeDuration
	N/A
	
	

	logicalChannelGroup
	0
	
	

	
logicalChannelSR-Delay
	 infinity
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