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1. Overall Description:

RAN2 has discussed how to transfer measurement results received from the UE between the MN and SN after SCG failure. The UE includes failure type in SCG failure information report to the MN together with NR measurement results available according to current measurement configuration of both the MN and SN. The MN may decide to keep, change or release the SN. In all cases, the MN may forward the failure type and measurement results according to the SN configuration to the old SN and/or to the new SN (as captured in TS 37.340). This information can be used by the SN to take appropriate action after the SCG failure or to be used in network optimization.
RAN2 agreed to provide the measurement results available according to current measurement configuration of the SN and failure type from the MN to the old SN and /or the new SN using Inter-node RRC message, SCG-ConfigInfo. The message is used by the MN to request the SN to perform establishment, modification or release of SCG. SCG-ConfigInfo can already be included in SgNB addition request and SgNB modification request. RAN2 understands that the implication for this agreement is to enable the inclusion of SSCG-ConfigInfo in the SgNB release Request.
In addition, from RAN2 point of view, it is feasible for the X2 RRC Transfer message to forward failure type and measurement result from the MN to the old (current) SN. 

RAN2 kindly requests RAN3 to provide corresponding changes to X2AP such that inter-node message, SCG-ConfigInfo,( which includes the SN measurement result and failure type) can be forwarded to the new and/or the old SN in SgNB addition request, SgNB modification request and SgNB release request.
2. Actions:

ACTION to RAN3: RAN2 kindly requests RAN3 to consider providing the necessary changes to X2AP to enable the MN to provide Inter-node RRC message, SCG-ConfigInfo, to the new and/or old SN at SgNB addition, SgNB modification and SgNB release. 
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