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1 Introduction

This short paper aims at presenting high level description of the procedure needed for the support of common channel over the Iur interface, accordingly to the basic principle presented in Tdoc 576

2 RNSAP procedures

2.1 Uplink signalling transfer (RNSAP Basic Module)

The current text of the uplink transfer message is still applicable. It shall be pointed out that the Uu message carried on the RNSAP message is a L3 message and not a MAC-d PDU.

It is proposed that 'Uu message' is renamed 'L3 information'.

2.2 Downlink signalling transfer (RNSAP Basic Module)

It is proposed that the current procedure description is modified as follows:

The procedure may be used by the SRNC in response to a received Uplink Signalling Transfer message .

The procedure consists in the Downlink Signalling Transfer message sent by the SRNC to the DRNC.

The message contains the L3 information to be sent to the UE, the Cell ID contained in the Uplink Signalling Transfer message, the C-RNTI and an indication if the C-RNTI shall be released at the reception of the message.


2.3 CCH Initialisation (RNSAP CCH Module)

CCH request procedure is used by the SRNC for the initialisation of the CCH user plane towards the DRNC and /or for the initialisation of the UE context in the DRNC. The procedure is triggered by SRNC as consequence of a received Uplink Signalling Transfer message in case there is a need for such initialisation. 

The procedure consists of the message CCH REQUEST from the SRNC to the DRNC, and CCH RESPONSE from DRNC to SRNC. The need for a CCH FAILURE is FFS.

Note: The procedure and the messages may be renamed.

2.4 C-RNTI Release (RNSAP CCH Module)

The current procedure description is still applicable.
3 Proposal

It is proposed to introduced the procedures described in section 2 in document [1].
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