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<<<<<<<<<<<<<<<<<<<< START OF CHANGES >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc99731200][bookmark: _Toc99038937]9.3.1.258	NR Paging eDRX Information
This IE indicates the NR Paging eDRX parameters for RRC_IDLE as defined in TS 38.304 [24].
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	NR Paging eDRX Cycle Idle
	M
	
	ENUMERATED(hfquarter, hfhalf, hf1, hf2, hf4, hf8, hf16, hf32, hf64, hf128, hf256, hf512, hf1024, …)
	TeDRX,CN defined in TS 38.304 [24]. Unit: [number of hyperframes].

	NR Paging Time Window
	O
	
	ENUMERATED(s1, s2, s3, s4, s5, s6, s7, s8, s9, s10, s11, s12, s13, s14, s15, s16, s32, …)
	Unit: [1.28 second].




<<<<<<<<<<<<<<<<<<<< NEXT OF CHANGES >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc45832586][bookmark: _Toc51763908][bookmark: _Toc106110436][bookmark: _Toc97911142][bookmark: _Toc105511364][bookmark: _Toc29893129][bookmark: _Toc99731229][bookmark: _Toc66289739][bookmark: _Toc99038966][bookmark: _Toc74154852][bookmark: _Toc36557066][bookmark: _Toc105927896][bookmark: _Toc64449080][bookmark: _Toc88658230][bookmark: _Toc81383596][bookmark: _Toc20956003]9.4.5	Information Element Definitions
-- ASN1START 
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************
<skip unchanged >

NRPaging-Time-Window ::= ENUMERATED {
	s1, s2, s3, s4, s5, 
	s6, s7, s8, s9, s10, 
	s11, s12, s13, s14, s15, s16, s32,
	...
}
<skip unchanged >

<<<<<<<<<<<<<<<<<<<< END OF CHANGES >>>>>>>>>>>>>>>>>>>>

