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	Reason for change:
	Some extension containers in E1AP Resource Status Update message have a mandatory presence in ASN.1. However, these containers cannot be added to the message because it does not contain any IE.
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-- ASN1START

	-- TEXT OMITTED –

TNL-AvailableCapacityIndicator ::= SEQUENCE {
	dL-TNL-OfferedCapacity				INTEGER (0..16777216, ...),
	dL-TNL-AvailableCapacity			INTEGER (0..100, ...),
	uL-TNL-OfferedCapacity				INTEGER (0..16777216, ...),
	uL-TNL-AvailableCapacity			INTEGER (0..100, ...),
	iE-Extensions		ProtocolExtensionContainer { { TNL-AvailableCapacityIndicator-ExtIEs } } OPTIONAL,
	...
}

TNL-AvailableCapacityIndicator-ExtIEs	E1AP-PROTOCOL-EXTENSION ::= {
	...
}

	-- TEXT OMITTED –

HW-CapacityIndicator ::= SEQUENCE {
	offeredThroughput				INTEGER (1..16777216, ...),
	availableThroughput				INTEGER (0..100, ...),
	iE-Extensions		ProtocolExtensionContainer { { HW-CapacityIndicator-ExtIEs } } OPTIONAL,
	...
}

HW-CapacityIndicator-ExtIEs	E1AP-PROTOCOL-EXTENSION ::= {
	...
}
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