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	Reason for change:
	 The max number of NR-U Channel ID IE in Served Cell Inforation IE was extended to 16, as the defined INTEGER (1.. maxnoofNR-UChannelIDs, …) in tabular. While in ASN.1, the definition is not updated yet.

NR-U-Channel-Info-Item ::= SEQUENCE {
	nr-U-channel-ID		INTEGER(1..4,...),
	nR-ARFCN				INTEGER (0..maxNRARFCN),
	bandwidth				ENUMERATED{mHz-10,mHz-20,mHz-40, mHz-60, mHz-80,...},
	iE-Extensions			ProtocolExtensionContainer { { NR-U-Channel-Info-List-ExtIEs } }		OPTIONAL,
	...
}


	
	

	Summary of change:
	Correct the definition of nr-U-channel-ID	in ASN.1 to align with the tabular.

Impact analysis:
Impact assessment towards the previous version of the specification (same release): 
This CR has a limited impact on the protocol.
This CR has functionality impact. 
This CR can be considered isolated.
This CR is non-backwards compatible.
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-- ASN1START 
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************
<unchanged part omitted>
NR-U-Channel-Info-Item ::= SEQUENCE {
	nr-U-channel-ID			INTEGER(1..4 maxnoofNR-UChannelIDs,...),
	nR-ARFCN				INTEGER (0..maxNRARFCN),
	bandwidth				ENUMERATED{mHz-10,mHz-20,mHz-40, mHz-60, mHz-80,...},
	iE-Extensions			ProtocolExtensionContainer { { NR-U-Channel-Info-List-ExtIEs } }		OPTIONAL,
	...
}
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