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	Reason for change:
	The presence is not aligned between ASN.1 and tabular for NG-RAN node2 Proposed Mobility Parameters IE in MOBILITY CHANGE REQUEST. The functionality since LTE is that the proposed change is mandatory whereas the information on changes to the sender’s parameter is optional. The former is however included as optional in ASN.1. The proper correction is therefore to mandate the inclusion of NG-RAN node2 Proposed Mobility Parameters IE.

One potential correction is to correct the ASN.1. But since this would result in an NBC ASN.1 change, it is instead proposed to go for a solution with functional impact.

	
	

	Summary of change:
	Align  ASN.1 with tabular for the NG-RAN node2 Proposed Mobility Parameters IE

Impact Analysis:
Impact assessment towards the previous version of the specification (same release): 
This CR has isolated impact with the previous version of the specification (same release) because the changes are clarifying that at least the suggested mobility parameters shall be included. This is only impacting Mobility Settings Change procedure.
This CR has an impact under functional and protocol point of view. 
The impact can be considered isolated because the changes are impacting Mobility Settings Change procedure 


	
	

	Consequences if not approved:
	ASN.1 and tabular are not aligned. The intended functionality is not reflected in the specification.
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-- **************************************************************
--
-- MOBILITY CHANGE REQUEST
--
-- **************************************************************

MobilityChangeRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{MobilityChangeRequest-IEs}},
	...
}

MobilityChangeRequest-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-NG-RANnode1CellID						CRITICALITY reject	TYPE GlobalNG-RANCell-ID							PRESENCE mandatory}|
[bookmark: OLE_LINK18]	{ ID id-NG-RANnode2CellID							CRITICALITY reject	TYPE GlobalNG-RANCell-ID							PRESENCE mandatory}|
	{ ID id-NG-RANnode1MobilityParameters				CRITICALITY reject	TYPE MobilityParametersInformation				PRESENCE optional}|
	{ ID id-NG-RANnode2ProposedMobilityParameters	CRITICALITY reject	TYPE MobilityParametersInformation				PRESENCE optionalmandatory}|
	{ ID id-Cause										CRITICALITY ignore	TYPE Cause											PRESENCE mandatory}|
	{ ID id-SSBOffsets-List								CRITICALITY ignore	TYPE SSBOffsets-List								PRESENCE optional},
	...
}


