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[bookmark: _Ref178064866]Introduction
In last RAN3 meeting, we made general discuss about NPN, but still remain some different understanding among companies.
In the document, we provide some analysis on MDT enhancements for NPN.
Discussion
1.1 How to how to interpret the old area scope choices when
FFS: Check the company's preference: in case of PNI-NPN area scope is not present, whether how to interpret the old area scope choices when it set as cell base, TA based, TAI based, and PLMN wide with following cases:
-only represents the PN area, i.e, only including non-CAG cells
-can represent both PN and NPN area, i.e, including both non-CAG cells and CAG cells. If the latter is preferred, whether further clarification is needed to avoid misunderstanding.
	Case 
	Meaning

	Case A: 
CHOICE Area Scope of MDT IE→PNI-NPN based
PNI-NPN Area Scope of MDT IE is not present
	The CHOICE Area Scope of MDT IE is used for indicate PNI-NPN cells 

	Case B:
CHOICE Area Scope of MDT IE→Cell based/ TA based/TAI based/PLMN wide
[bookmark: OLE_LINK1][bookmark: OLE_LINK2]PNI-NPN Area Scope of MDT IE is not present
	The usage of CHOICE Area Scope of MDT IE is not clearly
-only represents the PN area, i.e, only including non-CAG cells
-can represent both PN and NPN area

	Case C:
CHOICE Area Scope of MDT IE→Cell based/ TA based/TAI based/PLMN wide
PNI-NPN Area Scope of MDT IE is present 
	The CHOICE Area Scope of MDT IE is used for indicate PN cells
PNI-NPN Area Scope of MDT IE is use for PNI-NPN cells.


In last meeting, we hold different understanding for the case B. After further considered, we think the first understanding is more suitable. Firstly, to make the specification simply, the way to interpret the CHOICE Area Scope of MDT IE should keep align whatever PNI-NPN Area Scope is present or not (case B and case C ). Thus, if we agree in case C the CHOICE Area Scope of MDT IE is only for the PN cells, in the case B, it should follow the same logic.
Secondly, if we assume CHOICE Area Scope of MDT IE in case B can indicate both PN and NPN, then, once CHOICE Area Scope of MDT IE is set to Cell based/ TA based/TAI based/PLMN wide, it will indicate to measure cells in both PN and PNI-NPN, no matter PNI-NPN Area Scope of MDT IE is present or not. This may cause confusion during MDT configuration. 

Proposal 1: In case of PNI-NPN area scope of MDT IE is not present, and the area scope choices is set to cell base/TA based/TAI based/PLMN wide, the CHOICE Area Scope of MDT IE is only represents the PN area.
If old area scope choices only represents the PN area , FFS whether there is a need to preserve the legacy functionality of the NGAP "PLMN wide" choice, namely, this choice is equivalent to absence of area scope over Xn and RRC, i.e. MDT is performed within the MDT PLMN List without any restriction.
For this FFS, we think it is no need to introduce an IE equal to the legacy functionality of the NGAP "PLMN wide" choice. From RAN3 perspective, this function can be realized by CHOICE Area Scope of MDT IE set to PLMN wide, and the PNI-NPN Area Scope of MDT IE including all the PLMN and CAG ID in the equivalent PLMN.
Of course, further work need to be done in RAN2, e.g., designing PNI-NPN information checking mechanism. We can send our agreements to RAN2 once we get the common understanding.
Proposal 2: 	No need to introduce an IE equal to the legacy functionality of the NGAP "PLMN wide" choice as it can be realized by combine of CHOICE Area Scope of MDT IE and PNI-NPN Area Scope of MDT IE.  
FFS introduce the "SNPN based", "SNPN cell based", and "SNPN TA based" choice IEs into the existing CHOICE structure, this would allow for the specification of interested SNPNs, interested cells of SNPNs, or interested TAs of SNPNs. 
FFS Whether there is a need to introduce a NGAP "SNPN wide" choice.
[bookmark: OLE_LINK27][bookmark: OLE_LINK28]For SNPN, it is operated by an NPN operator and not relying on network functions provided by a PLMN. The SNPN can be considered as a kind of special PLMN which cannot be equivalent with other PLMNs, so, the Area Scope of MDT for SNPN can follow the design of publish network, including cell-based, TA based, and SNPN wide. 
Proposal 3: Support cell-based, TA based, and SNPN wide level area scope of MDT in SNPN.
In our understanding, there is no need to point out the NID in the area scope of SNPN. The propose of introduce NID is to identify a specific SNPN network, but at least in REL-17, SNPN doesn’t have the equivalent SNPNs, the UE can only connected in the register SNPN.
Observation 1: No need to introduce NID in area scope of MDT in SNPN as UE only can collection MDT measurement in the registered SNPN. 
[bookmark: OLE_LINK31][bookmark: OLE_LINK32]The next issue is how to introduce the area scope for SNPN: introduce a separately IE or extended the current IE. We notice in RAN2 REL-16 NPN discussion, to supporting SNPN, they only change the field description from “PLMN” to “PLMN/SNPN”. The same change can be reused in RAN3 for area scope for SNPN and PN. The simplest modification can be shown as below.
9.3.1.169	MDT Configuration-NR
This IE defines the MDT configuration parameters of NR.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	MDT Activation
	M
	
	ENUMERATED (Immediate MDT only, Logged MDT only, Immediate MDT and Trace, …)
	
	-
	

	[bookmark: OLE_LINK58][bookmark: OLE_LINK59][bookmark: OLE_LINK62]CHOICE Area Scope of MDT
	M
	
	
	
	-
	

	>Cell based
	
	
	
	If PNI-NPN Area Scope of MDT IE is present, it covers non-CAG cells only
	
	

	>>Cell ID List for MDT
	
	1..<maxnoofCellIDforMDT>
	
	
	
	

	>>>NR CGI
	M
	
	9.3.1.7
	
	-
	

	>TA based
	
	
	
	If PNI-NPN Area Scope of MDT IE is present, it covers non-CAG cells only
	
	

	>>TA List for MDT
	
	1..<maxnoofTAforMDT>
	
	
	
	

	>>>TAC
	M
	
	9.3.3.10
	The TAI is derived using the current serving PLMN.
	-
	

	>PLMN/SNPN wide
	
	
	NULL
	If PNI-NPN Area Scope of MDT IE is present, it covers non-CAG cells only
	
	

	>TAI based
	
	
	
	If PNI-NPN Area Scope of MDT IE is present, it covers non-CAG cells only
	
	



As a UE will not connect to the SNPN and PN at the same time, and according to the current NPN, when the UE move out of the SNPN, it will trigger de-register procedure, no need to introduce a separately IE for SNPN.
[bookmark: _Hlk44338765][bookmark: _Toc5641443][bookmark: _Toc45652437][bookmark: _Toc45658869][bookmark: _Toc45720689][bookmark: _Toc45798567][bookmark: _Toc45897956][bookmark: _Toc51746160][bookmark: _Toc64446424][bookmark: _Toc73982294][bookmark: _Toc88652383][bookmark: _Toc97891426][bookmark: _Toc99123569][bookmark: _Toc99662374][bookmark: _Toc105152441][bookmark: _Toc105174247][bookmark: _Toc106109245][bookmark: _Toc107409703][bookmark: _Toc112756892][bookmark: _Toc120537386]When the UE in SNPN, the CHOICE Area Scope of MDT IE set to PLMN/SNPN wide will means SNPN wide, and UE can measurement the cells in the whole SNPN; When the UE in PN, the area scope IE set to PLMN/SNPN wide can be understood as PLMN wide. And even in the further discussion, area scope is still no need to identify SNPN, enhancement can be done in user consent. Similar understanding can be shared with cell based and TA based level. When the UE in SNPN, the CHOICE Area Scope of MDT IE set to Cell based, then the UE will measurement the cells in SNPN according to the provided Cell ID List for MDT IE. When the UE in SNPN, the CHOICE Area Scope of MDT IE set to TA based, then the UE will measurement the TA in SNPN according to the provided TAC, and vice versa.
What’s more, even supporting SNPN in further discussion, we still think the SNPN list is not needed to introduce in the area scope. The reason is that in PN, we only have PLMN wide. Following the same logic, SNPN wide is enough. And other limitation should be introduced in user consent, which will be checked early when execute MDT. 
Proposal 4：No need to introduce a separately IE for supporting Area Scope of MDT in SNPN, which may make the structure looks redundancy.
Proposal 5: Extend the current CHOICE Area Scope of MDT IE by changing “PLMN wide” to “PLMN/SNPN wide” for supporting Area Scope of MDT in SNPN, discuss and agree the TP in attachment.
Another, this modification for SNPN has no impact on Xn as PLMN wide is not appeared in the CHOICE Area Scope of MDT IE on XnAP. And we checked the TS 38.331 as below, if the area scope is not present (NULL), it will set as PLMN wide, and UE will measurement all the cells in the EPLMN.  
	3>	if the UE is in camped normally state on an NR cell and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:
4>	if areaConfiguration is not included in VarLogMeasConfig; or
4>	if the serving cell is part of the area indicated by areaConfig in areaConfiguration in VarLogMeasConfig:
5>	perform the logging at regular time intervals, as defined by the loggingInterval in the VarLogMeasConfig;


Proposal 6: No spec. impact on XnAP for supporting SNPN in MDT. 
Conclusions
Based on the discussion in section 2 the followings are proposed:
Proposal 1: In case of PNI-NPN area scope of MDT IE is not present, and the area scope choices is set to cell base/TA based/TAI based/PLMN wide, the CHOICE Area Scope of MDT IE is only represents the PN area.
Proposal 2: No need to introduce an IE equal to the legacy functionality of the NGAP "PLMN wide" choice as it can be realized by combine of CHOICE Area Scope of MDT IE and PNI-NPN Area Scope of MDT IE.  
Proposal 3: Support cell-based, TA based, and SNPN wide level area scope of MDT in SNPN.
Observation 1: No need to introduce NID in area scope of MDT in SNPN as UE only can collection MDT measurement in the registered SNPN.
Proposal 4：No need to introduce a separately IE for supporting Area Scope of MDT in SNPN, which may make the structure looks redundancy.
Proposal 5: Extend the current CHOICE Area Scope of MDT IE by changing “PLMN wide” to “PLMN/SNPN wide” for supporting Area Scope of MDT in SNPN, discuss and agree the TP in attachment.
Proposal 6: No spec. impact on XnAP for supporting SNPN in MDT. 
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5. Appendix
TP for MDT BL CR for TS 38.413 about SNPN
[bookmark: _Toc45798014][bookmark: _Toc45720134][bookmark: _Toc107409071][bookmark: _Toc29504456][bookmark: _Toc29503872][bookmark: _Toc88651826][bookmark: _Toc45897403][bookmark: _Toc36554629][bookmark: _Toc106122518][bookmark: _Toc106108613][bookmark: _Toc105173614][bookmark: _Toc45651882][bookmark: _Toc99661747][bookmark: _Toc97890869][bookmark: _Toc36552902][bookmark: _Toc73981737][bookmark: _Toc64445867][bookmark: _Toc105151808][bookmark: _Toc51745603][bookmark: _Toc20954851][bookmark: _Toc99122944][bookmark: _Toc45658314][bookmark: _Toc29503288]8.3	UE Context Management Procedures
[bookmark: _Toc105173615][bookmark: _Toc88651827][bookmark: _Toc64445868][bookmark: _Toc73981738][bookmark: _Toc105151809][bookmark: _Toc36554630][bookmark: _Toc99661748][bookmark: _Toc97890870][bookmark: _Toc99122945][bookmark: _Toc29503873][bookmark: _Toc29503289][bookmark: _Toc106122519][bookmark: _Toc45720135][bookmark: _Toc29504457][bookmark: _Toc106108614][bookmark: _Toc20954852][bookmark: _Toc45897404][bookmark: _Toc45658315][bookmark: _Toc45798015][bookmark: _Toc51745604][bookmark: _Toc45651883][bookmark: _Toc107409072][bookmark: _Toc36552903]8.3.1	Initial Context Setup
[bookmark: _Toc36552904][bookmark: _Toc64445869][bookmark: _Toc51745605][bookmark: _Toc20954853][bookmark: _Toc105173616][bookmark: _Toc99661749][bookmark: _Toc105151810][bookmark: _Toc106108615][bookmark: _Toc107409073][bookmark: _Toc106122520][bookmark: _Toc45651884][bookmark: _Toc36554631][bookmark: _Toc29503874][bookmark: _Toc45798016][bookmark: _Toc29504458][bookmark: _Toc45897405][bookmark: _Toc45720136][bookmark: _Toc97890871][bookmark: _Toc45658316][bookmark: _Toc99122946][bookmark: _Toc73981739][bookmark: _Toc88651828][bookmark: _Toc29503290]8.3.1.1	General
The purpose of the Initial Context Setup procedure is to establish the necessary overall initial UE context at the NG-RAN node, when required, including PDU session context, the Security Key, Mobility Restriction List, UE Radio Capability and UE Security Capabilities, etc. The AMF may initiate the Initial Context Setup procedure if a UE-associated logical NG-connection exists for the UE or if the AMF has received the RAN UE NGAP ID IE in an INITIAL UE MESSAGE message or if the NG-RAN node has already initiated a UE-associated logical NG-connection by sending an INITIAL UE MESSAGE message via another NG interface instance. The procedure uses UE-associated signalling.
For signalling only connections and if the UE Context Request IE is not received in the Initial UE Message, the AMF may be configured to trigger the procedure for all NAS procedures or on a per NAS procedure basis depending on operator’s configuration.
[bookmark: _Toc64445870][bookmark: _Toc88651829][bookmark: _Toc99122947][bookmark: _Toc45658317][bookmark: _Toc99661750][bookmark: _Toc97890872][bookmark: _Toc106108616][bookmark: _Toc45651885][bookmark: _Toc45720137][bookmark: _Toc51745606][bookmark: _Toc45897406][bookmark: _Toc36554632][bookmark: _Toc105173617][bookmark: _Toc105151811][bookmark: _Toc36552905][bookmark: _Toc107409074][bookmark: _Toc45798017][bookmark: _Toc106122521][bookmark: _Toc29504459][bookmark: _Toc29503291][bookmark: _Toc73981740][bookmark: _Toc29503875][bookmark: _Toc20954854]8.3.1.2	Successful Operation


Figure 8.3.1.2-1: Initial context setup: successful operation
In case of the establishment of a PDU session the 5GC shall be prepared to receive user data before the INITIAL CONTEXT SETUP RESPONSE message has been received by the AMF. If no UE-associated logical NG-connection exists, the UE-associated logical NG-connection shall be established at reception of the INITIAL CONTEXT SETUP REQUEST message.
The INITIAL CONTEXT SETUP REQUEST message shall contain the Index to RAT/Frequency Selection Priority IE, if available in the AMF.
If the NAS-PDU IE is included in the INITIAL CONTEXT SETUP REQUEST message, the NG-RAN node shall pass it transparently towards the UE.
If the Masked IMEISV IE is contained in the INITIAL CONTEXT SETUP REQUEST message the target NG-RAN node shall, if supported, use it to determine the characteristics of the UE for subsequent handling.
Upon receipt of the INITIAL CONTEXT SETUP REQUEST message the NG-RAN node shall
-	attempt to execute the requested PDU session configuration;
-	store the received UE Aggregate Maximum Bit Rate in the UE context, and use the received UE Aggregate Maximum Bit Rate for Non-GBR QoS flows for the concerned UE as specified in TS 23.501 [9];
-	store the received Mobility Restriction List in the UE context;
-	store the received UE Radio Capability in the UE context;
-	store the received Index to RAT/Frequency Selection Priority in the UE context and use it as defined in TS 23.501 [9];
-	store the received UE Security Capabilities in the UE context;
-	store the received Security Key in the UE context and, if the NG-RAN node is required to activate security for the UE, take this security key into use;
-	if supported, store the received SRVCC Operation Possible in the UE context and use it as defined in TS 23.216 [31];
-	store the received NR V2X Services Authorization information, if supported, in the UE context;
-	store the received LTE V2X Services Authorization information, if supported, in the UE context;
-	store the received NR UE Sidelink Aggregate Maximum Bit Rate, if supported, in the UE context, and use it for the concerned UE’s sidelink communication in network scheduled mode for NR V2X services;
-	store the received LTE UE Sidelink Aggregate Maximum Bit Rate, if supported, in the UE context, and use it for the concerned UE’s sidelink communication in network scheduled mode for LTE V2X services;
-	store the received PC5 QoS Parameters, if supported, in the UE context and use it as defined in TS 23.287 [33];
-	store the received Management Based MDT PLMN List information, if supported, in the UE context;
-	if supported, store the received IAB Authorization information in the UE context;
[bookmark: _Hlk99389284]-	store the received 5G ProSe Authorization information in the UE context, if supported, and use it for the concerned UE’s sidelink communication in network scheduled mode for 5G ProSe services;
-	store the 5G ProSe UE PC5 Aggregate Maximum Bit Rate in the UE context, if supported, and use it for the concerned UE’s sidelink communication in network scheduled mode for 5G ProSe services;
-	store the 5G ProSe PC5 QoS Parameters, if supported, in the UE context and use it as defined in TS 23.304 [47].
For the Initial Context Setup an initial value for the Next Hop Chaining Count is stored in the UE context.
If the PDU Session Resource Setup Request List IE is contained in the INITIAL CONTEXT SETUP REQUEST message, the NG-RAN node shall behave the same as defined in the PDU Session Resource Setup procedure. The NG-RAN node shall report to the AMF in the INITIAL CONTEXT SETUP RESPONSE message the result for each PDU session resource requested to be setup as defined in the PDU Session Resource Setup procedure.
Upon reception of the INITIAL CONTEXT SETUP RESPONSE message the AMF shall, for each PDU session indicated in the PDU Session ID IE, transfer transparently the PDU Session Resource Setup Response Transfer IE or PDU Session Resource Setup Unsuccessful Transfer IE to the SMF associated with the concerned PDU session. In case the splitting PDU session is not used by the NG-RAN node, the SMF should remove the Additional Transport Layer Information, if any.
The NG-RAN node shall use the information in the Mobility Restriction List IE if present in the INITIAL CONTEXT SETUP REQUEST message to
-	determine a target for subsequent mobility action for which the NG-RAN node provides information about the target of the mobility action towards the UE;
-	select a proper SCG during dual connectivity operation;
-	assign proper RNA(s) for the UE when moving the UE to RRC_INACTIVE state.
If the Mobility Restriction List IE is not contained in the INITIAL CONTEXT SETUP REQUEST message, the NG-RAN node shall consider that no roaming and no access restriction apply to the UE. The NG-RAN node shall also consider that no roaming and no access restriction apply to the UE when:
-	one of the QoS flows includes a particular ARP value (TS 23.501 [9]).
If the Trace Activation IE is included in the INITIAL CONTEXT SETUP REQUEST message the NG-RAN node shall, if supported, initiate the requested trace function as described in TS 32.422 [11]. In particular, the NG-RAN node shall, if supported:
[bookmark: OLE_LINK64][bookmark: OLE_LINK63]-	if the Trace Activation IE includes the MDT Activation IE set to "Immediate MDT and Trace", initiate the requested trace session and MDT session as described in TS 32.422 [11];
-	if the Trace Activation IE includes the MDT Activation IE set to "Immediate MDT Only", "Logged MDT only", initiate the requested MDT session as described in TS 32.422 [11] and the NG-RAN node shall ignore the Interfaces To Trace IE and the Trace Depth IE;
-	if the Trace Activation IE includes the MDT Location Information IE within the MDT Configuration IE, store this information and take it into account in the requested MDT session;
-	if the Trace Activation IE includes the Signalling Based MDT PLMN List IE within the MDT Configuration IE, the NG-RAN node may use it to propagate the MDT Configuration as described in TS 37.320 [41].
-	if the Trace Activation IE includes the Bluetooth Measurement Configuration IE within the MDT Configuration IE, take it into account for MDT Configuration as described in TS 37.320 [41].
-	if the Trace Activation IE includes the WLAN Measurement Configuration IE within the MDT Configuration IE, take it into account for MDT Configuration as described in TS 37.320 [41].
-	if the Trace Activation IE includes the Sensor Measurement Configuration IE within the MDT Configuration IE, take it into account for MDT Configuration as described in TS 37.320 [41].
-	if the Trace Activation IE includes the MDT Configuration IE and if the NG-RAN node is a gNB at least the MDT Configuration-NR IE shall be present, while if the NG-RAN node is an ng-eNB at least the MDT Configuration-EUTRA IE shall be present.
If the UE Security Capabilities IE included in the INITIAL CONTEXT SETUP REQUEST message only contains the EIA0 or NIA0 algorithm as defined in TS 33.501 [13] and if the EIA0 or NIA0 algorithm is defined in the configured list of allowed integrity protection algorithms in the NG-RAN node (TS 33.501 [13]), the NG-RAN node shall take it into use and ignore the keys received in the Security Key IE.
If the QMC Configuration Information IE is included in the INITIAL CONTEXT SETUP REQUEST message, the NG-RAN node shall, if supported, use it for QoE management, as described in TS 38.300 [8].
If the Core Network Assistance Information for RRC INACTIVE IE is included in the INITIAL CONTEXT SETUP REQUEST message, the NG-RAN node shall, if supported, store this information in the UE context and use it for the RRC_INACTIVE state decision and RNA configuration for the UE and RAN paging if any for a UE in RRC_INACTIVE state, as specified in TS 38.300 [8]. If the MICO All PLMN IE is included in the Core Network Assistance Information for RRC INACTIVE IE the NG-RAN node shall, if supported, consider that the registration area for the UE is the full PLMN and ignore the TAI List for RRC Inactive IE. If the Paging Cause Indication for Voice Service IE is included in the Core Network Assistance Information for RRC INACTIVE IE, the NG-RAN node shall, if supported, store and use it as specified in 38.300 [8]. If the PEIPS Assistance Information IE is included in the Core Network Assistance Information for RRC INACTIVE IE, the NG-RAN node shall, if supported, store it and use it for paging subgrouping the UE in RRC_INACTIVE state, as specified in TS 38.300 [8].
If the CN Assisted RAN Parameters Tuning IE is included in the INITIAL CONTEXT SETUP REQUEST message, the NG-RAN node may use it as described in TS 23.501 [9].
If the RRC Inactive Transition Report Request IE is included in the INITIAL CONTEXT SETUP REQUEST message, the NG-RAN node shall, if supported, store this information in the UE context.
If the Emergency Fallback Indicator IE is included in the INITIAL CONTEXT SETUP REQUEST message, it indicates that the UE context to be set up is subject to emergency service fallback as described in TS 23.501 [9] and the NG-RAN node may, if supported, take the appropriate mobility actions. 
If the Old AMF IE is included in the INITIAL CONTEXT SETUP REQUEST message, the NG-RAN node shall consider that this UE-associated logical NG-connection was redirected to this AMF from another AMF identified by the Old AMF IE.
If the Redirection for Voice EPS Fallback IE is included in the INITIAL CONTEXT SETUP REQUEST message, the NG-RAN node shall, if supported, store it and use it in a subsequent decision of EPS fallback for voice as specified in TS 23.502 [10].
If the Location Reporting Request Type IE is included in the INITIAL CONTEXT SETUP REQUEST message, the NG-RAN node should perform the requested location reporting functionality for the UE as described in subclause 8.12.
[bookmark: _Hlk512438381]If the Enhanced Coverage Restriction IE is included in the INITIAL CONTEXT SETUP REQUEST message, the NG-RAN node shall, if supported, store this information in the UE context and use it as defined in TS 23.501 [9].
If the Extended Connected Time IE is included in the INITIAL CONTEXT SETUP REQUEST message, the NG-RAN node shall, if supported, use it as described in TS 23.501 [9].
If the UE Differentiation Information IE is included in the INITIAL CONTEXT SETUP REQUEST message, the NG-RAN node shall, if supported, store this information in the UE context for further use according to TS 23.501 [9].
If the CE-mode-B Restricted IE is included in the INITIAL CONTEXT SETUP REQUEST message and the Enhanced Coverage Restriction IE is not set to "restricted" and the Enhanced Coverage Restriction information stored in the UE context is not set to "restricted", the NG-RAN node shall, if supported, store this information in the UE context and use it as defined in TS 23.501 [9]. 
If the UE User Plane CIoT Support Indicator IE is included in the INITIAL CONTEXT SETUP REQUEST message the NG-RAN node shall, if supported, store this information in the UE context and consider that User Plane CIoT 5GS Optimisation as specified in TS 23.501 [9] is supported for the UE. 
If the Management Based MDT PLMN List IE is contained in the INITIAL CONTEXT SETUP REQUEST message, the NG-RAN node shall, if supported, use it to allow subsequent selection of the UE for management based MDT defined in TS 32.422 [11].
If the INITIAL CONTEXT SETUP REQUEST message contains the UE Radio Capability ID IE, the NG-RAN node shall, if supported, use it as specified in TS 23.501 [9] and TS 23.502 [10].
For each PDU session, if the PDU Session Expected UE Activity Behaviour IE is included in the INTIAL CONTEXT SETUP REQUEST message, the NG-RAN node shall, if supported, handle this information as specified in TS 23.501 [9].
If the Time Synchronisation Assistance Information IE is included in the INITIAL CONTEXT SETUP REQUEST message, the NG-RAN node shall, if supported, store the information in the UE context and use it as defined in TS 23.501 [9].
If the Target NSSAI Information IE is contained in the INITIAL CONTEXT SETUP REQUEST message, the NG-RAN node may use this information as specified in TS 23.501 [9].
If the UE Slice Maximum Bit Rate List IE is included in the INITIAL CONTEXT SETUP REQUEST message, the NG-RAN node shall, if supported, store the received UE Slice Maximum Bit Rate List in the UE context, and use it for each S-NSSAI for the concerned UE as specified in TS 23.501 [9].
If the PNI-NPN Area Scope of MDT IE is included in the MDT Configuration-NR IE included in the INITIAL CONTEXT SETUP REQUEST message, the NG-RAN node shall, if supported, use it to derive the MDT area scope for MDT measurement collections in PNI-NPN areas. Upon reception of the PNI-NPN Area Scope of MDT IE, the NG-RAN node shall consider that the area scope for MDT measurement collections of PNI-NPN areas is defined only by the areas included in the PNI-NPN Area Scope of MDT IE.
If the CHOICE Area Scope of MDT IE is included in the MDT Configuration-NR IE included in the INITIAL CONTEXT SETUP REQUEST message, the NG-RAN node shall, if supported, use it to derive the MDT area scope for MDT measurement collections in PN areas, PNI-NPN areas and SNPN areas.
Interactions with Initial UE Message procedure:
The NG-RAN node shall use the AMF UE NGAP ID IE and RAN UE NGAP ID IE received in the INITIAL CONTEXT SETUP REQUEST message as identification of the logical connection even if the RAN UE NGAP ID IE had been allocated in an INITIAL UE MESSAGE message sent over a different NG interface instance.
Interactions with RRC Inactive Transition Report procedure:
If the RRC Inactive Transition Report Request IE is included in the INITIAL CONTEXT SETUP REQUEST message and set to "subsequent state transition report", the NG-RAN node shall, if supported, send the RRC INACTIVE TRANSITION REPORT message to the AMF to report the RRC state of the UE when the UE enters or leaves RRC_INACTIVE state.
[bookmark: _Toc20954855][bookmark: _Toc45798018][bookmark: _Toc107409075][bookmark: _Toc73981741][bookmark: _Toc45651886][bookmark: _Toc45658318][bookmark: _Toc51745607][bookmark: _Toc45720138][bookmark: _Toc106122522][bookmark: _Toc105151812][bookmark: _Toc64445871][bookmark: _Toc45897407][bookmark: _Toc88651830][bookmark: _Toc29503876][bookmark: _Toc36554633][bookmark: _Toc97890873][bookmark: _Toc99122948][bookmark: _Toc99661751][bookmark: _Toc29503292][bookmark: _Toc29504460][bookmark: _Toc36552906][bookmark: _Toc105173618][bookmark: _Toc106108617]8.3.1.3	Unsuccessful Operation


Figure 8.3.1.3-1: Initial context setup: unsuccessful operation
If the NG-RAN node is not able to establish an NG UE context, it shall consider the procedure as failed and reply with the INITIAL CONTEXT SETUP FAILURE message.
If the PDU Session Resource Setup Request List IE is contained in the INITIAL CONTEXT SETUP REQUEST message, the NG-RAN node shall report to the AMF, in the INITIAL CONTEXT SETUP FAILURE message, the unsuccessful establishment result for each PDU session resource requested to be setup as defined in the PDU Session Resource Setup procedure.
Upon reception of the INITIAL CONTEXT SETUP FAILURE message the AMF shall, for each PDU session indicated in the PDU Session ID IE, transfer transparently the PDU Session Resource Setup Unsuccessful Transfer IE to the SMF associated with the concerned PDU session and may consider that the NAS PDU included in the INITIAL CONTEXT SETUP REQUEST message was not delivered.
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Figure 8.4.2.2-1: Handover resource allocation: successful operation
The AMF initiates the procedure by sending the HANDOVER REQUEST message to the target NG-RAN node.
If the Masked IMEISV IE is contained in the HANDOVER REQUEST message the target NG-RAN node shall, if supported, use it to determine the characteristics of the UE for subsequent handling.
Upon receipt of the HANDOVER REQUEST message the target NG-RAN node shall
-	attempt to execute the requested PDU session configuration and associated security;
-	store the received UE Aggregate Maximum Bit Rate in the UE context, and use the received UE Aggregate Maximum Bit Rate for all Non-GBR QoS flows for the concerned UE as specified in TS 23.501 [9];
-	store the received Mobility Restriction List in the UE context;
-	store the received UE Security Capabilities in the UE context;
-	store the received Security Context in the UE context and take it into use as defined in TS 33.501 [13];
-	if supported, store the received UE Slice Maximum Bit Rate List in the UE context and use the received UE Slice Maximum Bit Rate List for each S-NSSAI for the concerned UE as specified in TS 23.501 [9].
Upon reception of the UE History Information IE, which is included within the Source to Target Transparent Container IE of the HANDOVER REQUEST message, the target NG-RAN node shall collect the information defined as mandatory in the UE History Information IE and shall, if supported, collect the information defined as optional in the UE History Information IE, for as long as the UE stays in one of its cells, and store the collected information to be used for future handover preparations.
Upon receiving the PDU Session Resource Setup List IE contained in the HANDOVER REQUEST message, the target NG-RAN node shall behave the same as defined in the PDU Session Resource Setup procedure. The target NG-RAN node shall report to the AMF in the HANDOVER REQUEST ACKNOWLEDGE message the result for each PDU session resource requested to be setup. In particular, for each PDU session resource successfully setup, it shall include the Handover Request Acknowledge Transfer IE containing the following information:
-	The list of QoS flows which have been successfully established in the QoS Flow Setup Response List IE.
-	The Data Forwarding Accepted IE if the data forwarding for the QoS flow is accepted.
-	The list of QoS flows which have failed to be established, if any, in the QoS Flow Failed to Setup List IE.
-	The UP transport layer information to be used for the PDU session.
-	The security result associated to the PDU session.
[bookmark: _Hlk527048006]-	The redundant UP transport layer information to be used for the redundant transmission for the PDU session.
For each PDU session resource which failed to be setup, the Handover Resource Allocation Unsuccessful Transfer IE shall be included in the HANDOVER REQUEST ACKNOWLEDGE message containing a cause value that should be precise enough to enable the SMF to know the reason for the unsuccessful establishment. 
For each PDU session included in the HANDOVER REQUEST ACKNOWLEDGE message, if the Current QoS Parameters Set Index IE is included for a QoS flow in the QoS Flow Setup Response List IE within the Handover Request Acknowledge Transfer IE the SMF shall consider it as the currently fulfilled QoS parameters set among the alternative QoS parameters for the involved QoS flow.
Upon reception of the HANDOVER REQUEST ACKNOWLEDGE message the AMF shall, for each PDU session indicated in the PDU Session ID IE, transfer transparently the Handover Request Acknowledge Transfer IE or Handover Resource Allocation Unsuccessful Transfer IE to the SMF associated with the concerned PDU session.
If the HANDOVER REQUEST message contains the Data Forwarding Not Possible IE associated with a given PDU session within the Handover Request Transfer IE set to "data forwarding not possible", the target NG-RAN node may not include the DL Forwarding UP TNL Information IE and for intra-system handover the Data Forwarding Response DRB List IE within the Handover Request Acknowledge Transfer IE in the HANDOVER REQUEST ACKNOWLEDGE message for that PDU session.
If the HANDOVER REQUEST message contains the Redundant PDU Session Information IE associated with a given PDU session within the Handover Request Transfer IE, the target NG-RAN node shall, if supported, store the received information in the UE context and use it for redundant PDU session setup as specified in TS38.300 [8] and TS 23.501 [9]. If the PDU Session Type IE is set to “ethernet” and the redundancy requirement is fulfilled using a secondary NG-RAN node, the NG-RAN node shall, if supported, include the Global RAN Node ID of Secondary NG-RAN Node IE in the Handover Request Acknowledge Transfer IE of the HANDOVER REQUEST ACKNOWLEDGE message. If the PDU Session Pair ID IE is included in the Redundant PDU Session Information IE, the NG-RAN node may use it to identify the paired PDU sessions.
For each PDU session for which the Global RAN Node ID of Secondary NG-RAN Node IE is included in the Handover Request Acknowledge Transfer IE of the HANDOVER REQUEST ACKNOWLEDGE message, the SMF shall, if supported, handle this information as specified in TS 23.501 [9].
In case of intra-system handover, if the target NG-RAN node accepts the downlink data forwarding for at least one QoS flow for which the DL Forwarding IE is set to "DL forwarding proposed", it may include the DL Forwarding UP TNL Information IE in the Handover Request Acknowledge Transfer IE as forwarding tunnel for the QoS flows listed in the QoS Flow Setup Response List IE of the HANDOVER REQUEST ACKNOWLEDGE message.
In case of intra-system handover, if the target NG-RAN node accepts the uplink data forwarding for at least one QoS flow for which the UL Forwarding IE is set to "UL forwarding proposed", it may include the UL Forwarding UP TNL Information IE in the Handover Request Acknowledge Transfer IE for the PDU session within the PDU Session Resource Admitted List IE of the HANDOVER REQUEST ACKNOWLEDGE message.
In case of intra-system handover, for each PDU session for which the Additional DL UP TNL Information for HO List IE is included in the Handover Request Acknowledge Transfer IE of the HANDOVER REQUEST ACKNOWLEDGE message, the SMF shall consider the included Additional DL NG-U UP TNL Information IE as the downlink termination point for the associated flows indicated in the Additional QoS Flow Setup Response List IE for this PDU session split in different tunnels and shall consider the Additional DL Forwarding UP TNL Information IE, if included, as the forwarding tunnel associated to these QoS flows.
In case of intra-system handover, for each PDU session for which the Additional UL Forwarding UP TNL Information IE is included in the Handover Request Acknowledge Transfer IE of the HANDOVER REQUEST ACKNOWLEDGE message, the SMF shall consider it as the termination points for the uplink forwarding tunnels for this PDU session split in different tunnels. 
[bookmark: OLE_LINK48][bookmark: OLE_LINK47]In case of intra-system handover, if the target NG-RAN node accepts the data forwarding for a successfully configured DRB, the target NG-RAN node may include the DL Forwarding UP TNL Information IE for the DRB within the Data Forwarding Response DRB List IE within Handover Request Acknowledge Transfer IE of the HANDOVER REQUEST ACKNOWLEDGE message.
In case of intra-system handover, if the target NG-RAN node receives the Direct Forwarding Path Availability IE set to "direct path available" within the PDU Session Resource Setup Request Transfer IE, the target NG-RAN node shall, if supported, assign the UP Transport Layer Information for intra-system direct data forwarding from the appropriate address space, if applicable.
If the HANDOVER REQUEST ACKNOWLEDGE message contains the UL Forwarding UP TNL Information IE for a given DRB in the Data Forwarding Response DRB List IE within the Handover Request Acknowledge Transfer IE, it indicates the target NG-RAN node has requested the forwarding of uplink data for the DRB.
[bookmark: _Hlk5940468]In case of inter-system handover from E-UTRAN, if the PDU Session Resource Setup Request Transfer IE contains the Direct Forwarding Path Availability IE set to "direct path available", the target NG-RAN node shall, if supported, and if it accepts downlink data forwarding for the QoS flows mapped to an E-RAB of an admitted PDU session, include the DL Forwarding UP TNL Information IE in the Data Forwarding Response E-RAB List IE in the Handover Request Acknowledge Transfer IE in the HANDOVER REQUEST ACKNOWLEDGE message for that mapped E-RAB.
In case of inter-system handover from E-UTRAN, the target NG-RAN node includes the Data Forwarding Accepted IE for each QoS flow that the DL Forwarding IE is set to "DL forwarding proposed" for the corresponding E-RAB in the Source NG-RAN Node to Target NG-RAN Node Transparent Container IE and that the target NG-RAN node has admitted the proposed forwarding of downlink data for the QoS flow. If indirect data forwarding is applied for inter-system handover, if the target NG-RAN node accepts the downlink data forwarding for at least one QoS flow of an admitted PDU session it shall include the DL Forwarding UP TNL Information IE in the PDU Session Resource Setup Response Transfer IE for that PDU session within the PDU Session Resources Admitted List IE of the HANDOVER REQUEST ACKNOWLEDGE message. 
[bookmark: OLE_LINK69]In case of inter-system handover from E-UTRAN with direct forwarding, if the target NG-RAN node receives the SgNB UE X2AP ID IE in the Source NG-RAN Node to Target NG-RAN Node Transparent Container IE, it may use it for internal forwarding as described in TS 37.340 [32].
In case of inter-system handover from E-UTRAN, if the target cell is a CAG cell, the target NG-RAN node shall include the NPN Access Information IE in the HANDOVER REQUEST ACKNOWLEDGE message, and the AMF shall consider that the included information is associated to the target cell and to the UE’s serving PLMN identity, and use it as specified in TS 23.501 [9]. 
The target NG-RAN node shall use the information in the Mobility Restriction List IE if present in the HANDOVER REQUEST message to
-	determine a target for subsequent mobility action for which the target NG-RAN node provides information about the target of the mobility action towards the UE;
-	select a proper SCG during dual connectivity operation;
-	assign proper RNA(s) for the UE when moving the UE to RRC_INACTIVE state.
If the Mobility Restriction List IE is not contained in the HANDOVER REQUEST message, the target NG-RAN node shall consider that no roaming and no access restriction apply to the UE. The target NG-RAN node shall also consider that no roaming and no access restriction apply to the UE when:
-	one of the QoS flows includes a particular ARP value (TS 23.501 [9]).
If the Trace Activation IE is included in the HANDOVER REQUEST message the target NG-RAN node shall, if supported, initiate the requested trace function as described in TS 32.422 [11]. In particular, the NG-RAN node shall, if supported:
-	if the Trace Activation IE includes the MDT Activation IE set to "Immediate MDT and Trace", initiate the requested trace session and MDT session as described in TS 32.422 [11];
-	if the Trace Activation IE includes the MDT Activation IE set to "Immediate MDT Only", "Logged MDT only", initiate the requested MDT session as described in TS 32.422 [11] and the target NG-RAN node shall ignore the Interfaces To Trace IE and the Trace Depth IE;
-	if the Trace Activation IE includes the MDT Location Information IE within the MDT Configuration IE, store this information and take it into account in the requested MDT session;
-	if the Trace Activation IE includes the Signalling Based MDT PLMN List IE within the MDT Configuration IE, the NG-RAN node may use it to propagate the MDT Configuration as described in TS 37.320 [41].
-	if the Trace Activation IE includes the Bluetooth Measurement Configuration IE within the MDT Configuration IE, take it into account for MDT Configuration as described in TS 37.320 [41].
-	if the Trace Activation IE includes the WLAN Measurement Configuration IE within the MDT Configuration IE, take it into account for MDT Configuration as described in TS 37.320 [41].
-	if the Trace Activation IE includes the Sensor Measurement Configuration IE within the MDT Configuration IE, take it into account for MDT Configuration as described in TS 37.320 [41].
-	if the Trace Activation IE includes the MDT Configuration IE and if the NG-RAN node is a gNB at least the MDT Configuration-NR IE shall be present, while if the NG-RAN node is an ng-eNB at least the MDT Configuration-EUTRA IE shall be present.
If the Location Reporting Request Type IE is included in the HANDOVER REQUEST message, the target NG-RAN node should perform the requested location reporting functionality for the UE as described in subclause 8.12.
If the Core Network Assistance Information for RRC INACTIVE IE is included in the HANDOVER REQUEST message, the target NG-RAN node shall, if supported, store this information in the UE context and use it for the RRC_INACTIVE state decision and RNA configuration for the UE and RAN paging if any for a UE in RRC_INACTIVE state, as specified in TS 38.300 [8]. If the MICO All PLMN IE is included in the Core Network Assistance Information for RRC INACTIVE IE the NG-RAN node shall, if supported, consider that the registration area for the UE is the full PLMN and ignore the TAI List for RRC Inactive IE. If the Paging Cause Indication for Voice Service IE is included in the Core Network Assistance Information for RRC INACTIVE IE, the NG-RAN node shall, if supported, store and use it as specified in TS 38.300 [8]. If the PEIPS Assistance Information IE is included in the Core Network Assistance Information for RRC INACTIVE IE, the NG-RAN node shall, if supported, store it and use it for paging subgrouping the UE in RRC_INACTIVE state, as specified in TS 38.300 [8].
If the CN Assisted RAN Parameters Tuning IE is included in the HANDOVER REQUEST message, the NG-RAN node may use it as described in TS 23.501 [9].
If the New Security Context Indicator IE is included in the HANDOVER REQUEST message, the target NG-RAN node shall use the information as specified in TS 33.501 [13].
If the NASC IE is included in the HANDOVER REQUEST message, the target NG-RAN node shall use it towards the UE as specified in TS 33.501 [13].
If the RRC Inactive Transition Report Request IE is included in the HANDOVER REQUEST message, the NG-RAN node shall, if supported, store this information in the UE context.
If the Redirection for Voice EPS Fallback IE is included in the HANDOVER REQUEST message, the NG-RAN node shall, if supported, store it and use it in a subsequent decision of EPS fallback for voice as specified in TS 23.502 [10].
If the SRVCC Operation Possible IE is included in the HANDOVER REQUEST message, the target NG-RAN node shall, if supported, store the content of the received SRVCC Operation Possible IE in the UE context and use it as defined in TS 23.216 [31].
If the IAB Authorized IE is contained in the HANDOVER REQUEST message, the NG-RAN node shall, if supported, consider that the handover is for an IAB node.
If the Enhanced Coverage Restriction IE is included in the HANDOVER REQUEST message, the NG-RAN node shall, if supported, store this information in the UE context and use it as defined in TS 23.501 [9].
If the UE Differentiation Information IE is included in the HANDOVER REQUEST message, the NG-RAN node shall, if supported, store this information in the UE context for further use according to TS 23.501 [9].
If the UE User Plane CIoT Support Indicator IE is included in the HANDOVER REQUEST message the NG-RAN node shall, if supported, store this information in the UE context and consider that User Plane CIoT 5GS Optimisation as specified in TS 23.501 [9] is supported for the UE. 
Upon reception of the UE History Information from UE IE, which is included within the Source to Target Transparent Container IE of the HANDOVER REQUEST message, the target NG-RAN node shall, if supported, store the collected information and use it for future handover preparations.
After all necessary resources for the admitted PDU session resources have been allocated, the target NG-RAN node shall generate the HANDOVER REQUEST ACKNOWLEDGE message.
If the RedCap Indication IE is included in the HANDOVER REQUEST ACKNOWLEDGE message, the AMF shall, if supported, consider the UE as a RedCap UE that was previously served by a E-UTRA cell, and use the IE according to TS 23.501 [9].
For each QoS flow which has been established in the target NG-RAN node, if the QoS Monitoring Request IE was included in the QoS Flow Level QoS Parameters IE contained in the HANDOVER REQUEST message, the target NG-RAN node shall store this information, and, if supported, perform delay measurement and QoS monitoring, as specified in TS 23.501 [9]. If the QoS Monitoring Reporting Frequency IE was included in the QoS Flow Level QoS Parameters IE contained in the HANDOVER REQUEST message, the target NG-RAN node shall store this information and, if supported, use it for RAN part delay reporting.
If the NR V2X Services Authorized IE is contained in the HANDOVER REQUEST message and it contains one or more IEs set to "authorized", the NG-RAN node shall, if supported, consider that the UE is authorized for the relevant service(s).
If the LTE V2X Services Authorized IE is contained in the HANDOVER REQUEST message and it contains one or more IEs set to "authorized", the NG-RAN node shall, if supported, consider that the UE is authorized for the relevant service(s).
If the NR UE Sidelink Aggregate Maximum Bit Rate IE is included in the HANDOVER REQUEST message, the NG-RAN node shall, if supported, use the received value for the concerned UE’s sidelink communication in network scheduled mode for NR V2X services.
If the LTE UE Sidelink Aggregate Maximum Bit Rate IE is included in the HANDOVER REQUEST message, the NG-RAN node shall, if supported, use the received value for the concerned UE’s sidelink communication in network scheduled mode for LTE V2X services.
If the PC5 QoS Parameters IE is included in the HANDOVER REQUEST message, the NG-RAN node shall, if supported, use it as defined in TS 23.287 [33].
If the CE-mode-B Restricted IE is included in the HANDOVER REQUEST message and the Enhanced Coverage Restriction IE is not set to "restricted" and the Enhanced Coverage Restriction information stored in the UE context is not set to "restricted", the NG-RAN node shall, if supported, store this information in the UE context and use it as defined in TS 23.501 [9].
If the Management Based MDT PLMN List IE is contained in the HANDOVER REQUEST message, the target NG-RAN node shall, if supported, store the received information in the UE context, and use this information to allow subsequent selections of the UE for management based MDT defined in TS 32.422 [11].
If the HANDOVER REQUEST message contains the UE Radio Capability ID IE, the NG-RAN node shall, if supported, use it as specified in TS 23.501 [9] and TS 23.502 [10].
If the DAPS Request Information IE is included for a DRB in the Source NG-RAN Node to Target NG-RAN Node Transparent Container IE within the HANDOVER REQUEST message, the target NG-RAN node shall consider that the request concerns a DAPS Handover for that DRB, as described in in TS 38.300 [8]. The target NG-RAN node shall include the DAPS Response information List IE in the Target NG-RAN Node to Source NG-RAN Node Transparent Container IE within the HANDOVER REQUEST ACKNOWLEDGE message, containing the DAPS Response Information IE for each DRB requested to be configured with DAPS Handover. 
If the Extended Connected Time IE is included in the HANDOVER REQUEST message, the NG-RAN node shall, if supported, use it as described in TS 23.501 [9].
If the target NG-RAN node receives the UE Context Reference at Source IE in the Source NG-RAN Node to Target NG-RAN Node Transparent Container IE within the HANDOVER REQUEST message, it may use it to identify an existing UE.
If the Source Node ID IE is included in the Source NG-RAN Node to Target NG-RAN Node Transparent Container IE within the HANDOVER REQUEST message, the target NG-RAN node shall, if supported, use it to decide whether direct forwarding path is available between the target NG-RAN node and this source RAN node. If the direct forwarding path is available, the target NG-RAN node shall include the Direct Forwarding Path Availability IE in the Target NG-RAN Node to Source NG-RAN Node Transparent Container IE within the HANDOVER REQUEST ACKNOWLEDGE message.
In case there are MBS sessions the UE has joined, for all the MBS sessions the UE has joined, the SMF shall, if supported, include the MBS Session Setup Request List IE within the PDU Session Resource Setup Request Transfer IE in the HANDOVER REQUEST message.
If the HANDOVER REQUEST message contains the MBS Session Setup Request List IE in a PDU Session Resource Setup Request Transfer IE the NG-RAN node shall, if supported, use it as specified in TS 23.247 [44] and TS 38.300 [8].
If the MBS Active Session Information Source to Target List IE is contained in the Source NG-RAN Node to Target NG-RAN Node Transparent Container IE within the HANDOVER REQUEST message, the target NG-RAN node shall, if supported, assume the indicated MBS sessions to be active and establish MBS session resources as specified in TS 23.247 [44] and TS 38.300 [8], if applicable. The target NG-RAN node shall, if supported, consider that the MBS sessions the UE has joined which are not included in the MBS Active Session Information Source to Target List IE are inactive.
If the MBS Area Session ID IE is included in the MBS Active Session Information Source to Target List IE in the Source NG-RAN Node to Target NG-RAN Node Transparent Container IE within the HANDOVER REQUEST message, the target NG-RAN shall use this information as indication from which MBS Area Session ID the UE is handed over. 
If the MBS Service Area IE is included in the MBS Active Session Information Source to Target List IE in the Source NG-RAN Node to Target NG-RAN Node Transparent Container IE within the HANDOVER REQUEST message, the target NG-RAN shall use this information to setup respective MBS session resources, if applicable.
If the target NG-RAN node decides to allocate resource for data forwarding for an active MBS session, respective information is provided for that MBS session within the Data Forwarding Response MRB List IE in the MBS Active Session Information Target to Source List IE in the Target NG-RAN Node to Source NG-RAN Node Transparent Container IE.
If the Time Synchronisation Assistance Information IE is included in the HANDOVER REQUEST message, the NG-RAN node shall, if supported, store the information in the UE context and use it as defined in TS 23.501 [9].
If the 5G ProSe Authorized IE is contained in the HANDOVER REQUEST message and it contains one or more IEs set to "authorized", the NG-RAN node shall, if supported, consider that the UE is authorized for the relevant service(s).
If the 5G ProSe UE PC5 Aggregate Maximum Bit Rate IE is included in the HANDOVER REQUEST message, the NG-RAN node shall, if supported, use the received value for the concerned UE’s sidelink communication in network scheduled mode for 5G ProSe services.
If the 5G ProSe PC5 QoS Parameters IE is included in the HANDOVER REQUEST message, the NG-RAN node shall, if supported, use it as defined in TS 23.304 [47].
If for a given QoS flow the Source Transport Layer Address IE is included within the Source NG-RAN Node to Target NG-RAN Node Transparent Container IE of the HANDOVER REQUEST message, the target NG-RAN node shall, if supported, store this information and use it as part of its ACL functionality configuration actions for direct data forwarding, if such ACL functionality is deployed and if direct forwarding path is available between the target NG-RAN node and this source RAN node.
If for a given QoS flow the Source Node Transport Layer Address IE is included within the Source NG-RAN Node to Target NG-RAN Node Transparent Container IE of the HANDOVER REQUEST message, the target NG-RAN node shall, if supported, store this information and use it as part of its ACL functionality configuration actions for direct data forwarding, if such ACL functionality is deployed and if direct forwarding path is available between the target NG-RAN node and this source RAN node.
If for a given E-RAB the Source Transport Layer Address IE is included within the Source NG-RAN Node to Target NG-RAN Node Transparent Container IE of the HANDOVER REQUEST message, the target NG-RAN node shall, if supported, store this information and use it as part of its ACL functionality configuration actions for direct data forwarding, if such ACL functionality is deployed and if direct forwarding path is available between the target NG-RAN node and this source RAN node.
If for a given E-RAB the Source Node Transport Layer Address IE is included within the Source NG-RAN Node to Target NG-RAN Node Transparent Container IE of the HANDOVER REQUEST message, the target NG-RAN node shall, if supported, store this information and use it as part of its ACL functionality configuration actions for direct data forwarding, if such ACL functionality is deployed and if direct forwarding path is available between the target NG-RAN node and this source RAN node.
If the HANDOVER REQUEST message contains within the Source NG-RAN Node to Target NG-RAN Node Transparent Container IE the NGAP IE Support Information Request List IE, the target NG-RAN node shall, if supported and the target NG-RAN node accepts the request for handover, for each included NGAP Protocol IE-Id provided within the Target NG-RAN Node to Source NG-RAN Node Transparent Container IE in the HANDOVER REQUEST ACKNOWLEDGE message
-	set the NGAP Protocol IE Support Information IE to "supported" if the target NG-RAN node has information that the functionality associated with the indicated IE is supported
-	set the NGAP Protocol IE Support Information IE to "not-supported" if the target NG-RAN node has information that the functionality associated with the indicated IE is not supported
on the interface instance via which the HANDOVER REQUEST message has been received, and
-	set the NGAP Protocol IE Presence Information IE to "present" if the target NG-RAN node has received the respective NGAP Protocol IE-Id in the HANDOVER REQUEST message, and “not-present” otherwise.

If the PNI-NPN Area Scope of MDT IE is included in the MDT Configuration-NR IE included in the HANDOVER REQUEST message, the NG-RAN node shall, if supported, use it to derive the MDT area scope for MDT measurement collections in PNI-NPN areas. Upon reception of the PNI-NPN Area Scope of MDT IE, the NG-RAN node shall consider that the area scope for MDT measurement collections of PNI-NPN areas is defined only by the areas included in the PNI-NPN Area Scope of MDT IE.
If the CHOICE Area Scope of MDT IE is included in the MDT Configuration-NR IE included in the INITIAL CONTEXT SETUP REQUEST message, the NG-RAN node shall, if supported, use it to derive the MDT area scope for MDT measurement collections in PN areas, PNI-NPN areas and SNPN areas.


Interactions with RRC Inactive Transition Report procedure:
If the RRC Inactive Transition Report Request IE is included in the HANDOVER REQUEST message and set to "subsequent state transition report", the NG-RAN node shall, if supported, send the RRC INACTIVE TRANSITION REPORT message to the AMF to report the RRC state of the UE when the UE enters or leaves RRC_INACTIVE state.
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Figure 8.4.2.3-1: Handover resource allocation: unsuccessful operation
If the target NG-RAN node does not admit any of the PDU session resources, or a failure occurs during the Handover Preparation, it shall send the HANDOVER FAILURE message to the AMF with an appropriate cause value.
[bookmark: _Toc45720197][bookmark: _Toc29503322][bookmark: _Toc29503906][bookmark: _Toc20954885][bookmark: _Toc45651945][bookmark: _Toc64445930][bookmark: _Toc99123007][bookmark: _Toc36554663][bookmark: _Toc99661810][bookmark: _Toc51745666][bookmark: _Toc45897466][bookmark: _Toc88651889][bookmark: _Toc36552936][bookmark: _Toc73981800][bookmark: _Toc97890932][bookmark: _Toc45658377][bookmark: _Toc29504490][bookmark: _Toc45798077][bookmark: _Hlk105932766]If the HANDOVER REQUEST message contains within the Source NG-RAN Node to Target NG-RAN Node Transparent Container IE the NGAP IE Support Information Request List IE, the target NG-RAN node shall, if supported and the target NG-RAN node does not accept the request for handover, for each included NGAP Protocol IE-Id provided within the Target NG-RAN Node to Source NG-RAN Node Failure Transparent Container IE in the HANDOVER FAILURE message
-	set the NGAP Protocol IE Support Information IE to "supported" if the target NG-RAN node has information that the functionality associated with the indicated IE is supported
-	set the NGAP Protocol IE Support Information IE to "not-supported" if the target NG-RAN node has information that the functionality associated with the indicated IE is not supported
on the interface instance via which the HANDOVER REQUEST message has been received, and
-	set the NGAP Protocol IE Presence Information IE to "present" if the target NG-RAN node has received the respective NGAP Protocol IE-Id in the HANDOVER REQUEST message, and “not-present” otherwise.
[bookmark: _Toc20955014][bookmark: _Toc99123151][bookmark: _Toc106108821][bookmark: _Toc45658514][bookmark: _Toc45720334][bookmark: _Toc105173822][bookmark: _Toc107409279][bookmark: _Toc29504035][bookmark: _Toc45798214][bookmark: _Toc29504619][bookmark: _Toc36554792][bookmark: _Toc88652030][bookmark: _Toc64446071][bookmark: _Toc97891073][bookmark: _Toc105152016][bookmark: _Toc99661955][bookmark: _Toc73981941][bookmark: _Toc45897603][bookmark: _Toc45652082][bookmark: _Toc51745807][bookmark: _Toc29503451][bookmark: _Toc36553065][bookmark: _Toc106122726]8.11.1	Trace Start
[bookmark: _Toc105152017][bookmark: _Toc36553066][bookmark: _Toc51745808][bookmark: _Toc29504620][bookmark: _Toc29503452][bookmark: _Toc45897604][bookmark: _Toc107409280][bookmark: _Toc106108822][bookmark: _Toc97891074][bookmark: _Toc73981942][bookmark: _Toc45652083][bookmark: _Toc45658515][bookmark: _Toc64446072][bookmark: _Toc99123152][bookmark: _Toc99661956][bookmark: _Toc45798215][bookmark: _Toc105173823][bookmark: _Toc88652031][bookmark: _Toc106122727][bookmark: _Toc45720335][bookmark: _Toc20955015][bookmark: _Toc36554793][bookmark: _Toc29504036]8.11.1.1	General
The purpose of the Trace Start procedure is to allow the AMF to request the NG-RAN node to initiate a trace session for a UE. The procedure uses UE-associated signalling. If no UE-associated logical NG-connection exists, the UE-associated logical NG-connection shall be established as part of the procedure.
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Figure 8.11.1.2-1: Trace start
The AMF initiates the procedure by sending a TRACE START message. Upon reception of the TRACE START message, the NG-RAN node shall initiate the requested trace session as described in TS 32.422 [11].
If the Trace Activation IE is included in the TRACE START message which includes the MDT Activation IE set to "Immediate MDT and Trace", the NG-RAN node shall, if supported, initiate the requested trace session and MDT session as described in TS 32.422 [11].
If the Trace Activation IE is included in the TRACE START message which includes the MDT Activation IE set to "Immediate MDT Only", "Logged MDT only", the NG-RAN node shall, if supported, initiate the requested MDT session as described in TS 32.422 [11] and the NG-RAN node shall ignore the Interfaces To Trace IE and the Trace Depth IE.
If the Trace Activation IE includes the MDT Location Information IE within the MDT Configuration IE, the NG-RAN node shall, if supported, store this information and take it into account in the requested MDT session.
If the Trace Activation IE is included in the TRACE START message which includes the MDT Activation IE set to "Immediate MDT Only", "Logged MDT only" and if the Signalling Based MDT PLMN List IE is included in the MDT Configuration IE, the NG-RAN node may use it to propagate the MDT Configuration as described in TS 37.320 [41].
If the Trace Activation IE includes the Bluetooth Measurement Configuration IE within the MDT Configuration IE, the NG-RAN node shall, if supported, take it into account for MDT Configuration as described in TS 37.320 [41].
If the Trace Activation IE includes the WLAN Measurement Configuration IE within the MDT Configuration IE, the NG-RAN node shall, if supported, take it into account for MDT Configuration as described in TS 37.320 [41].
If the Trace Activation IE includes the Sensor Measurement Configuration IE within the MDT Configuration IE, the NG-RAN node shall, if supported, take it into account for MDT Configuration as described in TS 37.320 [41].
If the Trace Activation IE includes the MDT Configuration IE and if the NG-RAN node is a gNB at least the MDT Configuration-NR IE shall be present, while if the NG-RAN node is an ng-eNB at least the MDT Configuration-EUTRA IE shall be present.
If the PNI-NPN Area Scope of MDT IE is included in the MDT Configuration-NR IE included in the TRACE START message, the NG-RAN node shall, if supported, use it to derive the MDT area scope for MDT measurement collections in PNI-NPN areas. Upon reception of the PNI-NPN Area Scope of MDT IE, the NG-RAN node shall consider that the area scope for MDT measurement collections of PNI-NPN areas is defined only by the areas included in the PNI-NPN Area Scope of MDT IE.
If the CHOICE Area Scope of MDT IE is included in the MDT Configuration-NR IE included in the INITIAL CONTEXT SETUP REQUEST message, the NG-RAN node shall, if supported, use it to derive the MDT area scope for MDT measurement collections in PN areas, PNI-NPN areas and SNPN areas.

Interactions with other procedures:
If the NG-RAN node is not able to initiate the trace session due to ongoing handover of the UE to another NG-RAN node, the NG-RAN node shall initiate a Trace Failure Indication procedure with the appropriate cause value.
9.3.1.169	MDT Configuration-NR
This IE defines the MDT configuration parameters of NR.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	MDT Activation
	M
	
	ENUMERATED (Immediate MDT only, Logged MDT only, Immediate MDT and Trace, …)
	
	-
	

	CHOICE Area Scope of MDT
	M
	
	
	
	-
	

	>Cell based
	
	
	
	For PNI-NPN and PN, iIf PNI-NPN Area Scope of MDT IE is present, it covers non-CAG cells only, where non-CAG cells refer to cells that only provide public access.
	
	

	>>Cell ID List for MDT
	
	1..<maxnoofCellIDforMDT>
	
	
	
	

	>>>NR CGI
	M
	
	9.3.1.7
	
	-
	

	>TA based
	
	
	
	For PNI-NPN and PN, If PNI-NPN Area Scope of MDT IE is present, it covers non-CAG cells only, where non-CAG cells refer to cells that only provide public access.
	
	

	>>TA List for MDT
	
	1..<maxnoofTAforMDT>
	
	
	
	

	>>>TAC
	M
	
	9.3.3.10
	The TAI is derived using the current serving PLMN.
	-
	

	>PLMN/SNPN wide
	
	
	NULL
	For PNI-NPN and PN, If PNI-NPN Area Scope of MDT IE is present, it covers non-CAG cells only, where non-CAG cells refer to cells that only provide public access.
	
	

	>TAI based
	
	
	
	For PNI-NPN and PN, If PNI-NPN Area Scope of MDT IE is present, it covers non-CAG cells only, where non-CAG cells refer to cells that only provide public access
	
	

	>>TAI List for MDT
	
	1..<maxnoofTAforMDT>
	
	
	
	

	>>>TAI
	M
	
	
	
	-
	

	>PNI-NPN based
	
	
	
	
	
	

	>>CAG List for MDT
	
	1..<maxnoofCAGforMDT>
	
	
	
	

	>>>PLMN ID
	
	
	9.3.3.5
	
	
	

	>>>CAG ID
	M
	
	9.3.3.43
	
	
	

	CHOICE MDT Mode
	M
	
	
	
	-
	

	>Immediate MDT
	
	
	
	
	
	

	>>Measurements to Activate 
	M
	
	BITSTRING
(SIZE(8))
	Each position in the bitmap indicates a MDT measurement, as defined in TS 37.320 [41]. 
First Bit = M1,
Second Bit= M2,
Third Bit = M4,
Fourth Bit = M5,
Fifth Bit = M6,
Sixth Bit = M7,
Seventh Bit = logging of M1 from event triggered measurement reports according to existing RRM configuration, 
other bits reserved for future use.
Value “1” indicates “activate” and value “0” indicates “do not activate”.
	-
	

	>>M1 Configuration
	C-ifM1
	
	9.3.1.171
	
	-
	

	>>M4 Configuration
	C-ifM4
	
	9.3.1.172
	
	-
	

	>>M5 Configuration
	C-ifM5
	
	9.3.1.173
	
	-
	

	>>M6 Configuration
	C-ifM6
	
	9.3.1.174
	
	-
	

	>>M7 Configuration
	C-ifM7
	
	9.3.1.175
	
	-
	

	>>Bluetooth Measurement Configuration
	O
	
	9.3.1.177
	
	-
	

	>>WLAN Measurement Configuration
	O
	
	9.3.1.178
	
	-
	

	>>MDT Location Information
	O
	
	9.3.1.176
	
	-
	

	>>Sensor Measurement Configuration
	O
	
	9.3.1.179
	
	-
	

	>Logged MDT
	
	
	
	
	
	

	>>Logging interval
	M
	
	ENUMERATED (320ms, 640ms, 1280ms, 2560ms, 5120ms, 10240ms, 20480ms, 30720ms, 40960ms, 61440ms, infinity, …)
	This IE is defined in TS 38.331 [18]. 
	-
	

	>>Logging duration
	M
	
	ENUMERATED (10, 20, 40, 60, 90,120, …)
	This IE is defined in TS 38.331 [18]. Unit: [minute].
	-
	

	>>CHOICE Report Type
	M
	
	
	
	-
	

	>>>Periodical
	
	
	NULL
	
	
	

	>>>Event Triggered
	
	
	
	
	
	

	>>>>Event Trigger Logged MDT Configuration
	M
	
	9.3.1.180
	
	-
	

	>>Bluetooth Measurement Configuration
	O
	
	9.3.1.177
	
	-
	

	>>WLAN Measurement Configuration
	O
	
	9.3.1.178
	
	-
	

	>>Sensor Measurement Configuration
	O
	
	9.3.1.179
	
	-
	

	>>Area Scope of Neighbour Cells
	O
	
	9.3.1.182
	
	-
	

	>>Early Measurement
	O
	
	ENUMERATED
(true, ...)
	This IE indicates whether the UE is allowed to log measurements on early measurement related frequencies in logged MDT as specified in TS 38.331 [18].
	YES
	ignore

	Signalling Based MDT PLMN List
	O
	
	MDT PLMN List
9.3.1.168
	
	-
	

	PNI-NPN Area Scope of MDT
	O
	
	9.3.3.x
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofCellIDforMDT
	Maximum no. of Cell ID subject for MDT scope. Value is 32.

	maxnoofTAforMDT
	Maximum no. of TA subject for MDT scope. Value is 8.

	maxnoofCAGforMDT
	Maximum no. of CAG IDs for MDT scope. Value is FFS.



	Condition
	Explanation

	C-ifM1
	This IE shall be present if the Measurements to Activate IE has the first bit set to “1”.

	C-ifM4
	This IE shall be present if the Measurements to Activate IE has the third bit set to “1”.

	C-ifM5
	This IE shall be present if the Measurements to Activate IE has the fourth bit set to “1”.

	C-ifM6
	This IE shall be present if the Measurements to Activate IE has the fitth bit set to “1”.

	C-ifM7
	This IE shall be present if the Measurements to Activate IE has the sixth bit set to “1”.



Editor´s note 1: The text in the Semantics Descriptions may be revisited if needed

9.3.3.x	PNI-NPN Area Scope of MDT
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CAG List for MDT
	
	1..< maxnoofCAGforMDT >
	
	

	>PLMN Identity
	M
	
	9.3.3.5
	

	>CAG ID
	M
	
	9.3.3.43
	



	Range bound
	Explanation

	maxnoofCAGforMDT
	Maximum no. of CAG IDs for MDT area scope. Value is FFS.
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[bookmark: _Hlk512952190]
<<< Skip unchanged>>>
[bookmark: OLE_LINK84]AreaScopeOfMDT-NR ::= CHOICE {	
	cellBased					CellBasedMDT-NR,
	tABased						TABasedMDT,
	pLMNSNPNWide					NULL,
	tAIBased					TAIBasedMDT,
	choice-Extensions		ProtocolIE-SingleContainer { {AreaScopeOfMDT-NR-ExtIEs} }
}

AreaScopeOfMDT-NR-ExtIEs NGAP-PROTOCOL-IES ::= {
{ ID id-PNI-NPNBasedMDT		CRITICALITY ignore	TYPE PNI-NPNBasedMDT		PRESENCE optional },

	...
}
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