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1.  Introduction
In this contribution, we provide the TP for 38.413 on flight path information forwarding during handover procedure as analysed in [1].
2.  TP to 38.413
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8.3	UE Context Management Procedures
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The purpose of the Initial Context Setup procedure is to establish the necessary overall initial UE context at the NG-RAN node, when required, including PDU session context, the Security Key, Mobility Restriction List, UE Radio Capability and UE Security Capabilities, etc. The AMF may initiate the Initial Context Setup procedure if a UE-associated logical NG-connection exists for the UE or if the AMF has received the RAN UE NGAP ID IE in an INITIAL UE MESSAGE message or if the NG-RAN node has already initiated a UE-associated logical NG-connection by sending an INITIAL UE MESSAGE message via another NG interface instance. The procedure uses UE-associated signalling.
For signalling only connections and if the UE Context Request IE is not received in the Initial UE Message, the AMF may be configured to trigger the procedure for all NAS procedures or on a per NAS procedure basis depending on operator’s configuration.
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Figure 8.3.1.2-1: Initial context setup: successful operation
In case of the establishment of a PDU session the 5GC shall be prepared to receive user data before the INITIAL CONTEXT SETUP RESPONSE message has been received by the AMF. If no UE-associated logical NG-connection exists, the UE-associated logical NG-connection shall be established at reception of the INITIAL CONTEXT SETUP REQUEST message.
The INITIAL CONTEXT SETUP REQUEST message shall contain the Index to RAT/Frequency Selection Priority IE, if available in the AMF.
If the NAS-PDU IE is included in the INITIAL CONTEXT SETUP REQUEST message, the NG-RAN node shall pass it transparently towards the UE.
If the Masked IMEISV IE is contained in the INITIAL CONTEXT SETUP REQUEST message the target NG-RAN node shall, if supported, use it to determine the characteristics of the UE for subsequent handling.
Upon receipt of the INITIAL CONTEXT SETUP REQUEST message the NG-RAN node shall
-	attempt to execute the requested PDU session configuration;
-	store the received UE Aggregate Maximum Bit Rate in the UE context, and use the received UE Aggregate Maximum Bit Rate for Non-GBR QoS flows for the concerned UE as specified in TS 23.501 [9];
-	store the received Mobility Restriction List in the UE context;
-	store the received UE Radio Capability in the UE context;
-	store the received Index to RAT/Frequency Selection Priority in the UE context and use it as defined in TS 23.501 [9];
-	store the received UE Security Capabilities in the UE context;
-	store the received Security Key in the UE context and, if the NG-RAN node is required to activate security for the UE, take this security key into use;
-	if supported, store the received SRVCC Operation Possible in the UE context and use it as defined in TS 23.216 [31];
-	store the received NR V2X Services Authorization information, if supported, in the UE context;
-	store the received LTE V2X Services Authorization information, if supported, in the UE context;
-	store the received NR UE Sidelink Aggregate Maximum Bit Rate, if supported, in the UE context, and use it for the concerned UE’s sidelink communication in network scheduled mode for NR V2X services;
-	store the received LTE UE Sidelink Aggregate Maximum Bit Rate, if supported, in the UE context, and use it for the concerned UE’s sidelink communication in network scheduled mode for LTE V2X services;
-	store the received PC5 QoS Parameters, if supported, in the UE context and use it as defined in TS 23.287 [33];
-	store the received Management Based MDT PLMN List information, if supported, in the UE context;
-	if supported, store the received IAB Authorization information in the UE context;
[bookmark: _Hlk99389284]-	store the received 5G ProSe Authorization information in the UE context, if supported, and use it for the concerned UE’s sidelink communication in network scheduled mode for 5G ProSe services;
-	store the 5G ProSe UE PC5 Aggregate Maximum Bit Rate in the UE context, if supported, and use it for the concerned UE’s sidelink communication in network scheduled mode for 5G ProSe services;
-	 store the 5G ProSe PC5 QoS Parameters, if supported, in the UE context and use it as defined in TS 23.304 [47].
-  store the flight path information in the UE context, if supported, and use it as defined in [8].
<<<<<<<<<<<<<<skipped>>>>>>>>>>>>>>>>>
	NEXT CHANGE



[bookmark: _Toc20954866][bookmark: _Toc29503303][bookmark: _Toc29503887][bookmark: _Toc29504471][bookmark: _Toc36552917][bookmark: _Toc36554644][bookmark: _Toc45651897][bookmark: _Toc45658329][bookmark: _Toc45720149][bookmark: _Toc45798029][bookmark: _Toc45897418][bookmark: _Toc51745618][bookmark: _Toc64445882][bookmark: _Toc73981752][bookmark: _Toc88651841][bookmark: _Toc97890884][bookmark: _Toc99122959][bookmark: _Toc99661762][bookmark: _Toc105151823][bookmark: _Toc105173629][bookmark: _Toc106108628][bookmark: _Toc106122533][bookmark: _Toc107409086]8.3.4	UE Context Modification
[bookmark: _Toc20954867][bookmark: _Toc29503304][bookmark: _Toc29503888][bookmark: _Toc29504472][bookmark: _Toc36552918][bookmark: _Toc36554645][bookmark: _Toc45651898][bookmark: _Toc45658330][bookmark: _Toc45720150][bookmark: _Toc45798030][bookmark: _Toc45897419][bookmark: _Toc51745619][bookmark: _Toc64445883][bookmark: _Toc73981753][bookmark: _Toc88651842][bookmark: _Toc97890885][bookmark: _Toc99122960][bookmark: _Toc99661763][bookmark: _Toc105151824][bookmark: _Toc105173630][bookmark: _Toc106108629][bookmark: _Toc106122534][bookmark: _Toc107409087]8.3.4.1	General
The purpose of the UE Context Modification procedure is to partly modify the established UE context. The procedure uses UE-associated signalling.
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Figure 8.3.4.2-1: UE context modification: successful operation
Upon receipt of the UE CONTEXT MODIFICATION REQUEST message the NG-RAN node shall
-	if supported, store the received IAB Authorization information in the UE context.
If the Security Key IE is included in the UE CONTEXT MODIFICATION REQUEST message, the NG-RAN node shall store it and perform AS key re-keying according to TS 33.501 [13].
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If the flight path information IE is included in the UE CONTEXT MODIFICATION REQUEST message, the NG-RAN node shall, if supported, use it as defined in [8].
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Figure 8.4.2.2-1: Handover resource allocation: successful operation
The AMF initiates the procedure by sending the HANDOVER REQUEST message to the target NG-RAN node.
If the Masked IMEISV IE is contained in the HANDOVER REQUEST message the target NG-RAN node shall, if supported, use it to determine the characteristics of the UE for subsequent handling.
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If the flight path information IE is included in the HANDOVER REQUEST message, the NG-RAN node shall, if supported, use it as defined in [8].
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The purpose of the Path Switch Request procedure is to establish a UE associated signalling connection to the 5GC and, if applicable, to request the switch of the downlink termination point of the NG-U transport bearer towards a new termination point. The procedure uses UE-associated signalling.
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Figure 8.4.4.2-1: Path switch request: successful operation
The NG-RAN node initiates the procedure by sending the PATH SWITCH REQUEST message to the AMF. Upon reception of the PATH SWITCH REQUEST message the AMF shall, for each PDU session indicated in the PDU Session ID IE, transparently transfer the Path Switch Request Transfer IE to the SMF associated with the concerned PDU session.
When the NG-RAN node has received from the radio interface the RRC Resume Cause IE, it shall include it in the PATH SWITCH REQUEST message.
If the RedCap Indication IE is included in the PATH SWITCH REQUEST message, the AMF shall, if supported, consider the UE as a RedCap UE that was previously served by a E-UTRA cell, and use the IE according to TS 23.501 [9].
After all necessary updates including the UP path switch have been successfully completed in the 5GC for at least one of the PDU session resources included in the PATH SWITCH REQUEST, the AMF shall send the PATH SWITCH REQUEST ACKNOWLEDGE message to the NG-RAN node and the procedure ends.
<<<<<<<<<<<<<<skipped>>>>>>>>>>>>>>>>>
If the flight path information IE is included in the PATH SWITCH REQUEST message, the NG-RAN node shall, if supported, use it as defined in [8].
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This message is sent by the AMF to request the setup of a UE context.
Direction: AMF  NG-RAN node
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	Old AMF
	O
	
	AMF Name
9.3.3.21
	
	YES
	reject

	UE Aggregate Maximum Bit Rate
	C-ifPDUsessionResourceSetup
	
	9.3.1.58
	
	YES
	reject

	Core Network Assistance Information for RRC INACTIVE
	O
	
	9.3.1.15
	
	YES
	ignore

	GUAMI
	M
	
	9.3.3.3
	
	YES
	reject

	PDU Session Resource Setup Request List
	
	0..1
	
	
	YES
	reject

	>PDU Session Resource Setup Request Item
	
	1..<maxnoofPDUSessions>
	
	
	-
	

	>>PDU Session ID
	M
	
	9.3.1.50
	
	-
	

	>>PDU Session NAS-PDU
	O
	
	NAS-PDU
9.3.3.4
	
	-
	

	>>S-NSSAI 
	M
	
	9.3.1.24
	
	-
	

	>>PDU Session Resource Setup Request Transfer

	M
	
	OCTET STRING
	Containing the PDU Session Resource Setup Request Transfer IE specified in subclause 9.3.4.1.
	-
	

	>>PDU Session Expected UE Activity Behaviour
	O
	
	Expected UE Activity Behaviour
9.3.1.94
	Expected UE Activity Behaviour for the PDU Session.
	YES
	ignore

	Allowed NSSAI
	M
	
	9.3.1.31
	Indicates the S-NSSAIs permitted by the network
	YES
	reject

	UE Security Capabilities
	M
	
	9.3.1.86
	
	YES
	reject

	Security Key
	M
	
	9.3.1.87
	
	YES
	reject

	Trace Activation
	O
	
	9.3.1.14
	
	YES
	ignore

	Mobility Restriction List
	O
	
	9.3.1.85
	
	YES
	ignore

	UE Radio Capability
	O
	
	9.3.1.74
	
	YES
	ignore

	Index to RAT/Frequency Selection Priority
	O
	
	9.3.1.61
	
	YES
	ignore

	Masked IMEISV
	O
	
	9.3.1.54
	
	YES
	ignore

	NAS-PDU
	O
	
	9.3.3.4
	
	YES
	ignore

	Emergency Fallback Indicator
	O
	
	9.3.1.26
	
	YES
	reject

	RRC Inactive Transition Report Request
	O
	
	9.3.1.91
	
	YES
	ignore

	UE Radio Capability for Paging
	O
	
	9.3.1.68
	
	YES
	ignore

	Redirection for Voice EPS Fallback 
	O
	
	9.3.1.116
	
	YES
	ignore

	Location Reporting Request Type
	O
	
	9.3.1.65
	
	YES
	ignore

	CN Assisted RAN Parameters Tuning
	O
	
	9.3.1.119
	
	YES
	ignore

	SRVCC Operation Possible
	O
	
	9.3.1.128
	
	YES
	ignore

	IAB Authorized
	O
	
	9.3.1.129
	
	YES
	ignore

	Enhanced Coverage Restriction
	O
	
	9.3.1.140
	
	YES
	ignore

	[bookmark: _Hlk20310279]Extended Connected Time
	O
	
	9.3.3.31
	
	YES
	ignore

	UE Differentiation Information
	O
	
	9.3.1.144
	
	YES
	ignore

	NR V2X Services Authorized
	O
	
	9.3.1.146
	
	YES
	ignore

	LTE V2X Services Authorized
	O
	
	9.3.1.147
	
	YES
	ignore

	NR UE Sidelink Aggregate Maximum Bit Rate
	O
	
	9.3.1.148
	This IE applies only if the UE is authorized for NR V2X services.
	YES
	ignore

	LTE UE Sidelink Aggregate Maximum Bit Rate
	O
	
	9.3.1.149
	This IE applies only if the UE is authorized for LTE V2X services.
	YES
	ignore

	PC5 QoS Parameters
	O
	
	9.3.1.150
	This IE applies only if the UE is authorized for NR V2X services.
	YES
	ignore

	CE-mode-B Restricted
	O
	
	9.3.1.155
	
	YES
	ignore

	UE User Plane CIoT Support Indicator
	O
	
	9.3.1.160
	
	YES
	ignore

	RG Level Wireline Access Characteristics
	O
	
	OCTET STRING
	Specified in TS 23.316 [34]. Indicates the wireline access technology specific QoS information corresponding to a specific wireline access subscription.
	YES
	ignore
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	O
	
	MDT PLMN List
9.3.1.168
	
	YES
	ignore

	UE Radio Capability ID
	O
	
	[bookmark: _Hlk44353064]9.3.1.142
	
	YES
	reject

	Time Synchronisation Assistance Information
	O
	
	9.3.1.220
	
	YES
	ignore

	QMC Configuration Information
	O
	
	9.3.1.223
	
	YES
	ignore

	Target NSSAI Information
	O
	
	9.3.1.229
	
	YES
	ignore

	UE Slice Maximum Bit Rate List
	O
	
	9.3.1.231
	
	YES
	ignore

	5G ProSe Authorized
	O
	
	9.3.1.233
	
	YES
	ignore

	5G ProSe UE PC5 Aggregate Maximum Bit Rate
	O
	
	NR UE Sidelink Aggregate Maximum Bit Rate
9.3.1.148
	This IE applies only if the UE is authorized for 5G ProSe services.
	YES
	ignore

	5G ProSe PC5 QoS Parameters
	O
	
	9.3.1.234
	This IE applies only if the UE is authorized for 5G ProSe services.
	YES
	ignore

	Flight path information
	O
	
	9.3.1.xxx
	This IE applies only if the UE is authorized for A2X services.
	YES
	ignore
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This message is sent by the AMF to provide UE Context information changes to the NG-RAN node.
Direction: AMF  NG-RAN node
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	RAN Paging Priority
	O 
	
	9.3.3.15
	
	YES
	ignore

	Security Key
	O
	
	9.3.1.87
	
	YES
	reject

	Index to RAT/Frequency Selection Priority
	O
	
	9.3.1.61
	
	YES
	ignore

	UE Aggregate Maximum Bit Rate
	O
	
	9.3.1.58
	
	YES
	ignore

	UE Security Capabilities
	O
	
	9.3.1.86
	
	YES
	reject

	Core Network Assistance Information for RRC INACTIVE
	O
	
	9.3.1.15
	
	YES
	ignore

	Emergency Fallback Indicator
	O
	
	9.3.1.26
	
	YES
	reject

	New AMF UE NGAP ID
	O
	
	AMF UE NGAP ID
9.3.3.1
	
	YES
	reject

	RRC Inactive Transition Report Request
	O
	
	9.3.1.91
	
	YES
	ignore

	New GUAMI
	O
	
	GUAMI
9.3.3.3
	
	YES
	reject

	CN Assisted RAN Parameters Tuning
	O
	
	9.3.1.119
	
	YES
	ignore

	SRVCC Operation Possible
	O
	
	9.3.1.128
	
	YES
	ignore

	IAB Authorized
	O
	
	9.3.1.129
	
	YES
	ignore

	NR V2X Services Authorized
	O
	
	9.3.1.146
	
	YES
	ignore

	LTE V2X Services Authorized
	O
	
	9.3.1.147
	
	YES
	ignore

	NR UE Sidelink Aggregate Maximum Bit Rate
	O
	
	9.3.1.148
	This IE applies only if the UE is authorized for NR V2X services.
	YES
	ignore

	LTE UE Sidelink Aggregate Maximum Bit Rate
	O
	
	9.3.1.149
	This IE applies only if the UE is authorized for LTE V2X services.
	YES
	ignore

	PC5 QoS Parameters
	O
	
	9.3.1.150
	This IE applies only if the UE is authorized for NR V2X services.
	YES
	ignore

	UE Radio Capability ID
	O
	
	9.3.1.142
	
	YES
	reject

	RG Level Wireline Access Characteristics
	O
	
	OCTET STRING
	Specified in TS 23. 316 [34]. Indicates the wireline access technology specific QoS information corresponding to a specific wireline access subscription.
	YES
	ignore

	Time Synchronisation Assistance Information
	O
	
	9.3.1.220
	
	YES
	ignore

	QMC Configuration Information
	O
	
	9.3.1.223
	
	YES
	ignore

	QMC Deactivation
	O
	
	9.3.1.222
	
	YES
	ignore

	UE Slice Maximum Bit Rate List
	O
	
	9.3.1.231
	
	YES
	ignore

	Management Based MDT PLMN Modification List
	O
	
	MDT PLMN Modification List
9.3.1.243
	
	YES
	ignore

	5G ProSe Authorized
	O
	
	9.3.1.233
	
	YES
	ignore

	5G ProSe UE PC5 Aggregate Maximum Bit Rate
	O
	
	NR UE Sidelink Aggregate Maximum Bit Rate
9.3.1.148
	This IE applies only if the UE is authorized for 5G ProSe services.
	YES
	ignore

	5G ProSe PC5 QoS Parameters
	O
	
	9.3.1.234
	This IE applies only if the UE is authorized for 5G ProSe services.
	YES
	ignore

	Flight path information
	O
	
	9.3.1.xxx
	This IE applies only if the UE is authorized for A2X services.
	YES
	ignore




	NEXT CHANGE
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This message is sent by the AMF to the target NG-RAN node to request the preparation of resources.
Direction: AMF  NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	Handover Type
	M
	
	9.3.1.22
	
	YES
	reject

	Cause
	M
	
	9.3.1.2
	
	YES
	ignore

	[bookmark: OLE_LINK159][bookmark: OLE_LINK160]UE Aggregate Maximum Bit Rate
	M
	
	9.3.1.58
	
	YES
	reject

	Core Network Assistance Information for RRC INACTIVE
	O
	
	9.3.1.15
	
	YES
	ignore

	UE Security Capabilities 
	M
	
	9.3.1.86
	
	YES
	reject

	Security Context
	M
	
	9.3.1.88
	
	YES
	reject

	New Security Context Indicator
	O
	
	9.3.1.55
	
	YES
	reject

	NASC
	O
	
	NAS-PDU
9.3.3.4
	Refers to either the “Intra N1 mode NAS transparent container” or the “S1 mode to N1 mode NAS transparent container”, the details of the IE definition and the encoding arespecified in TS 24.501 [26].
	YES
	reject

	PDU Session Resource Setup List
	
	1
	
	
	YES
	reject

	>PDU Session Resource Setup Item
	
	1..<maxnoofPDUSessions>
	
	
	-
	

	>>PDU Session ID 
	M
	
	9.3.1.50
	
	-
	

	>>S-NSSAI
	M
	
	9.3.1.24
	
	-
	

	>>Handover Request Transfer
	M
	
	OCTET STRING
	Containing the PDU Session Resource Setup Request Transfer IE specified in subclause 9.3.4.1.
	-
	

	>>PDU Session Expected UE Activity Behaviour
	O
	
	Expected UE Activity Behaviour
9.3.1.94
	Expected UE Activity Behaviour for the PDU Session.
	YES
	ignore

	Allowed NSSAI
	M
	
	9.3.1.31
	Indicates the S-NSSAIs permitted by the network.
	YES
	reject

	Trace Activation
	O
	
	9.3.1.14
	
	YES
	ignore

	Masked IMEISV
	O
	
	9.3.1.54
	
	YES
	ignore

	Source to Target Transparent Container
	M
	
	9.3.1.20
	
	YES
	reject

	Mobility Restriction List
	O
	
	9.3.1.85
	
	YES
	ignore

	Location Reporting Request Type
	O
	
	9.3.1.65
	
	YES
	ignore

	RRC Inactive Transition Report Request
	O
	
	9.3.1.91
	
	YES
	ignore

	GUAMI
	M
	
	9.3.3.3
	
	YES
	reject

	Redirection for Voice EPS Fallback 
	O
	
	9.3.1.116
	
	YES
	ignore

	CN Assisted RAN Parameters Tuning
	O
	
	9.3.1.119
	
	YES
	ignore

	SRVCC Operation Possible
	O
	
	9.3.1.128
	
	YES
	ignore

	IAB Authorized
	O
	
	9.3.1.129
	
	YES
	reject

	Enhanced Coverage Restriction
	O
	
	9.3.1.140
	
	YES
	ignore

	UE Differentiation Information
	O
	
	9.3.1.144
	
	YES
	ignore

	NR V2X Services Authorized
	O
	
	9.3.1.146
	
	YES
	ignore

	LTE V2X Services Authorized
	O
	
	9.3.1.147
	
	YES
	ignore

	NR UE Sidelink Aggregate Maximum Bit Rate
	O
	
	9.3.1.148
	This IE applies only if the UE is authorized for NR V2X services.
	YES
	ignore

	LTE UE Sidelink Aggregate Maximum Bit Rate
	O
	
	9.3.1.149
	This IE applies only if the UE is authorized for LTE V2X services.
	YES
	ignore

	PC5 QoS Parameters
	O
	
	9.3.1.150
	This IE applies only if the UE is authorized for NR V2X services.
	YES
	ignore

	CE-mode-B Restricted
	O
	
	9.3.1.155
	
	YES
	ignore

	UE User Plane CIoT Support Indicator
	O
	
	9.3.1.160
	
	YES
	ignore

	Management Based MDT PLMN List
	O
	
	MDT PLMN List
9.3.1.168
	
	YES
	ignore

	UE Radio Capability ID
	O
	
	9.3.1.142
	
	YES
	reject

	Extended Connected Time
	O
	
	9.3.3.31
	
	YES
	ignore

	Time Synchronisation Assistance Information
	O
	
	9.3.1.220
	
	YES
	ignore

	UE Slice Maximum Bit Rate List
	O
	
	9.3.1.231
	
	YES
	ignore

	5G ProSe Authorized
	O
	
	9.3.1.233
	
	YES
	ignore

	5G ProSe UE PC5 Aggregate Maximum Bit Rate
	O
	
	NR UE Sidelink Aggregate Maximum Bit Rate
9.3.1.148
	This IE applies only if the UE is authorized for 5G ProSe services.
	YES
	ignore

	5G ProSe PC5 QoS Parameters
	O
	
	9.3.1.234
	This IE applies only if the UE is authorized for 5G ProSe services.
	YES
	ignore

	Flight path information
	O
	
	9.3.1.xxx
	This IE applies only if the UE is authorized for A2X services.
	YES
	ignore




	NEXT CHANGE
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This message is sent by the AMF to inform the NG-RAN node that the path switch has been successfully completed in the 5GC.
Direction: AMF  NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	ignore

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	ignore

	UE Security Capabilities
	O
	
	9.3.1.86
	
	YES
	reject

	Security Context
	M
	
	9.3.1.88
	
	YES
	reject

	New Security Context Indicator
	O
	
	9.3.1.55
	
	YES
	reject

	PDU Session Resource Switched List
	
	1 
	
	
	YES
	ignore

	>PDU Session Resource Switched Item
	
	1..<maxnoofPDUSessions> 
	
	
	-
	

	>>PDU Session ID 
	M
	
	9.3.1.50
	
	-
	

	>>Path Switch Request Acknowledge Transfer
	M
	
	OCTET STRING
	Containing the Path Switch Request Acknowledge Transfer IE specified in subclause 9.3.4.9.
	-
	

	>>PDU Session Expected UE Activity Behaviour
	O
	
	Expected UE Activity Behaviour
9.3.1.94
	Expected UE Activity Behaviour for the PDU Session.
	YES
	ignore

	PDU Session Resource Released List
	
	0..1
	
	
	YES
	ignore

	>PDU Session Resource Released Item
	
	1..<maxnoofPDUSessions>
	
	
	-
	

	>>PDU Session ID
	M
	
	9.3.1.50
	
	-
	

	>>Path Switch Request Unsuccessful Transfer
	M
	
	OCTET STRING
	Containing the Path Switch Request Unsuccessful Transfer IE specified in subclause 9.3.4.20.
	-
	

	Allowed NSSAI
	M
	
	9.3.1.31
	Indicates the S-NSSAIs permitted by the network.
	YES
	reject

	Core Network Assistance Information for RRC INACTIVE
	O
	
	9.3.1.15
	
	YES
	ignore

	RRC Inactive Transition Report Request
	O
	
	9.3.1.91
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore

	Redirection for Voice EPS Fallback 
	O
	
	9.3.1.116
	
	YES
	ignore

	CN Assisted RAN Parameters Tuning
	O
	
	9.3.1.119
	
	YES
	ignore

	SRVCC Operation Possible
	O
	
	9.3.1.128
	
	YES
	ignore

	Enhanced Coverage Restriction
	O
	
	9.3.1.140
	
	YES
	ignore

	Extended Connected Time
	O
	
	9.3.3.31
	
	YES
	ignore

	UE Differentiation Information
	O
	
	9.3.1.144
	
	YES
	ignore

	NR V2X Services Authorized
	O
	
	9.3.1.146
	
	YES
	ignore

	LTE V2X Services Authorized
	O
	
	9.3.1.147
	
	YES
	ignore

	NR UE Sidelink Aggregate Maximum Bit Rate
	O
	
	9.3.1.148
	This IE applies only if the UE is authorized for NR V2X services.
	YES
	ignore

	LTE UE Sidelink Aggregate Maximum Bit Rate
	O
	
	9.3.1.149
	This IE applies only if the UE is authorized for LTE V2X services.
	YES
	ignore

	PC5 QoS Parameters
	O
	
	9.3.1.150
	This IE applies only if the UE is authorized for NR V2X services.
	YES
	ignore

	CE-mode-B Restricted
	O
	
	9.3.1.155
	
	YES
	ignore

	UE User Plane CIoT Support Indicator
	O
	
	9.3.1.160
	
	YES
	ignore

	UE Radio Capability ID
	O
	
	9.3.1.142
	
	YES
	reject

	Management Based MDT PLMN List
	O
	
	MDT PLMN List
9.3.1.168
	
	YES
	ignore

	Time Synchronisation Assistance Information
	O
	
	9.3.1.220
	
	YES
	ignore

	5G ProSe Authorized
	O
	
	9.3.1.233
	
	YES
	ignore

	5G ProSe UE PC5 Aggregate Maximum Bit Rate
	O
	
	NR UE Sidelink Aggregate Maximum Bit Rate
9.3.1.148
	This IE applies only if the UE is authorized for 5G ProSe services.
	YES
	ignore

	5G ProSe PC5 QoS Parameters
	O
	
	9.3.1.234
	This IE applies only if the UE is authorized for 5G ProSe services.
	YES
	ignore

	Flight path information
	O
	
	9.3.1.xxx
	This IE applies only if the UE is authorized for A2X services.
	YES
	ignore




	NEXT CHANGE
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The purpose of the Cause IE is to indicate the reason for a particular event for the NGAP protocol.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE Cause Group
	M
	
	
	

	>Radio Network Layer
	
	
	
	

	>>Radio Network Layer Cause 
	M
	
	ENUMERATED
(Unspecified,
TXnRELOCOverall expiry,
Successful handover,
Release due to NG-RAN generated reason,
Release due to 5GC generated reason,
Handover cancelled,
Partial handover,
Handover failure in target 5GC/NG-RAN node or target system,
Handover target not allowed,
TNGRELOCoverall expiry,
TNGRELOCprep expiry,
Cell not available,
Unknown target ID,
No radio resources available in target cell,
Unknown local UE NGAP ID,
Inconsistent remote UE NGAP ID,
Handover desirable for radio reasons,
Time critical handover,
Resource optimisation handover,
Reduce load in serving cell,
User inactivity,
Radio connection with UE lost,
Radio resources not available,
Invalid QoS combination,
Failure in the radio interface procedure,
Interaction with other procedure,
Unknown PDU Session ID,
Unknown QoS Flow ID,
Multiple PDU Session ID Instances,
Multiple QoS Flow ID Instances,
Encryption and/or integrity protection algorithms not supported,
NG intra-system handover triggered,
NG inter-system handover triggered,
Xn handover triggered,
Not supported 5QI value,
UE context transfer,
IMS voice EPS fallback or RAT fallback triggered,
UP integrity protection not possible,
UP confidentiality protection not possible,
Slice(s) not supported,
UE in RRC_INACTIVE state not reachable,
Redirection,
Resources not available for the slice(s),
UE maximum integrity protected data rate reason,
Release due to CN-detected mobility,
…, N26 interface not available, Release due to pre-emption, Multiple Location Reporting Reference ID Instances, 
RSN not available for the UP,
NPN access denied,
CAG only access denied, Insufficient UE Capabilities, RedCap UE not supported,
Flight path does not cross the coverage)
	

	>Transport Layer
	
	
	
	

	>>Transport Layer Cause
	M
	
	ENUMERATED
(Transport resource unavailable,
Unspecified,
…)
	

	>NAS
	
	
	
	

	>>NAS Cause
	M
	
	ENUMERATED
(Normal release,
Authentication failure,
Deregister,
Unspecified, 
…, UE not in PLMN serving area)
	

	>Protocol
	
	
	
	

	>>Protocol Cause
	M
	
	ENUMERATED
(Transfer syntax error,
Abstract syntax error (reject),
Abstract syntax error (ignore and notify),
Message not compatible with receiver state,
Semantic error,
Abstract syntax error (falsely constructed message),
Unspecified,
…)
	

	>Miscellaneous
	
	
	
	

	>>Miscellaneous Cause
	M
	
	ENUMERATED
(Control processing overload, 
Not enough user plane processing resources,
Hardware failure,
O&M intervention,
Unknown PLMN or SNPN,
Unspecified, 
…)
	



The meaning of the different cause values is described in the following tables. In general, "not supported" cause values indicate that the related capability is missing. On the other hand, "not available" cause values indicate that the related capability is present, but insufficient resources were available to perform the requested action.
	Radio Network Layer cause
	Meaning

	Unspecified
	Sent for radio network layer cause when none of the specified cause values applies.

	TXnRELOCOverall expiry
	The timer guarding the handover that takes place over Xn has abnormally expired.

	Successful handover
	Successful handover.

	Release due to NG-RAN generated reason
	Release is initiated due to NG-RAN generated reason.

	Release due to 5GC generated reason
	Release is initiated due to 5GC generated reason.

	Handover cancelled
	The reason for the action is cancellation of Handover.

	Partial handover
	Provides a reason for the handover cancellation. The HANDOVER COMMAND message from AMF contained PDU Session Resource to Release List IE or QoS flow to Release List and the source NG-RAN node estimated service continuity for the UE would be better by not proceeding with handover towards this particular target NG-RAN node.

	Handover failure in target 5GC/ NG-RAN node or target system
	The handover failed due to a failure in target 5GC/NG-RAN node or target system.

	Handover target not allowed
	Handover to the indicated target cell is not allowed for the UE in question.

	TNGRELOCoverall expiry
	The reason for the action is expiry of timer TNGRELOCoverall.

	TNGRELOCprep expiry
	Handover Preparation procedure is cancelled when timer TNGRELOCprep expires.

	Cell not available
	The concerned cell is not available.

	Unknown target ID
	Handover rejected because the target ID is not known to the AMF.

	No radio resources available in target cell
	Load on target cell is too high.

	Unknown local UE NGAP ID
	The action failed because the receiving node does not recognise the local UE NGAP ID.

	Inconsistent remote UE NGAP ID
	The action failed because the receiving node considers that the received remote UE NGAP ID is inconsistent.

	Handover desirable for radio reasons
	The reason for requesting handover is radio related.

	Time critical handover
	Handover is requested for time critical reason i.e., this cause value is reserved to represent all critical cases where the connection is likely to be dropped if handover is not performed.

	Resource optimisation handover
	The reason for requesting handover is to improve the load distribution with the neighbour cells.

	Reduce load in serving cell
	Load on serving cell needs to be reduced. When applied to handover preparation, it indicates the handover is triggered due to load balancing.

	User inactivity
	The action is requested due to user inactivity on all PDU sessions, e.g., NG is requested to be released in order to optimise the radio resources. For L2 U2N Relay UE, this action is requested due to user inactivity on all PDU sessions of L2 U2N Relay UE and its served remote UE(s).

	Radio connection with UE lost
	The action is requested due to losing the radio connection to the UE.

	Radio resources not available
	No requested radio resources are available.

	Invalid QoS combination
	The action was failed because of invalid QoS combination.

	Failure in the radio interface procedure
	Radio interface procedure has failed.

	Interaction with other procedure
	The action is due to an ongoing interaction with another procedure.

	Unknown PDU Session ID
	The action failed because the PDU Session ID is unknown in the NG-RAN node.

	Unknown QoS Flow ID
	The action failed because the QoS Flow ID is unknown in the NG-RAN node.

	Multiple PDU Session ID instances
	The action failed because multiple instance of the same PDU Session had been provided to/from the NG-RAN node.

	Multiple QoS Flow ID instances
	The action failed because multiple instances of the same QoS flow had been provided to the NG-RAN node.

	Encryption and/or integrity protection algorithms not supported
	The NG-RAN node is unable to support any of the encryption and/or integrity protection algorithms supported by the UE.

	NG intra-system handover triggered
	The action is due to a NG intra-system handover that has been triggered.

	NG inter-system handover triggered
	The action is due to a NG inter-system handover that has been triggered.

	Xn handover triggered
	The action is due to an Xn handover that has been triggered.

	Not supported 5QI value
	The QoS flow setup failed because the requested 5QI is not supported.

	UE context transfer
	The action is due to a UE resumes from the NG-RAN node different from the one which sent the UE into RRC_INACTIVE state.

	IMS voice EPS fallback or RAT fallback triggered
	The setup of QoS flow is failed due to EPS fallback or RAT fallback for IMS voice using handover or redirection.

	UP integrity protection not possible
	The PDU session cannot be accepted according to the required user plane integrity protection policy.

	UP confidentiality protection not possible
	The PDU session cannot be accepted according to the required user plane confidentiality protection policy.

	Slice(s) not supported
	Slice(s) not supported.

	UE in RRC_INACTIVE state not reachable
	The action is requested due to RAN paging failure.

	Redirection
	The release is requested due to inter-system redirection or intra-system redirection.

	Resources not available for the slice(s)
	The requested resources are not available for the slice(s).

	UE maximum integrity protected data rate reason
	The request is not accepted in order to comply with the maximum data rate for integrity protection supported by the UE.

	Release due to CN-detected mobility
	The context release is requested by the AMF because the UE is already served by another CN node (same or different system), or another NG interface of the same CN node.

	N26 interface not available
	The action failed due to a temporary failure of the N26 interface.

	Release due to pre-emption
	Release is initiated due to pre-emption.

	Multiple Location Reporting Reference ID Instances
	The action failed because multiple areas of interest are set with the same Location Reporting Reference ID.

	RSN not available for the UP
	The redundant user plane resources indicated by RSN are not available.

	NPN access denied
	Access was denied, or release is requested, for NPN reasons.

	CAG only access denied
	Access was denied because the cell is a non-CAG cell and UE is only allowed to access CAG cells.

	Insufficient UE Capabilities
	The procedure can’t proceed due to insufficient UE capabilities.

	RedCap UE not supported
	The action failed because target NG-RAN node does not support RedCap UE.

	Flight path does not cross the coverage
	Access was denied because the aerial UE does not cross the target gNB’s coverage.



	Transport Layer cause
	Meaning

	Transport resource unavailable
	The required transport resources are not available.

	Unspecified
	Sent when none of the above cause values applies but still the cause is Transport Network Layer related.



	NAS cause
	Meaning

	Normal release
	The release is normal.

	Authentication failure
	The action is due to authentication failure.

	Deregister
	The action is due to deregister.

	Unspecified
	Sent when none of the above other cause values applies but still the cause is NAS related.

	UE not in PLMN serving area
	The release is due to the UE not being within the serving area of its current PLMN (for NTN).



	Protocol cause
	Meaning

	Transfer syntax error
	The received message included a transfer syntax error.

	Abstract syntax error (reject)
	The received message included an abstract syntax error and the concerning criticality indicated "reject".

	Abstract syntax error (ignore and notify)
	The received message included an abstract syntax error and the concerning criticality indicated "ignore and notify".

	Message not compatible with receiver state
	The received message was not compatible with the receiver state.

	Semantic error
	The received message included a semantic error.

	Abstract syntax error (falsely constructed message)
	The received message contained IEs or IE groups in wrong order or with too many occurrences.

	Unspecified
	Sent when none of the above cause values applies but still the cause is Protocol related.



	Miscellaneous cause
	Meaning

	Control processing overload
	Control processing overload.

	Not enough user plane processing resources
	Not enough resources are available related to user plane processing.

	Hardware failure
	Action related to hardware failure.

	O&M intervention
	The action is due to O&M intervention.

	Unknown PLMN or SNPN
	The AMF does not identify any PLMN or SNPN provided by the NG-RAN node.

	Unspecified failure
	Sent when none of the above cause values applies and the cause is not related to any of the categories Radio Network Layer, Transport Network Layer, NAS or Protocol.
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This IE provides information for the planned flight path of aerial UE.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Flight path information
	O
	1..<maxnoofWaypoint>
	
	

	>Waypoint
	
	
	
	

	>> LocationCoordinates
	O
	
	OCTET STRING
	Indicates the LocationCoordinates IE  as specified in 37.355 [x].

	>> AbsoluteTimeInfo
	O
	
	OCTET STRING
	Indicates the AbsoluteTimeInfo IE as specified in 38.331 [18].



	Range bound
	Explanation

	maxnoofWaypoint
	Maximum no. of waypoints allowed is 20.



	END OF CHANGE




3. Reference
[1] [bookmark: _GoBack]R3-232961 Discussion on flight path forwarding for UAV, Huawei
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