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	Reason for change:
	
For MR-DC with 5GC, the MN may send the Mobility Restriction List IE to the SN in the SN addition/modification message, which is also captured in the TS 38.340 as follows. 
· Therefore, MN needs to convey the up-to-date roaming and access restriction information to SN via XnAP messages.

However, from the quoted texts, it remains unclear when the MR-DC results at the serving PLMN change, whether the MN conveys the intact MRL, or update the MRL (i.e. replacing the serving PLMN with the PLMN of the SN, and moving the serving PLMN to the equivalent PLMN list) to the SN. 

Note that in TS 36.300, it is described that for EN-DC the MN signals the restriction information from the MME to the SN (see the agreed R3-180516). 
· Therefore, MeNB needs to convey the up-to-date roaming and access restriction information from MME to SgNB via X2AP messages.

Hence the same logic applies for the MR-DC connected 5GC. It is beneficial to have clear descriptions.   


	
	

	Summary of change:
	To clearly specify that the MN conveys the intact MRL previously received from the CN or another NG-RAN node to the SN, for MR-DC with 5GC.   

Impact Analysis:
Impact assessment towards the previous version of the specification (same release): 
This CR has isolated impact with the previous version of the specification (same release).
The impact can be considered isolated because the change only affects the on-demand SI.


	
	

	Consequences if not approved:
	
Ambiguous whether the MN conveys the intact MRL, or update the MRL when the MR-DC results at the serving PLMN change.


	
	

	Clauses affected:
	11.1

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ...

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


[bookmark: _Toc535237692][bookmark: _Toc534900834][bookmark: _Toc525567631][bookmark: _Toc525567067][bookmark: _Toc5694163]
	[bookmark: _Toc384916783][bookmark: _Toc384916784][bookmark: _Toc20954837]Change Begins


[bookmark: _Toc52568379][bookmark: _Toc131176035]11	Service related aspects
[bookmark: _Toc29248396][bookmark: _Toc37200983][bookmark: _Toc46492849][bookmark: _Toc52568380][bookmark: _Toc131176036]11.1	Roaming and Access Restrictions
The principles for conveying roaming and access restriction info for EN-DC are described in TS 36.300 [2].
For MR-DC with 5GC, SCG (re)selection at the SN is based on roaming and access restriction information in SN. If roaming and access restriction information is not available at the SN, the SN shall consider that there is no restriction for SCG (re)selection. Therefore, the MN needs to convey the up-to-date roaming and access restriction information received from the Core Network or from another NG-RAN node to the SN via XnAP messages.
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