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<<<<<<START OF CHANGES>>>>>>
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
3GPP TS 38.401: "NG-RAN; Architecture Description".

[3]
3GPP TS 38.420: "NG-RAN; Xn General Aspects and Principles".

<<<SKIP UNCHANGED PART>>>

[55]
3GPP TS 28.405: "Telecommunication management; Quality of Experience (QoE) measurement collection; Control and configuration".

[X]
3GPP TS 23.256: "Support of Uncrewed Aerial Systems (UAS) connectivity, identification and tracking; Stage 2".
<<<<<<NEXT CHANGE>>>>>>

8.2.1.2
Successful Operation
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Figure 8.2.1.2-1: Handover Preparation, successful operation

The source NG-RAN node initiates the procedure by sending the HANDOVER REQUEST message to the target NG-RAN node. When the source NG-RAN node sends the HANDOVER REQUEST message, it shall start the timer TXnRELOCprep.
<<<SKIP UNCHANGED PART>>>

V2X:

-
If the NR V2X Services Authorized IE is included in the HANDOVER REQUEST message and it contains one or more IEs set to "authorized", the target NG-RAN node shall, if supported, consider that the UE is authorized for the relevant service(s).

-
If the LTE V2X Services Authorized IE is included in the HANDOVER REQUEST message and it contains one or more IEs set to "authorized", the target NG-RAN node shall, if supported, consider that the UE is authorized for the relevant service(s).

-
If the NR UE Sidelink Aggregate Maximum Bit Rate IE is included in the HANDOVER REQUEST message, the target NG-RAN node shall, if supported, use the received value for the concerned UE’s sidelink communication in network scheduled mode for NR V2X services.

-
If the LTE UE Sidelink Aggregate Maximum Bit Rate IE is included in the HANDOVER REQUEST message, the target NG-RAN node shall, if supported, use the received value for the concerned UE’s sidelink communication in network scheduled mode for LTE V2X services.
A2X:

-
If the A2X Services Authorized IE is included in the HANDOVER REQUEST message and it contains one or more IEs set to "authorized", the target NG-RAN node shall, if supported, consider that the UE is authorized for the relevant service(s).

-
If the A2X UE PC5 Aggregate Maximum Bit Rate IE is included in the HANDOVER REQUEST message, the target NG-RAN node shall, if supported, use the received value for the concerned PC5 communication in network scheduled mode for A2X services.

- 
If the A2X PC5 QoS Parameters IE is included in the HANDOVER REQUEST message, the target NG-RAN node shall, if supported, use it as defined in TS 23.256 [x].
5G ProSe:

-
If the 5G ProSe Authorized IE is included in the HANDOVER REQUEST message and it contains one or more IEs set to "authorized", the target NG-RAN node shall, if supported, consider that the UE is authorized for the relevant service(s).

-
If the 5G ProSe UE PC5 Aggregate Maximum Bit Rate IE is included in the HANDOVER REQUEST message, the target NG-RAN node shall, if supported, use the received value for the concerned UE’s sidelink communication in network scheduled mode for 5G ProSe services.

- 
If the 5G ProSe PC5 QoS Parameters IE is included in the HANDOVER REQUEST message, the target NG-RAN node shall, if supported, use it as defined in TS 23.304 [48].

If the PC5 QoS Parameters IE is included in the HANDOVER REQUEST message, the target NG-RAN node shall, if supported, use it as defined in TS 23.287 [38].

<<<<<<NEXT CHANGE>>>>>>

8.2.4.2
Successful Operation
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Figure 8.2.4.2-1: Retrieve UE Context, successful operation

The new NG-RAN node initiates the procedure by sending the RETRIEVE UE CONTEXT REQUEST message to the old NG-RAN node.

<<<SKIP UNCHANGED PART>>>

V2X:

-
If the NR V2X Services Authorized IE is included in the RETRIEVE UE CONTEXT RESPONSE message and it contains one or more IEs set to "authorized", the new NG-RAN node shall, if supported, consider that the UE is authorized for the relevant service(s).

-
If the LTE V2X Services Authorized IE is included in the RETRIEVE UE CONTEXT RESPONSE message and it contains one or more IEs set to "authorized", the new NG-RAN node shall, if supported, consider that the UE is authorized for the relevant service(s).
-
If the NR UE Sidelink Aggregate Maximum Bit Rate IE is included in the UE Context Information Retrieve UE Context Response IE in the RETRIEVE UE CONTEXT RESPONSE message, the new NG-RAN node shall, if supported, use the received value for the concerned UE’s sidelink communication in network scheduled mode for NR V2X services.

-
If the LTE UE Sidelink Aggregate Maximum Bit Rate IE is included in the UE Context Information Retrieve UE Context Response IE in the RETRIEVE UE CONTEXT RESPONSE message, the new NG-RAN node shall, if supported, use the received value for the concerned UE’s sidelink communication in network scheduled mode for LTE V2X services.

A2X:

-
If the A2X Services Authorized IE is included in the RETRIEVE UE CONTEXT RESPONSE message and it contains one or more IEs set to "authorized", the new NG-RAN node shall, if supported, consider that the UE is authorized for the relevant service(s).

-
If the A2X UE PC5 Aggregate Maximum Bit Rate IE is included in the UE Context Information Retrieve UE Context Response IE in the RETRIEVE UE CONTEXT RESPONSE message, the new NG-RAN node shall, if supported, use the received value for the concerned A2X communication in network scheduled mode for A2X services.

- 
If the A2X PC5 QoS Parameters IE is included in the RETRIEVE UE CONTEXT RESPONSE message, the new NG-RAN node shall, if supported, use it as defined in TS 23.256 [x].
5G ProSe:

-
If the 5G ProSe Authorized IE is included in the RETRIEVE UE CONTEXT RESPONSE message and it contains one or more IEs set to "authorized", the new NG-RAN node shall, if supported, consider that the UE is authorized for the relevant service(s).

-
If the 5G ProSe UE PC5 Aggregate Maximum Bit Rate IE is included in the UE Context Information - Retrieve UE Context Response IE in the RETRIEVE UE CONTEXT RESPONSE message, the new NG-RAN node shall, if supported, use the received value for the concerned UE’s sidelink communication in network scheduled mode for 5G ProSe services.

- 
If the 5G ProSe PC5 QoS Parameters IE is included in the RETRIEVE UE CONTEXT RESPONSE message, the new NG-RAN node shall, if supported, use it as defined in TS 23.304 [48].

If the PC5 QoS Parameters IE is included in the RETRIEVE UE CONTEXT RESPONSE message, the new NG-RAN node shall, if supported, use it as defined in TS 23.287[38].
<<<<<<NEXT CHANGE>>>>>>

9.1.1.1
HANDOVER REQUEST

This message is sent by the source NG-RAN node to the target NG-RAN node to request the preparation of resources for a handover.

Direction: source NG-RAN node ( target NG-RAN node.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	Source NG-RAN node UE XnAP ID reference
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the source NG-RAN node
	YES
	reject

	Cause
	M
	
	9.2.3.2
	
	YES
	reject

	Target Cell Global ID
	M
	
	9.2.3.25
	Includes either an E-UTRA CGI or an NR CGI
	YES
	reject

	GUAMI
	M
	
	9.2.3.24
	
	YES
	reject

	UE Context Information
	
	1
	
	
	YES
	reject

	>NG-C UE associated Signalling reference
	M
	
	AMF UE NGAP ID

9.2.3.26
	Allocated at the AMF on the source NG-C connection.
	–
	

	>Signalling TNL association address at source NG-C side
	M
	
	CP Transport Layer Information

9.2.3.31
	This IE indicates the AMF’s IP address of the SCTP association used at the source NG-C interface instance.
Note: If no UE TNLA binding exists at the source NG-RAN node, the source NG-RAN node indicates the TNL association address it would have selected if it would have had to create a UE TNLA binding.
	–
	

	>UE Security Capabilities
	M
	
	9.2.3.49
	
	–
	

	>AS Security Information
	M
	
	9.2.3.50
	
	–
	

	>Index to RAT/Frequency Selection Priority
	O
	
	9.2.3.23
	
	–
	

	>UE Aggregate Maximum Bit Rate
	M
	
	9.2.3.17
	
	–
	

	>PDU Session Resources To Be Setup List
	
	1
	9.2.1.1
	Similar to NG-C signalling, containing UL tunnel information per PDU Session Resource;

and in addition, the source side QoS flow ( DRB mapping
	–
	

	>RRC Context
	M
	
	OCTET STRING
	Either includes the HandoverPreparationInformation message as defined in subclause 10.2.2. of TS 36.331 [14], or the HandoverPreparationInformation-NB message as defined in subclause 10.6.2 of TS 36.331 [14], if the target NG-RAN node is an ng-eNB,

or the HandoverPreparationInformation message as defined in subclause 11.2.2 of TS 38.331 [10], if the target NG-RAN node is a gNB.
	–
	

	>Location Reporting Information
	O
	
	9.2.3.47
	Includes the necessary parameters for location reporting.
	–
	

	>Mobility Restriction List
	O
	
	9.2.3.53
	
	–
	

	>5GC Mobility Restriction List Container
	O
	
	9.2.3.100
	
	YES
	ignore

	>NR UE Sidelink Aggregate Maximum Bit Rate
	O
	
	9.2.3.107
	This IE applies only if the UE is authorized for NR V2X services.
	YES
	ignore

	>LTE UE Sidelink Aggregate Maximum Bit Rate
	O
	
	9.2.3.108
	This IE applies only if the UE is authorized for LTE V2X services.
	YES
	ignore

	>Management Based MDT PLMN List 
	O
	
	MDT PLMN List

9.2.3.133
	
	YES
	ignore

	>UE Radio Capability ID
	O
	
	9.2.3.138
	
	YES
	reject

	>MBS Session Information List
	O
	
	9.2.1.36
	
	YES
	ignore

	>5G ProSe UE PC5 Aggregate Maximum Bit Rate
	O
	
	NR UE Sidelink Aggregate Maximum Bit Rate

9.2.3.107
	This IE applies only if the UE is authorized for 5G ProSe services.
	YES
	ignore

	>UE Slice Maximum Bit Rate List
	O
	
	9.2.3.167
	
	YES
	ignore

	Trace Activation
	O
	
	9.2.3.55
	
	YES
	ignore

	Masked IMEISV
	O
	
	9.2.3.32
	
	YES
	ignore

	UE History Information
	M
	
	9.2.3.64
	
	YES
	ignore

	UE Context Reference at the S-NG-RAN node
	O
	
	
	
	YES
	ignore

	>Global NG-RAN Node ID
	M
	
	9.2.2.3
	
	–
	

	>S-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID

9.2.3.16
	
	–
	

	Conditional Handover Information Request
	O
	
	
	
	YES
	reject

	>CHO Trigger
	M
	
	ENUMERATED (CHO-initiation, CHO-replace, …)
	
	–
	

	>Target NG-RAN node UE XnAP ID
	C-ifCHOmod
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the target NG-RAN node
	–
	

	>Estimated Arrival Probability
	O
	
	INTEGER (1..100)
	
	–
	

	NR V2X Services Authorized
	O
	
	9.2.3.105
	
	YES
	ignore

	LTE V2X Services Authorized
	O
	
	9.2.3.106
	
	YES
	ignore

	PC5 QoS Parameters
	O
	
	9.2.3.109
	This IE applies only if the UE is authorized for NR V2X services.
	YES
	ignore

	Mobility Information
	O
	
	BIT STRING (SIZE (32))
	Information related to the handover; the source NG-RAN node provides it in order to enable later analysis of the conditions that led to a wrong HO.
	YES
	ignore

	UE History Information from the UE
	O
	
	9.2.3.110
	
	YES
	ignore

	IAB Node Indication
	O
	
	ENUMERATED (true, ...)
	
	YES
	reject

	No PDU Session Indication
	O
	
	ENUMERATED (true, ...)
	This IE applies only if the UE is an IAB-MT.
	YES
	ignore

	Time Synchronisation Assistance Information 
	O
	
	9.2.3.153
	
	YES
	ignore

	QMC Configuration Information
	O
	
	9.2.3.156
	
	YES
	ignore

	5G ProSe Authorized
	O
	
	9.2.3.159
	
	YES
	ignore

	5G ProSe PC5 QoS Parameters
	O
	
	9.2.3.160
	This IE applies only if the UE is authorized for 5G ProSe services.
	YES
	ignore

	A2X Services Authorized
	O
	
	9.2.3.aaa
	
	YES
	ignore

	A2X UE PC5 Aggregate Maximum Bit Rate
	O
	
	9.2.3.bbb
	This IE applies only if the UE is authorized for A2X services.
	YES
	ignore

	A2X PC5 QoS Parameters
	O
	
	9.2.3.109
	This IE applies only if the UE is authorized for A2X services.
	YES
	ignore


	Condition
	Explanation

	ifCHOmod
	This IE shall be present if the CHO Trigger IE is present and set to "CHO-replace".


	Range bound
	Explanation

	maxnoofMDTPLMNs
	PLMNs in the Management Based MDT PLMN list. Value is 16.


<<<<<<NEXT CHANGE>>>>>>

9.1.1.9
RETRIEVE UE CONTEXT RESPONSE

This message is sent by the old NG-RAN node to transfer the UE context to the new NG-RAN node.

Direction: old NG-RAN node ( new NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	New NG-RAN node UE XnAP ID reference
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the new NG-RAN node
	YES
	ignore

	Old NG-RAN node UE XnAP ID reference
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the old NG-RAN node
	YES
	ignore

	GUAMI
	M
	
	9.2.3.24
	
	YES
	reject

	UE Context Information – Retrieve UE Context Response
	M
	
	9.2.1.13
	
	YES
	reject

	Trace Activation
	O
	
	9.2.3.55
	
	YES
	ignore

	Masked IMEISV
	O
	
	9.2.3.32
	
	YES
	ignore

	Location Reporting Information
	O
	
	9.2.3.47
	Includes the necessary parameters for location reporting.
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.3.3
	
	YES
	ignore

	NR V2X Services Authorized
	O
	
	9.2.3.105
	
	YES
	ignore

	LTE V2X Services Authorized
	O
	
	9.2.3.106
	
	YES
	ignore

	PC5 QoS Parameters
	O
	
	9.2.3.109
	This IE applies only if the UE is authorized for NR V2X services.
	YES
	ignore

	UE History Information
	O
	
	9.2.3.64
	
	YES
	ignore

	UE History Information from the UE
	O
	
	9.2.3.110
	
	YES
	ignore

	Management Based MDT PLMN List
	O
	
	MDT PLMN List

9.2.3.133
	
	YES
	ignore

	IAB Node Indication
	O
	
	ENUMERATED (true, ...)
	
	YES
	reject

	UE Context Reference at the S-NG-RAN node
	O
	
	
	
	YES
	ignore

	>Global NG-RAN Node ID
	M
	
	9.2.2.3
	
	–
	

	>S-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID

9.2.3.16
	
	–
	

	Time Synchronisation Assistance Information 
	O
	
	9.2.3.153
	
	YES
	ignore

	QMC Configuration Information
	O
	
	9.2.3.156
	
	YES
	ignore

	5G ProSe Authorized
	O
	
	9.2.3.159
	
	YES
	ignore

	5G ProSe PC5 QoS Parameters
	O
	
	9.2.3.160
	This IE applies only if the UE is authorized for 5G ProSe services.
	YES
	ignore

	A2X Services Authorized
	O
	
	9.2.3.aaa
	
	YES
	ignore

	A2X UE PC5 Aggregate Maximum Bit Rate
	O
	
	9.2.3.bbb
	This IE applies only if the UE is authorized for A2X services.
	YES
	ignore

	A2X PC5 QoS Parameters
	O
	
	9.2.3.109
	This IE applies only if the UE is authorized for A2X services.
	YES
	ignore


	Range bound
	Explanation

	maxnoofMDTPLMNs
	PLMNs in the Management Based MDT PLMN list. Value is 16.


<<<<<<NEXT CHANGE>>>>>>

9.2.3.aaa
A2X Services Authorized

This IE provides information on the authorization status of the UE to use the A2X services.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Aerial UE
	O
	
	ENUMERATED (authorized, not authorized, ...)
	Indicates whether the UE is authorized as Aerial UE.

	Aerial Controller UE
	O
	
	ENUMERATED (authorized, not authorized, ...)
	Indicates whether the UE is authorized as Aerial Controller UE.


9.2.3.bbb
A2X UE PC5 Aggregate Maximum Bit Rate

This IE provides information on the Aggregate Maximum Bitrate of the A2X UE PC5 communication.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	A2X UE PC5 Aggregate Maximum Bit Rate
	M
	
	Bit Rate 9.2.3.4
	Value 0 shall be considered as a logical error by the receiving NG-RAN node.


<<<<<<NEXT CHANGE>>>>>>

9.3.4
PDU Definitions

-- ASN1START

-- **************************************************************

--

-- PDU definitions for XnAP.

--

-- **************************************************************

XnAP-PDU-Contents {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

ngran-access (22) modules (3) xnap (2) version1 (1) xnap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


ActivationIDforCellActivation,


AMF-Region-Information,


AMF-UE-NGAP-ID,


AS-SecurityInformation,


AssistanceDataForRANPaging,

A2XServicesAuthorized,


A2XUEPC5AggregateMaximumBitRate,


A2XPC5QoSParameters,

BitRate,


Cause,


CellAndCapacityAssistanceInfo-EUTRA,


CellAndCapacityAssistanceInfo-NR,


CellAssistanceInfo-EUTRA,


CellAssistanceInfo-NR,


CHOinformation-Req,


CHOinformation-Ack,


CHOinformation-AddReq,

CHOinformation-ModReq,

CHO-MRDC-EarlyDataForwarding,


CHO-MRDC-Indicator,


CPTransportLayerInformation,


TNLA-To-Add-List,


TNLA-To-Update-List,


TNLA-To-Remove-List,


TNLA-Setup-List,


TNLA-Failed-To-Setup-List,

CriticalityDiagnostics,


XnUAddressInfoperPDUSession-List,


DAPSResponseInfo-List,

DataTrafficResourceIndication,


DeliveryStatus,


DesiredActNotificationLevel,


DRB-ID,


DRB-List,


DRB-Number,


DRBsSubjectToDLDiscarding-List,

DRBsSubjectToEarlyStatusTransfer-List,


DRBsSubjectToStatusTransfer-List,

DRBToQoSFlowMapping-List,

E-UTRA-CGI,


ExpectedUEActivityBehaviour,

ExpectedUEBehaviour,


ExtendedUEIdentityIndexValue,

FiveGCMobilityRestrictionListContainer,


GlobalCell-ID,


GlobalNG-RANNode-ID,


GlobalNG-RANCell-ID,


GUAMI,


InterfaceInstanceIndication,

I-RNTI,


Local-NG-RAN-Node-Identifier,

LocationInformationSNReporting,

LocationReportingInformation,


LowerLayerPresenceStatusChange,


LTEUESidelinkAggregateMaximumBitRate,


LTEV2XServicesAuthorized,


MR-DC-ResourceCoordinationInfo,


ServedCells-E-UTRA,


ServedCells-NR,


ServedCellsToUpdate-E-UTRA,


ServedCellsToUpdate-NR,


MAC-I,


MaskedIMEISV,


MDT-Configuration,


MDTPLMNList,

MobilityRestrictionList,


Neighbour-NG-RAN-Node-List,

NG-RAN-Cell-Identity,


NG-RANnodeUEXnAPID,


NR-CGI,


NE-DC-TDM-Pattern,


NRUESidelinkAggregateMaximumBitRate,


NRV2XServicesAuthorized,


PagingDRX,


EUTRAPagingeDRXInformation,


PagingPriority,


PartialListIndicator,


PLMN-Identity,

PDCPChangeIndication,


PDUSessionAggregateMaximumBitRate,

PDUSession-ID,


PDUSession-List,


PDUSession-List-withCause,


PDUSession-List-withDataForwardingFromTarget,


PDUSession-List-withDataForwardingRequest,


PDUSessionResourcesAdmitted-List,


PDUSessionResourcesNotAdmitted-List,


PDUSessionResourcesToBeSetup-List,


PDUSessionResourceChangeRequiredInfo-SNterminated,


PDUSessionResourceChangeRequiredInfo-MNterminated,


PDUSessionResourceChangeConfirmInfo-SNterminated,


PDUSessionResourceChangeConfirmInfo-MNterminated,


PDUSessionResourceSecondaryRATUsageList,


PDUSessionResourceSetupInfo-SNterminated,


PDUSessionResourceSetupInfo-MNterminated,


PDUSessionResourceSetupResponseInfo-SNterminated,


PDUSessionResourceSetupResponseInfo-MNterminated,


PDUSessionResourceModificationInfo-SNterminated,


PDUSessionResourceModificationInfo-MNterminated,


PDUSessionResourceModificationResponseInfo-SNterminated,


PDUSessionResourceModificationResponseInfo-MNterminated,


PDUSessionResourceModConfirmInfo-SNterminated,


PDUSessionResourceModConfirmInfo-MNterminated,


PDUSessionResourceModRqdInfo-SNterminated,


PDUSessionResourceModRqdInfo-MNterminated,


PDUSessionType,


PC5QoSParameters,

QoSFlowIdentifier,


QoSFlowNotificationControlIndicationInfo,


QoSFlows-List,


RANPagingArea,


ResetRequestTypeInfo,

ResetResponseTypeInfo,


RFSP-Index,


RRCConfigIndication,


RRCResumeCause,


SCGConfigurationQuery,


SCGreconfigNotification,

SecurityIndication,


S-NG-RANnode-SecurityKey,


SpectrumSharingGroupID,


SplitSRBsTypes,


S-NG-RANnode-Addition-Trigger-Ind,


S-NSSAI,


TargetCellList,

TAISupport-List,

Target-CGI,


TimeToWait,

TraceActivation,

UEAggregateMaximumBitRate,


UEContextID,


UEContextInfoRetrUECtxtResp,


UEContextKeptIndicator,

UEHistoryInformation,

UEIdentityIndexValue,


UERadioCapabilityForPaging,


UERadioCapabilityID,


UERANPagingIdentity,


UESecurityCapabilities,


UPTransportLayerInformation,


UserPlaneTrafficActivityReport,

XnBenefitValue,


RANPagingFailure,


TNLConfigurationInfo,


MaximumCellListSize,


MessageOversizeNotification,


NG-RANTraceID,

MobilityInformation,


InitiatingCondition-FailureIndication,


HandoverReportType,


TargetCellinEUTRAN,


C-RNTI,


UERLFReportContainer,


Measurement-ID,


RegistrationRequest,


ReportCharacteristics,


CellToReport,


ReportingPeriodicity,


CellMeasurementResult,


UEHistoryInformationFromTheUE,


MobilityParametersInformation,

MobilityParametersModificationRange,


RACHReportInformation,


IABNodeIndication,


SNTriggered,


SCGIndicator,

UESpecificDRX,

DirectForwardingPathAvailability,

TransportLayerAddress,


PrivacyIndicator,


URIaddress,


MBS-Session-ID,


UEIdentityIndexList-MBSGroupPaging,


MBS-SessionInformation-List,


MBS-SessionInformationResponse-List,


SuccessfulHOReportInformation,

PSCellHistoryInformationRetrieve,

SSBOffsets-List,


NG-RANnode2SSBOffsetsModificationRange,


Coverage-Modification-List,

SCGFailureReportContainer,


SNMobilityInformation,


PSCellChangeHistory,


CHOConfiguration,


SCGUEHistoryInformation,

F1CTrafficContainer,

NoPDUSessionIndication,

IAB-TNL-Address-Request,


IAB-TNL-Address-Response,


TrafficIndex,


TrafficProfile,


TrafficToBeReleaseInformation,

F1-TerminatingTopologyBHInformation,

Non-F1-TerminatingTopologyBHInformation,


BHInfoList,


IABTNLAddress,

IABCellInformation,


IABTNLAddressException,

TimeSynchronizationAssistanceInformation,

SCGActivationRequest,

SCGActivationStatus,


CPAInformationRequest,


CPAInformationAck,


CPCInformationRequired,


CPCInformationConfirm,


CPAInformationModReq,


CPAInformationModReqAck,


CPC-DataForwarding-Indicator,


CPCInformationUpdate,


CPACInformationModRequired,

QMCConfigInfo,


FiveGProSeAuthorized,


FiveGProSePC5QoSParameters,


ServedCellSpecificInfoReq-NR,

NRPagingeDRXInformation,


NRPagingeDRXInformationforRRCINACTIVE,

SDTSupportRequest,


SDT-Termination-Request,


SDTPartialUEContextInfo,


SDTDataForwardingDRBList,


PEIPSassistanceInformation,

UESliceMaximumBitRateList,


PagingCause,

MDTPLMNModificationList,


F1-terminatingIAB-donorIndicator,


SRB-ID,


AdditionalListofPDUSessionResourceChangeConfirmInfo-SNterminated

FROM XnAP-IEs


PrivateIE-Container{},


ProtocolExtensionContainer{},


ProtocolIE-Container{},


ProtocolIE-ContainerList{},


ProtocolIE-ContainerPair{},


ProtocolIE-ContainerPairList{},


ProtocolIE-Single-Container{},


XNAP-PRIVATE-IES,


XNAP-PROTOCOL-EXTENSION,


XNAP-PROTOCOL-IES,


XNAP-PROTOCOL-IES-PAIR

FROM XnAP-Containers


id-ActivatedServedCells,


id-ActivationIDforCellActivation,


id-AdditionalDRBIDs,

id-AMF-Region-Information,


id-AMF-Region-Information-To-Add,


id-AMF-Region-Information-To-Delete,


id-AssistanceDataForRANPaging,


id-AvailableDRBIDs,

id-A2XServicesAuthorized,


id-A2XUEPC5AggregateMaximumBitRate,


id-A2XPC5QoSParameters,

id-Cause,


id-cellAssistanceInfo-EUTRA,


id-cellAssistanceInfo-NR,


id-CellAndCapacityAssistanceInfo-EUTRA,


id-CellAndCapacityAssistanceInfo-NR,


id-ConfigurationUpdateInitiatingNodeChoice,


id-UEContextID,


id-CriticalityDiagnostics,


id-XnUAddressInfoperPDUSession-List,


id-DesiredActNotificationLevel,


id-DRBsSubjectToStatusTransfer-List,


id-ExpectedUEBehaviour,


id-ExtendedUEIdentityIndexValue,

id-FiveGCMobilityRestrictionListContainer,


id-GlobalNG-RAN-node-ID,


id-GUAMI,


id-indexToRatFrequSelectionPriority,


id-List-of-served-cells-E-UTRA,


id-List-of-served-cells-NR,


id-LocationInformationSN,


id-LocationInformationSNReporting,


id-LocationReportingInformation,

id-LTEUESidelinkAggregateMaximumBitRate,


id-LTEV2XServicesAuthorized,


id-MAC-I,


id-MaskedIMEISV,


id-MDT-Configuration,

id-MDTPLMNList,


id-MN-to-SN-Container,

id-MobilityRestrictionList,

id-M-NG-RANnodeUEXnAPID,


id-new-NG-RAN-Cell-Identity,


id-newNG-RANnodeUEXnAPID,


id-NRUESidelinkAggregateMaximumBitRate,


id-NRV2XServicesAuthorized,


id-oldNG-RANnodeUEXnAPID,


id-OldtoNewNG-RANnodeResumeContainer,


id-PagingCause,


id-PagingDRX,


id-EUTRAPagingeDRXInformation,


id-PagingPriority,


id-PartialListIndicator-EUTRA,


id-PartialListIndicator-NR,


id-PCellID,


id-PDUSessionResourceSecondaryRATUsageList,


id-PDUSessionResourcesActivityNotifyList,

id-PDUSessionResourcesAdmitted-List,


id-PDUSessionResourcesNotAdmitted-List,


id-PDUSessionResourcesNotifyList,


id-PDUSessionToBeAddedAddReq,


id-PDUSessionToBeReleased-RelReqAck,


id-procedureStage,


id-RANPagingArea,


id-requestedSplitSRB,


id-RequiredNumberOfDRBIDs,


id-ResetRequestTypeInfo,


id-ResetResponseTypeInfo,


id-RespondingNodeTypeConfigUpdateAck,


id-RRCResumeCause,


id-SCGreconfigNotification,

id-selectedPLMN,

id-ServedCellsToActivate,


id-servedCellsToUpdate-E-UTRA,


id-ServedCellsToUpdateInitiatingNodeChoice,


id-servedCellsToUpdate-NR,


id-sourceNG-RANnodeUEXnAPID,


id-SpareDRBIDs,

id-S-NG-RANnodeMaxIPDataRate-UL,


id-S-NG-RANnodeMaxIPDataRate-DL,

id-S-NG-RANnodeUEXnAPID,


id-TAISupport-list,


id-Target2SourceNG-RANnodeTranspContainer,


id-targetCellGlobalID,


id-targetNG-RANnodeUEXnAPID,


id-TimeToWait,


id-TNLA-To-Add-List,


id-TNLA-To-Update-List,


id-TNLA-To-Remove-List,


id-TNLA-Setup-List,


id-TNLA-Failed-To-Setup-List,


id-TraceActivation,


id-UEContextInfoHORequest,


id-UEContextInfoRetrUECtxtResp,


id-UEContextKeptIndicator,

id-UEContextRefAtSN-HORequest,


id-UEHistoryInformation,

id-UEIdentityIndexValue,


id-UERANPagingIdentity,


id-UESecurityCapabilities,

id-UserPlaneTrafficActivityReport,

id-XnRemovalThreshold,


id-PDUSessionAdmittedAddedAddReqAck,


id-PDUSessionNotAdmittedAddReqAck,


id-SN-to-MN-Container,


id-RRCConfigIndication,


id-SplitSRB-RRCTransfer,

id-UEReportRRCTransfer,


id-PDUSessionReleasedList-RelConf,


id-BearersSubjectToCounterCheck,


id-PDUSessionToBeReleasedList-RelRqd,


id-ResponseInfo-ReconfCompl,

id-initiatingNodeType-ResourceCoordRequest,


id-respondingNodeType-ResourceCoordResponse,


id-PDUSessionToBeReleased-RelReq,


id-PDUSession-SNChangeRequired-List,


id-PDUSession-SNChangeConfirm-List,


id-PDCPChangeIndication,


id-PC5QoSParameters,

id-SCGConfigurationQuery,


id-UEContextInfo-SNModRequest,


id-requestedSplitSRBrelease,


id-PDUSessionAdmitted-SNModResponse,


id-PDUSessionNotAdmitted-SNModResponse,


id-admittedSplitSRB,


id-admittedSplitSRBrelease,


id-PDUSessionAdmittedModSNModConfirm,

id-PDUSessionReleasedSNModConfirm,


id-s-ng-RANnode-SecurityKey,


id-PDUSessionToBeModifiedSNModRequired,


id-S-NG-RANnodeUE-AMBR,


id-PDUSessionToBeReleasedSNModRequired,


id-target-S-NG-RANnodeID,


id-S-NSSAI,


id-MR-DC-ResourceCoordinationInfo,


id-RANPagingFailure,


id-UERadioCapabilityForPaging,


id-PDUSessionDataForwarding-SNModResponse,


id-Secondary-MN-Xn-U-TNLInfoatM,


id-NE-DC-TDM-Pattern,


id-InterfaceInstanceIndication,


id-S-NG-RANnode-Addition-Trigger-Ind,


id-SNTriggered,


id-DRBs-transferred-to-MN,


id-TNLConfigurationInfo,


id-MessageOversizeNotification,


id-NG-RANTraceID,


id-FastMCGRecoveryRRCTransfer-SN-to-MN,


id-FastMCGRecoveryRRCTransfer-MN-to-SN,


id-RequestedFastMCGRecoveryViaSRB3,


id-AvailableFastMCGRecoveryViaSRB3,


id-RequestedFastMCGRecoveryViaSRB3Release,


id-ReleaseFastMCGRecoveryViaSRB3,


id-CHOinformation-Req,


id-CHOinformation-Ack,


id-targetCellsToCancel,

id-requestedTargetCellGlobalID,

id-DAPSResponseInfo-List,


id-CHO-MRDC-EarlyDataForwarding,


id-CHO-MRDC-Indicator,


id-MobilityInformation,


id-InitiatingCondition-FailureIndication,


id-UEHistoryInformationFromTheUE,

id-HandoverReportType,


id-HandoverCause,


id-SourceCellCGI,


id-TargetCellCGI,


id-ReEstablishmentCellCGI,


id-TargetCellinEUTRAN,


id-SourceCellCRNTI,


id-UERLFReportContainer,


id-NGRAN-Node1-Measurement-ID,


id-NGRAN-Node2-Measurement-ID,


id-RegistrationRequest,


id-ReportCharacteristics,


id-CellToReport,


id-ReportingPeriodicity,


id-CellMeasurementResult,


id-NG-RANnode1CellID,


id-NG-RANnode2CellID,


id-NG-RANnode1MobilityParameters,


id-NG-RANnode2ProposedMobilityParameters,


id-MobilityParametersModificationRange,

id-RACHReportInformation,

id-IABNodeIndication,

id-UERadioCapabilityID,

id-SCGIndicator,

id-UESpecificDRX,

id-PDUSessionExpectedUEActivityBehaviour,

id-DirectForwardingPathAvailability,


id-SourceNG-RAN-node-ID,


id-TargetNodeID,

id-ManagementBasedMDTPLMNList,


id-PrivacyIndicator,


id-TraceCollectionEntityIPAddress,


id-TraceCollectionEntityURI,


id-MBS-Session-ID,


id-UEIdentityIndexList-MBSGroupPaging,


id-MulticastRANPagingArea,

id-MBS-SessionInformation-List,


id-MBS-SessionInformationResponse-List,


id-SuccessfulHOReportInformation,


id-PSCellHistoryInformationRetrieve,

id-SSBOffsets-List,


id-NG-RANnode2SSBOffsetsModificationRange,


id-Coverage-Modification-List,

id-SourcePSCellCGI,


id-FailedPSCellCGI,


id-SCGFailureReportContainer,


id-SNMobilityInformation,


id-SourcePSCellID,


id-SuitablePSCellCGI,


id-PSCellChangeHistory,


id-CHOConfiguration,


id-SCGUEHistoryInformation,

id-F1CTrafficContainer,

id-NoPDUSessionIndication,

id-F1-Terminating-IAB-DonorUEXnAPID,


id-nonF1-Terminating-IAB-DonorUEXnAPID,

id-IAB-TNL-Address-Request,


id-IAB-TNL-Address-Response,


id-TrafficToBeAddedList,


id-TrafficToBeModifiedList,


id-TrafficToBeReleaseInformation,


id-TrafficAddedList,


id-TrafficModifiedList,


id-TrafficNotAddedList,


id-TrafficNotModifiedList, 

id-TrafficRequiredToBeModifiedList,


id-TrafficRequiredModifiedList,


id-TrafficReleasedList,


id-IABTNLAddressToBeAdded,


id-IABTNLAddressToBeReleasedList,


id-BoundaryNodeCellsList,


id-ParentNodeCellsList,


id-IABTNLAddressException,


id-CHOinformation-AddReq,

id-CHOinformation-ModReq,

id-TimeSynchronizationAssistanceInformation,

id-SCGActivationRequest,


id-SCGActivationStatus,


id-CPAInformationRequest,


id-CPAInformationAck,


id-CPCInformationRequired,


id-CPCInformationConfirm,


id-CPAInformationModReq,


id-CPAInformationModReqAck,

id-CPC-DataForwarding-Indicator,


id-CPCInformationUpdate,


id-CPACInformationModRequired,

id-QMCConfigInfo,


id-Local-NG-RAN-Node-Identifier,


id-Neighbour-NG-RAN-Node-List,


id-Local-NG-RAN-Node-Identifier-Removal,

id-FiveGProSeAuthorized,


id-FiveGProSePC5QoSParameters,


id-FiveGProSeUEPC5AggregateMaximumBitRate,

id-ServedCellSpecificInfoReq-NR,

id-NRPagingeDRXInformation,


id-NRPagingeDRXInformationforRRCINACTIVE,

id-SDTSupportRequest,


id-SDT-SRB-between-NewNode-OldNode,


id-SDT-Termination-Request,


id-SDTPartialUEContextInfo,


id-SDTDataForwardingDRBList,


id-PEIPSassistanceInformation,

id-UESliceMaximumBitRateList,


id-S-NG-RANnodeUE-Slice-MBR,

id-ManagementBasedMDTPLMNModificationList,


id-F1-terminatingIAB-donorIndicator,


id-AdditionalListofPDUSessionResourceChangeConfirmInfo-SNterminated,
<<<<<<NEXT CHANGE>>>>>>

-- **************************************************************

--

-- HANDOVER REQUEST

--

-- **************************************************************

HandoverRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container
{{HandoverRequest-IEs}},


...

}

HandoverRequest-IEs XNAP-PROTOCOL-IES ::= {


{ ID id-sourceNG-RANnodeUEXnAPID


CRITICALITY reject
TYPE NG-RANnodeUEXnAPID






PRESENCE mandatory}|


{ ID id-Cause







CRITICALITY reject
TYPE Cause









PRESENCE mandatory}|


{ ID id-targetCellGlobalID




CRITICALITY reject
TYPE Target-CGI








PRESENCE mandatory}|


{ ID id-GUAMI







CRITICALITY reject
TYPE GUAMI









PRESENCE mandatory}|


{ ID id-UEContextInfoHORequest



CRITICALITY reject
TYPE UEContextInfoHORequest





PRESENCE mandatory}|


{ ID id-TraceActivation





CRITICALITY ignore
TYPE TraceActivation






PRESENCE optional }|


{ ID id-MaskedIMEISV





CRITICALITY ignore
TYPE MaskedIMEISV







PRESENCE optional }|


{ ID id-UEHistoryInformation



CRITICALITY ignore
TYPE UEHistoryInformation





PRESENCE mandatory}|


{ ID id-UEContextRefAtSN-HORequest


CRITICALITY ignore
TYPE UEContextRefAtSN-HORequest




PRESENCE optional }|


{ ID id-CHOinformation-Req




CRITICALITY reject
TYPE CHOinformation-Req






PRESENCE optional }|


{ ID id-NRV2XServicesAuthorized



CRITICALITY ignore
TYPE NRV2XServicesAuthorized




PRESENCE optional }|


{ ID id-LTEV2XServicesAuthorized


CRITICALITY ignore
TYPE LTEV2XServicesAuthorized




PRESENCE optional }|

{ ID id-PC5QoSParameters




CRITICALITY ignore
TYPE PC5QoSParameters






PRESENCE optional }|

{ ID id-MobilityInformation




CRITICALITY ignore
TYPE MobilityInformation





PRESENCE optional }|


{ ID id-UEHistoryInformationFromTheUE

CRITICALITY ignore
TYPE UEHistoryInformationFromTheUE



PRESENCE optional }|


{ ID id-IABNodeIndication




CRITICALITY reject
TYPE IABNodeIndication






PRESENCE optional }|

{ ID id-NoPDUSessionIndication



CRITICALITY ignore
TYPE NoPDUSessionIndication





PRESENCE optional }|


{ ID id-TimeSynchronizationAssistanceInformation
CRITICALITY ignore
TYPE TimeSynchronizationAssistanceInformation
PRESENCE optional }|


{ ID id-QMCConfigInfo





CRITICALITY ignore
TYPE QMCConfigInfo







PRESENCE optional }|

{ ID id-FiveGProSeAuthorized



CRITICALITY ignore
TYPE FiveGProSeAuthorized





PRESENCE optional }|


{ ID id-FiveGProSePC5QoSParameters


CRITICALITY ignore
TYPE FiveGProSePC5QoSParameters




PRESENCE optional }|


{ ID id-A2XServicesAuthorized



CRITICALITY ignore
TYPE A2XServicesAuthorized





PRESENCE optional }|

{ ID id-A2XPC5QoSParameters




CRITICALITY ignore
TYPE PC5QoSParameters






PRESENCE optional }|
{ ID id-A2XUEPC5AggregateMaximumBitrate

CRITICALITY ignore
TYPE A2XUEPC5AggregateMaximumBitrate



PRESENCE optional
},

...

}

<<<<<<NEXT CHANGE>>>>>>

-- **************************************************************

--

-- RETRIEVE UE CONTEXT RESPONSE

--

-- **************************************************************

RetrieveUEContextResponse ::= SEQUENCE {


protocolIEs


ProtocolIE-Container
{{ RetrieveUEContextResponse-IEs}},


...

}

RetrieveUEContextResponse-IEs XNAP-PROTOCOL-IES ::= {


{ ID id-newNG-RANnodeUEXnAPID



CRITICALITY ignore
TYPE NG-RANnodeUEXnAPID






PRESENCE mandatory}|


{ ID id-oldNG-RANnodeUEXnAPID



CRITICALITY ignore
TYPE NG-RANnodeUEXnAPID






PRESENCE mandatory}|


{ ID id-GUAMI







CRITICALITY reject
TYPE GUAMI









PRESENCE mandatory}|

{ ID id-UEContextInfoRetrUECtxtResp


CRITICALITY reject
TYPE UEContextInfoRetrUECtxtResp




PRESENCE mandatory}|


{ ID id-TraceActivation





CRITICALITY ignore
TYPE TraceActivation






PRESENCE optional }|


{ ID id-MaskedIMEISV





CRITICALITY ignore
TYPE MaskedIMEISV







PRESENCE optional }|


{ ID id-LocationReportingInformation

CRITICALITY ignore
TYPE LocationReportingInformation



PRESENCE optional }|


{ ID id-CriticalityDiagnostics



CRITICALITY ignore
TYPE CriticalityDiagnostics





PRESENCE optional }|


{ ID id-NRV2XServicesAuthorized



CRITICALITY ignore
TYPE NRV2XServicesAuthorized




PRESENCE optional }|


{ ID id-LTEV2XServicesAuthorized


CRITICALITY ignore
TYPE LTEV2XServicesAuthorized




PRESENCE optional }|

{ ID id-PC5QoSParameters




CRITICALITY ignore
TYPE PC5QoSParameters






PRESENCE optional }|


{ ID id-UEHistoryInformation



CRITICALITY ignore
TYPE UEHistoryInformation





PRESENCE optional }|


{ ID id-UEHistoryInformationFromTheUE

CRITICALITY ignore
TYPE UEHistoryInformationFromTheUE



PRESENCE optional }|


{ ID id-MDTPLMNList






CRITICALITY ignore
TYPE MDTPLMNList







PRESENCE optional }|


{ ID id-IABNodeIndication




CRITICALITY reject
TYPE IABNodeIndication






PRESENCE optional }|


{ ID id-UEContextRefAtSN-HORequest


CRITICALITY ignore
TYPE UEContextRefAtSN-HORequest




PRESENCE optional }|


{ ID id-TimeSynchronizationAssistanceInformation
CRITICALITY ignore
TYPE TimeSynchronizationAssistanceInformation
PRESENCE optional }|


{ ID id-QMCConfigInfo





CRITICALITY ignore
TYPE QMCConfigInfo







PRESENCE optional }|

{ ID id-FiveGProSeAuthorized



CRITICALITY ignore
TYPE FiveGProSeAuthorized





PRESENCE optional }|


{ ID id-FiveGProSePC5QoSParameters


CRITICALITY ignore
TYPE FiveGProSePC5QoSParameters




PRESENCE optional }|

{ ID id-A2XServicesAuthorized



CRITICALITY ignore
TYPE A2XServicesAuthorized





PRESENCE optional }|

{ ID id-A2XPC5QoSParameters




CRITICALITY ignore
TYPE PC5QoSParameters






PRESENCE optional }|
{ ID id-A2XUEPC5AggregateMaximumBitrate

CRITICALITY ignore
TYPE A2XUEPC5AggregateMaximumBitrate



PRESENCE optional
},

...

}

<<<<<<NEXT CHANGE>>>>>>

9.3.5
Information Element definitions

-- ASN1START

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

XnAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

ngran-access (22) modules (3) xnap (2) version1 (1) xnap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


id-CNTypeRestrictionsForEquivalent,


id-CNTypeRestrictionsForServing,


id-Additional-UL-NG-U-TNLatUPF-List,

id-ConfiguredTACIndication,

id-AlternativeQoSParaSetList,


id-CurrentQoSParaSetIndex,


id-DefaultDRB-Allowed,


id-DLCarrierList,


id-EndpointIPAddressAndPort,

<<<SKIP UNCHANGED PART>>>


id-A2XServicesAuthorized,


id-A2XUEPC5AggregateMaximumBitrate,
<<<<<<NEXT CHANGE>>>>>>

A2XServicesAuthorized ::= SEQUENCE {


AerialUE



AerialUE












OPTIONAL,


AerialControllerUE 

AircraftControllerUE









OPTIONAL,


iE-Extensions


ProtocolExtensionContainer { {A2XServicesAuthorized-ExtIEs} }
OPTIONAL,


...

}

A2XServicesAuthorized-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

AerialUE ::= ENUMERATED { 


authorized,


not-authorized,


...

}

AerialControllerUE ::= ENUMERATED { 


authorized,


not-authorized,

...

}
A2XUEPC5AggregateMaximumBitrate::= SEQUENCE {


a2XUEPC5AggregateMaximumBitrate

BitRate,


iE-Extensions

ProtocolExtensionContainer { {A2XUE-PC5-Aggregate-MaximumBitrate-ExtIEs} } OPTIONAL,


...

}

A2XUE-PC5-Aggregate-MaximumBitrate-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

<<<<<<NEXT CHANGE>>>>>>

9.3.7
Constant definitions

-- ASN1START

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

XnAP-Constants {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

ngran-Access (22) modules (3) xnap (2) version1 (1) xnap-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM XnAP-CommonDataTypes;

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-handoverPreparation










ProcedureCode ::= 0
id-sNStatusTransfer











ProcedureCode ::= 1
id-handoverCancel











ProcedureCode ::= 2
id-retrieveUEContext










ProcedureCode ::= 3
id-rANPaging












ProcedureCode ::= 4
id-xnUAddressIndication










ProcedureCode ::= 5
id-uEContextRelease











ProcedureCode ::= 6
id-sNGRANnodeAdditionPreparation







ProcedureCode ::= 7
id-sNGRANnodeReconfigurationCompletion






ProcedureCode ::= 8
id-mNGRANnodeinitiatedSNGRANnodeModificationPreparation


ProcedureCode ::= 9
id-sNGRANnodeinitiatedSNGRANnodeModificationPreparation


ProcedureCode ::= 10
id-mNGRANnodeinitiatedSNGRANnodeRelease






ProcedureCode ::= 11
id-sNGRANnodeinitiatedSNGRANnodeRelease






ProcedureCode ::= 12
id-sNGRANnodeCounterCheck









ProcedureCode ::= 13
id-sNGRANnodeChange











ProcedureCode ::= 14
id-rRCTransfer












ProcedureCode ::= 15

id-xnRemoval












ProcedureCode ::= 16
id-xnSetup













ProcedureCode ::= 17
id-nGRANnodeConfigurationUpdate








ProcedureCode ::= 18
id-cellActivation











ProcedureCode ::= 19
id-reset













ProcedureCode ::= 20
id-errorIndication











ProcedureCode ::= 21

id-privateMessage











ProcedureCode ::= 22

id-notificationControl










ProcedureCode ::= 23

id-activityNotification










ProcedureCode ::= 24

id-e-UTRA-NR-CellResourceCoordination






ProcedureCode ::= 25

id-secondaryRATDataUsageReport








ProcedureCode ::= 26

id-deactivateTrace











ProcedureCode ::= 27

id-traceStart












ProcedureCode ::= 28

id-handoverSuccess











ProcedureCode ::= 29

id-conditionalHandoverCancel








ProcedureCode ::= 30

id-earlyStatusTransfer










ProcedureCode ::= 31

id-failureIndication











ProcedureCode ::= 32

id-handoverReport











ProcedureCode ::= 33

id-resourceStatusReportingInitiation






ProcedureCode ::= 34

id-resourceStatusReporting









ProcedureCode ::= 35
id-mobilitySettingsChange









ProcedureCode ::= 36
id-accessAndMobilityIndication








ProcedureCode ::= 37

id-cellTrafficTrace 











ProcedureCode ::= 38

id-RANMulticastGroupPaging









ProcedureCode ::= 39
id-scgFailureInformationReport








ProcedureCode ::= 40

id-ProcedureCode41-NotToBeUsed








ProcedureCode ::= 41

id-scgFailureTransfer










ProcedureCode ::= 42

id-f1CTrafficTransfer










ProcedureCode ::= 43

id-iABTransportMigrationManagement







ProcedureCode ::= 44

id-iABTransportMigrationModification






ProcedureCode ::= 45

id-iABResourceCoordination









ProcedureCode ::= 46

id-retrieveUEContextConfirm









ProcedureCode ::= 47

id-cPCCancel












ProcedureCode ::= 48

id-partialUEContextTransfer









ProcedureCode ::= 49

id-A2XServicesAuthorized









ProcedureCode ::= aaa
id-A2XUEPC5AggregateMaximumBitRate







ProcedureCode ::= bbb
id-A2XPC5QoSParameters










ProcedureCode ::= ccc
<<<<<<END OF CHANGES>>>>>>
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