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1. Introduction
[bookmark: OLE_LINK2][bookmark: OLE_LINK1]The TP is to introduce the MBS Assistance Information in XnAP. Following the offline discussion result:
[bookmark: OLE_LINK23][bookmark: OLE_LINK22]This IE provide MBS Assistance Information as specified in TS 38.300 [8] and TS 23.247 [x]
2. Text Proposal to TS 38.423
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/*---------------Start of Change-----------*/
[bookmark: _Toc105174606][bookmark: _Toc106109443][bookmark: _Toc113825264][bookmark: _Toc120033420][bookmark: _Toc98868320][bookmark: _Toc121161392][bookmark: _Toc120124392]9.2.1.36	MBS Session Information List
This IE contains NG-RAN MBS session resource context related information used at UE context transfer between NG-RAN nodes.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	MBS Session Information Item
	
	1..<maxnoofMBSSessions>
	
	
	-
	

	>MBS Session ID
	M
	
	9.2.3.146
	
	-
	

	>MBS Area Session ID
	O
	
	9.2.3.148
	MBS Area Session ID of the UE at the NG-RAN node from which the UE context is transferred
	-
	

	>Active MBS Session Information
	O
	
	
	
	-
	

	>>MBS QoS Flows to Add List
	
	1..<maxnoofMBSQoSFlows>
	
	
	-
	

	>>>MBS QoS Flow Identifier
	M
	
	QoS Flow Identifier
9.2.3.10
	
	-
	

	>>>MBS QoS Flow Level QoS Parameters
	M
	
	QoS Flow Level QoS Parameters
9.2.3.5
	
	-
	

	>>MBS Service Area
	O
	
	9.2.3.150
	
	-
	

	>>MBS Mapping and Data Forwarding Request Info from source NG-RAN node
	O
	
	9.2.1.39

	
	-
	

	>MBS Assistance Information

	O
	
	9.2.3.xxx
	
	YES
	ignore


/*---------------Next Change-----------*/
9.2.3.xxx MBS Assistance Information
This IE provides the MBS Assistance Information as specified in TS 38.300 [9] and TS 23.247 [46].

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	MBS Assistance Information

	M
	
	ENUMERATED (true, …)
	



/*---------------Next Change-----------*/
[bookmark: _Toc113825545][bookmark: _Toc105174886][bookmark: _Toc45108191][bookmark: _Toc106109723][bookmark: _Toc36556019][bookmark: _Toc120033702][bookmark: _Toc56693896][bookmark: _Toc66286934][bookmark: _Toc64447440][bookmark: _Toc98868600][bookmark: _Toc29991616][bookmark: _Toc20955408][bookmark: _Toc45901811][bookmark: _Toc74151632][bookmark: _Toc44497804][bookmark: _Toc97904462][bookmark: _Toc88654106][bookmark: _Toc51850892]9.3.5	Information Element definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

XnAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) xnap (2) version1 (1) xnap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


	id-CNTypeRestrictionsForEquivalent,
	id-CNTypeRestrictionsForServing,
	id-Additional-UL-NG-U-TNLatUPF-List,
[bookmark: _Hlk36619637]	id-ConfiguredTACIndication,
	id-AlternativeQoSParaSetList,
<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>
	id-M7ReportAmount,
	id-BeamMeasurementIndicationM1,
	id-Supported-MBS-FSA-ID-List,
	id-MBS-AssistanceInformation,
	id-MBS-SessionAssociatedInformation,
	id-MBS-SessionInformation-List,
[bookmark: _GoBack]<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>

MBS-Session-ID ::= SEQUENCE {
	tMGI								TMGI,
	nID								NID																				OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {MBS-Session-ID-ExtIEs} } 			OPTIONAL,
	...
}

MBS-Session-ID-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

MBS-AssistanceInformation ::= ENUMERATED {true, ...}


MBS-SessionAssociatedInformation ::= SEQUENCE (SIZE(1..maxnoofAssociatedMBSSessions)) OF MBS-SessionAssociatedInformation-Item

MBS-SessionAssociatedInformation-Item ::= SEQUENCE {
	mBS-Session-ID				MBS-Session-ID,
	associated-QoSFlowInfo-List	Associated-QoSFlowInfo-List,
	iE-Extensions				ProtocolExtensionContainer { { MBS-SessionAssociatedInformation-Item-ExtIEs} } OPTIONAL,
	...
}

MBS-SessionAssociatedInformation-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}
MBS-SessionInformation-List ::= SEQUENCE (SIZE(1..maxnoofMBSSessions)) OF MBS-SessionInformation-Item
<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>


MBS-SessionInformation-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
{ ID id-MBS-AssistanceInformation			CRITICALITY ignore			EXTENSION MBS-AssistanceInformation		PRESENCE	optional	},

	...
}

/*---------------Next Change-----------*/

[bookmark: _Toc29991618][bookmark: _Toc113825547][bookmark: _Toc74151634][bookmark: _Toc45108193][bookmark: _Toc45901813][bookmark: _Toc51850894][bookmark: _Toc56693898][bookmark: _Toc97904464][bookmark: _Toc66286936][bookmark: _Toc20955410][bookmark: _Toc98868602][bookmark: _Toc120033704][bookmark: _Toc105174888][bookmark: _Toc88654108][bookmark: _Toc106109725][bookmark: _Toc36556021][bookmark: _Toc64447442][bookmark: _Toc44497806]9.3.7	Constant definitions
-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

XnAP-Constants {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-Access (22) modules (3) xnap (2) version1 (1) xnap-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS
	ProcedureCode,
	ProtocolIE-ID
FROM XnAP-CommonDataTypes;

-- **************************************************************
--
-- Elementary Procedures
--
-- **************************************************************

id-handoverPreparation											ProcedureCode ::= 0
id-sNStatusTransfer												ProcedureCode ::= 1
id-handoverCancel												ProcedureCode ::= 2
id-retrieveUEContext
<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>
id-CoverageModificationCause																	ProtocolIE-ID ::= 368
id-AdditionalListofPDUSessionResourceChangeConfirmInfo-SNterminated				ProtocolIE-ID ::= 369
id-UERLFReportContainerLTEExtension															ProtocolIE-ID ::= 370
id-ExcessPacketDelayThresholdConfiguration												ProtocolIE-ID ::= 371
id-MBS-AssistanceInformation																	ProtocolIE-ID ::= xxx


END
-- ASN1STOP

/*---------------End of Change-----------*/
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