[bookmark: _Ref452454252]3GPP TSG-RAN WG3 Meeting #120	R3-233372
Incheon, Korea, 22 – 26 May, 2023


Agenda item:	20.2
Source:	Nokia, Nokia Shanghai Bell, Orange, ZTE, LG Electronics, CATT, Ericsson, China Telecom, Huawei
[bookmark: _Hlk133957429]Title:	(TP for TS 37.483) Update of MT-SDT Information over E1
Document for:	Discussion and Decision
1	TP for MT-SDT over E1

[bookmark: _Toc20955519][bookmark: _Toc29460945][bookmark: _Toc29505677][bookmark: _Toc36556202][bookmark: _Toc45881641][bookmark: _Toc51852275][bookmark: _Toc56620226][bookmark: _Toc64447866][bookmark: _Toc74152641][bookmark: _Toc88656066][bookmark: _Toc88657125][bookmark: _Toc105657108][bookmark: _Toc106108489][bookmark: _Toc112687582][bookmark: _Toc120092925][bookmark: _Toc20955070][bookmark: _Toc29991257][bookmark: _Toc36555657][bookmark: _Toc44497320][bookmark: _Toc45107708][bookmark: _Toc45901328][bookmark: _Toc51850407][bookmark: _Toc56693410][bookmark: _Toc64446953][bookmark: _Toc66286447][bookmark: _Toc74151142][bookmark: _Toc88653614][bookmark: _Toc97903970][bookmark: _Toc98867983][bookmark: _Toc105174267][bookmark: _Toc106109104][bookmark: _Toc113824925][bookmark: _Toc120033081]8.3.7	DL Data Notification
[bookmark: _Toc20955520][bookmark: _Toc29460946][bookmark: _Toc29505678][bookmark: _Toc36556203][bookmark: _Toc45881642][bookmark: _Toc51852276][bookmark: _Toc56620227][bookmark: _Toc64447867][bookmark: _Toc74152642][bookmark: _Toc88656067][bookmark: _Toc88657126][bookmark: _Toc105657109][bookmark: _Toc106108490][bookmark: _Toc112687583][bookmark: _Toc120092926]8.3.7.1	General
This procedure is initiated by the gNB-CU-UP to indicate the detection of DL data arrival for the UE, or indicate that a DL packet including a QFI value in the NG-U header not configured by the QoS Flows Information To Be Setup IE or the Flow Mapping Information IE is received for the first time. The procedure uses UE-associated signalling.
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Figure 8.3.7.2-1: DL Data Notification procedure: Successful Operation.
The gNB-CU-UP initiates the procedure by sending the DL DATA NOTIFICATION message to the gNB-CU-CP.
If the PPI IE is included in the DL DATA NOTIFICATION message, the gNB-CU-CP shall use it for paging policy differentiation.
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If the MT-SDT Information IE is included in the DL DATA NOTIFICATION message, the gNB-CU-CP shall, if supported, take it into account for MT-SDT paging.
NOTE: 	If a DL packet including a QFI value in the NG-U header not configured by the QoS Flows Information To Be Setup IE or the Flow Mapping Information IE is received, the gNB-CU-UP may deliver the DL packet via any existing configured DRB before it initiates DL Data Notification procedure.
Not modified


9.3.1.xxx	MT-SDT Information 
This IE provides the assistant information for MT-SDT.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	MT-SDT Data Size
	M
	
	INTEGER (1..96000,…)
	Indicates the total data size for all SDT bearers. Unit: byte. 
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