

	
3GPP TSG-RAN WG3 Meeting #122	R3-237124
Chicago, USA, 13th – 17th Nov 2023
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	38.473
	CR
	1221
	rev
	2
	Current version:
	17.6.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	



	

	Title:	
	Introduction of 3 MHz channel bandwidth

	
	

	Source to WG:
	ZTE,China Telecom, Ericsson,Nokia,Nokia Shanghai Bell

	Source to TSG:
	R3

	
	

	Work item code:
	NR_FR1_lessthan_5MHz_BW-Core
	
	Date:
	2023-10-24

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-18

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	In Rel-18 WID “NR support for dedicated spectrum less than 5MHz for FR1” a new 3 MHz Configurable Bandwidth has been introduced with a maximum transmission bandwidth of 15-PRBs, which is captured in TS 38.104. Such Transmission Bandwidth needs to be exchanged over F1 interface.

	
	

	Summary of change:
	Introduce a new codepoint, i.e.,15PRB, to the existing Transmission Bandwidth IE.

	
	

	Consequences if not approved:
	3MHz Channel Bandwidth can not be supported

	
	

	Clauses affected:
	9.3.1.15, 9.4.5

	
	

	
	Y
	N
	
	

	Other specs
	X
	
	 Other core specifications	
	TS 38.423 CR 1094 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	Rev 1: R3-235328
Rev 2: update the cover sheet and resubmit in RAN3#122



Page 1
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[bookmark: _Toc74154643][bookmark: _Toc64448871][bookmark: _Toc81383387][bookmark: _Toc20955919][bookmark: _Toc99730955][bookmark: _Toc45832422][bookmark: _Toc66289530][bookmark: _Toc88658020][bookmark: _Toc105511086][bookmark: _Toc29893037][bookmark: _Toc120124443][bookmark: _Toc138795809][bookmark: _Toc99038692][bookmark: _Toc106110158][bookmark: _Toc97910932][bookmark: _Toc105927618][bookmark: _Toc36556974][bookmark: _Toc113835595][bookmark: _Toc51763702]9.3.1.15	Transmission Bandwidth
The Transmission Bandwidth IE is used to indicate the UL or DL transmission bandwidth. 
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	NR SCS
	M
	
	ENUMERATED (scs15, scs30, scs60, scs120, ... , scs480, scs960)
	The values scs15, scs30, scs60, scs120, scs480 and scs960 corresponds to the sub carrier spacing in TS 38.104 [17].

	NRB
	M
	
	ENUMERATED (nrb11, nrb18, nrb24, nrb25, nrb31, nrb32, nrb38, nrb51, nrb52, nrb65, nrb66, nrb78, nrb79, nrb93, nrb106, nrb107, nrb121, nrb132, nrb133, nrb135, nrb160, nrb162, nrb189, nrb216, nrb217, nrb245, nrb264, nrb270, nrb273, ..., nrb33, nrb62, nrb124, nrb148, nrb248, nrb44, nrb58, nrb92, nrb119, nrb188, nrb242, nrb15)
	This IE is used to indicate the UL or DL transmission bandwidth expressed in units of resource blocks "NRB" (TS 38.104 [17]). The values nrb11, nrb18, etc. correspond to the number of resource blocks "NRB" 11, 18, etc.
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[bookmark: _Toc36557066][bookmark: _Toc97911142][bookmark: _Toc138796103][bookmark: _Toc74154852][bookmark: _Toc105927896][bookmark: _Toc106110436][bookmark: _Toc29893129][bookmark: _Toc45832586][bookmark: _Toc120124734][bookmark: _Toc64449080][bookmark: _Toc20956003][bookmark: _Toc113835878][bookmark: _Toc81383596][bookmark: _Toc88658230][bookmark: _Toc51763908][bookmark: _Toc105511364][bookmark: _Toc99731229][bookmark: _Toc66289739][bookmark: _Toc99038966]9.4.5	Information Element Definitions
-- ASN1START 
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************
////////////////////////////////////////////////////////irrelevant operations skipped/////////////////////////////////////////////////////////////////////////
-- N
////////////////////////////////////////////////////////irrelevant operations skipped/////////////////////////////////////////////////////////////////////////
NRNRB ::= ENUMERATED { nrb11, nrb18, nrb24, nrb25, nrb31, nrb32, nrb38, nrb51, nrb52, nrb65, nrb66, nrb78, nrb79, nrb93, nrb106, nrb107, nrb121, nrb132, nrb133, nrb135, nrb160, nrb162, nrb189, nrb216, nrb217, nrb245, nrb264, nrb270, nrb273, ..., nrb33, nrb62, nrb124, nrb148, nrb248, nrb44, nrb58, nrb92, nrb119, nrb188, nrb242, nrb15}
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