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	Reason for change:
	
The Extended Packet Delay Budget IE was introduced to provide finer granularity in unit of 0.01ms, compared with the Packet Delay Budget IE. And the CN Packet Delay Budget Downlink IE and the CN Packet Delay Budget Uplink IE refer to the Extended Packet Delay Budget IE. 

In the tabular, the IE type of the Extended Packet Delay Budget IE is starting from “0”. However, in the ASN.1, its value is starting from “1”. 

Hence there exists mis-alignment between the ASN.1 and the Tabular, and the value ‘0’ cannot be indicated for the extended packet delay budget. 
And for the Packet Delay Budget IE, its value starts from ‘0’. In addition, this means that the CN Packet Delay Budget Downlink IE and the CN Packet Delay Budget Uplink IE referring to the Extended Packet Delay Budget IE cannot indicate with “0”. 
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	For the Extended Packet Delay Budget IE,
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· update the Tabular to align with the ASN.1. 
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9.3.1.135	Extended Packet Delay Budget
This IE indicates the Packet Delay Budget for a QoS flow.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Extended Packet Delay Budget
	M
	
	INTEGER (01..65535, …, 65536..109999, 0)
	Upper bound value for the delay that a packet may experience expressed in unit of 0.01ms.
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-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************
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Extended-AMFName	 ::= SEQUENCE {
	aMFNameVisibleString		AMFNameVisibleString				OPTIONAL,
	aMFNameUTF8String			AMFNameUTF8String					OPTIONAL, 
	iE-Extensions				ProtocolExtensionContainer { { Extended-AMFName-ExtIEs } } OPTIONAL,
	...
}

Extended-AMFName-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

[bookmark: _Hlk132983030]ExtendedPacketDelayBudget ::= INTEGER (1..65535, ..., 65536..109999|0) 
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