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9.3.1.176	TRP Information
The TRP Information IE contains information for one TRP within a gNB-DU. 
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	TRP ID
	M
	
	9.3.1.197
	
	-
	

	TRP Information Type Response List
	
	1
	
	
	-
	

	>TRP Information Type Response Item
	
	1 .. <maxnoofTRPInfoTypes>
	
	
	-
	

	>>CHOICE TRP Information Type Response Item
	M
	
	
	
	-
	

	>>>NR PCI
	
	
	
	
	
	

	>>>>NR PCI
	M
	
	INTEGER (0..1007)
	NR Physical Cell ID
	-
	

	>>>NR CGI
	
	
	
	
	
	

	>>>>NR CGI
	
	
	9.3.1.12
	
	-
	

	>>>NR ARFCN
	
	
	
	
	
	

	>>>>NR ARFCN
	M
	
	INTEGER (0..3279165)
	
	-
	

	>>>PRS Configuration
	
	
	
	
	
	

	>>>>PRS Configuration
	M
	
	9.3.1.177
	
	-
	

	>>>SSB Information
	
	
	
	
	
	

	>>>>SSB Information
	M
	
	9.3.1.202
	
	-
	

	>>>SFN Initialisation Time
	
	
	
	
	
	

	>>>>SFN Initialisation Time
	M
	
	Relative Time 1900
9.3.1.183
	
	-
	

	>>>Spatial Direction Information
	
	
	
	
	
	

	>>>>Spatial Direction Information
	M
	
	9.3.1.179
	
	-
	

	>>>Geographical Coordinates
	
	
	
	
	
	

	>>>>Geographical Coordinates
	M
	
	9.3.1.184
	
	-
	

	>>>TRP Type
	
	
	
	
	
	

	>>>>TRP Type
	M
	
	ENUMERATED (prs-only-tp, srs-only-rp, tp, rp, trp…)
	TS 38.305 [42]
	YES
	reject

	>>>On-demand PRS TRP Information
	
	
	
	
	
	

	>>>>On-demand PRS TRP Information
	M
	
	9.3.1.240
	
	YES
	reject

	>>>TRP Tx TEG Association
	
	
	
	
	
	

	>>>>TRP Tx TEG Association
	M
	
	9.3.1.252
	
	YES
	reject

	>>>TRP Beam Antenna
	
	
	
	
	
	

	>>>>TRP Beam Antenna Information
	M
	
	9.3.1.256
	
	YES
	reject



	Range bound
	Explanation

	maxnoofTRPInfoTypes
	Maximum no of TRP information types that can be requested and reported with one message. Value is 64.



<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>

<<<<<<<<<<<<<<<<<<<< First Change >>>>>>>>>>>>>>>>>>>>
TRPInformationTypeResponseItem ::= CHOICE {
	pCI-NR								NRPCI,
	nG-RAN-CGI							NRCGI,
	nRARFCN								INTEGER (0..maxNRARFCN),
	pRSConfiguration					PRSConfiguration,
	sSBinformation						SSBInformation,
	sFNInitialisationTime				RelativeTime1900,
	spatialDirectionInformation			SpatialDirectionInformation,
	geographicalCoordinates				GeographicalCoordinates,
	choice-extension					ProtocolIE-SingleContainer { { TRPInformationTypeResponseItem-ExtIEs} }
}

TRPInformationTypeResponseItem-ExtIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TRPType						CRITICALITY reject		TYPE TRPType					PRESENCE mandatory }|
	{ ID id-OnDemandPRS	 				CRITICALITY reject		TYPE OnDemandPRS-Info			PRESENCE mandatory}|
	{ ID id-TRPTxTEGAssociation			CRITICALITY reject		TYPE TRPTxTEGAssociation		PRESENCE mandatoryoptional }|
	{ ID id-TRPBeamAntennaInformation	CRITICALITY reject		TYPE TRPBeamAntennaInformation	PRESENCE mandatory },
	...
}
<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>

