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Not modified 
9.3.1.y
Associated Session ID

This IE is used to associate MBS Session IDs providing identical user data.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Associated Session ID
	M
	
	OCTET STRING
	includes the AssociatedSessionId defined in TS 29.571 [35].


Not modified
9.3.5
MB-SMF Related IEs

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
9.3.5.5
MBS Session Setup or Modification Response Transfer

This IE is transparent to the AMF.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	MBS Session TNL Information NG-RAN
	O
	
	9.3.2.17
	
	-
	

	
	
	
	
	
	
	


Not modified
9.4.5
Information Element Definitions

-- ASN1START

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

NGAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN
Not modified

id-SCTP-TLAs,


id-SecondaryRATUsageInformation,


id-SecurityIndication,


id-SecurityResult,


id-SgNB-UE-X2AP-ID, 


id-S-NSSAI,


id-SONInformationReport,


id-SourceNodeID,


id-SourceNodeTNLAddrInfo,
Not modified
AssociatedQosFlowItem ::= SEQUENCE {


qosFlowIdentifier



QosFlowIdentifier,


qosFlowMappingIndication

ENUMERATED {ul, dl, ...}






OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {AssociatedQosFlowItem-ExtIEs} }
OPTIONAL,


...

}

AssociatedQosFlowItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


{ ID id-CurrentQoSParaSetIndex
CRITICALITY ignore
EXTENSION AlternativeQoSParaSetIndex
PRESENCE optional
},


...

}

AssociatedSessionID ::= OCTET STRING 
AuthenticatedIndication ::= ENUMERATED {true, ...}

Not modified
MBSSessionSetupOrModResponseTransfer ::= SEQUENCE {


mBS-SessionTNLInfoNGRAN 
MBS-SessionTNLInfoNGRAN













OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {MBSSessionSetupOrModResponseTransfer-ExtIEs} }

OPTIONAL,


...

}

MBSSessionSetupOrModResponseTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {



...

}

MBS-SupportIndicator ::= ENUMERATED {


true,


...

}

Not modified
SharedNGU-MulticastTNLInformation ::= SEQUENCE {


iP-MulticastAddress 

TransportLayerAddress,

iP-SourceAddress


TransportLayerAddress,

gTP-TEID





GTP-TEID,

iE-Extensions



ProtocolExtensionContainer { {SharedNGU-MulticastTNLInformation-ExtIEs} } 
OPTIONAL,


...

}

SharedNGU-MulticastTNLInformation-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}





SliceOverloadList ::= SEQUENCE (SIZE(1..maxnoofSliceItems)) OF SliceOverloadItem

Not modified
9.4.7
Constant Definitions

-- ASN1START

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

NGAP-Constants { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN
Not modified

id-HashedUEIdentityIndexValue






ProtocolIE-ID ::= 365


id-ExtendedMobilityInformation






ProtocolIE-ID ::= 366

id-AssociatedSessionID








ProtocolIE-ID ::= 998 -- to be allocated



id-MBS-AssistanceInformation






ProtocolIE-ID ::= 1000 -- to be allocated


id-BroadcastTransportFailureTransfer




ProtocolIE-ID ::= 1001 -- to be allocated

id-BroadcastTransportRequestTransfer




ProtocolIE-ID ::= 1002 -- to be allocated

id-BroadcastTransportResponseTransfer




ProtocolIE-ID ::= 1003 -- to be allocated
END

-- ASN1STOP


- 2 -

