Page 1



3GPP TSG-RAN WG3 Meeting #39 
R3-031479

San Diego, CA, USA, 17-21 November 2003

	CR-Form-v7

	CHANGE REQUEST

	

	(

	25.414
	CR
	068
	(

rev
	-
	(

Current version:
	4.6.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	X
	Core Network
	X


	

	Title:
(

	Inclusion of AAL2 Link Characteristics in ERQ

	
	

	Source:
(

	Alcatel

	
	

	Work item code:
(

	TEI4
	
	Date: (

	10/11/2003

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-4

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

	
	

	Reason for change:
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	According to TS 25.414, Link Characteristics (LC) shall be included in the Establish Request and Modification Request messages if there is an AAL2 switching function in the transport network of the Iu interface. If there is no AAL2 switching function involved, nothing is stated about the inclusion or non-inclusion of ALC. 

· It was recognised during RAN3#36 that the sending RNC normally does not know if there is AAL2 switching in the transport network of the Iu interface. 

· The receiving endpoint (MSC Server/MGW) should always have the possibility to perform Connection Admission Control based on LC even when MSC Server and MGW are connected via H248 as specified in TS 23.205. The separate MSC server/MGW architecture is specified from R4.

· In 29.414 (which is based on 25.414 and concerns the Nb interface), the procedure text has already been changed in order to make the LC parameter mandatory in the Establish Request message.
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	The procedure text is changed to state that LC shall be included in the AAL2 Establish Request and Modification Request messages.
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The impact can be considered isolated because it only affects the establishment/modification of AAL2 connections.
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	From R4 onwards, the receiving endpoint (MSC/MGW) cannot perform Connection Admission Control on LC when MSC Server and MGW are separated and this could lead to interoperability problems between UTRAN and Core Networks from different vendors. 
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5.2.2.1
AAL2 Signalling Protocol (Q.2630.2)

ITU-T Recommendation Q.2630.2 [21] shall be used for establishing AAL2 connections towards the circuit switched domain. ITU-T Recommendation Q.2630.2 [21] adds new optional capabilities to ITU-T Recommendation Q.2630.1 [10].

The AAL2 transport layer uses the embedded E.164 or other AESA variants of the NSAP addressing formats [11, 22]. Native E.164 addressing [5] shall not be used.

Binding ID provided by the radio network layer shall be copied in SUGR parameter of ESTABLISH request primitive of ITU-T Recommendation Q.2630.2 [21].

The Link Characteristics parameter (LC) shall be included in the Establish Request message and in the Modification Request message of AAL2 signalling protocol.
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