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8.2.17
Radio Link Setup

8.2.17.1
General

This procedure is used for establishing the necessary resources for a new Node B Communication Context in the Node B.

[FDD - The Radio Link Setup procedure is used to establish one or more radio links. The procedure establishes one or more DCHs on all radio links, and in addition, it can include the establishment of one or more DSCHs or an HS-DSCH on one radio link.]

[TDD - The Radio Link Setup procedure is used to establish one radio link including one or more transport channels. The transport channels can be a mix of DCHs, DSCHs, and USCHs, or DCHs and an HS-DSCH, including also combinations where one or more transport channel types are not present.]

8.2.17.2
Successful Operation


[image: image1.wmf]C

RNC

Node B

RADIO LINK SETUP REQUEST

RADIO LINK SETUP RESPONSE


Figure 24: Radio Link Setup procedure, Successful Operation

The procedure is initiated with a RADIO LINK SETUP REQUEST message sent from the CRNC to the Node B using the Node B Control Port.

****** unchanged parts omitted ******
Radio Link Handling:

[FDD - Transmit Diversity]:

[FDD - When the Diversity Mode IE is set to "STTD", "Closedloop mode1" or "Closedloop mode2", the Node B shall activate/deactivate the Transmit Diversity for each Radio Link in accordance with the Transmit Diversity Indication IE]
DL Power Control:

[FDD - The Node B shall start any DL transmission using the initial DL power specified in the message on each DL DPCH of the RL until either UL synchronisation on the Uu interface is achieved for the RLS or Power Balancing is activated. No inner loop power control or balancing shall be performed during this period. The DL power shall then vary according to the inner loop power control (see ref.[10], subclause 5.2.1.2) and the power control procedure (see subclause 8.3.7), but shall always be kept within the maximum and minimum limit specified in the RADIO LINK SETUP REQUEST message. During compressed mode, the Pcurr, as described in ref.[10] subclause 5.2.1.3, shall be added to the maximum DL power for the associated compressed frame.]

[FDD - If the DPC Mode IE is present in the RADIO LINK SETUP REQUEST message, the Node B shall apply the DPC mode indicated in the message and be prepared that the DPC mode may be changed during the lifetime of the RL. If the DPC Mode IE is not present in the RADIO LINK SETUP REQUEST message, DPC mode 0 shall be applied (see ref. [10]).]

[3.84 Mcps TDD - The Node B shall determine the initial CCTrCH DL power for each DCH type CCTrCH by the following rule: If the CCTrCH Initial DL Transmission Power IE is included for that CCTrCH, then the Node B shall use that power for the initial CCTrCH DL power, otherwise the initial CCTrCH DL power is the Initial DL Transmission Power IE included in the RL Information IE. The Node B shall start any DL transmission on each DCH type CCTrCH using the initial CCTrCH DL power, as determined above, on each DL DPCH and on each Time Slot of the CCTrCH until the UL synchronisation on the Uu interface is achieved for the CCTrCH. No inner loop power control shall be performed during this period. The DL power shall then vary according to the inner loop power control (see ref.[21], subclause 4.2.3.4), but shall always be kept within the maximum and minimum limit specified in the RADIO LINK SETUP REQUEST message.]

[3.84 Mcps TDD - The Node B shall determine the maximum DL power for each DCH type CCTrCH by the following rule: If the CCTrCH Maximum DL Transmission Power IE is included for that CCTrCH, then the Node B shall use that power for the maximum DL power, otherwise the maximum DL power is the Maximum DL Power IE included in the RL Information IE.]
[3.84 Mcps TDD - The Node B shall determine the minimum DL power for each DCH type CCTrCH by the following rule: If the CCTrCH Minimum DL Transmission Power IE is included for that CCTrCH, then the Node B shall use that power for the minimum DL power, otherwise the minimum DL power is the Minimum DL Power IE included in the RL Information IE.] 

[3.84Mcps TDD - The initial power, maximum power, and minimum power for DSCH type CCTrCH shall be determined as follows:

· If the DSCH type CCTrCH is paired with an uplink CCTrCH(s) for inner loop power control, the minimum, maximum and initial power for each PDSCH is determined in the same way as described above for DCH type CCTrCHs.

-
If the DSCH type CCTrCH is not paired with an uplink CCTrCH(s) for inner loop power control, the PDSCH transmission power is DSCH Data Frame Protocol signalled [24], with the maximum value determined in the same way as described above for DCH type CCTrCHs. The minimum and initial powers, however, are subject to control by the CRNC via the frame protocol].
[1.28 Mcps TDD - The Node B shall determine the initial DL power for each timeslot within the DCH type CCTrCH by the following rule: If the Initial DL Transmission Power IE is included in the DL Timeslot Information LCR IE, then the Node B shall use that power for the Initial DL Power and ignore the DL Time Slot ISCP info LCR IE, otherwise the initial DL Power is the Initial DL Transmission Power IE included in the RL Information IE and if DL Time Slot ISCP info LCR IE is present, the Node B shall use the indicated value when deciding the initial DL TX Power for each timeslot as specified in [21], it shall reduce the DL TX power in those downlink timeslots of the radio link where the interference is low, and increase the DL TX power in those timeslots where the interference is high, while keeping the total downlink power in the radio link unchanged. The Node B shall start any DL transmission on each timeslot within each DCH type CCTrCH using the initial DL power, as determined above, on each DL DPCH and on each timeslot of the CCTrCH until the UL synchronisation on the Uu interface is achieved for the CCTrCH. No inner loop power control shall be performed during this period. The DL power shall then vary according to the inner loop power control (see ref.[21], subclause 5.1.2.4), but shall always be kept within the maximum and minimum limit specified in the RADIO LINK SETUP REQUEST message.] 

[1.28 Mcps TDD - The Node B shall determine the maximum DL power for each timeslot within the DCH type CCTrCH by the following rule: If the Maximum DL Power IE is included in the DL Timeslot Information LCR IE, then the Node B shall use that power for the maximum DL power, otherwise the maximum DL power is the Maximum DL Power IE included in the RL Information IE.]

[1.28 Mcps TDD - The Node B shall determine the minimum DL power for each timeslot within the DCH type CCTrCH by the following rule: If the Minimum DL Power IE is included in the DL Timeslot Information LCR IE, then the Node B shall use that power for the minimum DL power, otherwise the minimum DL power is the Minimum DL Power IE included in the RL Information IE.]

[1.28Mcps TDD – The Node B shall determine the initial power for each timeslot within the DSCH type CCTrCH by the following rule: If both the CCTrCH Initial DL Transmission Power IE, included in the DL CCTrCH Information IE, and the DL Time Slot ISCP Info LCR IE, included in the RL Information IE, are included then the Node B shall use that power for the PDSCH and ignore the Initial DL Transmission Power IE included in the RL Information IE, otherwise the initial DL Power is the Initial DL Transmission Power IE included in the RL Information IE and if DL Time Slot ISCP info LCR IE is present, the Node B shall use the indicated value when deciding the initial DL TX Power for each timeslot as specified in [21], it shall reduce the DL TX power in those downlink timeslots of the radio link where the interference is low, and increase the DL TX power in those timeslots where the interference is high, while keeping the total downlink power in the radio link unchanged. The Node B shall start any DL transmission on each timeslot within each DSCH type CCTrCH using the initial DL power, as determined above, on each DL PDSCH and on each timeslot of the CCTrCH until the UL synchronisation on the Uu interface is achieved for the CCTrCH. No inner loop power control shall be performed during this period. The DL power shall then vary according to the inner loop power control (see ref.[21], subclause 5.1.2.4), but shall always be kept within the maximum and minimum limit specified in the RADIO LINK SETUP REQUEST message.]

[1.28 Mcps TDD - The Node B shall determine the maximum DL power for each timeslot within the DSCH type CCTrCH by the following rule: If the CCTrCH Maximum DL Transmission Power IE, included in the DL CCTrCH Information IE, is included then the Node B shall use that power for the maximum DL power, otherwise the maximum DL power is the Maximum DL Power IE included in the RL Information IE.]

[1.28 Mcps TDD - The Node B shall determine the minimum DL power for each timeslot within the DSCH type CCTrCH by the following rule: If the CCTrCH Minimum DL Transmission Power IE, included in the DL CCTrCH Information IE, is included then the Node B shall use that power for the minimum DL power, otherwise the minimum DL power is the Minimum DL Power IE included in the RL Information IE.]

[3.84Mcps TDD - If the DL Time Slot ISCP Info IE is present, the Node B shall use the indicated value when deciding the initial DL TX Power for each timeslot as specified in [21], i.e. it shall reduce the DL TX power in those downlink timeslots of the radio link where the interference is low, and increase the DL TX power in those timeslots where the interference is high, while keeping the total downlink power in the radio link unchanged].

[FDD - If the received Inner Loop DL PC Status IE is set to "Active", the Node B shall activate the inner loop DL power control for all RLs. If Inner Loop DL PC Status IE is set to "Inactive", the Node B shall deactivate the inner loop DL power control for all RLs according to ref. [10].]

[FDD - If the RADIO LINK SETUP REQUEST message includes the DL Power Balancing Information IE and the Power Adjustment Type IE is set to "Common" or "Individual", the Node B shall activate the power balancing, if activation of power balancing by the RADIO LINK SETUP REQUEST message is supported, according to subclause 8.3.7, using the DL Power Balancing Information IE. If the Node B starts the DL transmission and the activation of the power balancing at the same CFN, the initial power of the power balancing, i.e. Pinit shall be set to the power level indicated by the Initial DL Transmission Power IE.]

[FDD - If activation of power balancing by the RADIO LINK SETUP REQUEST message is supported by the Node B, the Node B shall include the DL Power Balancing Activation Indicator IE in the RL Information Response IE in the RADIO LINK SETUP RESPONSE message.]
[1.28Mcps TDD - Uplink Synchronisation Parameters LCR]:

[1.28Mcps TDD - If the RADIO LINK SETUP REQUEST message contains the Uplink Synchronisation Parameters LCR IE, the Node B shall use the indicated values of Uplink Synchronisation Stepsize IE and Uplink Synchronisation Frequency IE when evaluating the timing of the UL synchronisation.]
General:

If the RADIO LINK SETUP REQUEST message includes the RL Specific DCH Information IE, the Node B may use the transport layer address and the binding identifier received from the CRNC when establishing a transport bearer for the DCH or the set of co-ordinated DCHs.

[FDD - If the RADIO LINK SETUP REQUEST message includes the SSDT Cell Identity IE and the S-Field Length IE, the Node B shall activate SSDT, if supported, using the SSDT Cell Identity IE and SSDT Cell Identity Length IE.]

[FDD - If the RADIO LINK SETUP REQUEST message includes the Qth Parameter IE in addition to the SSDT Cell Identity IE, the Node B shall use the Qth Parameter IE, if Qth signalling is supported, when SSDT is activated.]

[FDD - Irrespective of SSDT activation, the Node B shall include in the RADIO LINK SETUP RESPONSE message an indication concerning the capability to support SSDT on this RL. Only if the RADIO LINK SETUP REQUEST message requested SSDT activation and the RADIO LINK SETUP RESPONSE message indicates that the SSDT capability is supported for this RL, SSDT is activated in the Node B.]

[FDD - If the RADIO LINK SETUP REQUEST message includes the SSDT Cell Identity for EDSCHPC IE, the Node B shall activate enhanced DSCH power control, if supported, using the SSDT Cell Identity For EDSCHPC IE and SSDT Cell Identity Length IE as well as Enhanced DSCH PC IE in accordance with ref. [10] subclause 5.2.2. If the RADIO LINK SETUP REQUEST message includes both SSDT Cell Identity IE and SSDT Cell Identity For EDSCHPC IE, then the Node B shall ignore the value in SSDT Cell Identity For EDSCHPC IE. If the enhanced DSCH power control is activated and the TFCI power control in DSCH hard split mode is supported, the primary/secondary status determination in the enhanced DSCH power control is also applied to the TFCI power control in DSCH hard split mode.]

The Node B shall start reception on the new RL(s) after the RLs are successfully established.
[FDD – If the RADIO LINK SETUP REQUEST message includes the Synchronisation Indicator IE, set to “Timing Maintained Synchronisation”, the Node B shall use synchronisation procedure B according to subclause 4.3.2.4 in [10].]
[FDD - Radio Link Set Handling]:

[FDD - The First RLS Indicator IE indicates if the concerned RL shall be considered part of the first RLS established towards this UE. The First RLS Indicator IE shall be used by the Node B together with the value of the DL TPC Pattern 01 Count IE which the Node B has received in the Cell Setup procedure, to determine the initial TPC pattern in the DL of the concerned RL and all RLs which are part of the same RLS, as described in [10], section 5.1.2.2.1.2.]

[FDD - For each RL not having a common generation of the TPC commands in the DL with another RL, the Node B shall assign the RL Set ID IE included in the RADIO LINK SETUP RESPONSE message a value that uniquely identifies the RL Set within the Node B Communication Context.]

8.2.17.4
Abnormal Conditions

[FDD - If the RADIO LINK SETUP REQUEST message contains the Active Pattern Sequence Information IE, but the Transmission Gap Pattern Sequence Information IE is not present, then the Node B shall reject the procedure using the RADIO LINK SETUP FAILURE message.]

If more than one DCH of a set of co-ordinated DCHs has the QE-Selector IE set to "selected" [TDD – or no DCH of a set of co-ordinated DCHs has the QE-Selector IE set to "selected"], the Node B shall regard the Radio Link Setup procedure as failed and shall respond with a RADIO LINK SETUP FAILURE message.

If the RADIO LINK SETUP REQUEST message includes a DCH Information IE with multiple DCH Specific Info IEs, and if the DCHs in the DCH Information IE do not have the same Transmission Time Interval IE in the Semi-static Transport Format Information IE, then the Node B shall reject the procedure using the RADIO LINK SETUP FAILURE message.

If the RADIO LINK SETUP REQUEST message includes the Transport Layer Address IE and the Binding ID IE in the RL Specific DCH Information IE included in the RL Information IE for a specific RL and the Diversity Control Field IE is set to "Must", the Node B shall regard the Radio Link Setup procedure as failed and respond with the RADIO LINK SETUP FAILURE message.

If the RADIO LINK SETUP REQUEST message contains the Transport Layer Address IE or the Binding ID IE, and not both are present for a transport bearer intended to be established, the Node B shall reject the procedure using the RADIO LINK SETUP FAILURE message.

[FDD - If the RADIO LINK SETUP REQUEST message includes the Length Of TFCI2 IE but the TFCI Signalling Option IE is set to "Normal", then the Node B shall reject the procedure using the RADIO LINK SETUP FAILURE message.]

[FDD - If the RADIO LINK SETUP REQUEST message does not include the Length Of TFCI2 IE but the Split Type IE is set to "Logical", then the Node B shall reject the procedure using the RADIO LINK SETUP FAILURE message.]

[FDD - If the RADIO LINK SETUP REQUEST message includes the Split Type IE set to the value "Hard" and the Length Of TFCI2 IE set to the value "1", "2", "5", "8", "9" or "10", then the Node B shall reject the procedure using the RADIO LINK SETUP FAILURE message.]
If the RADIO LINK SETUP REQUEST message includes an HS-PDSCH RL-ID IE not referring to one of the radio links to be established, the Node B shall reject the procedure using the RADIO LINK SETUP FAILURE message.

If the RADIO LINK SETUP REQUEST message contains the HS-DSCH Information IE and if the Priority Queues associated with the same HS-DSCH MAC-d Flow ID IE have the same Scheduling Priority Indicator IE value, the Node B shall reject the procedure using the RADIO LINK SETUP FAILURE message.
[FDD – If the RADIO LINK SETUP REQUEST message includes the Synchronisation Indicator IE, set to “Timing Maintained Synchronisation”, and if the First RLS indicator IE is set to “not first RLS”, the Node B shall reject the procedure using the RADIO LINK SETUP FAILURE message.] 
8.3
NBAP Dedicated Procedures

8.3.1
Radio Link Addition

8.3.1.1
General

This procedure is used for establishing the necessary resources in the Node B for one or more additional RLs towards a UE when there is already a Node B Communication Context for this UE in the Node B.

The Radio Link Addition procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.1.2
Successful Operation


[image: image2.wmf]C

RNC

Node B

RADIO LINK ADDITION REQUEST

RADIO LINK ADDITION RESPONSE


Figure: 28 Radio Link Addition procedure, Successful Operation

The procedure is initiated with a RADIO LINK ADDITION REQUEST message sent from the CRNC to the Node B using the Communication Control Port assigned to the concerned Node B Communication Context.

Upon reception, the Node B shall reserve the necessary resources and configure the new RL(s) according to the parameters given in the message. Unless specified below, the meaning of parameters is specified in other specifications.
****** unchanged parts omitted ******
Radio Link Handling:

Diversity Combination Control:

The Diversity Control Field IE indicates for each RL whether the Node B shall combine the new RL with existing RL(s) or not.

-
If the Diversity Control Field IE is set to "May", the Node B shall decide for any of the alternatives.

-
If the Diversity Control Field IE is set to "Must", the Node B shall combine the RL with one of the other -
RL.

-
If the Diversity Control Field IE is set to "Must not", the Node B shall not combine the RL with any other existing RL.

[FDD - The Diversity Control Field IE is only applicable for DCHs, in case of E-DCH it shall always be assumed to be set to "Must".]

When a new RL is to be combined, the Node B shall choose which RL(s) to combine it with.
In the case of not combining a RL with a RL established with a previous Radio Link Setup or Radio Link Addition Procedure or a RL previously listed in the RADIO LINK ADDITION RESPONSE message, the Node B shall indicate with the Diversity Indication in the RL Information Response IE in the RADIO LINK ADDITION RESPONSE message that no combining is done. In this case, the Node B shall include in the DCH Information Response IE both the Transport Layer Address IE and the Binding ID IE for the transport bearer to be established for each DCH of the RL in the RADIO LINK ADDITION RESPONSE message.

In the case of combining with a RL established with a previous Radio Link Setup or Radio Link Addition Procedure or with a RL previously listed in this RADIO LINK ADDITION RESPONSE message, the Node B shall indicate with the Diversity Indication in the RL Information Response IE in the RADIO LINK ADDITION RESPONSE message that the RL is combined. In this case, the RL ID IE indicates (one of) the previously established RL(s) or a RL previously listed in this RADIO LINK ADDITION RESPONSE message with which the new RL is combined.

In the case of a set of co-ordinated DCHs, the Binding ID IE and the Transport Layer Address IE shall be included for only one of the DCHs in a set of coordinated DCHs.

[TDD – The Node B shall include in the RADIO LINK ADDITION RESPONSE message both the Transport Layer Address IE and the Binding ID IE for the transport bearer to be established for each DSCH and USCH.]

[FDD – Transmit Diversity]:

[FDD – If the Transmit Diversity Indicator IE is included in the RADIO LINK ADDITION REQUEST message, the Node B shall activate/deactivate the Transmit Diversity for each new Radio Link in accordance with the Transmit Diversity Indicator IE and the already known diversity mode.]
DL Power Control:

[FDD – If the RADIO LINK ADDITION REQUEST message includes the Initial DL Transmission Power IE, the Node B shall apply the given power to the transmission on each DL DPCH of the RL when starting transmission until either UL synchronisation on the Uu interface is achieved for the RLS or Power Balancing is activated. If no Initial DL Transmission Power IE is included, the Node B shall use any transmission power level currently used on already existing RLs for this Node B Communication Context. No inner loop power control or balancing shall be performed during this period. The DL power shall then vary according to the inner loop power control (see ref.[10], subclause 5.2.1.2) with DPC MODE currently configured for the relevant Node B Communication Context and the downlink power control procedure (see subclause 8.3.7).]

[3.84 Mcps TDD – If the RADIO LINK ADDITION REQUEST message includes the Initial DL Transmission Power IE, the Node B shall determine the initial CCTrCH DL power for each DCH type CCTrCH by the following rule: If the CCTrCH Initial DL Transmission Power IE is included for that CCTrCH, then the Node B shall use that power for the initial CCTrCH DL power, otherwise the initial CCTrCH DL power is the Initial DL Transmission Power IE included in the RL Information IE. The Node B shall apply the given power to the transmission on each DL DPCH and on each Time Slot of the CCTrCH when starting transmission until the UL synchronisation on the Uu interface is achieved for the CCTrCH. If no Initial DL Transmission Power IE is included (even if CCTrCH Initial DL Transmission Power IEs are included), the Node B shall use any transmission power level currently used on already existing CCTrCHs for this Node B Communication Context. No inner loop power control shall be performed during this period. The DL power shall then vary according to the inner loop power control (see ref.[21], subclause 4.2.3.4).]

[1.28 Mcps TDD - If the RADIO LINK ADDITION REQUEST message includes the Initial DL Transmission Power IE, the Node B shall determine the initial DL power for each timeslot within a DCH type CCTrCH by the following rule: If the Initial DL Transmission Power IE is included in the DL Timeslot Information LCR IE, then the Node B shall use that power for the initial DL power and ignore the DL Time Slot ISCP info LCR, otherwise the initial DL power is the Initial DL Transmission Power IE included in the RL Information IE and if DL Time Slot ISCP info LCR IE is present, the Node B shall use the indicated value when deciding the initial DL TX Power for each timeslot as specifiedin [21], it shall reduce the DL TX power in those downlink timeslots of the radio link where the interference is low, and increase the DL TX power in those timeslots where the interference is high, while keeping the total downlink power in the radio link unchanged. The Node B shall apply the given power to the transmission on each DL DPCH and on each Time Slot of the CCTrCH when starting transmission until the UL synchronisation on the Uu interface is achieved for the CCTrCH. If no Initial DL Transmission Power IE is included, the Node B shall use any transmission power level currently used on already existing RL/timeslots for this Node B Communication Context. No inner loop power control shall be performed during this period. The DL power shall then vary according to the inner loop power control (see ref.[21], subclause 5.1.2.4).]
[FDD - If the RADIO LINK ADDITION REQUEST message includes the Maximum DL Power IE, the Node B shall store this value and not transmit with a higher power on any DL DPCH of the RL. If no Maximum DL Power IE is included, any Maximum DL power stored for already existing RLs for this Node B Communication Contextshall be applied. During compressed mode, the Pcurr, as described in ref.[10] subclause 5.2.1.3, shall be added to the maximum DL power for the associated compressed frame.]

[FDD - If the RADIO LINK ADDITION REQUEST message includes the Minimum DL Power IE, the Node B shall store this value and never transmit with a lower power on any DL DPCH of the RL. If no Minimum DL Power IE is included, any Minimum DL power stored for already existing RLs for this Node B Communication Context shall be applied.]

[3.84 Mcps TDD - If the RADIO LINK ADDITION REQUEST message includes the Maximum DL Power IE, the Node B shall determine the maximum CCTrCH DL power for each DCH type CCTrCH by the following rule: If the CCTrCH Maximum DL Transmission Power IE is included for that CCTrCH, then the Node B shall use that power for the maximum CCTrCH DL power, otherwise the maximum CCTrCH DL power is the Maximum DL Power IE included in the RL Information IE. If no Maximum DL Power IE is included (even if CCTrCH Maximum DL Transmission Power IEs are included), any maximum DL power stored for already existing DCH type CCTrCHs for this Node B Communication Context shall be applied.]

[3.84 Mcps TDD - If the RADIO LINK ADDITION REQUEST message includes the Minimum DL Power IE, the Node B shall determine the minimum CCTrCH DL power for each DCH type CCTrCH by the following rule: If the CCTrCH Minimum DL Transmission Power IE is included for that CCTrCH, then the Node B shall use that power for the minimum CCTrCH DL power, otherwise the minimum CCTrCH DL power is the Minimum DL Power IE included in the RL Information IE. If no Minimum DL Power IE is included (even if CCTrCH Minimum DL Transmission Power IEs are included), any minimum DL power stored for already existing DCH type CCTrCHs for this Node B Communication Context shall be applied.]

[1.28 Mcps TDD - If the RADIO LINK ADDITION REQUEST message includes the Maximum DL Power IE, the Node B shall determine the maximum DL power for each timeslot within a DCH type CCTrCH by the following rule: If the Maximum DL Power IE is included in the DL Timeslot Information LCR IE for that timeslot, then the Node B shall use that power for the maximum DL power, otherwise the maximum DL power is the Maximum DL Power IE included in the RL Information IE. The Node B shall store this value and not transmit with a higher power on any applicable DL DPCH. If no Maximum DL Power IE is included, any maximum DL power stored for already existing RL/timeslots for this Node B Communication Context shall be applied.]

[1.28 Mcps TDD - If the RADIO LINK ADDITION REQUEST message includes the Minimum DL Power IE, the Node B shall determine the minimum DL power for each timeslot within a DCH type CCTrCH by the following rule: If the Minimum DL Power IE is included in the DL Timeslot Information LCR IE for that timeslot, then the Node B shall use that power for the minimum DL power, otherwise the minimum DL power is the Minimum DL Power IE included in the RL Information IE. The Node B shall store this value and not transmit with a lower power on any applicable DL DPCH. If no Minimum DL Power IE is included, any minimum DL power stored for already existing RL/timeslots for this Node B Communication Context shall be applied.]

[3.84Mcps TDD - The initial power, maximum power, and minimum power for DSCH type CCTrCH shall be determined as follows:

· If the DSCH type CCTrCH is paired with an uplink CCTrCH(s) for inner loop power control, the minimum, maximum and initial power for each PDSCH is determined in the same way as described above for DCH type CCTrCHs.

· If the DSCH type CCTrCH is not paired with an uplink CCTrCH(s) for inner loop power control, the PDSCH transmission power is DSCH Data Frame Protocol signalled [24], with the maximum value determined in the same way as described above for DCH type CCTrCHs. The minimum and initial powers, however, are subject to control by the CRNC via the frame protocol].

[1.28 Mcps TDD – If the RADIO LINK ADDITION REQUEST message includes the Initial DL Transmission Power IE, the Node B shall determine the initial DL power for each timeslot within a DSCH type CCTrCH by the following rule: If both the CCTrCH Initial DL Transmission Power IE, included in the DL CCTrCH Information IE, and the DL Time Slot ISCP Info LCR IE, included in the RL Information IE, are included then the Node B shall use that power for the PDSCH and ignore the Initial DL Transmission Power IE included in the RL Information IE, otherwise the initial DL Power is the Initial DL Transmission Power IE included in the RL Information IE and if DL Time Slot ISCP info LCR IE is present, the Node B shall use the indicated value when deciding the initial DL TX Power for each timeslot as specified in [21], it shall reduce the DL TX power in those downlink timeslots of the radio link where the interference is low, and increase the DL TX power in those timeslots where the interference is high, while keeping the total downlink power in the radio link unchanged. The Node B shall apply the given power to the transmission on each DL PDSCH and on each Time Slot of the CCTrCH when starting transmission until the UL synchronisation on the Uu interface is achieved for the CCTrCH. If no Initial DL Transmission Power IE is included, the Node B shall use any transmission power level currently used on already existing RL/timeslots for this Node B Communication Context. No inner loop power control shall be performed during this period. The DL power shall then vary according to the inner loop power control (see ref.[21], subclause 5.1.2.4).]
[1.28 Mcps TDD - If the RADIO LINK ADDITION REQUEST message includes the Maximum DL Power IE, the Node B shall determine the maximum DL power for each timeslot within a DSCH type CCTrCH by the following rule: If the CCTrCH Maximum DL Transmission Power IE, included in the DL CCTrCH Information IE, is included then the Node B shall use that power for the maximum DL power, otherwise the maximum DL power is the Maximum DL Power IE included in the RL Information IE. The Node B shall store this value and not transmit with a higher power on any applicable PDSCH. If no Maximum DL Power IE is included, any maximum DL power stored for already existing RL/timeslots for this Node B Communication Context shall be applied.]

[1.28 Mcps TDD - If the RADIO LINK ADDITION REQUEST message includes the Minimum DL Power IE, the Node B shall determine the minimum DL power for each timeslot within a DSCH type CCTrCH by the following rule: If the CCTrCH Minimum DL Transmission Power IE, included in the DL CCTrCH Information IE, is included then the Node B shall use that power for the minimum DL power, otherwise the minimum DL power is the Minimum DL Power IE included in the RL Information IE. The Node B shall store this value and not transmit with a lower power on any applicable PDSCH. If no Minimum DL Power IE is included, any minimum DL power stored for already existing RL/timeslots for this Node B Communication Context shall be applied.]

[3.84Mcps TDD – If the RADIO LINK ADDITION REQUEST message includes the DL Time Slot ISCP Info IE, the Node B shall use the indicated value when deciding the DL TX Power for each timeslot as specified in ref. [21], i.e. it shall reduce the DL TX power in those downlink timeslots of the radio link where the interference is low, and increase the DL TX power in those timeslots where the interference is high, while keeping the total downlink power in the radio link unchanged].

[FDD – If the power balancing is active with the Power Balancing Adjustment Type of the Node B Communication Context set to "Individual" in the existing RL(s) and the RADIO LINK ADDITION REQUEST message includes the DL Reference Power IE, the Node B shall activate the power balancing and use the DL Reference Power IE for the power balancing procedure in the new RL(s), if activation of power balancing by the RADIO LINK ADDITION REQUEST message is supported, according to subclause 8.3.7. In this case, the Node B shall include the DL Power Balancing Activation Indicator IE in the RL Information Response IE in the RADIO LINK ADDITION RESPONSE message. If the Node B starts the DL transmission and the activation of the power balancing at the same CFN, the initial power of the power balancing, i.e. Pinit shall be set to the power level indicated by the Initial DL Transmission Power IE (if received) or the decided DL TX power level on each DL channelisation code of a RL based on power level of existing RLs.]
[1.28Mcps TDD – Uplink Synchronisation Parameters LCR]:

[1.28Mcps TDD - If the RADIO LINK ADDITION REQUEST message contains the Uplink Synchronisation Parameters LCR  IE, the Node B shall use the indicated values of Uplink Synchronisation Stepsize IE and Uplink Synchronisation Frequency IE when evaluating the timing of the UL synchronisation.]

General:

If the RADIO LINK ADDITION REQUEST message includes the RL Specific DCH Information IE, the Node B may use the transport layer address and the binding identifier received from the CRNC when establishing a transport bearer for the DCH or the set of co-ordinated DCHs.

[FDD – If the RADIO LINK ADDITION REQUEST message contains an SSDT Cell Identity IE, the Node B shall activate SSDT, if supported, for the concerned new RL, with the indicated SSDT cell identity used for that RL.] 

[FDD – If the RADIO LINK ADDITION REQUEST message includes the Qth Parameter IE in addition to the SSDT Cell Identity IE, the Node B shall use the Qth Parameter IE, if Qth signalling is supported, when SSDT is activated in the concerned new RL.]

The Node B shall start reception on the new RL(s) after the RLs are successfully established. 

[FDD – If the RADIO LINK ADDITION REQUEST message includes the Synchronisation Indicator IE, set to “Timing Maintained Synchronisation”, the Node B shall use synchronisation procedure B according to subclause 4.3.2.4 in [10]. The Node B shall select the TPC pattern as if “first RLS indicator” is set to “first RLS” according to subclause 5.1.2.2.1.2 in [10].]

[FDD – Radio Link Set Handling]:

[FDD – For each RL not having a common generation of the TPC commands in the DL with another RL, the Node B shall assign the RL Set ID IE included in the RADIO LINK ADDITION RESPONSE message a value that uniquely identifies the RL Set within the Node B Communication Context.]

[FDD – For all RLs having a common generation of the TPC commands in the DL with another new or existing RL, the Node B shall assign the RL Set ID IE included in the RADIO LINK ADDITION RESPONSE message the same value. This value shall uniquely identify the RL Set within the Node B Communication Context.]

[FDD – After addition of the new RL(s), the UL out-of-sync algorithm defined in [10] shall, for each of the previously existing and newly established RL Set(s), use the maximum value of the parameters N_OUTSYNC_IND and T_RLFAILURE that are configured in the cells supporting the radio links of the RL Set. The UL in-sync algorithm defined in [10] shall, for each of the established RL Set(s), use the minimum value of the parameters N_INSYNC_IND, that are configured in the cells supporting the radio links of the RL Set.]

[FDD - E-DCH]:

[FDD – If the RADIO LINK ADDITION REQUEST message contains the E-DCH RL Indication IE in the RL Information IE, then for every such RL:]

-
[FDD – The Node B shall setup the E-DCH resources as configured in the Node B Communication Context.]

-
[FDD – The Node B shall include the E-AGCH And E-RGCH/E-HICH FDD Scrambling Code IE, the E-RGCH/E-HICH Channelisation Code IE and the corresponding SequenceNumber IEs in the E-DCH FDD DL Control Channel Information IE in the RADIO LINK ADDITION RESPONSE message.]
Response Message:

If all requested RLs are successfully added, the Node B shall respond with a RADIO LINK ADDITION RESPONSE message.

After sending the RADIO LINK ADDITION RESPONSE message, the Node B shall continuously attempt to obtain UL synchronisation on the Uu interface.

For each RL for which the Delayed Activation IE is not included in the RADIO LINK ADDITION REQUEST message, the Node B shall:

-
[FDD - start transmission on the DL DPDCH(s) of the new RL as specified in [16].]
-
[TDD - start transmission on the new RL immediately as specified in [16].]

For each RL for which the Delayed Activation IE is included in the RADIO LINK ADDITION REQUEST message, the Node B shall:

-
if the Delayed Activation IE indicates "Separate Indication":

-
not start any DL transmission for the concerned RL on the Uu interface;

-
if the Delayed Activation IE indicates "CFN":

-
[FDD – start transmission on the DL DPDCH(s) of the new RL as specified in [16], however never before the CFN indicated in the Activation CFN IE.]
-
[TDD – start transmission on the new RL at the CFN indicated in the Activation CFN IE as specified in [16].]
9.1.36


RADIO LINK SETUP REQUEST

9.1.36.1
FDD message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	CRNC Communication Context ID
	M
	
	9.2.1.18
	The reserved value "All CRNCCC” shall not be used.
	YES
	reject

	UL DPCH Information
	
	1
	
	
	YES
	reject

	>UL Scrambling Code
	M
	
	9.2.2.59
	
	–
	

	>Min UL Channelisation Code Length
	M
	
	9.2.2.22
	
	–
	

	>Max Number of UL DPDCHs
	C-CodeLen
	
	9.2.2.21
	
	–
	

	>Puncture Limit
	M
	
	9.2.1.50
	For UL
	–
	

	>TFCS
	M
	
	9.2.1.58
	For UL
	–
	

	>UL DPCCH Slot Format
	M
	
	9.2.2.57
	
	–
	

	>UL SIR Target
	M
	
	UL SIR

9.2.1.67A
	
	–
	

	>Diversity Mode
	M
	
	9.2.2.9
	
	–
	

	>SSDT Cell ID Length
	O
	
	9.2.2.45
	
	–
	

	>S Field Length
	O
	
	9.2.2.40
	
	–
	

	>DPC Mode
	O
	
	9.2.2.13C
	
	YES
	reject

	>UL DPDCH Indicator For E-DCH Operation
	C-ifEDPCHInfo
	
	ENUMERATED (UL-DPDCH present, UL-DPDCH not present)
	
	YES
	reject

	E-DPCH Information
	
	0..1
	
	
	YES
	reject

	>Min UL Channelisation Code Length For E-DCH FDD
	M
	
	9.2.2.22a
	
	–
	

	>Max Number Of UL E-DPDCHs
	C-CodeLenEDCH
	
	9.2.2.20B
	more than one E-DPDCHs possible in case of SF=[2 or 4]
	–
	

	>Puncture Limit
	M
	
	9.2.1.50
	
	–
	

	>E-TFCS 
	M
	
	9.2.1.29ag
	
	–
	

	>E-TTI
	M
	
	ENUMERATED (2ms, 10ms)
	
	–
	

	DL DPCH Information
	
	1
	
	
	YES
	reject

	>TFCS
	M
	
	9.2.1.58
	For DL
	–
	

	>DL DPCH Slot Format
	M
	
	9.2.2.10
	
	–
	

	>TFCI Signalling Mode
	M
	
	9.2.2.50
	
	–
	

	>TFCI Presence
	C-SlotFormat
	
	9.2.1.57
	
	–
	

	>Multiplexing Position
	M
	
	9.2.2.23
	
	–
	

	>PDSCH RL ID
	C-DSCH
	
	RL ID

9.2.1.53
	
	–
	

	>PDSCH Code Mapping
	C-DSCH
	
	9.2.2.25
	
	–
	

	>Power Offset Information
	
	1
	
	
	–
	

	>>PO1
	M
	
	Power Offset
9.2.2.29
	Power offset for the TFCI bits
	–
	

	>>PO2
	M
	
	Power Offset
9.2.2.29
	Power offset for the TPC bits
	–
	

	>>PO3
	M
	
	Power Offset
9.2.2.29
	Power offset for the pilot bits
	_
	

	>FDD TPC DL Step Size
	M
	
	9.2.2.16
	
	–
	

	>Limited Power Increase
	M
	
	9.2.2.18A
	
	–
	

	>Inner Loop DL PC Status
	M
	
	9.2.2.18B
	
	–
	

	DCH Information
	M
	
	DCH FDD Information9.2.2.4D
	
	YES
	reject

	DSCH Information
	O
	
	DSCH FDD Information 9.2.2.13B
	
	YES
	reject

	TFCI2 Bearer Information
	
	0..1
	
	
	YES
	ignore

	>ToAWS
	M
	
	9.2.1.61
	
	–
	

	>ToAWE
	M
	
	9.2.1.60
	
	–
	

	>Binding ID
	O
	
	9.2.1.4
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>Transport Layer Address
	O
	
	9.2.1.63
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	RL Information
	
	1..<maxnoofRLs>
	
	
	EACH
	notify

	>RL ID
	M
	
	9.2.1.53
	
	–
	

	>C-ID
	M
	
	9.2.1.9
	
	–
	

	>First RLS Indicator
	M
	
	9.2.2.16A
	
	–
	

	>Frame Offset
	M
	
	9.2.1.31
	
	–
	

	>Chip Offset
	M
	
	9.2.2.2
	
	–
	

	>Propagation Delay
	O
	
	9.2.2.35
	
	–
	

	>Diversity Control Field
	C-NotFirstRL
	
	9.2.1.25
	
	–
	

	>DL Code Information
	M
	
	FDD DL Code Information 9.2.2.14A
	
	–
	

	>Initial DL Transmission Power
	M
	
	DL Power

9.2.1.21
	Initial power on DPCH
	–
	

	>Maximum DL Power
	M
	
	DL Power

9.2.1.21
	Maximum allowed power on DPCH
	–
	

	>Minimum DL Power
	M
	
	DL Power

9.2.1.21
	Minimum allowed power on DPCH
	–
	

	>SSDT Cell Identity
	O
	
	9.2.2.44
	
	–
	

	>Transmit Diversity Indicator
	C-Diversity mode
	
	9.2.2.53
	
	–
	

	>SSDT Cell Identity For EDSCHPC
	C-EDSCHPC
	
	9.2.2.44A
	
	YES
	ignore

	>RL Specific DCH Information
	O
	
	9.2.1.53G
	
	YES
	ignore

	>Delayed Activation
	O
	
	9.2.1.24C
	
	YES
	reject

	>Qth Parameter
	O
	
	9.2.2.36A
	
	YES
	ignore

	>Primary CPICH Usage For Channel Estimation
	O
	
	9.2.2.33A
	
	YES
	ignore

	>Secondary CPICH Information
	O
	
	Common Physical Channel ID 9.2.1.13
	
	YES
	ignore

	>E-DCH RL Indication
	O
	
	9.2.2.13De
	
	YES
	reject

	>Synchronisation Indicator
	O
	
	9.2.2.X
	
	YES
	ignore

	Transmission Gap Pattern Sequence Information
	O
	
	9.2.2.53A
	
	YES
	reject

	Active Pattern Sequence Information
	O
	
	9.2.2.A
	
	YES
	reject

	DSCH Common Information
	O
	
	DSCH FDD Common Information 9.2.2.13D
	
	YES
	ignore

	DL Power Balancing Information
	O
	
	9.2.2.12B
	
	YES
	ignore

	HS-DSCH Information
	O
	
	HS-DSCH FDD Information 9.2.2.18D
	
	YES
	reject

	HS-DSCH-RNTI
	C-InfoHSDSCH
	
	9.2.1.31J
	
	YES
	reject

	HS-PDSCH RL ID
	C-InfoHSDSCH
	
	RL ID 9.2.1.53
	
	YES
	reject

	E-DCH FDD Information
	C-EDPCHInfo 
	
	9.2.2.13Da
	
	YES
	reject

	Serving E-DCH RL
	C-EDPCHInfo
	
	9.2.1.53Ha
	
	YES
	reject


	Condition
	Explanation

	CodeLen
	The IE shall be present if Min UL Channelisation Code Length IE equals to 4.

	NotFirstRL
	The IE shall be present if the RL is not the first one in the RL Information IE.

	DSCH
	The IE shall be present if the DSCH Information IE is present.

	SlotFormat
	The IE shall be present if the DL DPCH Slot Format IE is equal to any of the values from 12 to 16.

	Diversity mode
	The IE shall be present if Diversity Mode IE in UL DPCH Information IE is not set to "none”.

	EDSCHPC
	The IE shall be present if Enhanced DSCH PC IE is present in the DSCH Common Information IE.

	InfoHSDSCH
	The IE shall be present if HS-DSCH Information IE is present.

	EDPCHInfo
	This IE shall be present if E-DPCH Information IE is present.

	CodeLenEDCH
	The IE shall be present if Min UL Channelisation Code Length For E-DCH FDD  IE equals [2 or 4]


	Range Bound
	Explanation

	maxnoofRLs
	Maximum number of RLs for one UE


9.1.39
RADIO LINK ADDITION REQUEST

9.1.39.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	Node B Communication Context ID
	M
	
	9.2.1.48
	The reserved value "All NBCC” shall not be used.
	YES
	reject

	Compressed Mode Deactivation Flag
	O
	
	9.2.2.3A
	
	YES
	reject

	RL Information 
	
	1..<maxnoofRLs-1>
	
	
	EACH
	notify

	>RL ID
	M
	
	9.2.1.53
	
	–
	

	>C-ID
	M
	
	9.2.1.9
	
	–
	

	>Frame Offset
	M
	
	9.2.1.31
	
	–
	

	>Chip Offset
	M
	
	9.2.2.2
	
	–
	

	>Diversity Control Field
	M
	
	9.2.1.25
	
	–
	

	>DL Code Information
	M
	
	FDD DL  Code Information 9.2.2.14A
	
	–
	

	>Initial DL Transmission Power
	O
	
	DL Power

9.2.1.21
	Initial power on DPCH
	–
	

	>Maximum DL Power
	O
	
	DL Power

9.2.1.21
	Maximum allowed power on DPCH
	–
	

	>Minimum DL Power
	O
	
	DL Power

9.2.1.21
	Minimum allowed power on DPCH
	–
	

	>SSDT Cell Identity
	O
	
	9.2.2.44
	
	–
	

	>Transmit Diversity Indicator
	O
	
	9.2.2.53
	
	–
	

	>DL Reference Power
	O
	
	DL power

9.2.1.21
	Power on DPCH
	YES
	ignore

	>RL Specific DCH Information
	O
	
	9.2.1.53G
	
	YES
	ignore

	>E-DCH RL Indication
	O
	
	9.2.2.13De
	
	YES
	reject

	>Delayed Activation
	O
	
	9.2.1.24C
	
	YES
	reject

	>Qth Parameter
	O
	
	9.2.2.36A
	
	YES
	ignore

	>Primary CPICH Usage For Channel Estimation
	O
	
	9.2.2.33A
	
	YES
	Ignore

	>Synchronisation Indicator
	O
	
	9.2.2.X
	
	YES
	ignore


	Range Bound
	Explanation

	maxnoofRLs
	Maximum number of RLs for one UE


9.2.2
FDD specific parameters

9.2.2.X
Synchronisation Indicator

The Synchronisation Indicator IE indicates that Timing Maintained Synchronisation shall be used at start of Radio Link, see also [10].
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Synchronisation Indicator
	
	
	ENUMERATED (Timing Maintained Synchronisation, …)
	


9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for NBAP.
--

-- **************************************************************

NBAP-PDU-Contents {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-PDU-Contents (1) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Active-Pattern-Sequence-Information,

****** unchanged parts omitted ******

TDD-UL-DPCH-TimeSlotFormat-LCR,


TDD-TPC-UplinkStepSize-LCR,


CellSyncBurstTimingLCR,


TimingAdjustmentValueLCR,

PrimaryCCPCH-RSCP-Delta,


SynchronisationIndicator
FROM NBAP-IEs


****** unchanged parts omitted ******

id-TDD-TPC-UplinkStepSize-InformationAdd-LCR-RL-ReconfPrepTDD,


id-TDD-TPC-UplinkStepSize-InformationModify-LCR-RL-ReconfPrepTDD,


id-TDD-TPC-DownlinkStepSize-InformationModify-RL-ReconfPrepTDD,


id-TDD-TPC-DownlinkStepSize-InformationAdd-RL-ReconfPrepTDD,

id-TimeslotISCP-LCR-InfoList-RL-ReconfPrepTDD,


id-TimingAdjustmentValueLCR,

id-PrimaryCCPCH-RSCP-Delta,

id-SynchronisationIndicator,

maxNrOfCCTrCHs,

maxNrOfCellSyncBursts,

maxNrOfCodes,


maxNrOfCPCHs,

****** unchanged parts omitted ******
FROM NBAP-Constants;

****** unchanged parts omitted ******
-- **************************************************************

--

-- RADIO LINK SETUP REQUEST FDD

--

-- **************************************************************

RadioLinkSetupRequestFDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkSetupRequestFDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkSetupRequestFDD-Extensions}}


OPTIONAL,


...

}

RadioLinkSetupRequestFDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-CRNC-CommunicationContextID





CRITICALITY reject
TYPE CRNC-CommunicationContextID




PRESENCE mandatory }|


{ ID id-UL-DPCH-Information-RL-SetupRqstFDD



CRITICALITY reject
TYPE UL-DPCH-Information-RL-SetupRqstFDD


PRESENCE mandatory }|


{ ID id-DL-DPCH-Information-RL-SetupRqstFDD



CRITICALITY reject
TYPE DL-DPCH-Information-RL-SetupRqstFDD


PRESENCE mandatory }|


{ ID id-DCH-FDD-Information







CRITICALITY reject
TYPE DCH-FDD-Information




PRESENCE mandatory }|


{ ID id-DSCH-FDD-Information






CRITICALITY reject
TYPE DSCH-FDD-Information




PRESENCE optional }|

{ ID id-TFCI2-Bearer-Information-RL-SetupRqstFDD

CRITICALITY ignore
TYPE TFCI2-Bearer-Information-RL-SetupRqstFDD
PRESENCE optional }|

{ ID id-RL-InformationList-RL-SetupRqstFDD



CRITICALITY notify
TYPE RL-InformationList-RL-SetupRqstFDD


PRESENCE mandatory }|


{ ID id-Transmission-Gap-Pattern-Sequence-Information

CRITICALITY reject
TYPE Transmission-Gap-Pattern-Sequence-Information







PRESENCE optional } |

{ ID id-Active-Pattern-Sequence-Information



CRITICALITY reject
TYPE Active-Pattern-Sequence-Information


PRESENCE optional },

...

}

RadioLinkSetupRequestFDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-DSCH-FDD-Common-Information



CRITICALITY ignore
EXTENSION DSCH-FDD-Common-Information

PRESENCE optional }|

{ ID id-DL-PowerBalancing-Information


CRITICALITY ignore
EXTENSION DL-PowerBalancing-Information

PRESENCE optional }|

{ ID id-HSDSCH-FDD-Information




CRITICALITY reject
EXTENSION HSDSCH-FDD-Information

PRESENCE optional }|


{ ID id-HSDSCH-RNTI







CRITICALITY reject
EXTENSION HSDSCH-RNTI


PRESENCE conditional }|


-- The IE shall be present if HS-DSCH Information IE is present

{ ID id-HSPDSCH-RL-ID






CRITICALITY reject
EXTENSION RL-ID




PRESENCE conditional },


-- The IE shall be present if HS-DSCH Information IE is present


...

}

UL-DPCH-Information-RL-SetupRqstFDD ::= SEQUENCE {


ul-ScramblingCode





UL-ScramblingCode,


minUL-ChannelisationCodeLength


MinUL-ChannelisationCodeLength,


maxNrOfUL-DPDCHs





MaxNrOfUL-DPDCHs

OPTIONAL,


-- This IE shall be present if Min UL Channelisation Code length IE is set to 4 --

ul-PunctureLimit





PunctureLimit,


tFCS








TFCS,


ul-DPCCH-SlotFormat





UL-DPCCH-SlotFormat,


ul-SIR-Target






UL-SIR,


diversityMode






DiversityMode,


sSDT-CellID-Length





SSDT-CellID-Length

OPTIONAL,


s-FieldLength






S-FieldLength


OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { UL-DPCH-Information-RL-SetupRqstFDD-ExtIEs} }
OPTIONAL,


...
}

UL-DPCH-Information-RL-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ID id-DPC-Mode


CRITICALITY reject
EXTENSION 
DPC-Mode 
PRESENCE optional
},

...

}

DL-DPCH-Information-RL-SetupRqstFDD ::= SEQUENCE {


tFCS








TFCS,


dl-DPCH-SlotFormat





DL-DPCH-SlotFormat,


tFCI-SignallingMode





TFCI-SignallingMode,


tFCI-Presence






TFCI-Presence
OPTIONAL,

-- this IE shall be present if the DL DPCH slot format IE is set to any of the values from 12 to 16 --



multiplexingPosition




MultiplexingPosition,

pDSCH-RL-ID







RL-ID


OPTIONAL,


-- This IE shall be present if the DSCH Information IE is present --

pDSCH-CodeMapping





PDSCH-CodeMapping

OPTIONAL,


-- This IE shall be present if the DSCH Information IE is present --

powerOffsetInformation




PowerOffsetInformation-RL-SetupRqstFDD,


fdd-TPC-DownlinkStepSize



FDD-TPC-DownlinkStepSize,


limitedPowerIncrease




LimitedPowerIncrease,

innerLoopDLPCStatus





InnerLoopDLPCStatus,

iE-Extensions






ProtocolExtensionContainer { { DL-DPCH-Information-RL-SetupRqstFDD-ExtIEs} }
OPTIONAL,


...
}

DL-DPCH-Information-RL-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PowerOffsetInformation-RL-SetupRqstFDD ::= SEQUENCE {


pO1-ForTFCI-Bits





PowerOffset,


pO2-ForTPC-Bits






PowerOffset,


pO3-ForPilotBits





PowerOffset,


iE-Extensions






ProtocolExtensionContainer { { PowerOffsetInformation-RL-SetupRqstFDD-ExtIEs} }
OPTIONAL,


...
}

PowerOffsetInformation-RL-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

TFCI2-Bearer-Information-RL-SetupRqstFDD ::= SEQUENCE {


toAWS







ToAWS,


toAWE







ToAWE,


iE-Extensions





ProtocolExtensionContainer { { TFCI2-Bearer-Information-RL-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...
}
TFCI2-Bearer-Information-RL-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-bindingID





CRITICALITY
ignore

EXTENSION 
BindingID


PRESENCE 
optional
}|


{ ID id-transportlayeraddress


CRITICALITY
ignore

EXTENSION 
TransportLayerAddress
PRESENCE 
optional
},


...

}
RL-InformationList-RL-SetupRqstFDD ::= SEQUENCE (SIZE (1..maxNrOfRLs)) OF


ProtocolIE-Single-Container{{ RL-InformationItemIE-RL-SetupRqstFDD }}

RL-InformationItemIE-RL-SetupRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID
id-RL-InformationItem-RL-SetupRqstFDD


CRITICALITY

notify


TYPE
RL-InformationItem-RL-SetupRqstFDD

PRESENCE
mandatory}
}

RL-InformationItem-RL-SetupRqstFDD ::= SEQUENCE {


rL-ID







RL-ID,


c-ID







C-ID,


firstRLS-indicator




FirstRLS-Indicator,

frameOffset






FrameOffset,


chipOffset






ChipOffset,


propagationDelay




PropagationDelay


OPTIONAL,


diversityControlField



DiversityControlField

OPTIONAL,


-- This IE shall be present if the RL is not the first one in the RL Information IE


dl-CodeInformation




FDD-DL-CodeInformation,


initialDL-transmissionPower


DL-Power,


maximumDL-power





DL-Power,


minimumDL-power





DL-Power,


sSDT-Cell-Identity




SSDT-Cell-Identity


OPTIONAL,


transmitDiversityIndicator


TransmitDiversityIndicator

OPTIONAL,


-- This IE shall be present if Diversity Mode IE in UL DPCH Information group is not set to “none”

iE-Extensions





ProtocolExtensionContainer { { RL-InformationItem-RL-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...
}

RL-InformationItem-RL-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-SSDT-CellIDforEDSCHPC





CRITICALITY ignore
EXTENSION SSDT-Cell-Identity
PRESENCE conditional }|


-- This IE shall be present if Enhanced DSCH PC IE is present in the DSCH Common Information IE.

{ ID id-RL-Specific-DCH-Info





CRITICALITY ignore
EXTENSION RL-Specific-DCH-Info
PRESENCE optional }|


{ ID id-DelayedActivation






CRITICALITY reject
EXTENSION DelayedActivation
PRESENCE optional }|

{ ID id-Qth-Parameter







CRITICALITY ignore
EXTENSION Qth-Parameter 





PRESENCE optional }|

{ ID id-Primary-CPICH-Usage-for-Channel-Estimation
CRITICALITY ignore
EXTENSION Primary-CPICH-Usage-for-Channel-Estimation
PRESENCE optional }|


{ ID id-Secondary-CPICH-Information




CRITICALITY ignore
EXTENSION CommonPhysicalChannelID
PRESENCE optional }|


{ ID id-SynchronisationIndicator
CRITICALITY ignore
EXTENSION SynchronisationIndicator
PRESENCE optional },,


...

}
****** unchanged parts omitted ******
-- **************************************************************

--

-- RADIO LINK ADDITION REQUEST FDD

--

-- **************************************************************

RadioLinkAdditionRequestFDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkAdditionRequestFDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkAdditionRequestFDD-Extensions}}


OPTIONAL,


...

}

RadioLinkAdditionRequestFDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-NodeB-CommunicationContextID


CRITICALITY reject
TYPE NodeB-CommunicationContextID

PRESENCE
mandatory
} |


{ ID id-Compressed-Mode-Deactivation-Flag

CRITICALITY reject
TYPE Compressed-Mode-Deactivation-Flag

PRESENCE optional }|

{ ID id-RL-InformationList-RL-AdditionRqstFDD
CRITICALITY notify
TYPE RL-InformationList-RL-AdditionRqstFDD

PRESENCE
mandatory
},


...

}

RadioLinkAdditionRequestFDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

RL-InformationList-RL-AdditionRqstFDD
::= SEQUENCE (SIZE (1..maxNrOfRLs-1)) OF ProtocolIE-Single-Container {{ RL-InformationItemIE-RL-AdditionRqstFDD}}

RL-InformationItemIE-RL-AdditionRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationItem-RL-AdditionRqstFDD
CRITICALITY notify
TYPE RL-InformationItem-RL-AdditionRqstFDD


PRESENCE
mandatory}
}

RL-InformationItem-RL-AdditionRqstFDD ::= SEQUENCE {


rL-ID









RL-ID,


c-ID









C-ID,


frameOffset








FrameOffset,


chipOffset








ChipOffset,


diversityControlField





DiversityControlField,


dl-CodeInformation






FDD-DL-CodeInformation,


initialDL-TransmissionPower




DL-Power





OPTIONAL,

 
maximumDL-Power







DL-Power





OPTIONAL,

 
minimumDL-Power







DL-Power





OPTIONAL,

 
sSDT-CellIdentity






SSDT-Cell-Identity



OPTIONAL,


transmitDiversityIndicator




TransmitDiversityIndicator

OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { RL-InformationItem-RL-AdditionRqstFDD-ExtIEs} }

OPTIONAL,


...
}

RL-InformationItem-RL-AdditionRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-DLReferencePower






CRITICALITY ignore
EXTENSION DL-Power

PRESENCE optional}|

{ ID id-RL-Specific-DCH-Info





CRITICALITY ignore
EXTENSION RL-Specific-DCH-Info
PRESENCE optional
}|


{ ID id-DelayedActivation






CRITICALITY reject
EXTENSION DelayedActivation
PRESENCE optional }|

{ ID id-Qth-Parameter







CRITICALITY ignore
EXTENSION Qth-Parameter





PRESENCE optional }|

{ ID id-Primary-CPICH-Usage-for-Channel-Estimation
CRITICALITY ignore
EXTENSION Primary-CPICH-Usage-for-Channel-Estimation
PRESENCE optional }|


{ ID id-SynchronisationIndicator
CRITICALITY ignore
EXTENSION SynchronisationIndicator
PRESENCE optional },

...

}

9.3.4
Information Elements Definitions

****** unchanged parts omitted ******
TimingAdjustmentValue ::= CHOICE {


initialPhase

INTEGER (0..1048575,...),


steadyStatePhase
INTEGER (0..255,...)

}
TimingAdjustmentValueLCR ::= CHOICE {


initialPhase

INTEGER (0..524287,...),


steadyStatePhase
INTEGER (0..127,...)

}
TimingAdvanceApplied ::= ENUMERATED {


yes,


no

}
SynchronisationIndicator ::= ENUMERATED {


TimingMaintainedSynchronisation,


...
}
****** unchanged parts omitted ******
9.3.6
Constant Definitions

****** unchanged parts omitted ******
-- **************************************************************

--

-- IEs

--

-- **************************************************************
****** unchanged parts omitted ******
id-MICH-Information-AuditRsp









ProtocolIE-ID ::= 638

id-MICH-Information-ResourceStatusInd







ProtocolIE-ID ::= 639

id-MICH-Parameters-CTCH-ReconfRqstFDD







ProtocolIE-ID ::= 640

id-MICH-Parameters-CTCH-ReconfRqstTDD







ProtocolIE-ID ::= 641

id-MICH-Parameters-CTCH-SetupRqstFDD







ProtocolIE-ID ::= 642

id-MICH-Parameters-CTCH-SetupRqstTDD







ProtocolIE-ID ::= 643

id-Modification-Period











ProtocolIE-ID ::= 644

id-NI-Information-NotifUpdateCmd








ProtocolIE-ID ::= 645

id-S-CCPCH-InformationListExt-AuditRsp







ProtocolIE-ID ::= 646

id-S-CCPCH-InformationListExt-ResourceStatusInd





ProtocolIE-ID ::= 647

id-S-CCPCH-LCR-InformationListExt-AuditRsp






ProtocolIE-ID ::= 648

id-S-CCPCH-LCR-InformationListExt-ResourceStatusInd




ProtocolIE-ID ::= 649

id-HARQ-Preamble-Mode











ProtocolIE-ID ::= 650
id-SynchronisationIndicator










ProtocolIE-ID ::= 657
END
}

END
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