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1. Overall Description:

RAN3 thanks SA2 for their LSs (R3-141556=S2-142939) on the impacts of packet marking on RAN user plane handling of DL traffic.

After the discussion, RAN3 feedback is provided as below:

1. What are the RAN impacts of such packet marking based traffic prioritization?

[RAN3 feedback to SA2]There is no RAN signalling impact to introduce packet marking based traffic prioritization, the scheduler and queue management model in the eNB may take the packet marking into account to prioritize the high priority traffic among the traffic flows.

2. Are issues anticipated related to the coexistence of this type of marking for traffic prioritization and QCI based traffic prioritization?

[RAN3 feedback to SA2] There is no coexistence issue with QCI based traffic prioritization.
3. Whether and how RAN aspects of such packet marking based traffic prioritization behavior can be standardized.

[RAN3 feedback to SA2] it is needed to add the description of packet marking based traffic prioritization behaviour in RAN spec, as shown in the Text Proposal below:

Text Proposal:
The marking is meant to support traffic prioritization in the scheduler, for example, it is used either between flows mapped to the same QCI, i.e. different IP flows within a bearer may be associated with different values of the marking in order to address RAN User Plane congestion, or, this marking based traffic prioritization applies between different UEs having bearers of the same QCI, and between bearers of a single UE that have the same QCI as well as within the same bearer.  

This marking based traffic prioritization is intended to coexist with QCI based traffic prioritization.

RAN3 kindly asks SA2 to take the above information into consideration in their further work.
2. Actions:

To TSG RAN SA2 group.

ACTION: 
RAN3 kindly asks SA2 to take the above information into consideration in their further work. 
3. Date of Next TSG RAN WG3 Meetings:
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