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1. Overall Description:
For Rel-17 measurement gap (MG) enhancement WI, RAN4 has discussed support of pre-configured MG, and reached the following conclusions regarding how pre-configured MG is activated/deactivated. 
	· The pre-configured MG activation/deactivation is triggered by the DCI/Timer based BWP switch 

· FFS if additional conditions for pre-configured MG activation/deactivation shall be considered 

· NW can control activation/deactivation of pre-configured MG for the specific BWP

· Option 1: via its RRC configuration message

· Option 2: via DCI or MAC configurations

· Additional explicit rules for pre-configured MG autonomous activation/deactivation shall be defined for the case when signalling is not provided
· UE capability on the support of NW-controlled and autonomous pre-configured MG activation/deactivation mechanisms can be further discussed


Regarding the configuration of pre-configured MG, RAN4 has further reached the following conclusion.
	· The common configuration parameters of pre-configured MG (e.g. MGRP, MGL, etc) are the same as those of Rel-16 legacy MG. The pre-configured MG can be configured in way similar to the configuration of the Rel-16 legacy MGs

· The RRC parameter(s) used to differentiate pre-configured MG with the legacy MG are needed when pre-configured MG is being configured 
· The exact signalling can be designed by RAN2 


RAN4 respectfully asks RAN2 to take the above information into account and define the signalling support for configuration of pre-configured MG. RAN4 is discussing open issues and additional aspects of pre-configured MG and may provide further information in the next RAN4 meeting. 
2. Actions:

To RAN2:

RAN4 respectfully asks RAN2 to take the above information into account and define the signalling support for configuration of pre-configured MG. RAN4 may provide further information in the next RAN4 meeting.
3. Date of Next TSG-RAN4 Meetings:
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