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[bookmark: OLE_LINK2]<Start of change>
4.6	Manufacturer's declarations
The following IAB manufacturer's declarations listed in table 4.6-1, when applicable to the IAB under test, are required to be provided by the manufacturer for radiated requirements testing for IAB type 1-H, IAB type 1-O and IAB type 2-O. Declarations may be provided independently for IAB-MT and IAB-DU. The applicability columns for different IAB-types in table 4.6-1 designate applicability for both IAB-DU and IAB-MT, unless otherwise stated.
For the IAB type 1-H declarations required for the conducted requirements testing, refer to TS 38.176-1 [3], clause 4.6.
Table 4.6-1: Manufacturers declarations for IAB type 1-H, IAB type 1-O and IAB type 2-O radiated test requirements
	Declaration identifier
	Declaration
	Description
	Applicability
(Note 1)

	
	
	
	IAB type 1-H
(Note 2)
	IAB type 1-O
	IAB type 2-O

	D.1
	Coordinate system reference point
	Location of coordinated system reference point in reference to an identifiable physical feature of the IAB-MT or IAB-DU enclosure.
	x
	x
	x

	D.2
	Coordinate system orientation
	Orientation of the coordinate system in reference to an identifiable physical feature of the IAB enclosure.
	x
	x
	x

	D.3
	Beam identifier
	A unique title to identify a beam, e.g. a, b, c or 1, 2, 3. The vendor may declare any number of beams with unique identifiers. The minimum set to declare for conformance, corresponds to the beams at the reference beam direction with the highest intended EIRP, and covering the properties listed below:
1)	A beam with the narrowest intended BeWθ and narrowest intended BeWϕ possible when narrowest intended BeWθ is used.
2)	A beam with the narrowest intended BeWϕ and narrowest intended BeWθ possible when narrowest intended BeWϕ is used.
3)	A beam with the widest intended BeWθ and widest intended BeWϕ possible when widest intended BeWθ is used.
4)	A beam with the widest intended BeWϕ and widest intended BeWθ possible when widest intended BeWϕ is used.
5)	A beam which provides the highest intended EIRP of all possible beams.
When selecting the above five beam widths for declaration, all beams that the IAB is intended to produce shall be considered, including beams that during operation may be identified by any kind of cell or UE specific reference signals, with the exception of any type of beam that is created from a group of transmitters that are not all phase synchronised.
(Note 3)
	x
	x
	x

	D.4
	Operating bands and frequency ranges
	List of NR operating band(s) supported by the IAB-DU or IAB-MT and if applicable, frequency range(s) within the operating band(s) that the IAB can operate in supported bands declared for every beam (D.3).
(Note 4)
	c
	x
	x

	D.5
	IAB requirements set
	Declaration of one of the IAB requirement's set as defined for IAB type 1-H, IAB type 1-O, or IAB type 2-O.
	c
	x
	x

	D.6
	IAB class
	Declared as Wide Area IAB-DU, Medium Range IAB-DU, or Local Area IAB-DU.
Declared as Wide Area IAB-MT, or Local Area IAB-MT.
	c
	x
	x

	D.7
	IAB channel band width and SCS support
	IAB-DU or IAB-MT supported SCS and channel bandwidth per supported SCS. Declared for each beam (D.3) and each operating band (D.4).
	c
	x
	x

	D.8
	OTA peak directions set reference beam direction pair
	The beam direction pair, describing the reference beam peak direction and the reference beam centre direction. Declared for every beam (D.3).
	x
	x
	x

	D.9
	OTA peak directions set
	The OTA peak directions set for each beam. Declared for every beam (D.3).
	x
	x
	x

	D.10
	OTA peak directions set maximum steering direction(s)
	The beam direction pair(s) corresponding to the following points:
1)	The beam peak direction corresponding to the maximum steering from the reference beam centre direction in the positive Φ direction, while the θ value being the closest possible to the reference beam centre direction.
2)	The beam peak direction corresponding to the maximum steering from the reference beam centre direction in the negative Φ direction, while the θ value being the closest possible to the reference beam centre direction.
3)	The beam peak direction corresponding to the maximum steering from the reference beam centre direction in the positive θ direction, while the Φ value being the closest possible to the reference beam centre direction.
4)	The beam peak direction corresponding to the maximum steering from the reference beam centre direction in the negative θ direction, while the Φ value being the closest possible to the reference beam centre direction.
The maximum steering direction(s) may coincide with the reference beam centre direction.
Declared for every beam (D.3).
	x
	x
	x

	D.11
	Rated beam EIRP
	The rated EIRP level per carrier (Prated,c,EIRP) at the beam peak direction associated with a particular beam direction pair for each of the declared maximum steering directions (D.10), as well as the reference beam direction pair (D.8). Declared for every beam (D.3).
(Note 12, 14, 18)
	x
	x
	x

	D.12
	Beamwidth
	The beamwidth for the reference beam direction pair and the four maximum steering directions. Declared for every beam (D.3).
	x
	x
	x

	D.13
	Equivalent beams
	List of beams which are declared to be equivalent.
Equivalent beams imply that the beams are expected to have identical OTA peak directions sets and intended to have identical spatial properties at all steering directions within the OTA peak directions set when presented with identical signals. All declarations (D.4 – D.12) made for the beams are identical and the transmitter unit, RDN and antenna array responsible for generating the beam are of identical design.
	x
	x
	x

	D.14
	Parallel beams
	List of beams which have been declared equivalent (D.13) and can be generated in parallel using independent RF power resources.
Independent power resources mean that the beams are transmitted from mutually exclusive transmitter units.
	x
	x
	x

	D.15
	Number of carriers at maximum TRP
	The number of carriers per operating band the IAB is capable of generating at maximum TRP declared for every beam (D.3).
	n/a
	x
	x

	D.16
	Operating bands with multi-band dependencies
	List of operating bands which are generated using transceiver units supporting operation in multiple operating bands through common active RF components. Declared for each operating band for which multi-band transceiver is used.
	c
	x
	n/a

	D.17
	Maximum radiated IAB RF Bandwidth
	Maximum Base Station RF Bandwidth in the operating band, declared for each supported operating band (D.4).
(Note 15)
	c
	x
	x

	D.18
	Maximum Radio Bandwidth of the operating band with multi-band dependencies
	Largest Radio Bandwidth that can be supported by the operating bands with multi-band dependencies.
Declared for each supported operating band which has multi-band dependencies (D.16).
	c
	x
	n/a

	D.19
	Total RF bandwidth (BWtot)
	Total RF bandwidth BWtot of transmitter and receiver, declared per the band combinations (D.52). 
	c
	x
	x

	D.20
	CA-only operation
	Declared of CA-only (with equal power spectral density among carriers) but not multiple carriers operation, declared per operating band (D.4) and per beam (D.3).
	c
	x
	x

	D.21
	Maximum number of supported carriers per operating band in multi-band operations 
	Maximum number of supported carriers per supported operating band declared to have multi-band dependencies (D.16).
	c
	x
	n/a

	D.22
	Contiguous or non-contiguous spectrum operation support
	Ability of IAB-DU or IAB-MT to support contiguous or non-contiguous (or both) frequency distribution of carriers when operating multi-carrier in an operating band.
	c
	x
	x

	D.23
	OSDD identifier
	A unique identifier for the OSDD.
	x
	x
	n/a

	D.24
	OSDD operating band support
	Operating band supported by the OSDD, declared for every OSDD (D.23).
(Note 5)
	x
	x
	n/a

	D.25
	OTA sensitivity supported IAB channel bandwidth and SCS
	The IAB-DU or IAB-MTsupported SCS and channel bandwidth per supported SCS by each OSDD.
	x
	x
	n/a

	D.26
	Redirection of receiver target support
	Ability to redirect the receiver target related to the OSDD.

	x
	x
	n/a

	D.27
	Minimum EIS for FR1 (EISminSENS)
	The minimum EISminSENS requirement (i.e. maximum allowable EIS value) applicable to all sensitivity RoAoA per OSDD.
Declared per NR supported channel BW for the OSDD (D.30).
The lowest EIS value for all the declared OSDD's is called minSENS, while its related range of angles of arrival is called minSENS RoAoA.
(Note 6)
	x
	x
	n/a

	D.28
	EIS REFSENS for FR2 (EISREFSENS_50M)
	The EISREFSENS_50M level applicable in the OTA REFSENS RoAoA, (used as a basis for the derivation of the FR2 EISREFSENS for other channel bandwidths supported by IAB). (Note 7)
	n/a
	n/a
	x

	D.29
	Receiver target reference direction Sensitivity Range of Angle of Arrival
	The sensitivity RoAoA associated with the receiver target reference direction (D.31) for each OSDD.
	x
	x
	n/a

	D.30
	Receiver target redirection range
	For each OSDD the associated union of all the sensitivity RoAoA achievable through redirecting the receiver target related to the OSDD.
(Note 8)
	x
	x
	n/a

	D.31
	Receiver target reference direction
	For each OSDD an associated direction inside the receiver target redirection range (D.30).
(Note 9)
	x
	x
	n/a

	D.32
	Conformance test directions sensitivity RoAoA
	For each OSDD that includes a receiver target redirection range, four sensitivity RoAoA comprising the conformance test directions (D.33).
	x
	x
	n/a

	D.33
	Conformance test directions
	For each OSDD four conformance test directions.
If the OSDD includes a receiver target redirection range the following four directions shall be declared:
1)	The direction determined by the maximum φ value achievable inside the receiver target redirection range, while θ value being the closest possible to the receiver target reference direction.
2)	The direction determined by the minimum φ value achievable inside the receiver target redirection range, while θ value being the closest possible to the receiver target reference direction.
3)	The direction determined by the maximum θ value achievable inside the receiver target redirection range, while φ value being the closest possible to the receiver target reference direction.
4)	The direction determined by the minimum θ value achievable inside the receiver target redirection range, while φ value being the closest possible to the receiver target reference direction.
If an OSDD does not include a receiver target redirection range the following 4 directions shall be declared:
1)	The direction determined by the maximum φ value achievable inside the sensitivity RoAoA, while θ value being the closest possible to the receiver target reference direction.
2)	The direction determined by the minimum φ value achievable inside the sensitivity RoAoA, while θ value being the closest possible to the receiver target reference direction.
3)	The direction determined by the maximum θ value achievable inside the sensitivity RoAoA, while φ value being the closest possible to the receiver target reference direction.
4)	The direction determined by the minimum θ value achievable inside the sensitivity RoAoA, while φ value being the closest possible to the receiver target reference direction.
	x
	x
	n/a

	D.34
	OTA coverage range
	Declared as a single range of directions within which selected TX OTA requirements are intended to be met.
(Note 10)
	x
	x
	x

	D.35
	OTA coverage range reference direction
	The direction describing the reference direction of the OTA converge range (D.34).
(Note 11)
	x
	x
	x

	D.36
	OTA coverage range maximum directions
	The directions corresponding to the following points:
1)	The direction determined by the maximum φ value achievable inside the OTA coverage range, while θ value being the closest possible to the OTA coverage range reference direction.
2)	The direction determined by the minimum φ value achievable inside the OTA coverage range, while θ value being the closest possible to the OTA coverage range reference direction.
3)	The direction determined by the maximum θ value achievable inside the OTA coverage range, while φ value being the closest possible to the OTA coverage range reference direction.
4)	The direction determined by the minimum θ value achievable inside the OTA coverage range, while φ value being the closest possible to the OTA coverage range reference direction.
	x
	x
	x

	D.37
	The rated carrier OTA IAB power, Prated,c,TRP
	Prated,c,TRP is declared as TRP OTA power per carrier, declared per supported operating band.
(Notes 12, 14, 18)
	n/a
	x
	x

	D.38
	Rated transmitter TRP, Prated,t,TRP
	Rated total radiated output power.
Declared per supported operating band.
(Notes 12,14, 18)
	n/a
	x
	x

	D.39
	CLTA placement for co-location test
	The manufacturer shall declare the side of EUT where radiating elements are placed closest to the edge of EUT when applicable. The CLTA shall be placed at the EUT side where radiating elements are placed closest.
	n/a
	x
	n/a

	D.40
	Spurious emission category
	Declare the IAB-DU or IAB-MTspurious emission category as either category A or B with respect to the limits for spurious emissions, as defined in Recommendation ITU-R SM.329 [5].
	c
	x
	x

	D.41
	Additional operating band unwanted emissions
	The manufacturer shall declare whether the IAB under test is intended to operate in geographic areas where the additional operating band unwanted emission limits defined in clause 6.7.4 apply.
	c
	x
	x

	D.42
	Co-existence with other systems
	The manufacturer shall declare whether the IAB under test is intended to operate in geographic areas where one or more of the systems GSM850, GSM900, DCS1800, PCS1900, UTRA FDD, UTRA TDD, E-UTRA and/or PHS operating in another operating band are deployed.
	c
	x
	x

	D.43
	Co-location with other base stations
	The manufacturer shall declare whether the IAB under test is intended to operate co-located with Base Stations of one or more of the systems GSM850, GSM900, DCS1800, PCS1900, UTRA FDD, UTRA TDD and/or E-UTRA operating in another operating band.
	c
	x
	n/a

	D.44
	Single-band RIB or multi-band RIB
	List of single-band RIB and/or multi-band RIB for the supported operating bands (D.4). 
	c
	x
	n/a

	D.45
	Single or multiple carrier
	IAB capability to operate with a single carrier (only) or multiple carriers. Declared per supported operating band, per RIB. 
(Note 17)
	c
	x
	x

	D.46
	Maximum number of supported carriers per operating band
	Maximum number of supported carriers. Declared per supported operating band, per RIB.
(Note 15)
	c
	x
	x

	D.47
	Total maximum number of supported carriers
	Maximum number of supported carriers for all supported operating bands. Declared per RIB.
	c
	x
	x

	D.48
	Other band combination multi-band restrictions
	Declare any other limitation under simultaneous operation in the declared band combinations (D.16), which have any impact on the test configuration generation.
	c
	x
	n/a

	D.49
	Ncells
	Number corresponding to the minimum number of cells that can be transmitted by an IAB-DU or IAB-MT in a particular operating band. Declared per operating band (D.4).
	c
	n/a
	n/a

	D.50
	Maximum supported power difference between carriers
	Maximum supported power difference between carriers in each supported operating band. Declared per operating band (D.4).
	c
	x
	x

	D.51
	Maximum supported power difference between carriers is different operating bands
	Maximum supported power difference between any two carriers in any two different supported operating bands. Declared per operating bands combination (D.52). (Note 19)
	c
	x
	n/a

	D.52
	Operating band combination support
	List of operating bands combinations supported by single-band RIB(s) and/or multi-band RIB(s) of the IAB-DU or IAB-MT. 
	c
	x
	n/a

	D.53
	OTA REFSENS RoAoA
	Range of angles of arrival associated with the OTA REFSENS. 
	n/a
	x
	x

	D.54
	OTA REFSENS receiver target reference direction
	Reference direction inside the OTA REFSENS RoAoA (D.53).
	n/a
	x
	x

	D.55
	OTA REFSENS conformance test directions
	The following four OTA REFSENS conformance test directions shall be declared:
1)	The direction determined by the maximum φ value achievable inside the OTA REFSENS RoAoA, while θ value being the closest possible to the OTA REFSENS receiver target reference direction.
2)	The direction determined by the minimum φ value achievable inside the OTA REFSENS RoAoA, while θ value being the closest possible to the OTA REFSENS receiver target reference direction.
3)	The direction determined by the maximum θ value achievable inside the OTA REFSENS RoAoA, while φ value being the closest possible to the OTA REFSENS receiver target reference direction.
4)	The direction determined by the minimum θ value achievable inside the OTA REFSENS RoAoA, while φ value being the closest possible to the OTA REFSENS receiver target reference direction.
	n/a
	x
	x

	D.56
	Supported frequency range of the NR operating band
	List of supported frequency ranges representing fractional bandwidths (FBW) of operating bands with FBW larger than 6%.
	x
	x
	x

	D.57
	Rated beam EIRP at lower end of the fractional bandwidth (Prated,c,FBWlow)
	The rated EIRP level per carrier at lower frequency range of the fractional bandwidth (Prated,c,FBWlow), at the beam peak direction associated with a particular beam direction pair for each of the declared maximum steering directions (D.10), as well as the reference beam direction pair (D.8).
Declared per beam for all supported frequency ranges (D.56).
(Notes 12, 13, 14, 15, 18)
	x
	x
	x

	D.58
	Rated beam EIRP at higher frequency range of the fractional bandwidth (Prated,c,FBWhigh)
	The rated EIRP level per carrier at higher frequency range of the fractional bandwidth (Prated,c,FBWhigh), at the beam peak direction associated with a particular beam direction pair for each of the declared maximum steering directions (D.10), as well as the reference beam direction pair (D.8).
Declared per beam for all supported frequency ranges in (D.56).
(Notes 12, 13, 14 ,15, 18)
	x
	x
	x

	D.59
	Relation between supported maximum RF bandwidth, number of carriers and Rated maximum TRP 
	If the rated transmitter TRP and total number of supported carriers are not simultaneously supported, the manufacturer shall declare the following additional parameters:
-	The reduced number of supported carriers at the rated transmitter TRP;
-	The reduced total output power at the maximum number of supported carriers.
	n/a
	x
	x

	D.60
	Inter-band CA 
	Declaration of operating band(s) combinations supporting inter‑band CA. Declared per operating band combination (D.52). 
	c
	x
	x

	D.61
	Intra-band contiguous CA 
	Declaration of operating band(s) supporting intra-band contiguous CA. Declared per operating band with CA support.
	c
	x
	x

	D.62
	Intra-band non-contiguous CA 
	Declaration of operating band(s) supporting intra-band non‑contiguous CA. Declared per operating band with CA support. 
	c
	x
	x

	D.63
	Total maximum number of supported carriers in multi-band operation
	Maximum number of supported carriers for all supported operating bands declared to have multi-band dependencies (D.16). 
	c
	x
	n/a

	D.IAB-1
	Same RF implementation
	Declaration whether IAB-MT and IAB-DU have the same RF implementation.
	c
	x
	x

	D.IAB-2
	IAB-MT test model PT-RS configuration
	Declaration of PT-RS configuration in IAB-MT test model: without PT-RS, with PT-RS or both.
	
	
	x

	[D.100]
	PUSCH mapping type
	IAB-DU only: Declaration of the supported PUSCH mapping type for FR1 as specified in TS 38.211 [7][x], i.e., type A, type B or both.
	c
	x
	n/a

	[D.101]
	PUSCH additional DM-RS positions
	IAB-DU only: Declaration of the supported additional DM-RS position(s) for FR2, i.e., pos0, pos1, or both.
	n/a
	n/a
	x

	[D.102]
	PUCCH format
	IAB-DU only: Declaration of the supported PUCCH format(s) as specified in TS 38.211 [7][x], i.e., format 0, format 1, format 2, format 3, format 4.
	c
	x
	x

	[D.103]
	PRACH format and SCS
	IAB-DU only: Declaration of the supported PRACH format(s) as specified in [x], i.e., format: 0, A1, A2, A3, B4, C0, C2.
Declaration of the supported SCS(s) per supported PRACH format with short sequence, as specified in TS 38.211 [7][x], i.e.: 
- For IAB type 1-O: 15 kHz, 30 kHz or both.
- For IAB type 2-O: 60 kHz, 120 kHz or both.
	c
	x
	x

	[D.104]
	Additional DM-RS for PUCCH format 3
	IAB-DU only: Declaration of the supported additional DM-RS for PUCCH format 3: without additional DM-RS, with additional DM-RS or both.
	c
	x
	x

	[D.105]
	Additional DM-RS for PUCCH format 4
	IAB-DU only: Declaration of the supported additional DM-RS for PUCCH format 4: without additional DM-RS, with additional DM-RS or both.
	c
	x
	x

	[D.106]
	PUSCH PT-RS 
	IAB-DU only: Declaration of PT-RS in PUSCH support: without PT-RS, with PT-RS or both.
	n/a
	n/a
	x

	[D.107]
	PUCCH multi-slot 
	Declaration of multi-slot PUCCH support.
	c
	x
	n/a

	[D.108]
	UL CA
	IAB-DU only: For the highest supported SCS, declaration of the carrier combination with the largest aggregated bandwidth. If there is more than one combination, the carrier combination with the largest number of carriers shall be declared.
	c
	x
	x

	[D.109]
	Modulation order
	IAB-DU only: Declaration of the supported modulation orders:
QPSK, 16QAM, 64QAM
	TBAc
	TBAx
	TBAx

	[D.110]
	Transform precoding
	IAB-DU only: Declaration on the supporting of transform precoding
	TBAc
	TBAx
	TBAx

	D.200
	256QAM for PDSCH for FR1
	Declaration of the supported of 256QAM modulation scheme for PDSCH for FR1, i.e. supported or not supported.
	c
	x
	n/a

	D.201
	Maximum number of ports across all configured NZP-CSI-RS resources per CC
	Declaration of the maximum number of ports across all configured NZP-CSI-RS resources per CC, i.e. 2, 4, 8, 12, 16, 24, 32, 40, 48 … ,256 or not supported.
	c
	x
	n/a

	D.202
	Maximum number of PDSCH MIMO layers
	Declaration of the the maximum number of spatial multiplexing layer(s) supported by the UE for DL reception, i.e. 2, 4, 8 or not supported.
	c
	x
	x

	D.203
	1 port of DL PTRS
	Declaration of the supported of PT-RS with 1 antenna port in DL reception, i.e. supported or not supported.
	Cn/a
	Xn/a
	x

	NOTE 1:	Manufacturer declarations applicable per IAB requirement set were marked as "x". Manufacturer declarations not applicable per IAB requirement set were marked as "n/a".
NOTE 2:	For IAB type 1-H, the only radiated declarations are related to EIRP and EIS requirements. For IAB type 1-H declarations required for the conducted requirements testing, refer to TS 38.176-1 [3]. For declarations marked as 'c', related conducted declarations in TS 38.176-1 [3] apply. When separately declared, they shall still use the same declaration identifier.
NOTE 3:	Depending on the capability of the system some of these beams may be the same. For those same beams, testing is not repeated.
NOTE 4:	These operating bands are related to their respective single‑band RIBs.
NOTE 5:	As each identified OSDD has a declared minimum EIS value (D.27), multiple operating band can only be declared if they have the same minimum EIS declaration.
NOTE 6:	If the IAB type 1-H or IAB type 1-O is not capable of redirecting the receiver target related to the OSDD then there is only one RoAoA applicable to the OSDD.
NOTE 7:	Although EISREFSENS_50M level is based on a reference measurement channel with BWChannel = 50 MHz, it does not imply that IAB-DU or IAB-MT has to support 50 MHz channel bandwidth.
NOTE 8:	Not applicable for IAB type 2-O.
NOTE 9:	For an OSDD without receiver target redirection range, this is a direction inside the sensitivity RoAoA.
NOTE 10:	OTA coverage range is used for conformance testing of such TX OTA requirements as occupied bandwidth, frequency error, TAE or EVM.
NOTE 11:	The OTA coverage reference direction may be the same as the Reference beam direction pair (D.8) but does not have to be.
NOTE 12:	If an IAB type 2-O is capable of 64QAM DL operation but not capable of 256QAM DL operation, then up to two rated output power declarations may be made. One declaration is applicable when configured for 64QAM transmissions and the other declaration is applicable when not configured for 64QAM transmissions.
NOTE 13:	If D.57 and D.58 are declared for certain frequency range (D.56), there shall be no "Rated beam EIRP" declaration (D.11) for the operating band containing that particular frequency range.
NOTE 14:	If an IAB type 1-H or IAB type 1-O is capable of 256QAM DL operation then two rated output power declarations may be made. One declaration is applicable when configured for 256QAM transmissions and the other declaration is applicable when not configured for 256QAM transmissions.
NOTE 15:	Parameters for contiguous or non-contiguous spectrum operation in the operating band are assumed to be the same unless they are separately declared.
NOTE 16:	void
NOTE 17:	In case of IAB type 1-H, this declaration applies per TAB connector. 
NOTE 18:	If a IAB type 2-O is capable of 256QAM DL operation, then up to three rated output power declarations may be made. One declaration is applicable when configured for 256QAM transmissions, a different declaration is applicable when configured for 64QAM transmissions and the other declaration is applicable when not configured neither for 256QAM nor 64QAM transmissions.
NOTE 19: The power difference is declared at highest rated output power (D.38).


<Next change>
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This model shall be used for tests on:
-	Total power dynamic range (at lower PSD TX power limit at min power)
- 	Transmitted signal quality
-	EVM of single 64QAM PRB allocation (at lower PSD TX power limit at min power)
-	Frequency error (at min power)
Common physical channel parameters are defined in clause 4.9.2.3.1. Specific physical channel parameters for IAB-MT-FR1-TM2 are defined in table 4.9.2.3.3-1.
Table 4.9.2.3.3-1: Specific physical channel parameters of IAB-MT-FR1-TM2
	Parameter
	Value

	# of 64QAM PUSCH PRBs 
	1

	Level of boosting (dB) 
	0

	Location of 64QAM PRB
	
	Slot
	RB
	n

	3n
	0
	

	3n+1
	
	

	3n+2
	
	




	# of PUSCH PRBs which are not allocated
	



4.9.2.3.3a 	FR1 test model 2a (IAB-MT-FR1-TM2a)
This model shall be used for tests on:
-	EVM of single 256QAM PRB allocation (at min power)
-	Frequency error (at min power)
Common physical channel parameters are defined in clause 4.9.2.3.3. Physical channel parameters and numbers of the allocated PRB are defined in table 4.9.2.3.3-1 with all 64QAM PUSCH PRBs replaced by 256QAM PUSCH PRBs.
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This model shall be used for tests on:
-	Output power dynamics
-	Total power dynamic range (upper TX PSD power limit at max power with all 64QAM PRBs allocated)
-	Transmitted signal quality
-	Frequency error (at max power)
-	EVM for 64QAM modulation (at max power)
Common physical channel parameters are defined in clause 4.9.2.3.1. Physical channel parameters are defined in table 4.9.2.3.2-1 with all QPSK PUSCH PRBs replaced withby 64QAM selected modulation order PUSCH PRBs according to the corresponding test procedure.
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This model shall be used for tests on:
-	Output power dynamics
-	Total power dynamic range (upper TX PSD power limit at max power with all 256QAM PRBs allocated)
-	Transmitted signal quality
-	Frequency error (at max power)
-	EVM for 256QAM modulation (at max power)
Common physical channel parameters are defined in clause 4.9.2.3.1. Physical channel parameters are defined in table 4.9.2.3.2-1 with all QPSK PUSCH PRBs replaced by 256QAM PUSCH PRBs.
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6.3.1.3.4.2	Procedure
For IAB type 1-H where there may be multiple TAB connectors, they may be tested one at a time or multiple TAB connectors may be tested in parallel as shown in annex D.1.1. Whichever method is used the procedure is repeated until all TAB connectors necessary to demonstrate conformance have been tested.
For IAB type 1-H where there may be multiple TAB connectors, they may be tested one at a time or multiple TAB connectors may be tested in parallel as shown in annex D.1.1. Whichever method is used the procedure is repeated until all TAB connectors necessary to demonstrate conformance have been tested.
1)	Connect the single-band connector(s) under test as shown in annex D.1.1 for IAB type 1-H. All connectors not under test shall be terminated.
2)	Set each connector under test to transmit according to the applicable test configuration in clause 4.8 using the corresponding test models in clause 4.9.2 at Prated,c,TABC for IAB type 1-H (D.21).
3)	For IAB-DU type 1-H, set the IAB-DU to transmit a signal according to:
-	IAB-DU-FR1-TM3.1a if 256QAM is supported without power back off, or
-	IAB-DU-FR1-TM3.1 if 256QAM is supported with power back off, or
-	IAB-DU-FR1-TM3.1 if 256QAM is not supported by IAB-DU.
4)	Measure the OFDM symbol TX power (OSTP) as defined in the annex H.
5)	For IAB-DU type 1-H, set to transmit a signal according to:
IAB-DU-FR1-TM2a if 256QAM is supported, or
IAB-DU-FR1-TM2 if 256QAM is not supported;
6)	Measure the OFDM symbol TX power (OSTP) as defined in the annex H. 
In addition, for multi-band connectors, the following steps shall apply:
7)	For a multi-band connectors and single band tests, repeat the steps above per involved operating band where single band test configurations and test models shall apply with no carrier activated in the other operating band.
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6.5.3.4.3	Procedure for IAB-MT
For IAB-MT, the minimum requirement is applied to all TAB connectors, they may be tested one at a time or multiple TAB connectors may be tested in parallel as shown in annex D.1.1 for IAB type 1-H. Whichever method is used the procedure is repeated until all TAB connectors necessary to demonstrate conformance have been tested.
1) For a TAB connector declared to be capable of single carrier operation only (D.16), set the TAB connector under test to transmit a signal according to the applicable test configuration in clause 4.8 using the corresponding test models:
-	IAB-MT-FR1-TM3.1a if 256QAM is supported by IAB-MT without power back off, or
-	IAB-MT-FR1-TM3.1a at manufacturer's declared rated output power if 256QAM is supported by IAB-MT with power back off, and IAB-MT-FR1-TM3.1 at maximum power, or
-	IAB-MT-FR1-TM3.1 if with highest modulation order supported by IAB-MT is 64QAM., or
-	IAB-MT-FR1-TM3.2 if highest modulation order supported by IAB-MT is 16QAM, or
-	IAB-MT-FR1-TM3.3 if highest modulation order supported by IAB-MT is QPSK.
For a TAB connector declared to be capable of multi-carrier and/or CA operation (D.15-D.16), set the TAB connector under test to transmit according to the applicable test configuration and corresponding power setting specified in clauses 4.7 and 4.8 using the corresponding test models on all carriers configured:
-	IAB-MT-FR1-TM3.1a if 256QAM is supported by IAB-MT without power back off, or
-	IAB-MT-FR1-TM3.1a at manufacturer's declared rated output power if 256QAM is supported by IAB-MT with power back off, and IAB-MT-FR1-TM3.1 at maximum power, or
-	IAB-MT-FR1-TM3.1 if with highest modulation order supported by IAB-MT. is 64QAM, or
-	IAB-MT-FR1-TM3.2 if highest modulation order supported by IAB-MT is 16QAM, or
-	IAB-MT-FR1-TM3.3 if highest modulation order supported by IAB-MT is QPSK.
For IAB-MT-FR1-TM3.1a, power back-off shall be applied if it is declared.
2) Measure the EVM and frequency error as defined in annex H.
3) Repeat steps 1 and 2 for IAB-MT-FR1-TM2 if 256QAM is not supported by IAB-MT or for IAB-MT-FR1-TM2a if 256QAM is supported by IAB-MT. For IAB-MT-FR1-TM2 and IAB-MT-FR1-TM2a the OFDM symbol TX power (OSTP) shall be at the lower limit of the dynamic range according to the test procedure in clause 6.3.3.4 and test requirements in clause 6.3.3.5.
In addition, for multi-band connector(s), the following steps shall apply:
4) For multi-band connectors and single band tests, repeat the steps above per involved band where single band test configurations and test models shall apply with no carrier activated in the other band.
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The EVM of each NR carrier for different modulation schemes on PDSCH or PUSCH shall be less than the limits in table 6.5.3.5-1a.
Table 6.5.3.5-1: EVM requirements for IAB type 1-H
	Modulation scheme for PDSCH or PUSCH
	Required EVM (%)

	QPSK
	18.5 %

	16QAM
	13.5 %

	64QAM
	9 %

	256QAM
	4.5 %



EVM shall be evaluated for each NR carrier over all allocated resource blocks and downlink slots for IAB-DU or uplink slots for IAB-MT. Different modulation schemes listed in table 6.5.3.5-1 shall be considered for rank 1.
For all bandwidths, the EVM measurement shall be performed for each NR carrier over all allocated resource blocks and downlink slots for IAB-DU or uplink slots for IAB-MT within 10 ms measurement periods. The boundaries of the EVM measurement periods need not be aligned with radio frame boundaries.
Table 6.5.3.5-2, 6.5.3.5-3, 6.5.3.5-4 below specify the EVM window length (W) for normal CP for IAB type 1-H.
Table 6.5.3.5-2: EVM window length for normal CP for NR, FR1, 15 kHz SCS
	Channel
bandwidth (MHz)
	FFT size
	Cyclic prefix length for symbols 1‑6 and 8-13 in FFT samples
	EVM window length W
	Ratio of W to total CP length for symbols 1‑6 and 8-13 (%)
(Note)

	
	
	
	
	

	10
	1024
	72
	28
	40

	15
	1536
	108
	44
	40

	20
	2048
	144
	58
	40

	25
	2048
	144
	72
	50

	30
	3072
	216
	108
	50

	40
	4096
	288
	144
	50

	50
	4096
	288
	144
	50

	NOTE:	These percentages are informative and apply to a slot's symbols 1 to 6 and 8 to 13. Symbols 0 and 7 have a longer CP and therefore a lower percentage.



Table 6.5.3.5-3: EVM window length for normal CP for NR, FR1, 30 kHz SCS
	Channel
bandwidth (MHz)
	FFT size
	Cyclic prefix length for symbols 1‑13 in FFT samples
	EVM window length W
	Ratio of W to total CP length for symbols 1‑13 (%)
(Note)

	10
	512
	36
	14
	40

	15
	768
	54
	22
	40

	20
	1024
	72
	28
	40

	25
	1024
	72
	36
	50

	30
	1536
	108
	54
	50

	40
	2048
	144
	72
	50

	50
	2048
	144
	72
	50

	60
	3072
	216
	130
	60

	70
	3072
	216
	130
	60

	80
	4096
	288
	172
	60

	90
	4096
	288
	172
	60

	100
	4096
	288
	172
	60

	NOTE:	These percentages are informative and apply to a slot's symbols 1 through 13. Symbol 0 has a longer CP and therefore a lower percentage.



Table 6.5.3.5-4: EVM window length for normal CP for NR, FR1, 60 kHz SCS
	Channel
bandwidth (MHz)
	FFT size
	Cyclic prefix length in FFT samples
	EVM window length W
	Ratio of W to total CP length (%)
(Note)

	10
	256
	18
	8
	40

	15
	384
	27
	11
	40

	20
	512
	36
	14
	40

	25
	512
	36
	18
	50

	30
	768
	54
	26
	50

	40
	1024
	72
	36
	50

	50
	1024
	72
	36
	50

	60
	1536
	108
	64
	60

	70
	1536
	108
	64
	60

	80
	2048
	144
	86
	60

	90
	2048
	144
	86
	60

	100
	2048
	144
	86
	60

	NOTE:	These percentages are informative and apply to all OFDM symbols within subframe except for symbol 0 of slot 0 and slot 2. Symbol 0 of slot 0 and slot 2 has a longer CP and therefore a lower percentage.
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6.6.3.4.2	Procedure
For IAB type 1-H where there may be multiple TAB connectors, they may be tested one at a time or multiple TAB connectors may be tested in parallel as shown in annex D.1.1. Whichever method is used the procedure is repeated until all TAB connectors necessary to demonstrate conformance have been tested.
1)	Connect the single-band connector or multi-band connector under test to measurement equipment as shown in annex D.1.1 for IAB type 1-H. All connectors not under test shall be terminated.
	The measurement device characteristics shall be:
-	Measurement filter bandwidth: defined in clause 6.6.3.5.
-	Detection mode: true RMS voltage or true average power.
2)	For a connectors declared to be capable of single carrier operation only (D.16), set the representative connectors under test to transmit according to the applicable test configuration in clause 4.8 using the corresponding test models IAB-DU-FR1‑TM1.1 or IAB-MT-FR1-TM1.1 in clause 4.9.2 at rated carrier output power Prated,c,TABC for IAB type 1-H (D.21).
	For a connector under test declared to be capable of multi-carrier and/or CA operation (D.15-D.16) set the connector under test to transmit on all carriers configured using the applicable test configuration and corresponding power setting specified in clauses 4.7 and 4.8 using the corresponding test models or set of physical channels in clause 4.9.2. 
3)	Measure ACLR for the frequency offsets both side of channel frequency as specified in table 6.6.3.5.2‑1. In multiple carrier case only offset frequencies below the lowest and above the highest carrier frequency used shall be measured.
4)	For the ACLR requirement applied inside sub-block gap for non-contiguous spectrum operation, or inside Inter RF Bandwidth gap for multi-band operation:
a)	Measure ACLR inside sub-block gap or Inter RF Bandwidth gap as specified in clause 6.6.3.5.2, if applicable.
b)	Measure CACLR inside sub-block gap or Inter RF Bandwidth gap as specified in clause 6.6.3.5.2, if applicable.
5)	Repeat the test with the channel set-up according to IAB-DU-FR1-TM1.2 or IAB-MT-FR1-TM1.2 in clause 4.9.2.
In addition, for multi-band connectors, the following steps shall apply:
6)	For a multi-band connectors and single band tests, repeat the steps above per involved operating band where single band test configurations and test models shall apply with no carrier activated in the other operating band.
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6.6.4.4.2	Procedure
For IAB type 1-H where there may be multiple TAB connectors, they may be tested one at a time or multiple TAB connectors may be tested in parallel as shown in annex D.1.1. Whichever method is used the procedure is repeated until all TAB connectors necessary to demonstrate conformance have been tested.
1)	Connect the single-band connector or multi-band connector under test to measurement equipment as shown in annex D.1.1 for IAB type 1-H. All connectors not under test shall be terminated.
	As a general rule, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. However, to improve measurement accuracy, sensitivity, efficiency and avoiding e.g. carrier leakage, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.
	The measurement device characteristics shall be:
-	Detection mode: True RMS.
2)	For a connectors declared to be capable of single carrier operation only, set the representative connectors under test to transmit according to the applicable test configuration in clause 4.8 at rated carrier output power Prated,c,TABC (D.21). Channel set-up shall be according to IAB-DU-FR1-TM1.1 or IAB-MT-FR1-TM1.1.
	For a connector under test declared to be capable of multi-carrier and/or CA operation set the connector under test to transmit on all carriers configured using the applicable test configuration and corresponding power setting specified in clauses 4.7 and 4.8 using the corresponding test models or set of physical channels in clause 4.9.2. 
3)	Step the centre frequency of the measurement filter in contiguous steps and measure the emission within the specified frequency ranges with the specified measurement bandwidth. For connector under test declared to operate in multiple bands or non-contiguous spectrum, the emission within the Inter RF Bandwidth or sub-block gap shall be measured using the specified measurement bandwidth from the closest RF Bandwidth or sub block edge.
4)	Repeat the test for the remaining test cases, with the channel set-up according to IAB-DU-FR1-TM1.2 or IAB-MT-FR1-TM1.2.
In addition, for multi-band connectors, the following steps shall apply:
5)	For a multi-band connectors and single band tests, repeat the steps above per involved operating band where single band test configurations and test models shall apply with no carrier activated in the other operating band.
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6.6.4.5.2	Basic limits for Wide Area IAB-DU and IAB-MT (Category A)
For IAB-DU and IAB-MT operating in Bands n41 basic limits are specified in table 6.6.4.2.1-1:
Table 6.6.4.2.1-1: Wide Area IAB-DU and Wide Area IAB-MT operating band unwanted emission limits 
(1GHz < NR bands ≤ 3GHzNR bands above 1 GHz) for Category A
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Basic limits (Note 1, 2)
	Measurement bandwidth

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
	
[image: ]
	100 kHz 

	5 MHz  f <
min(10 MHz, fmax)
	5.05 MHz  f_offset <
min(10.05 MHz, f_offsetmax)
	-14 12.5 dBm
	100 kHz 

	10 MHz  f  fmax
	10.5 MHz  f_offset < f_offsetmax 
	-13 dBm (Note 3)
	1MHz 

	NOTE 1:	For an IAB-DU and IAB-MT supporting non-contiguous spectrum operation within any operating band, the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks on each side of the sub-block gap, where the contribution from the far-end sub-block shall be scaled according to the measurement bandwidth of the near-end sub-block. Exception is f ≥ 10MHz from both adjacent sub-blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be ‑13 dBm/1 MHz.
NOTE 2:	For a multi-band connector with Inter RF Bandwidth gap < 2*ΔfOBUE the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap, where the contribution from the far-end sub-block or RF Bandwidth shall be scaled according to the measurement bandwidth of the near-end sub-block or RF Bandwidth.
NOTE 3:	The requirement is not applicable when fmax < 10 MHz.



For IAB-DU and IAB-MT operating in Bands n77, n78 and n79 basic limits are specified in table 6.6.4.2.1-2:
Table 6.6.4.2.1-2: Wide Area IAB-DU and Wide Area IAB-MT operating band unwanted emission limits 
(NR bands >3GHz) for Category A
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Basic limit (Note 1, 2)
	Measurement bandwidth

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
	


	100 kHz 

	5 MHz  f <
min(10 MHz, fmax)
	5.05 MHz  f_offset <
min(10.05 MHz, f_offsetmax)
	-12.2 dBm
	100 kHz 

	10 MHz  f  fmax
	10.5 MHz  f_offset < f_offsetmax 
	-13 dBm (Note 3)
	1MHz 

	NOTE 1:	For an IAB-DU and IAB-MT supporting non-contiguous spectrum operation within any operating band, the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks on each side of the sub-block gap, where the contribution from the far-end sub-block shall be scaled according to the measurement bandwidth of the near-end sub-block. Exception is f ≥ 10MHz from both adjacent sub-blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be ‑13 dBm/1 MHz.
NOTE 2:	For a multi-band connector with Inter RF Bandwidth gap < 2*ΔfOBUE the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap, where the contribution from the far-end sub-block or RF Bandwidth shall be scaled according to the measurement bandwidth of the near-end sub-block or RF Bandwidth.
NOTE 3:	The requirement is not applicable when fmax < 10 MHz.
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For Category B Operating band unwanted emissions, the basic limits in clause 6.6.4.5.3.2 shall be applied.
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For IAB-DU and IAB-MT operating in Bands n41, n77, n78, n79 basic limits are specified in tables 6.6.4.5.3.2-1:
Table 6.6.4.5.3.2-1: Wide Area IAB-DU and IAB-MT operating band unwanted emission limits 
(1GHz < NR bands ≤ 3GHz) for Category B
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Basic limits (Note 1, 2)
	Measurement bandwidth

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
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	100 kHz 

	5 MHz  f <
min(10 MHz, fmax)
	5.05 MHz  f_offset <
min(10.05 MHz, f_offsetmax)
	-12.514 dBm
	100 kHz 

	10 MHz  f  fmax
	10.5 MHz  f_offset < f_offsetmax 
	-15 dBm (Note 3)
	1 MHz 

	NOTE 1:	For an IAB-DU and IAB-MT supporting non-contiguous spectrum operation within any operating band, the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks on each side of the sub-block gap, where the contribution from the far-end sub-block shall be scaled according to the measurement bandwidth of the near-end sub-block. Exception is f ≥ 10 MHz from both adjacent sub-blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be ‑15 dBm/1 MHz.
NOTE 2:	For a multi-band connector with Inter RF Bandwidth gap < 2*ΔfOBUE the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap, where the contribution from the far-end sub-block or RF Bandwidth shall be scaled according to the measurement bandwidth of the near-end sub-block or RF Bandwidth.
NOTE 3:	The requirement is not applicable when fmax < 10 MHz.



For IAB-DU and IAB-MT operating in Bands n77, n78 and n79 basic limits are specified in table 6.6.4.5.3.2-2:
Table 6.6.4.5.3.2-2: Wide Area IAB-DU and Wide Area IAB-MT operating band unwanted emission limits (NR bands >3GHz) for Category B
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Basic limit (Note 1, 2)
	Measurement bandwidth

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
	

	100 kHz 

	5 MHz  f <
min(10 MHz, fmax)
	5.05 MHz  f_offset <
min(10.05 MHz, f_offsetmax)
	-12.2 dBm
	100 kHz 

	10 MHz  f  fmax
	10.5 MHz  f_offset < f_offsetmax 
	-15 dBm (Note 3)
	1MHz 

	NOTE 1:	For an IAB-DU and IAB-MT supporting non-contiguous spectrum operation within any operating band, the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks on each side of the sub-block gap, where the contribution from the far-end sub-block shall be scaled according to the measurement bandwidth of the near-end sub-block. Exception is f ≥ 10 MHz from both adjacent sub-blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be ‑15 dBm/1 MHz.
NOTE 2:	For a multi-band connector with Inter RF Bandwidth gap < 2*ΔfOBUE the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap, where the contribution from the far-end sub-block or RF Bandwidth shall be scaled according to the measurement bandwidth of the near-end sub-block or RF Bandwidth.
NOTE 3:	The requirement is not applicable when fmax < 10 MHz.
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For Medium Range IAB-DU, basic limits are specified in table 6.6.4.5.4-1 and to table 6.6.4.5.4-24.
For the tables in this clause for IAB type 1-H Prated,x = Prated,c,cell – 10*log10(NTXU,countedpercell), 
Table 6.6.4.5.4-1: Medium Range IAB-DU operating band unwanted emission limits, 31< Prated,x  38 dBm(NR bands ≤ 3 GHz)
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Basic limits (Note 1, 2)
	Measurement bandwidth 

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
	


	100 kHz 

	5 MHz  f < min(10 MHz, Δfmax)
	5.05 MHz  f_offset < min(10.05 MHz, f_offsetmax)
	Prated,x - 60dB58.5dB
	100 kHz 

	10 MHz  f  fmax
	10.05 MHz  f_offset < f_offsetmax
	Min(Prated,x - 60dB, -25dBm) (Note 3)
	100 kHz

	NOTE 1:	For an IAB-DU supporting non-contiguous spectrum operation within any operating band the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks on each side of the sub-block gap. Exception is f ≥ 10MHz from both adjacent sub-blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be Min(Prated,x -60dB, ‑25dBm)/100kHz.
NOTE 2:	For a multi-band connector with Inter RF Bandwidth gap < 2*ΔfOBUE the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap.
NOTE 3:	The requirement is not applicable when fmax < 10 MHz.



Table 6.6.4.5.4-2: Medium Range IAB-DU operating band unwanted emission limits, Prated,x  31 dBm(NR bands ≤ 3 GHz)
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Basic limits (Note 1, 2)
	Measurement bandwidth 

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
	



	100 kHz 

	5 MHz  f < min(10 MHz, Δfmax)
	5.05 MHz  f_offset < min(10.05 MHz, f_offsetmax)
	-29 27.5 dBm
	100 kHz 

	10 MHz  f  fmax
	10.05 MHz  f_offset < f_offsetmax
	-29 dBm (Note 3)
	100 kHz

	NOTE 1:	For an IAB-DU supporting non-contiguous spectrum operation within any operating band the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks on each side of the sub-block gap. Exception is f ≥ 10MHz from both adjacent sub-blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be -29dBm/100kHz.
NOTE 2:	For a multi-band connector with Inter RF Bandwidth gap < 2*ΔfOBUE the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap.
NOTE 3:	The requirement is not applicable when fmax < 10 MHz.


Table 6.6.4.5.4-3: Medium Range IAB-DU operating band unwanted emission limits, 31< Prated,x  38 dBm (NR bands >3GHz)
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Basic limit (Note 1, 2)
	Measurement bandwidth 

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
	


	100 kHz 

	5 MHz  f < min(10 MHz, Δfmax)
	5.05 MHz  f_offset < min(10.05 MHz, f_offsetmax)
	Prated,x - 58.2dB
	100 kHz 

	10 MHz  f  fmax
	10.05 MHz  f_offset < f_offsetmax
	Min(Prated,x - 60dB, -25dBm) (Note 3)
	100 kHz

	NOTE 1:	For an IAB-DU supporting non-contiguous spectrum operation within any operating band the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks on each side of the sub-block gap. Exception is f ≥ 10MHz from both adjacent sub-blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be -29dBm/100kHz.
NOTE 2:	For a multi-band connector with Inter RF Bandwidth gap < 2*ΔfOBUE the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap.
NOTE 3:	The requirement is not applicable when fmax < 10 MHz.



Table 6.6.4.5.4-4: Medium Range IAB-DU operating band unwanted emission limits, Prated,x  31 dBm (NR bands >3GHz)
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Basic limit (Note 1, 2)
	Measurement bandwidth 

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
	

	100 kHz 

	5 MHz  f < min(10 MHz, Δfmax)
	5.05 MHz  f_offset < min(10.05 MHz, f_offsetmax)
	-27.2 dBm
	100 kHz 

	10 MHz  f  fmax
	10.05 MHz  f_offset < f_offsetmax
	-29 dBm (Note 3)
	100 kHz

	NOTE 1:	For an IAB-DU supporting non-contiguous spectrum operation within any operating band the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks on each side of the sub-block gap. Exception is f ≥ 10MHz from both adjacent sub-blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be -29dBm/100kHz.
NOTE 2:	For a multi-band connector with Inter RF Bandwidth gap < 2*ΔfOBUE the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap.
NOTE 3:	The requirement is not applicable when fmax < 10 MHz.



[bookmark: _Toc73962917][bookmark: _Toc75260094][bookmark: _Toc75275636][bookmark: _Toc75276147][bookmark: _Toc76541646][bookmark: _Toc82437415]6.6.4.5.5	Basic limits for Local Area IAB-DU and Local Area IAB-MT (Category A and B)
For Local Area IAB-DU and Local Area IAB-MT in NR bands ≤ 3 GHz, basic limits are specified in table 6.6.4.5.4-1.
For Local Area IAB-DU and Local Area IAB-MT in NR bands ≤ 3 GHz, basic limits are specified in table 6.6.4.5.4-2.
Table 6.6.4.5.4-1: Local Area IAB-DU and Local Area IAB-MT operating band unwanted emission limits (NR bands ≤3GHz)
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Basic limits (Note 1, 2)
	Measurement bandwidth 

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
	


	100 kHz 

	5 MHz  f < min(10 MHz, Δfmax)
	5.05 MHz  f_offset < min(10.05 MHz, f_offsetmax)
	-37 35.5 dBm
	100 kHz 

	10 MHz  f  fmax
	10.05 MHz  f_offset < f_offsetmax 
	-37 dBm (Note 10)
	100 kHz 

	NOTE 1:	For an IAB-DU and IAB-MT supporting non-contiguous spectrum operation within any operating band the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks on each side of the sub-block gap. Exception is f ≥ 10MHz from both adjacent sub-blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be -37dBm/100kHz.
NOTE 2:	For a multi-band connector with Inter RF Bandwidth gap < 2*ΔfOBUE the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap
NOTE 3:	The requirement is not applicable when fmax < 10 MHz.



Table 6.6.4.5.4-2: Local Area IAB-DU and Local Area IAB-MT operating band unwanted emission limits (NR bands >3GHz)
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Basic limit (Note 1, 2)
	Measurement bandwidth 

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
	

	

	5 MHz  f < min(10 MHz, Δfmax)
	5.05 MHz  f_offset < min(10.05 MHz, f_offsetmax)
	-35.2 dBm
	100 kHz

	10 MHz  f  fmax
	10.05 MHz  f_offset < f_offsetmax 
	-37 dBm (Note 3)
	

	NOTE 1:	For an IAB-DU and IAB-MT supporting non-contiguous spectrum operation within any operating band the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks on each side of the sub-block gap. Exception is f ≥ 10MHz from both adjacent sub-blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be -37dBm/100kHz.
NOTE 2:	For a multi-band connector with Inter RF Bandwidth gap < 2*ΔfOBUE the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap
NOTE 3:	The requirement is not applicable when fmax < 10 MHz.



[bookmark: _Toc73962926][bookmark: _Toc75260103][bookmark: _Toc75275645][bookmark: _Toc75276156][bookmark: _Toc76541655][bookmark: _Toc82437424]<Next change>
6.6.5.4.1	Initial conditions
Test environment: Normal; see annex B.2.
RF channels to be tested for single carrier:
-	B when testing the spurious emissions below FDL_low - ΔfOBUE for IAB-DU or FUL_low - ΔfOBUE for IAB-MT,
-	T when testing the spurious emissions above FDL_high + ΔfOBUE for IAB-DU or FUL_high + ΔfOBUE for IAB-MT; see clause 4.9.1.
IAB RF Bandwidth positions to be tested for multi-carrier and/or CA:
-	BRFBW when testing the spurious frequencies below FDL_low - ΔfOBUE for IAB-DU or FUL_low - ΔfOBUE for IAB-MT; TRFBW when testing the spurious frequencies above FDL_high + ΔfOBUE for IAB-DU or FUL_high + ΔfOBUE for IAB-MT in single-band operation; see clause 4.9.1.
-	BRFBW_T'RFBW when testing the spurious frequencies below FDL_low - ΔfOBUE for IAB-DU or FUL_low - ΔfOBUE for IAB-MT of the lowest operating band; B'RFBW_TRFBW when testing the spurious frequencies above FDL_high + ΔfOBUE for IAB-DU or FUL_high + ΔfOBUE for IAB-MT of the highest operating band in multi-band operation, see clause 4.9.1.
[bookmark: _Toc73962927][bookmark: _Toc75260104][bookmark: _Toc75275646][bookmark: _Toc75276157][bookmark: _Toc76541656][bookmark: _Toc82437425]6.6.5.4.2	Procedure
For IAB type 1-H where there may be multiple TAB connectors, they may be tested one at a time or multiple TAB connectors may be tested in parallel as shown in annex D.13.1. Whichever method is used the procedure is repeated until all TAB connectors necessary to demonstrate conformance have been tested.
1)	Connect the single-band connector or multi-band connector under test to measurement equipment as shown in annex D.1.1. All connectors not under test shall be terminated.
2)	Measurements shall use a measurement bandwidth in accordance to the conditions in clause 6.6.5.5.
	The measurement device characteristics shall be:
-	Detection mode: True RMS.
3)	For a connectors declared to be capable of single carrier operation only (D.16), set the representative connectors under test to transmit according to the applicable test configuration in clause 4.8 at rated carrier output power (Prated,c,AC, or Prated,c,TABC, D.21). Channel set-up shall be according to IAB-DU-FR1‑TM1.1 or IAB-MT-FR1-TM1.1 IAB-FR1-TM 1.1.
	For a connector under test declared to be capable of multi-carrier and/or CA operation (D.15-D.16) set the connector under test to transmit on all carriers configured using the applicable test configuration and corresponding power setting specified in clauses 4.7 and 4.8 using the corresponding test models or set of physical channels in clause 4.9.2. 
4)	Measure the emission at the specified frequencies with specified measurement bandwidth.
In addition, for multi-band connectors, the following steps shall apply:
5)	For a multi-band connectors and single band tests, repeat the steps above per involved operating band where single band test configurations and test models shall apply with no carrier activated in the other operating band.

<Next change>

[bookmark: _Toc73962940][bookmark: _Toc75260117][bookmark: _Toc75275659][bookmark: _Toc75276170][bookmark: _Toc76541669][bookmark: _Toc82437438]6.7.4.2	Procedure
For IAB type 1-H where there may be multiple TAB connectors, they may be tested one at a time or multiple TAB connectors may be tested in parallel as shown in annex D.1.1. Whichever method is used the procedure is repeated until all TAB connectors necessary to demonstrate conformance have been tested.
1)	Connect the single-band connector or multi-band connector under test to measurement equipment as shown in annex D.1.2 for IAB type 1-H. All connectors not under test shall be terminated.
2)	The measurement device characteristics shall be:
-	Detection mode: True RMS.
3)	For a connectors declared to be capable of single carrier operation only (D.16), set the representative connectors under test to transmit according to the applicable test configuration in clause 4.8 at rated carrier output power Prated,c,TABC for IAB type 1-H (D.21). Channel set-up shall be according to IAB-DU-FR1-TM 1.1 for IAB-DU and IAB-MT-FR1-TM 1.1 for IAB-MT. 
	For a connector under test declared to be capable of multi-carrier and/or CA operation (D.15-D.16) set the connector under test to transmit on all carriers configured using the applicable test configuration and corresponding power setting specified in clauses 4.7 and 4.8 using the corresponding test models or set of physical channels in clause 4.9.2 for IAB-DU and in clause 4.9.x for and IAB-MT.

4)	For IAB 1-H, generate the interfering signal according to IAB-DU-FR1-TM 1.1for IAB-DU and IAB-MT-FR1-TM 1.1 for IAB-MT, as defined in clause 4.9.2, with the minimum channel bandwidth (BWChannel) with 15 kHz SCS of the band defined in clause 5.3.5 and a centre frequency offset from the lower/upper edge of the wanted signal or edge of sub-block inside a sub-block gap , for n = 1, 2 and 3, but exclude interfering frequencies that are outside of the allocated downlink operating band or interfering frequencies that are not completely within the sub-block gap or within the Inter RF Bandwidth gap.
5)	Adjust ATT attenuator (as in the test setup in annex D.1.2 for IAB type 1-H) so that level of the interfering signal is as defined in clause 6.7.5.
6)	Perform the unwanted emission tests specified in clauses 6.6.3 and 6.6.4 for all third and fifth order intermodulation products which appear in the frequency ranges defined in clauses 6.6.3 and 6.6.4. The width of the intermodulation products shall be taken into account.
7)	Perform the transmitter spurious emissions test as specified in clause 6.6.5, for all third and fifth order intermodulation products which appear in the frequency ranges defined in clause 6.6.5. The width of the intermodulation products shall be taken into account.
8)	Verify that the emission level does not exceed the required level in clause 6.7.5 with the exception of interfering signal frequencies.
9)	Repeat the test for the remaining interfering signal centre frequency offsets according to step 4.
10)	Repeat the test for the remaining test signals defined in clause 6.7.5 for additional requirements and for IAB type 1-H intra-system requirements.
In addition, for multi-band connectors, the following steps shall apply:
11)	For a multi-band connectors and single band tests, repeat the steps above per involved operating band where single band test configurations and test models shall apply with no carrier activated in the other operating band.
NOTE:	The third order intermodulation products are centred at 2F1F2 and 2F2F1. The fifth order intermodulation products are centred at 3F12F2, 3F22F1, 4F1F2, and 4F2F1 where F1 represents the test signal centre frequency or centre frequency of each sub-block and F2 represents the interfering signal centre frequency. The widths of intermodulation products are:
-	(n*BWF1 + m* BWF2) for the nF1mF2 products;
-	(n* BWF2 + m* BWF1) for the nF2mF1 products;
	where BWF1 represents the test wanted signal RF bandwidth or channel bandwidth in case of single carrier, or sub-block bandwidth and BWF2 represents the interfering signal channel bandwidth.
<Next change>
[bookmark: _Toc75165295][bookmark: _Toc75334250][bookmark: _Toc75508442][bookmark: _Toc75816181][bookmark: _Toc76541339][bookmark: _Toc76541906][bookmark: _Toc82429796]8.1.1.3.2	Applicability of PUSCH performance requirements
8.1.1.3.2.1	Applicability of requirements for different subcarrier spacings
Unless otherwise stated, PUSCH requirement tests shall apply only for each subcarrier spacing declared to be supported (see D.7 in table 4.6-1).
Unless otherwise stated, if IAB-DU supports more than one SCS then PUSCH requirement tests with highest modulation order (see D.109 in table 4.6-1) shall apply only with lowest supported SCS and PUSCH requirement tests with other modulation orders (see D.109 in table 4.6-1) shall apply only with highest supported SCS. Otherwise, all modulation orders are tested on supported SCS.
<Next change>
8.2.3.1.1.5	Applicability of requirements for IAB-MT features
Unless otherwise stated, for IAB type 1-O, the CSI reporting tests (clauses 8.2.3.3, 8.2.3.4) shall apply only in case the number of NZP-CSI-RS ports in the test case satisfies maximum number of ports across all configured NZP-CSI-RS resources per CC declared to be supported (see D.201 in table 4.6-1, maxConfigNumberPortsAcrossNZP-CSI-RS-PerCC).
Unless otherwise stated, for IAB type 1-O, the CSI reporting tests (clauses 8.2.3.2, 8.2.3.3, 8.2.3.4) shall apply only in case the PDSCH MIMO rank in the test case does not exceed the maximum number of PDSCH MIMO layers declared to be supported (see D.202 in table 4.6-1, maxNumberMIMO-LayersPDSCH).
Unless otherwise stated, for IAB type 2-O, the CSI reporting tests (clauses 8.2.3.2, 8.2.3.3, 8.2.3.4)  shall apply only for the PT-RS option declared to be supported (see D.203 in table 4.6-1, onePortPTRS).
NOTE: Applicability information may be obtained based on vendor declaration (Section 4.6) or alternatively from reading capability signaling.
<End of change>
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