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[bookmark: _Toc21343131][bookmark: _Toc29770097][bookmark: _Toc29799596][bookmark: _Toc37254820][bookmark: _Toc37255463][bookmark: _Toc45887488][bookmark: _Toc53172225][bookmark: _Toc61356990][bookmark: _Toc67913859][bookmark: _Toc75469676][bookmark: _Toc76508166][bookmark: _Toc83193067][bookmark: _Toc21345667][bookmark: _Toc29806516][bookmark: _Toc37256049][bookmark: _Toc37256390][bookmark: _Toc45890223][bookmark: _Toc52382048][bookmark: _Toc61375147][bookmark: _Toc67936500][bookmark: _Toc67937373][bookmark: _Toc76452609][bookmark: _Toc76630452][bookmark: _Toc83743012][bookmark: _Toc83887126][bookmark: _Toc83887927][bookmark: _Toc90588768]7.6A.3.1	Out-of-band blocking for Intra-band contiguous CA
For intra-band contiguous carrier aggreagation the downlink SCC(s) shall be configured at nominal channel spacing to the PCC. For FDD, the PCC shall be configured closest to the uplink band. All downlink carriers shall be active throughout the test.
The UE shall fulfil the minimum requirement in presence of an interfering signal specified in Tables 7.6A.3-1 and Tables 7.6A.3-2 being on either side of the aggregated signal. The throughput of each carrier shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2,  A.3.2, and A.3.3 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1).
Table 7.6A.3-1: Out-of-band blocking parameters for intra-band contiguous CA
	RX parameter
	Units
	CA bandwidth class

	
	
	C
	
	

	Power in transmission bandwidth configuration
	dBm
	REFSENS + CA bandwidth class specific value below

	
	dB
	9
	
	

	NOTE 1:	The transmitter shall be set to 4 dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4.



Table 7.6A.3-2: Out of-band blocking for intra-band contiguous CA
	NR band
	Parameter
	Unit
	Range1
	Range 2
	Range 3

	
	Pinterferer
	dBm
	-45
	-30
	-15

	n41
	Finterferer (CW)
	MHz
	-60 < f – FDL_low < -15
or
15 < f – FDL_high < 60
	-85 < f – FDL_low ≤ -60
or
60 ≤ f – FDL_high < 85
	 1 ≤ f ≤ FDL_low – 85
or
FDL_high + 85 ≤ f
≤ 12750

	n77, n78
(NOTE 3)
	Finterferer (CW)
	MHz
	N/A
	N/A
	1 ≤ f ≤ FDL_low – MAX(200,3*BWChannel_CA)
or
FDL_high+ MAX(200,3*BWChannel_CA)
≤ f ≤ 12750

	n79
(NOTE 4)
	Finterferer (CW)
	MHz
	N/A
	N/A
	1 ≤ f ≤ FDL_low – MAX(150,3*BWChannel_CA)
or
FDL_high + MAX(150,3*BWChannel_CA)
≤ f ≤ 12750

	NOTE 1:	The power level of the interferer (PInterferer) for Range 3 shall be modified to -20 dBm for FInterferer > 6000 MHz.
NOTE 2:	BWChannel_CA denotes the aggregated channel bandwidth of the wanted signal
NOTE 3:	The power level of the interferer (PInterferer) for Range 3 shall be modified to -20 dBm, for FInterferer > 2700 MHz and FInterferer < 4800 MHz. For BWChannel_CA > 15 MHz, the requirement for Range 1 is not applicable and Range 2 applies from the frequency offset of 3*BWChannel_CA from the band edge. For BWChannel_CA larger than 60 MHz, the requirement for Range 2 is not applicable and Range 3 applies from the frequency offset of 3*BWChannel_CA from the band edge.
NOTE 4:	The power level of the interferer (PInterferer) for Range 3 shall be modified to -20 dBm, for FInterferer > 3650 MHz and FInterferer < 5750 MHz. For BWChannel_CA ≥ 40 MHz, the requirement for Range 2 is not applicable and Range 3 applies from the frequency offset of 3*BWChannel_CA from the band edge


For interferer frequencies across ranges 1, 2 and 3 in Table 7.6A.3-2, a maximum of




exceptions are allowed for spurious response frequencies in each assigned frequency channel when measured using a step size of  MHz with  the number of resource blocks in the downlink transmission bandwidth configuration,  BWChannel is the bandwidth of the frequency channel in MHz and n = 1, 2, 3 for SCS = 15, 30, 60 kHz, respectively. For these exceptions, the requirements in subclause 7.7A.1 apply.

<<End of Change>>
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