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<< Start of change 1>>
8.15.5	Active Downlink TCI state list update delay
The requirements specified in this clause apply to 
-	Separate active TCI list update delay, while the separate TCI list comprises more than one target separate TCIs, and at least one DL TCI is included.
-	Joint active TCI list update delay, while the join TCI list comprises more than one target joint TCI.
Upon receiving PDSCH carrying MAC-CE active TCI state list update at slot n, UE shall be able to receive PDCCH to schedule PDSCH with the new target TCI states at the first slot that is after 
n + + (THARQ + TO*(Tfirst-SSB_List + TSSB-proc)) / NR slot length.
Where 
-	If all TCIs are known, TO is TOk,
-	if any target TCI state is not in the active TCI state list, TOk = 1,
-	If the number of cells associated with the target TCIs that are not in the active TCI list is larger than 1, and SSBs associated to the TCIs are overlapped,
-	Tfirst-SSB_List = Ncell * Tfirst-SSB, where Ncell is the number of cells associated with the target TCIs that are not in the active TCI list, whose SSBs are overlapped. Ncell ≤ Nmax + 1, where Nmax is the number of cells with PCI different from serving cell, and Nmax = 1.
-	Otherwise,
-	Tfirst-SSB_List = Tfirst-SSB.
-	THARQ, Tfirst-SSB, TSSB-proc are defined in clause 8.15.3.
When UE receives PDSCH carrying MAC-CE active TCI state list update for 
-	joint TCI state list update, or 
-	separate TCI list update, while the separate TCI list comprises at least one DL TCI and one UL TCI,
UE is not expected to recieve on DL before UE completes the DL and UL TCI state switch. 

<< End of change 1>>

<< Start of change 2>>
8.16.5	Active Uplink TCI state list update delay
The requirements specified in this clause apply to 
-	Separate active TCI list update delay, while the separate TCI list comprises more than one target separate TCIs, and at least one DL TCI is included.
-	Joint active TCI list update delay, while the join TCI list comprises more than one target joint TCI.
Upon receiving PDSCH carrying MAC-CE active TCI state list update at slot n, UE shall be able to transmit PUCCH, PUSCH or SRS with the new target TCI states at the first slot that is after 
n+  + (THARQ + NM * (Tfirst_target-PL-RS_List + 4 * Ttarget_PL-RS_List + 2ms))) / NR slot length,
Where 
-	If all TCIs are known, 
-	if the target PL-RS associated with or included in any UL TCI is not maintained by the UE, NM = 1,
-	If the number of cells associated with the target TCIs that are [not in the active TCI list] is larger than 1, and SSBs associated to the TCIs are overlapped,
-	Tfirst_target-PL-RS_List = Ncell * Tfirst_target-PL-RS, Ttarget-PL-RS_List = Ncell * Ttarget-PL-RS, where Ncell is the number of cells associated with the target TCIs that are not in the active TCI list, whose SSBs are overlapped. Ncell ≤ Nmax + 1, where Nmax is the number of cells with PCI different from serving cell, and Nmax = 1.
-	Otherwise,
-	Tfirst_target-PL-RS_List = Tfirst_target-PL-RS, Ttarget-PL-RS_List = Ttarget-PL-RS.
-	THARQ, Tfirst_target-PL-RS, Ttarget-PL-RS are defined in clause 8.16.3.
When UE receives PDSCH carrying MAC-CE active TCI state list update for 
-	joint TCI state list update, or 
-	separate TCI list update, while the separate TCI list comprises at least one DL TCI and one UL TCI,
UE is not expected to transmit on UL before UE completes the DL and UL TCI state switch. 
<< End of change 2>>

