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Introduction
Briefly introduce background, the scope of this email discussion (e.g. list of treated agenda items) and provide some guidelines for email discussion if necessary.
Topic #1: Core part
Main technical topic overview. The structure can be done based on sub-agenda basis. 
Companies’ contributions summary
	T-doc number
	Company
	Proposals / Observations

	R4-2407359
	Apple
	CR: (NR_redcap_enh-Core) CR on transition requirement for Inactive mode with eDRX

	R4-2408041
	Qualcomm Incorporated
	Not available: Draft CR on high priority search with Inactive mode eDRX for eRedCap UEs

	R4-2408149
	Nokia
	Moved to thread 201.

	R4-2408151
	Nokia
	Moved to thread 201.

	R4-2409030
	ZTE Corporation, Sanechips
	Observation 1: The delay in some cases is too long if Thigher_priority_search = max(60, ceil (15/NDRX-PTW)*eDRX_IDLE cycle length) * Nlayers seconds when eDRX_IDLE cycle >10.24s.
Proposal 1: For INACTIVE mode, the same search rate as IDLE mode applies with eDRX_INACTIVE cycle length instead of eDRX_IDLE cycle length.


	R4-2409040
	ZTE Corporation, Sanechips
	CR on correction on relaxation measurement requirements for RedCap inactive UE

	R4-2409796
	MediaTek inc., Ericsson and Huawei, HiSilicon
	CR on relaxation measurement requirements for RedCap inactive UE with INACTIVE eDRX >10.24s

	R4-2409783
	MediaTek Sweden AB
	CR on relaxation measurement requirements for RedCap inactive UE with INACTIVE eDRX >10.24s



Open issues summary
Before Meeting, moderators shall summarize list of open issues, candidate options and possible WF (if applicable) based on companies’ contributions.
Sub-topic 1-1 Measurements on higher priority carriers in IDLE and INACTIVE mode with eDRX
Sub-topic description:
Open issues and candidate options before meeting:
Issue 1-3: Measurements on higher priority carriers in IDLE and INACTIVE mode when configured with eDRX
· Proposals
· Option 1 (ZTE): 
· For INACTIVE mode, the same search rate as IDLE mode applies with eDRX_INACTIVE cycle length instead of eDRX_IDLE cycle length.
· Recommended WF
· Discuss the CR directly based on R4-2409796. 

List of CRs
	Tdoc 
	Company
	Status

	R4-2407359
	Apple
	

	R4-2409040
	ZTE Corporation, Sanechips
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	MediaTek inc., Ericsson and Huawei, HiSilicon
	

	R4-2409783
	MediaTek Sweden AB
	



